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NOTICE

The Society of Cable Telecommunications Engineers (SCTE) / International Society of Broadband Experts
(ISBE) Standards and Operational Practices (hereafter called “documents”) are intended to serve the public
interest by providing specifications, test methods and procedures that promote uniformity of product,
interchangeability, best practices and ultimately the long-term reliability of broadband communications
facilities. These documents shall not in any way preclude any member or non-member of SCTE*ISBE from
manufacturing or selling products not conforming to such documents, nor shall the existence of such
standards preclude their voluntary use by those other than SCTE.ISBE members.

SCTE-ISBE assumes no obligations or liability whatsoever to any party who may adopt the documents.
Such adopting party assumes all risks associated with adoption of these documents, and accepts full
responsibility for any damage and/or claims arising from the adoption of such documents.

Attention is called to the possibility that implementation of this document may require the use of subject
matter covered by patent rights. By publication of this document, no position is taken with respect to the
existence or validity of any patent rights in connection therewith. SCTE*ISBE shall not be responsible for
identifying patents for which a license may be required or for conducting inquiries into the legal validity or
scope of those patents that are brought to its attention.

Patent holders who believe that they hold patents which are essential to the implementation of this document
have been requested to provide information about those patents and any related licensing terms and
conditions. Any such declarations made before or after publication of this document are available on the
SCTE-ISBE web site at http://www.scte.org.

All Rights Reserved
© Society of Cable Telecommunications Engineers, Inc. 2020

140 Philips Road
Exton, PA 19341

Documents
AMERICAN NATIONAL STANDARD © SCTE-ISBE Document &haring Hub

Full document details: SCTE 128-12020


http://www.scte.org/
http://www.avadocuments.com/doc/scte-128-1-2020
http://www.avadocuments.com/doc/scte-128-1-2020

ANSI/SCTE 128-1 2020

Table of Contents

Title Page Number
INOTICE ..ottt ettt ettt e e ettt e e et et e e e s tee e e e e teeeeesateeeeeanteeeeeantaeeeeanseeeeeasteseesassaeeesasseeeeanssnneesnssenanans 2
QLIE=1 o] L= o O o 1 1= o1 £ R 3
I [0 o o (3T 1T o TSR 5
1.1. EXECULIVE SUMMAIY ..ottt st e e st e e e e sabeee e 5
1.2. S Te7 o] o = USRS 5
2. NOrmative REFEIENCES ...ttt e e e e e e et e e e e e e e e e nnnreeeeeaeeeanns 5
21. SCTE REIEIENCES ...ttt ettt st e s nt e e e s bt e e e sneeeeeanneeas 5
2.2. Standards from Other Organizations .............cooiiiiiiiiiiiiiiee e 5
2.3. PUblisShed MaterialS ..........ooouiuiiiiiii e 6
3. INfOrmMative REEIENCES .......ooiiiiiii et et e e e et e e e e nree e e eneee 6
3.1. SCTE REFEIENCES ...ttt ettt ettt e e sttt e e e s bt e e e anseeeeanneeas 6
3.2. Standards from Other Organizations .............cooieiiiiiiiiiiiee e 6
3.3. Published MaterialS ..........co e e e e e e e e e e e 6
T S O 7o 1 41 ] 1= Uo7 -0 N[ ] ¢= 11T o S 7
5.  Abbreviations and DefinitioNS. ... 7
51. Y o] o] =N F= 11T 1= PR 7
5.2. 1= 1o o < 8
6. MPEG-2 Multiplex And Transport Constraints FOr AVC ..........ooooiiiiiiiiiie e 9
6.1. SErviCes and FEATUIES ........oooiiiiiiiiiieii ettt st e st e e st e e e e e snaeeas 9
6.2. MPEG-2 Systems Standard ............cooiiiiiiiiiie et e e a e e e e e e e e 9
6.2.1. RV 1o L= o T I I SR 9
6.3. ASSIGNMENT OF IAENTIFIEIS .....veeeiiie e e e e 9
6.3.1. AVC Stream TYPE COUES.......cccuiiiiiiee ettt e e e e e s are e e e e e e 9
6.3.2. [T o7y o] (o S 9
6.4. AVC Program CONSIIraiNtS.........ooiiiiiiiiiie e 9
6.4.1. SCTE Random Access Point (SRAP) Access Unit Composition ...........ccccceeeenee 9
6.4.2. SRAP Transport CoNStraints. ... 9
6.4.3. Adaptation Field Private Data ............oooiiiiii e 10
6.5. [ S T oo ] 1= 1 SRR 10
Y\ VA OV A 1o [= ol 0o g (= 1 | £ SROUPSRRRRIN 10
71. POSSIDIE VIAEO INPULS ... sennsnnnnnnnnnnnne 10
7.2. Source coding SPECIfICALION .........eeiiiiiiiiiieee e 10
7.2.1. Constraints with respect to0 AVC .........oiiiiiiii e 11
8. SEI Carrriage Of Captioning, AFD, Bar Data and Other Auxillary Data ............ccccccceveeeiiicciiiiieeeeen. 16
8.1. Encoding and transport of caption, active format description (AFD) and bar data.............. 17
8.1.1. SEI T.35 Construct for Auxiliary Data Syntax.........ccccocveeiiiiiiiiniiiiee e, 17
8.1.2. T.35 Auxiliary Data Semantics Compliant to SCTE/ATSC Constructs................ 18
8.2. ATSCA_data() SYNTAX ...eeeeiiiieie bbb 18
8.2.1. ATSCA_data() SEmMaNtICS .....coiuveiiiiiiie e 18
8.2.2. Encoding and Transport of Caption Data ..........ccccooiiiiiiiei e 19
8.2.3. Encoding and transport of bar data ............ccccceeieieiiicc e, 19
8.2.4. Encoding and transport of active format description data ...............cccccceeennnneen. 21
8.2.5. F ] IS4 - SRR 21
8.2.6. AFD SEMANTICS ...eiiiiiiiee et e e 22
8.2.7. Recommended Receiver Response to AFD ... 23
8.2.8. Relationship Between Bar Data and AFD (Informative) ...........cccccvveeeeeieiiinnnen. 23
8.2.9. Encoding and transport of SCTE DM AP #1 ..eeoiiiiiiiee e 23
8.2.10. Encoding and transport of ST2094-10 data..........cccceeeiiiieiiini e, 23
9. Support for AVC Still PICIUIES ...ooee ettt e e e e e e e e e e e e e e eeaaeeeanas 23
APPENDIX A AU_information in Adaptation Field Private Data (Deprecated) ............cccccceee.... 25
Documents
AMERICAN NATIONAL STANDARD © SCTE-ISBE Document gharing Hub

Full document details: SCTE 128-12020


http://www.avadocuments.com/doc/scte-128-1-2020
http://www.avadocuments.com/doc/scte-128-1-2020

ANSI/SCTE 128-1 2020

APPENDIX B Encoding Guidelines to Enable Trick Play Support of AVC Streams

(Deprecated) 26

L [0 (oo [FTd 1T o TR PP PP PPPPTOOTPPPR 26
1.1. OVEIVIBW ..ottt ettt ettt e ettt e e a et e e e ntte e e e e n s be e e e nbeeeeeantbeeesannteeeeanneeeeeannee 26
1.2. JLIC=Ted ol a1 Te= T o 01T =T g =Y o) 26

2. DiSCardable PICIUMES .......ooooiiiiiiiiiie et e e e et e e e e e e e eeeeas 27
21. MPEG-2 Discardable PiCIUIES ..........coiiiiiiiiiiiiie et 27
2.2. AVC Discardable PiCIUIES ...........cuuii it et e e e snreee e 28
2.3. Discardable Pictures and Trick Play Speeds ... 28
2.4. Smooth Trick Play and Compression EffiCiency ..., 29

List of Figures

Title Page Number
Figure 2 - Example of achieving a 3x trickplay mode from a common MPEG-2 GOP structure (IBBP) .... 27
Figure 3 - Example of a compliant MPEG-2 GOP structure (IPPP).........coooiiiiiiiiiiiieecec e 28
Figure 4 - Coding Structure with 2 Out of Every 3 Pictures as Discardable Pictures............cccccoevieninnnn. 30
Figure 5 - Coding Structure with 10 out of Every 15 Pictures as Discardable Pictures..................cc.ue.. 30
List of Tables

Title Page Number
Table 1 - Numerical Format DefinitioNS ..........oouiiiiiiiiie e 8
Table 5 - Standardized Video INPUL FOrMALS ........cooiiiiiiiiiee et a e e 10
Table 6 - Sequence Parameter Set Constraints ........ ... 11
Table 7 = VUI CONSITAINTS ....ceiiiiiiie ettt et e sttt e e e st e e e es e e e e e st e e e e nbeeeeenteeeeanneeeeeannes 12
Table 8 - SEI CONSIrAINTS ....coeiiieeeiie ettt e e e e e e e e e e ee e e e e e e s e nneeeeeaeeeeaaannneneeeaaeeaann 12
Table 9A - Level 3.0 Compression Format Constraints (level_idc = 30) .......ccccceeeiiiiiiiiiiee e 13
Table 9B - Level 4.0 Compression Format Constraints (level_idc = 40) ........occoeiiiiiiiiiieee e 14
Table 9C - Level 4.2 Compression Format Constraints (level_idC = 42) ... 14
Table 10 - Level and Computed Values to Support Table 9A, 9B and 9C ...........ccccoviiiieeeiiiciiiieeee e 15
Table 11 - Time_scale & num_units_in_tick settings for Frame Rates ..........c.ccooiiiiiiis 15
Table 12 - CoOMMON DAta SYNTAX......cciiiiiiiiiiiiiiie e e e e e e e e e e e e e s e et a e e eeaaeesseensnreeeaaaeeaanns 17
Table 13 - USer_ideNtifir ... ..o ettt e e e e e e e e e e e e e e e e e e e e e e ennnneeeeaaeeeanns 18
Table 14 - ATSCA_data() SYNTAX .....uueeiiiiiiee e et e s nbe e e e 18
Table 15 - user_data_type _COAE ... 18
Table 16 - Bar Data SYNTAX.........ooi it 19
Table 17 - Line Number Designation (INfOrmative) ............cooiiiiiiiiiiii e 21
Table 18 - Active Format Description Syntax for AVC VIdEO .........coouiiiiiiiiiiiiiie e 22
Table 19 - ACHVE FOIMAL.......ooo e e e e e e e e e s re e e e e e e e e 22
Table 20 - Discardable Picture Percentages and Maximum Achievable Trick Play Speeds by Discard

L o ToT T PP PP UPPPR ORI 29

Editorial Note: Table numbers in this part of SCTE 128 are not consecutive and retain the table numbers
that appeared before SCTE 128 was split into two parts.

Documents
AMERICAN NATIONAL STANDARD © SCTE-ISBE Document $haring Hub

Full document details: SCTE 128-12020


http://www.avadocuments.com/doc/scte-128-1-2020
http://www.avadocuments.com/doc/scte-128-1-2020

ANSI/SCTE 128-1 2020

1. Introduction

1.1. Executive Summary

This document assists in creation of an AVC coded video elementary stream and is intended for broadcast
purposes. There are other applications: time-shifting (e.g., PVR/DVR service), Video-on-Demand service,
unicast, multicast, splicing (e.g., Ad-insertion) that could employ the specifications in this document.
However, constraints specific to those applications are outside of the scope of this document.

1.2. Scope

This document defines the video coding constraints on ITU-T Rec. H.264 | ISO/IEC 14496-10 [3] video
compression (hereafter called "AVC") for Cable Television. In particular, this document describes the
constraints on AVC coded video elementary streams in an MPEG-2 service multiplex (single or multi-
program Transport Stream).

Note: The carriage of MPEG-2 video in the MPEG-2 service multiplex is described in SCTE 54.

2. Normative References

The following documents contain provisions, which, through reference in this text, constitute provisions
of this document. At the time of Subcommittee approval, the editions indicated were valid. All documents
are subject to revision; and while parties to any agreement based on this document are encouraged to
investigate the possibility of applying the most recent editions of the documents listed below, they are
reminded that newer editions of those documents might not be compatible with the referenced version.

2.1. SCTE References
[1] SCTE 215-1-1 2018 HEVC Video Constraints for Cable Television Part 1-1 HDR10 Coding

2.2. Standards from Other Organizations

[2] ISO/IEC 13818-1, (2018), “Information Technology — Generic coding of moving pictures and
associated audio — Part 1: Systems.”

[3] ITU-T Rec. H.264 | ISO/IEC 14496-10, (09/2014), “Information Technology — Coding of audio
visual objects — Part 10: Advanced Video Coding.”

[4] CTA-608-E (2008), Line 21 Data Services.
[5] CTA-708-D (2008), Digital Television (DTV) Closed Captioning.
[6] ATSC A/53 Part 4:2009, Digital Television Standard, MPEG-2 Video System Characteristics.

[7] ETSITS 101 154 V2.4.1 Digital Video Broadcasting (DVB): Specification for the use of Video and
Audio Coding in Broadcasting Applications based on the MPEG-2 Transport Stream, 2014.

[8] SMPTE 2016-1-2009: Standard for Television — Format for Active Format Description and Bar
Data.

[9] ISO/IEC 13818-2 (2013), Information Technology — Generic coding of moving pictures and
associated audio -Part 2: Video
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2.3. Published Materials

e No normative references are applicable.

3. Informative References

The following documents might provide valuable information to the reader but are not required when
complying with this document.

3.1. SCTE References
[10] ANSI/SCTE 43 2015, Digital Video Systems Characteristics Standard for Cable Television.
[11] ANSI/SCTE 21 2017, Standard for Carriage of NTSC VBI Data in Cable Digital Transport Streams.
[12] ANSI/SCTE 07 2013, Digital Transmission Standard for Cable Television.

[13] ANSI/SCTE 172 2017, Constraints on AVC and HEVC Structured Video Coding for Digital Program
Insertion.

[14] SCTE 128 Part 2 2018, AVC Transport Constraints for Cable Television
[15] ANSI/SCTE 54 2015, Digital Video Service Multiplex and Transport System Standard for Cable Television.

3.2. Standards from Other Organizations
[16] SMPTE ST 170, Television — Composite Analog Video Signal — NTSC for Studio Applications.
[17] SMPTE ST 274, Standard for television, 1920 x 1080 Scanning and Interface.

[18] SMPTE ST 296, Standard for television, 1280 x 720 Scanning, Analog and Digital Representation, and Analog
Interface.

[19] ITU-R BT.601-6, Encoding parameters of digital television for studios.

[20] ITU-R BT.709-6, Basic Parameter Values for the HDTV Standard for the Studio and for International
Programme Exchange.

[21] ITU-T J.83 Digital Video Transmission Standard for Cable Television.
[22] CTA-CEBI16: Active Format Description (AFD) & Bar Data Recommended Practice.
[23] SMPTE 125, Standard for television, Component Video Signal 4:2:2, Bit Parallel Digital Interface.

[24] SMPTE 293, Standard for television, 720x483 Active Line at 59.95 Hz Progressive Scan Production, Digital
Representation.

[25] SMPTE 267, Standard for television, Bit Parallel Digital Interface- Component Video Signal 4:2:2 16x9
Aspect Ratio.

[26] ITU-T Rec. T.35, “Procedure for the allocation of ITU-T defined codes for non-standard facilities.”
[27] ATSC A/53, Part 3, “Service Multiplex and Transport Subsystem Characteristics”

[28] CTA-861-G “A DTV Profile for Uncompressed High Speed Digital Interfaces”

[29] ATSC A/341, “ATSC Standard: Video - HEVC”.

3.3. Published Materials

e No informative references are applicable.
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4. Compliance Notation

This word or the adjective “required” means that the item is an
absolute requirement of this document.

This phrase means that the item is an absolute prohibition of this
document.

forbidden This word means the value specified shall never be used.

This word or the adjective “recommended” means that there may exist
valid reasons in particular circumstances to ignore this item, but the
full implications should be understood and the case carefully weighted
before choosing a different course.

This phrase means that there may exist valid reasons in particular
circumstances when the listed behavior is acceptable or even useful,
but the full implications should be understood and the case carefully
weighed before implementing any behavior described with this label.
This word or the adjective “optional” means that this item is truly
optional. One vendor may choose to include the item because a
particular marketplace requires it or because it enhances the product,
for example; another vendor may omit the same item.

Use is permissible for legacy purposes only. Deprecated features may
deprecated be removed from future versions of this document. Implementations
should avoid use of deprecated features.

shall

shall not

should

should not

may

5. Abbreviations and Definitions

5.1. Abbreviations

AFD active format description

ATSC Advanced Television Systems Committee

AU access unit

AVC advanced video coding

CPB coded picture buffer

DPB decoded picture buffer

DPI digital program insertion

DTV digital television

DVB digital video broadcasting

DVS Digital Video Subcommittee

FPP forward predicted picture

HDTV high definition television

IDR instantaneous decoding refresh

IEC International Electrotechnical Commission

ISO International Organization for Standardization

MPEG moving picture experts group

NAL network abstraction layer

PPS picture parameter set

RBSP raw byte sequence payload

SCTE Society of Cable Telecommunications Engineers

SDTV standard definition television

SEI supplemental enhancement information

SGOP SCTE group of pictures
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SPS

sequence parameter set

SRAP

SCTE random access point

VBI

vertical blanking interval

VUI

video usability information

5.2. Definitions

Forward Predicted Picture A predicted picture that does not use any later-displayed picture as a
reference.
SGOP A SCTE Group of Pictures (SGOP) is the group of pictures spanning

two consecutive SRAPs including the prior SRAP AU but not
including the subsequent SRAP AU.

SRAP

Picture An - or IDR-picture that is part of an SRAP Access Unit.

AVC

ITU-T Rec. H. 264 | ISO/IEC 14496-10 Advanced Video Coding standard

AVC Receiver The term "AVC Receiver" in this standard means a receiver having at least the attributes
listed below:

1.

2.

8.

Able to parse and decode the normative elements from AVC [2] that are specified with
constraints in this standard;

Not adversely affected by the presence or absence of optional and informative elements from
AVC[2];

Not adversely affected by the presence or absence of optional and informative elements in this
standard;

Able to parse and process all elements from AVC [2] Annex D (SEI messages) and Annex E
(VUI syntax elements) that are specified as normative in this standard and conveyed in-band;
Note : These are optional elements in the AVC specification;

Able to parse and decode all the normative elements from ISO/IEC 13818-1 [1] that are
normatively included and/or constrained by this standard;

Not adversely affected by the presence or absence of optional elements from ISO/IEC 13818-1
[1] (such as data in adaptation fields) that are specified with constraints in this standard;
Supports the processing of end_of stream rbsp() syntax element required by applications where
another bitstream follows the end of stream NAL unit. The bitstream that follows will start with
an IDR picture and may be accompanied by a time base discontinuity.

Supports the processing of elementary streams in Low Delay Mode and Still Pictures.

Note: The additional information from items 6 and 7 is optionally provided for the benefit of AVC
receivers that include support for applications such as PVR, DPI and VOD.

Numerical formats are defined in the following table:

Table 1 - Numerical Format Definitions

Example Description
Values
12345 Example of a decimal value format
0x2A Example of a hexadecimal value format
‘10010100’ Example of a string of binary digits
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6. MPEG-2 Multiplex And Transport Constraints For AVC
Material formerly in this section now appears in SCTE 128 Part 2.

6.1. Services and Features
This topic is specified in SCTE 128 Part 2.

6.2. MPEG-2 Systems Standard

6.2.1. Video T-STD
This topic is specified in SCTE 128 Part 2.

6.3. Assignment of identifiers
This topic is specified in SCTE 128 Part 2.

6.3.1. AVC Stream Type Codes
This topic is specified in SCTE 128 Part 2.

6.3.2. Descriptors

6.3.2.1. Video descriptor
This topic is specified in SCTE 128 Part 2.

6.3.2.2. Caption service descriptor
This topic is specified in SCTE 128 Part 2.

6.3.2.3. SCTE Adaptation field data descriptor
This topic is specified in SCTE 128 Part 2.

6.4. AVC Program Constraints
This topic is specified in SCTE 128 Part 2.

6.4.1. SCTE Random Access Point (SRAP) Access Unit Composition
This topic is specified in SCTE 128 Part 2.

6.4.2. SRAP Transport Constraints
This topic is specified in SCTE 128 Part 2.

6.4.2.1. TS Packet Header and Adaptation Field Constraints
This topic is specified in SCTE 128 Part 2.

6.4.2.2. SRAP Picture Decoding Time Stamp and SRAP Picture
Presentation Time Stamp Constraints

This topic is specified in SCTE 128 Part 2.
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