
 

 

 
 

 
 
 
 
 
 

ENGINEERING COMMITTEE 
(Data Standards Subcommittee) 

 
 
 
 
 

 
AMERICAN NATIONAL STANDARD 

 
 
 
 

ANSI/SCTE 136-2 2007 
 
 

 
Cable Modem TDM Emulation Interface Standard 

 
 
 
 

Full document details: SCTE 136-2 2007

http://www.avadocuments.com/doc/scte-136-2-2007
http://www.avadocuments.com/doc/scte-136-2-2007


ii 

NOTICE 

The Society of Cable Telecommunications Engineers (SCTE) Standards are intended to serve the public interest by 
providing specifications, test methods and procedures that promote uniformity of product, interchangeability and 
ultimately the long term reliability of broadband communications facilities. These documents shall not in any way 
preclude any member or non-member of SCTE from manufacturing or selling products not conforming to such 
documents, nor shall the existence of such standards preclude their voluntary use by those other than SCTE 
members, whether used domestically or internationally. 
SCTE assumes no obligations or liability whatsoever to any party who may adopt the Standards. Such adopting 
party assumes all risks associated with adoption of these Standards, and accepts full responsibility for any damage 
and/or claims arising from the adoption of such Standards. 
 
Attention is called to the possibility that implementation of this standard may require the use of subject matter 
covered by patent rights. By publication of this standard, no position is taken with respect to the existence or 
validity of any patent rights in connection therewith. SCTE shall not be responsible for identifying patents for which 
a license may be required or for conducting inquiries into the legal validity or scope of those patents that are 
brought to its attention. 
 
Patent holders who believe that they hold patents which are essential to the implementation of this standard have 
been requested to provide information about those patents and any related licensing terms and conditions. Any such 
declarations made before or after publication of this document are available on the SCTE web site at 
http://www.scte.org. 

 
All Rights Reserved 

© Society of Cable Telecommunications Engineers, Inc. 2007 
140 Philips Road 
Exton, PA 19341 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Note: DOCSIS® and eDOCSIS™ are trademarks of Cable Television Laboratories, Inc., and are used in this SCTE 
standard with permission. 

Full document details: SCTE 136-2 2007

http://www.avadocuments.com/doc/scte-136-2-2007
http://www.avadocuments.com/doc/scte-136-2-2007


 iii 

Cable Modem TDM Emulation Interface Standard  

Contents 

1 SCOPE AND PURPOSE ..................................................................................................................................... 1 
1.1 SCOPE ............................................................................................................................................................. 1 
1.2 INTRODUCTION AND OVERVIEW ..................................................................................................................... 1 

2 REFERENCES .................................................................................................................................................... 2 
2.1 NORMATIVE REFERENCES .............................................................................................................................. 2 
2.2 INFORMATIVE REFERENCES ............................................................................................................................ 4 
2.3 REFERENCE ACQUISITION ............................................................................................................................... 5 

3 TERMS AND DEFINITIONS ............................................................................................................................ 6 

4 ABBREVIATIONS, ACRONYMS AND CONVENTIONS ............................................................................ 8 
4.1 ABBREVIATIONS AND ACRONYMS .................................................................................................................. 8 
4.2 CONVENTIONS ................................................................................................................................................ 8 

5 TECHNICAL OVERVIEW ............................................................................................................................. 10 
5.1 BACKGROUND .............................................................................................................................................. 10 
5.2 PRINCIPAL TECHNICAL CONSIDERATIONS ..................................................................................................... 10 
5.3 DEVICES/INTERFACES ................................................................................................................................... 11 

5.3.1 TE-CM ................................................................................................................................................. 11 
5.3.2 TE-CMTS ............................................................................................................................................. 12 
5.3.3 Embedded TDM Emulation Adaptor (eTEA) ....................................................................................... 13 
5.3.4 TDM Emulation Adaptor (TEA) .......................................................................................................... 14 

5.4 ARCHITECTURE ............................................................................................................................................ 15 
5.4.1 TE-CM to TE-CMTS w/TEA ................................................................................................................ 15 
5.4.2 TE-CM to Centralized TEA ................................................................................................................. 16 
5.4.3 TE-CM to TE-CM through TE-CMTSs and Core ................................................................................ 16 
5.4.4 Other Architecture Considerations ...................................................................................................... 17 
5.4.5 M-CMTS & CMTS Architecture Considerations ................................................................................. 18 

5.5 NETWORK ENVIRONMENT ............................................................................................................................ 18 
5.5.1 Clocking ............................................................................................................................................... 19 
5.5.2 Quality of Service (QoS) ...................................................................................................................... 21 

6 TECHNICAL SPECIFICATION .................................................................................................................... 22 
6.1 GENERAL REQUIREMENTS ............................................................................................................................ 22 

6.1.1 CU Clock Unit ..................................................................................................................................... 22 
6.1.2 PW Pseudo-Wire .................................................................................................................................. 22 
6.1.3 IWF InterWorking Function ................................................................................................................ 22 
6.1.4 TSP TDM Service Processor ............................................................................................................... 22 
6.1.5 TEA TDM Emulation Adapter ............................................................................................................. 24 
6.1.6 eTEA Embedded TDM Emulation Adaptor ......................................................................................... 24 
6.1.7 TE-CM TDM Emulation Cable Modem ............................................................................................... 24 
6.1.8 TE-CMTS TDM Emulation CMTS ....................................................................................................... 25 

6.2 TDM-IP NETWORK INTERWORKING ............................................................................................................ 25 
6.2.1 IP Header fields ................................................................................................................................... 26 
6.2.2 UDP Header Fields ............................................................................................................................. 26 
6.2.3 Control Word Header Fields ............................................................................................................... 26 
6.2.4 RTP Header Fields .............................................................................................................................. 28 

Full document details: SCTE 136-2 2007

http://www.avadocuments.com/doc/scte-136-2-2007
http://www.avadocuments.com/doc/scte-136-2-2007


iv 

6.2.5 RTCP Extended Report (XR) Option ................................................................................................... 29 
6.3 PAYLOAD FORMATS ..................................................................................................................................... 29 

6.3.1 Structure Agnostic Transport .............................................................................................................. 30 
6.3.2 Structure Aware Transport .................................................................................................................. 30 

6.4 TIMING ASPECTS .......................................................................................................................................... 33 
6.4.1 Direct Clocking .................................................................................................................................... 34 
6.4.2 Network Clock Recovery (NCR) .......................................................................................................... 34 
6.4.3 Prime Differential Clock Recovery (PDCR) ........................................................................................ 35 
6.4.4 Adaptive Clock Recovery (ACR) .......................................................................................................... 37 
6.4.5 TE-CM Ethernet Timing Service .......................................................................................................... 37 
6.4.6 TE-CMTS Timing Requirements .......................................................................................................... 37 
6.4.7 Clock Recovery Performance Requirements ....................................................................................... 39 

6.5 DEFECTS AND MONITORING ......................................................................................................................... 46 
6.5.1 Alarm states and Alarms ...................................................................................................................... 46 
6.5.2 Packet Reordering ............................................................................................................................... 46 
6.5.3 Packet Loss Concealment .................................................................................................................... 47 
6.5.4 Packet Loss Statistics ........................................................................................................................... 47 
6.5.5 Stray Packets ....................................................................................................................................... 47 
6.5.6 Packet Activity during Provisioning .................................................................................................... 47 

6.6 SECURITY ..................................................................................................................................................... 47 
6.7 PROVISIONING AND SERVICE INITIATION ...................................................................................................... 47 

6.7.1 Provisioning of Embedded TDM Emulation Adaptor (eTEA) ............................................................. 47 
6.7.2 UGS Flow Provisioning ....................................................................................................................... 71 
6.7.3 TDM Emulation Adaptor (TEA) Provisioning ..................................................................................... 71 

6.8 MANAGEMENT.............................................................................................................................................. 71 
6.8.1 Management Model ............................................................................................................................. 71 
6.8.2 Managed objects requirements ............................................................................................................ 72 
6.8.3 TLV to MIB Object Mapping ............................................................................................................... 74 

ANNEX A EVENT, SYSLOG, AND SNMP TRAP EXTENSIONS ................................................................ 77 
A.1 TEA EVENTS DESCRIPTION .......................................................................................................................... 77 

A.1.1 TEA event process "Init" ...................................................................................................................... 77 
A.1.2 TEA event process "Oper" ................................................................................................................... 77 

A.2 DOCSIS EVENTS EXTENSIONS ..................................................................................................................... 77 
ANNEX B TEA MIB DEFINITION (NORMATIVE) ...................................................................................... 79 

B.1 CL-PW-TC-MIB ......................................................................................................................................... 79 
B.2 CL-PW-MIB ................................................................................................................................................ 84 
B.3 CL-PW-TDM-MIB .................................................................................................................................... 119 

APPENDIX I OPERATOR RECOMMENDATIONS ..................................................................................... 157 
I.1 PREFERENTIAL TREATMENT FOR TE-CMS .................................................................................................. 157 

I.1.1 Segregation of T1 traffic .................................................................................................................... 157 
I.1.2 Preferential ranging opportunities .................................................................................................... 157 

I.2 SERVICE LEVEL AGREEMENT CONSIDERATIONS ......................................................................................... 157 
I.3 STANDARD DOCSIS OPERATIONS ............................................................................................................. 158 

I.3.1 Downloading ..................................................................................................................................... 158 
I.3.2 Scheduled Service .............................................................................................................................. 158 
I.3.3 Provisioning ....................................................................................................................................... 158 
I.3.4 Balancing operations ......................................................................................................................... 159 

APPENDIX II DELAY ASPECTS .................................................................................................................. 160 
II.1 UPSTREAM DELAY ..................................................................................................................................... 160 

II.1.1 Packetization Delay ........................................................................................................................... 160 
II.1.2 Processing Delay in TE-CM .............................................................................................................. 160 
II.1.3 Propagation Delay ............................................................................................................................ 161 
II.1.4 Delay in CMTS .................................................................................................................................. 161 

Full document details: SCTE 136-2 2007

http://www.avadocuments.com/doc/scte-136-2-2007
http://www.avadocuments.com/doc/scte-136-2-2007


 v 

II.1.5 M-CMTS Delay .................................................................................................................................. 161 
II.2 DOWNSTREAM DELAY ................................................................................................................................ 161 

II.2.1 Packetization Delay ........................................................................................................................... 161 
II.2.2 Delay in CMTS .................................................................................................................................. 161 
II.2.3 Propagation Delay ............................................................................................................................ 162 
II.2.4 Delay in TE-CM ................................................................................................................................. 162 
II.2.5 M-CMTS delay ................................................................................................................................... 162 

APPENDIX III BANDWIDTH USAGE ........................................................................................................... 163 
III.1 UPSTREAM BANDWIDTH USAGE ................................................................................................................. 163 
III.2 DOWNSTREAM BANDWIDTH USAGE ........................................................................................................... 164 

III.2.1 Downstream RF Bandwidth Usage ................................................................................................... 164 
III.2.2 DEPI Bandwidth Usage ..................................................................................................................... 164 

APPENDIX IV ETEA CONFIGURATION EXAMPLE ................................................................................ 165 
IV.1 STRUCTURE AGNOSTIC T1 CONFIGURATION .......................................................................................... 165 
IV.2 STRUCTURE AGNOSTIC E1 CONFIGURATION .......................................................................................... 166 
IV.3 STRUCTURE AWARE 5XDS0 CONFIGURATION ........................................................................................ 167 
IV.4 STRUCTURE AWARE 5XDS0 CONFIGURATION WITH CAS ...................................................................... 168 
IV.5 STRUCTURE AWARE T1 WITH RTP CONFIGURATION .............................................................................. 169 

APPENDIX V CLOCKING OPTIONS, BY EXAMPLE .............................................................................. 171 
V.1 BACKGROUND ............................................................................................................................................ 171 
V.2 CLOCKING MODES ...................................................................................................................................... 172 

V.2.1 Network clocking ............................................................................................................................... 172 
V.2.2 Prime Differential Clock Recovery .................................................................................................... 173 
V.2.3 Adaptive Clock Recovery ................................................................................................................... 174 

V.3 CLOCKING DECISION TREE ......................................................................................................................... 175 
 

Full document details: SCTE 136-2 2007

http://www.avadocuments.com/doc/scte-136-2-2007
http://www.avadocuments.com/doc/scte-136-2-2007


vi 

List of Figures 
FIGURE 1–1 - EXAMPLE OF T1 SERVICE DELIVERY ........................................................................................................ 1 
FIGURE 5–1 - TE-CM ................................................................................................................................................... 12 
FIGURE 5–2 - TE-CMTS .............................................................................................................................................. 13 
FIGURE 5–3 - ETEA ..................................................................................................................................................... 14 
FIGURE 5–4 - TEA ....................................................................................................................................................... 15 
FIGURE 5–5 - T1 TO HUB ARCHITECTURE .................................................................................................................... 16 
FIGURE 5–6 - T1 TO TDM CORE, IXC OR PSTN........................................................................................................... 16 
FIGURE 5–7 - T1 PRIVATE LINE BETWEEN TWO CUSTOMER SITES.................................................................................. 17 
FIGURE 5–8 - COMPREHENSIVE PRIVATE AND PUBLIC T1/E1 SERVICES ........................................................................ 18 
FIGURE 6–1 - HEADER FORMAT (ONLY IPV4 SHOWN) ................................................................................................. 26 
FIGURE 6–2 - PAYLOAD FORMAT FOR STRUCTURE-AWARE TRANSPORT ...................................................................... 31 
FIGURE 6–3 - SIGNALING SUB-STRUCTURE ................................................................................................................... 33 
FIGURE 6–4 - DESCRIPTION OF PDCR "TRANSMIT" FUNCTION ..................................................................................... 36 
FIGURE 6–5 - MTIE OF CMTS MASTER CLOCK ........................................................................................................... 38 
FIGURE 6–6 - TDEV OF CMTS MASTER CLOCK .......................................................................................................... 38 
FIGURE 6–7 - CLOCK RECOVERY – PERFORMANCE TEST ENVIRONMENT ..................................................................... 39 
FIGURE 6–8 - CLOCK RECOVERY INITIALIZATION TIME ................................................................................................ 44 
FIGURE 6–9 - CLOCK RECOVERY SETTLING TIME .......................................................................................................... 44 
FIGURE 6–10 - REJECTING IMPULSE NOISE ................................................................................................................... 45 
FIGURE 6–11 - DEVICE STATES AND STATE TRANSITIONS FOR BASIC FLOW PROVISIONING ........................................ 48 
FIGURE 6–12 - ETEA POWER-ON INITIALIZATION FLOW .............................................................................................. 49 
FIGURE 6–13 - CONCEPTUAL LAYERING ...................................................................................................................... 72 
FIGURE 6–14 - PW EXAMPLES ..................................................................................................................................... 73 
FIGURE V–1 - NETWORK CLOCKING - CMTS TO CM ................................................................................................. 172 
FIGURE V–2 - PRIME DIFFERENTIAL CLOCK RECOVERY ............................................................................................ 173 
FIGURE V–3 - ADAPTIVE CLOCK RECOVERY ............................................................................................................. 174 
 

List of Tables 
TABLE 6-1 - G.823 AND G.824 CLOCK REQUIREMENTS ................................................................................................ 24 
TABLE 6-2 - DOCSIS SYMBOL CLOCKS ....................................................................................................................... 34 
TABLE 6-3 - NETWORK IMPAIRMENT CONSTANTS (NIM1) .......................................................................................... 42 
TABLE 6-4 - NETWORK IMPAIRMENT CONSTANTS (NIM2) .......................................................................................... 42 
TABLE 6-5 – NIM2 CHARACTERISTICS ........................................................................................................................ 43 
TABLE 6-6 - CLOCK RECOVERY PERFORMANCE CONSTANTS ....................................................................................... 45 
TABLE 6–7 - ETEA INITIALIZATION FLOW ................................................................................................................... 49 
TABLE 6–8 - DHCP OPTION 43 SYNTAX ...................................................................................................................... 52 
TABLE 6–9 - TLV DEFINITIONS .................................................................................................................................... 53 
TABLE 6–10 - TLV TO MIB OBJECT MAPPING ............................................................................................................. 74 
TABLE A–1 - DOCSIS EVENTS EXTENSIONS ............................................................................................................... 77 
TABLE III–1 - UPSTREAM BANDWIDTH COMPUTED FROM DOCSIS 2.0 ..................................................................... 163 
TABLE III–2 - AN EXAMPLE OF UPSTREAM BANDWIDTH USAGE ............................................................................... 164 
TABLE III–3 - AN EXAMPLE OF DOWNSTREAM BANDWIDTH USAGE ......................................................................... 164 
TABLE IV–1 - STRUCTURE AGNOSTIC T1 PW CONFIGURATION FILE EXAMPLE ........................................................ 165 
TABLE IV–2 - STRUCTURE AGNOSTIC E1 PW CONFIGURATION FILE EXAMPLE ........................................................ 166 
TABLE IV–3 - STRUCTURE AWARE NXDS0 PW CONFIGURATION FILE EXAMPLE ...................................................... 167 
TABLE IV–4 - STRUCTURE AWARE NXDS0 PW CONFIGURATION FILE EXAMPLE ...................................................... 168 
TABLE IV–5 - STRUCTURE AWARE NXDS0 PW CONFIGURATION FILE EXAMPLE ...................................................... 169 
TABLE V–1 - BSOD CLOCKING MODES ..................................................................................................................... 171 

Full document details: SCTE 136-2 2007

http://www.avadocuments.com/doc/scte-136-2-2007
http://www.avadocuments.com/doc/scte-136-2-2007


 1 

1 SCOPE AND PURPOSE 

1.1 Scope 

TDM Emulation service (TDM-E) is a method for cable operators to deliver T1, E1 and NxDS0 emulation services 
that meet or exceed the quality requirement of applications that use such services. This standard is part of the Cable 
Modem family of standards and in particular, defines the TDM-E architecture and components. 

1.2 Introduction and Overview 

In legacy telecommunication networks, telephone calls are often brought into households, one at a time, over 
twisted pair wires. To transport many telephone calls at once (i.e., between business, wireless base stations and in 
the telephone network), single calls are time-multiplexed together into 'T1' signals. A single T1 signal carries 24 
individual calls, and a similar 'E1' signal carries 32 calls. Since T1 and E1 (T1/E1) services have been deployed for 
quite some time, the performance standards, tariffs and market are well defined. A number of ITU, ETSI and ANSI 
standards define the various aspects of T1/E1 services. Moreover, the usage and deployment models of T1/E1 lines 
are well understood.  

This document outlines the methods by which T1/E1 structured, unstructured, and fractional signals can be 
converted to IP packets, transported over a DOCSIS IP network, and converted back to T1/E1 signals with high 
reliability and quality. Figure 1–1 shows a simple T1 Service delivered between two customer sites over DOCSIS. 

T1/E1 contained in Pseudo 
Wire IP Over DOCSIS

TE-CMTS

TE-CM

TE-CM

RFI Interface

T1/E1

T1/E1

A TE-CM contains a CM integrated with a TDM/IP-T1/E1 converter
 

Figure 1–1 - Example of T1 Service Delivery 
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• International Telecommunication Union – Telecommunication Standardization Sector (ITU-T), 
http://www.itu.int/itu-t/. 

• International Organization for Standardization (ISO), http://www.iso.org. 

• Metro Ethernet Forum (MEF), http://www.metroethernetforum.org. 

• Society of Cable Telecommunications Engineers (SCTE), http://www.scte.org. 

• Telecommunications Industry Associations (TIA), http://www.tiaonline.org/. 
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3 TERMS AND DEFINITIONS 

This document defines the following terms: 

Alarm 
Indication 
Signal 

Also known as the blue alarm. When no incoming signal is detected, a CSU/DSU transmits an 
unframed all-ones pattern to the network to maintain synchronization and announce its presence 
to the network. 

CU A Clock Unit (CU) performs translations and distribution of TDM clocking information across 
(and between) physical, data, and network layers. 

CRU A Clock Recovery Unit (CRU) exists in the IWF and is responsible for regenerating the circuits 
clock based on the average inter-arrival time of the packets in the adaptive clocking mode, or on 
the time stamp differentials received when operating in the differential clock mode. The output 
clock is provided to the CU.  

Channel 
Service Unit 

The piece of a CSU/DSU that talks to the telco network, understands framing and line coding, 
and provides electrical isolation of the network from the telco network. 

Data Service 
Unit 

The part of the CSU/DSU that interfaces with routers, switches, and packets. It has a serial port 
to interface with compatible data equipment. 

DS0 Digital signal 0 (DS0) is a basic digital signaling rate of 64 kbit/s, corresponding to the capacity 
of one voice-frequency-equivalent channel. 

E1 E1 is a physical layer telephony protocol carrying data at 2.048Mbps. It can carry up to 32 DS0s, 
each of which can carry a telephone conversation. 

eTEA An eTEA is an eDOCSIS eSAFE; an embedded version of a TEA. 
Fractional A Fractional T1 or Fractional E1 carries only a portion of the total number of DS0s that a T1 or 

E1carries. 
IWF An Interworking Function (IWF) is a logical entity. It consists of a TSP data interface on one 

side, an IP Packet interface on the other side, and the functionalities to encode TDM data into a 
Pseudo wire in one direction and decode TDM data from Pseudo Wire in the other direction. 

J1 J1 is the Japanese version of a T1; it has some alarm and framing differences as compared with 
T1. 

Jitter The fluctuation in the arrival time of a regularly scheduled event such as a clock edge or a 
packet in a stream of packets. Jitter is defined in [ITU-T G.810] as fluctuations above 10 Hz. See 
Wander. 

LCI A Logical CPE Interface (LCI) is a logical 802.3/Ethernet MAC frame data interface. 
Loss of 
Frame 

Also called the red alarm. When a T1 CSU/DSU is unable to synchronize framing patterns with 
the remote end for 2.5 seconds, LOF is declared 

Loss of 
signal 

When no incoming pulses are received by a T1 CSU/DSU for a prescribed number of bit times, 
LOS is declared. Even if only zeros were transmitted as data, some framing bits should result in 
pulses on the line during that time. If LOS persists, LOF will eventually be declared because 
there is no incoming signal with which to synchronize. 

MTIE Maximum Time Interval Error as defined in [ITU-T G.810]. 
Out of 
Frame 

When frame synchronization is lost, an OOF event is recorded. If OOF persists, LOF is 
declared. OOF is cleared when frame synchronization is regained. 

Pseudo Wire A Pseudo Wire (PW) is a logical entity capable of the emulation of a native service (i.e.,T1) over 
a Packet Switched Network (like DOCSIS IP). 

Remote 
alarm 
indication 

Also known as yellow alarm. When a CSU/DSU enters the red alarm state, an RAI is transmitted 
in the outgoing direction. The RAI signals to the remote end that the local end is unable to 
synchronize framing patterns. 

T1 T1 is a physical layer telephony protocol carrying data at 1.544Mbps. It can carry up to 24 
DSOs, each of which can carry a telephone conversation. It is used mainly in North America. 
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TDEV Time Deviation as defined in [ITU-T G.810]. 
TDM 
Interface 

A physical Time Domain Multiplex (TDM) telephony interface such as T1, E1, or J1. Time 
Division Multiplexing (TDM) is the means by which multiple digital signals (DS0s) can be 
carried on a single transmission path by interleaving portions of each signal in time. 

TEA A TDM Emulation Adapter (TEA) is a logical entity containing various functions to provide a 
TDM-E circuit emulation service. 

TE-CM The TDM Emulation Cable Modem (TE-CM) is a special purpose cable modem that integrates a 
DOCSIS eCM with an eTEA. 

TE-CMTS A TE-CMTS is a CMTS or M-CMTS that can support a TE-CM and can meet the minimum 
clocking and performance goals to support TDM-E traffic. A TE-CMTS may or may not support 
integrated TEAs. 

TSP A TDM Service Processor (TSP) consists of a TSP data interface on one side, a TDM Interface 
on the other side, and the functionalities to encapsulate TSP data into TDM Interface signals in 
one direction and extract TSP data from TDM Interface signals in the other direction. 

Wander Low speed jitter. Wander is defined in [ITU-T G.810] as fluctuations below 10 Hz. See Jitter. 
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4 ABBREVIATIONS, ACRONYMS AND CONVENTIONS 

4.1 Abbreviations and Acronyms 

This document uses the following abbreviations and acronyms:  

ACR Adaptive Clock Recovery 
AIS Alarm Indication Signal 
CBR Constant Bit Rate 
CM Cable Modem 
CMTS Cable Modem Termination System 
CSU Channel Service Unit 
DEPI DOCSIS External PHY Interface 
DOCSIS® Data-Over-Cable-Service-Interface Specifications 
DS Downstream 
DSU Data Service Unit 
DTI DOCSIS Timing Interface 
HFC Hybrid Fiber Coax 
IP Internet Protocol 
LOF Loss of frame 
LOS Loss of signal 
MAC Media Access Control 
OOF Out of frame 
PDCR Precise Differential Clock Recovery 
PW Pseudo Wire 
RAI Remote alarm indication 
RF Radio Frequency 
UDP User Datagram Protocol 

 

4.2 Conventions 

Throughout this document, the words that are used to define the significance of particular requirements are 
capitalized. These words are: 

"MUST" This word means that the item is an absolute requirement of this standard. 

"MUST NOT" This phrase means that the item is an absolute prohibition of this standard. 

"SHOULD" This word means that there may exist valid reasons in particular circumstances to 
ignore this item, but the full implications should be understood and the case 
carefully weighed before choosing a different course. 

"SHOULD NOT" This phrase means that there may exist valid reasons in particular circumstances 
when the listed behavior is acceptable or even useful, but the full implications 
should be understood and the case carefully weighed before implementing any 
behavior described with this label. 
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"MAY" This word means that this item is truly optional. One vendor may choose to include 
the item because a particular marketplace requires it or because it enhances the 
product, i.e.; another vendor may omit the same item. 
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5 TECHNICAL OVERVIEW 

5.1 Background 

Throughout the evolution of communication networks the T1 and E1 service that is delivered to the customer has 
remained relatively consistent (in large part due to the strict ITU and ANSI standards), however the method of 
delivering the T1 or E1 service has changed to increase efficiencies and leverage new technologies. Both 
SONET/SDH and ATM historically have been adapted to transport T1 and E1 services; now MPLS and IP 
networks are also being used. Various standards bodies and vendors have created methods for circuit emulation of 
T1 and E1 services across IP networks, leveraging the successful ATM circuit emulation technology developed in 
the 90s. This standard leverages the work done in the ITU and IETF to define circuit emulation of T1 and E1 over a 
DOCSIS network. 

This standard describes the architecture and components of a network that delivers emulated T1 or E1 or NxDS0 
services over DOCSIS. It defines the T1, E1, or NxDS0 service delivered to the end customer, the requirements of a 
TDM-E compliant cable modem (TE-CM), the requirements of a TDM-E compliant CMTS (TE-CMTS), the 
requirements of the TDM Emulation Adaptor (TEA), and Pseudo Wires (PW) that cross the packet network 
connecting two TEAs. 

In developing this standard, the following assumptions were made concerning the implementation and deployment 
of TDM-E systems: 

• Interoperation with DOCSIS CMTS versions and options: 

Existing CMTSs can lock their existing DOCSIS symbol clock or DOCSIS SYNC message generation to 
master clock inputs for both ATDMA and S-CDMA. The chain of clock synchronization is that Stratum 1 
Traceable Reference drives the DOCSIS master clock; the master clock drives the DOCSIS downstream timing; 
and the CM recovers timing from the DOCSIS downstream). 

Some CM silicon originally developed for DOCSIS 1.1 or 2.0 residential data modems can be used in a design 
where the symbol clock or DOCSIS SYNC message may be recovered to generate a T1/E1 clock. 

• TE-CMs are always connected to a TE-CMTS with QoS support for constant bit rate flows. The TE-CMTS 
complies with DOCSIS 1.1 or 2.0. A DOCSIS 1.0 CMTS will not be able to host TE-CMs. DOCSIS 1.1 may 
be limited in upstream bandwidth; TE-CM data flows are symmetric upstream and downstream. 

• J1 can be partially supported, as outline in Section 6.3.1. 

• It's not in the scope of this document to cover interoperation between dissimilar services, i.e., between E1 and 
T1. 

• The following requirements are market specific and are out of scope in this document: 

Path redundancy and equipment redundancy (like redundant power supplies), 

Environmental hardening, such as clock stability over temperature. 

• There is not sufficient need to support the 'octet-aligned format' of RFC 4553] section 5.2, which is designed to 
simplify the data handling in and out of a Sonet/SDH virtual tributary/container. This document does not 
support that format. 

5.2 Principal technical considerations 

This section describes the principle technologies and operational considerations germane to the development of a 
T1/E1-bearing TE-CM and its use. Major sub-topics include: 
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• Clocking – T1/E1 transport technology is synchronous in nature; requiring accurate and stable clocking. Since 
T1 transport requires that T1 signals are handed from one service provider to another, each service provider 
must adhere to the same clocking requirements. Further, these synchronous clocking requirements must be very 
stringent to ensure reliable operation. The section on clocking (Section 5.5) will further describe these 
requirements largely based on existing ITU and ATIS requirements. 

• Data Protocol  

1. Voice protocol - Phone calls at termination are completely analog, carrying linear voice signals over 
dedicated wires. It wasn't long before the phone companies realized that a wire could carry more than one 
phone call if the calls were time-multiplexed on the wire. Calls are now time-sampled, and the resulting 
digital signals are time-multiplexed over wires in T1/E1 formats (among others). 

2. Data protocol - It did not take long for engineers to realize that T1/E1 transport could be used for standard 
data (not just voice). T1 signals are now used to transport digital data in many different data formats which 
are beyond the scope of this spec. This standard accommodates the transport of either voice or data by 
specifying more than one data format for the IP packets that carry the T1 information over DOCSIS channels. 
The sections below addressing 'structure agnostic' protocol are germane to data transport. Most of this 
standard addresses T1 transport of voice calls, but the document accommodates data transport as well. 

3. Signaling data protocol – To successfully combine several voice phone calls into a T1 structure, data 
describing the state of each call must be included. Such call state data may include the progress of the call 
and the health of the transport network carrying the call. Several existing standards describe this signaling 
data. This standard describes the format for signaling data in the IP packets that carry the T1 information over 
DOCSIS channels. 

• Operations – The synchronous transport systems put together by telecommunications carriers for T1 data have 
been refined over the years to become very reliable. But the manner by which a DOCSIS transport system 
performs this service differs considerably from the manner in which they are performed in the PSTN by 
telecommunications carriers. Operators of DOCSIS systems can alter their standard operating procedures to 
accommodate these differences. This standard makes many suggestions for operators who must configure 
DOCSIS systems to carry emulated T1/E1 data as specified herein. 

5.3 Devices/Interfaces 

5.3.1 TE-CM 

A TE-CM is a standard DOCSIS cable modem that contains an embedded TDM Emulation Adaptor (eTEA) giving 
it the ability to offer T1/E1 services. A TE-CM may have architecture and interfaces similar to that shown in 
Figure 5–1 below. The power supply and other functionality that is out of scope are not shown. The 
elements/interfaces are described as follows: 

• DOCSIS eCM – This is a standard DOCSIS CM conforming to DOCSIS 1.1, 2.0, 3.0 or greater. It must be able 
to carry a constant bit rate service flow carrying packets at bit rates sufficient to handle T1/E1 data, 
management and signaling as defined herein. It also contains [eDOCSIS] functions sufficient to support eTEA 
and Ethernet functionality. Per DOCSIS, it has both RF and Ethernet interfaces. The embedded DOCSIS CM 
chipset provides clocking to the eTEA recovered from the DOCSIS symbol clock or DOCSIS SYNC message 
as defined in Section 6.4. 

• eTEA – The TE-CM contains an eTEA that operates as an eDOCSIS eSAFE. 

• T1/E1 Interface – This interface is a standard T1/E1 connector. 

• Ethernet Interface – This interface is a standard Ethernet connector (RJ45). It may, in future, provide the 
capability to exchange IP packets with eTEA or other TDM-E entities that may exist outside the TE-CM. 

• Logical CPE Interface – This is an unspecified interface between the eTEA and eCM. 
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Figure 5–1 - TE-CM 

*[eDOCSIS] standards apply to the eCM. The DOCSIS Symbol/Sync clock is Stratum 1 Traceable.  

5.3.2 TE-CMTS 

A TE-CMTS is a standard DOCSIS CMTS that contains the necessary clocking functionality necessary to support a 
TE-CM and may also include a TDM Emulation Adaptor (TEA) giving it the ability to terminate T1/E1 services. A 
TE-CMTS may have architecture and interfaces similar to that shown in Figure 5–2 below. The power supply and 
other functionality that is out of scope are not shown. The elements/interfaces are described as follows: 

• RF – This is the standard DOCSIS CMTS signal as transceived on the HFC network. 

• DOCSIS CMTS – This is a standard DOCSIS CMTS conforming to DOCSIS 1.1, 2.0, 3.0 or greater. It must be 
able to carry a constant bit rate service flow carrying packets at bit rates sufficient to handle the IP Pseudo Wire 
traffic and management as defined herein. Per DOCSIS, it has both RF and IP interfaces. The CMTS may be an 
M-CMTS in which case the M-CMTS standard defines compliant IP, RF, and synchronization interfaces. 

• Clocking Unit – When the TEA is not integrated within the TE-CMTS, at a minimum the Clocking Unit 
functionality must be implemented as part of the TE-CMTS. A TE-CMTS has either a [DTI] or a BITS external 
synchronization interface as defined in Section 6.4. This is used to time and/or clock the DOCSIS symbol clock 
or DOCSIS SYNC message for a TE-CM to recover. 

• TEA – A TE-CMTS may contain a TEA and TDM interface(s).  

• Ethernet Interface – The Ethernet interface will carry IP traffic to and from the managed IP network.  
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Figure 5–2 - TE-CMTS 

 

L2E is an unspecified Layer 2 Ethernet Interface. 

5.3.3 Embedded TDM Emulation Adaptor (eTEA) 

An Embedded TDM Emulation Adaptor (eTEA) is an eSAFE device as specified by [eDOCSIS]. An eTEA is 
embedded in a TE-CM. 

An eTEA has a T1, E1, or J1 interface connector and contains the following elements/interfaces: 

• L2 Ethernet – This is the Layer 2 Ethernet element where IP Pseudo Wires are transceived. 

• Pseudo Wires (PW1, PW2, …, PWN) – Pseudo Wires are logical IP packet flows that contain encapsulated 
TDM traffic. Pseudo Wires are terminated and generated by IWF. 

• Interworking Function (IWF) – The Interworking function consists of a TSP data interface on one side, an IP 
Packet interface on the other side, and the functionalities to encapsulate TDM data into a Pseudo wire in one 
direction and extract TDM data from Pseudo Wire in the other direction. Encapsulation and transmission may 
involve clocking from the CU. 

• TDM Service Flows (TS1, TS2, …, TSN) – TDM data associated with a Pseudo Wire and TDM interface. The 
TDM Service Flows may be multiplexed onto one or more TDM interfaces through the TDM Service 
Processor. 

• TDM Service Processor – The TDM Service Processor connects and may multiple TDM Service Flows onto 
one or more TDM interfaces. 

• Ethernet Interface. This Customer facing Ethernet interface has the following uses: 

To launch the optional 1588 local master timing function on the customer Ethernet network per Section 
6.4.5; 

For DOCSIS testing of an eCM; 

For testing of clock recovery per Section 6.4.7.1; 
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For (out of scope) use to carry TDM data per Section 5.3.1. 

• TDM Interface – The TDM interface is one or more T1, E1, J1 or higher rate interface as further defined in 
Section 3. 

• Clocking Unit (CU) – This element provides high quality and reliable frequency to the IWF and TDM Service 
Processor. The CU receives clocking from the eDOCSIS module. The eDOCSIS module through DOCSIS 
requirements must lock to the DOCSIS symbol clock and DOCSIS SYNC message. The eDOCSIS module 
must provide one of these recovered clocking signals to the CU. Since a TE-CMTS is synchronized to a 
Stratum 1 traceable reference, the recovered clock from DOCSIS not only has the stability needed for DOCSIS 
operation, it also has stability needed for T1/E1 synchronization. Section 6.4 describes several clocking modes 
that may include the CU interfacing with the TDM Service Processor and IWF. 

 

 
Figure 5–3 - eTEA 

 

5.3.4 TDM Emulation Adaptor (TEA) 

A TDM Emulation Adaptor (TEA) may be implemented in a TE-CMTS or other device unspecified in the network. 

A TEA has a T1, E1, or J1TDM Interface connector and contains the following elements/interfaces: 

• L2 Ethernet – This is the Layer 2 Ethernet element where IP Pseudo Wires are transceived. 

• Pseudo Wires (PW1, PW2, …, PWN) – Pseudo Wires are logical IP packet flows that contain encapsulated 
TDM traffic. Pseudo Wires are terminated and generated by IWF. 

• Interworking Function (IWF) – The Interworking function consists of a TSP data interface on one side, an IP 
Packet interface on the other side, and the functionalities to encapsulate TDM data into a Pseudo wire in one 
direction and extract TDM data from Pseudo Wire in the other direction. Encapsulation and transmission may 
involve clocking from the CU. 

• TDM Streams (TS1, TS2, …, TSN) – TDM data associated with a Pseudo Wire and TDM interface. The TDM 
Streams may be multiplexed onto one or more TDM interfaces through the TDM Service Processor. 
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• TDM Service Processor – The TDM Service Processor connects and may multiplex TDM Streams onto one or 
more TDM interfaces. 

• TDM Interface – The TDM interface is one or more T1, E1, J1 (or higher rate) TDM interface. 

• Clocking Unit (CU) – This element provides high quality and reliable frequency to the IWF and TDM Service 
Processor. The CU receives clocking from a Stratum 1 traceable reference through either a DTI or BITS 
interface, and a recovered clock from the clock recovery unit within the IWF. Section 6.4 describes several 
clocking modes that may include the CU interfacing with the TDM Service Processor and IWF. 

L2 Ethernet
IWF

nxT1/E1

L2E

TEA

TDM Service
Processor

CU
Stratum 1 Traceable Clock

Recovered 
ClockDifferential 

Ref Clk

PW1

PW2

PWn

TSx1

TSx2

TSxn

RX Clock
TX Clock

Ethernet 
L2E

Ethernet
1588

 
Figure 5–4 - TEA 

 

5.4 Architecture 

A TDM-E service can be deployed in several architectures. In any architecture the TDM-E service has two end 
points that each contain a TEA or eTEA (TEA peers). Each device presents a TDM interface to the customer or 
network and a Pseudo Wire connecting the TEA peers logically across the IP network. 

Three general architectures exist based on the existing market for T1 and E1 services. In all three architectures one 
end of the TDM-E service originates in a TE-CM containing an eTEA. The three architectures differ based on 
where the other end of the service is terminated and thus where the other TEA/eTEA exists. 

There are a variety of existing T1/E1 services including wireless backhaul, private line, PBX extension, PBX PSTN 
access, etc. Comprehensive T1/E1 service may include a combination of these three architectures and may include 
partnering with other operators for part of the implementation. 

5.4.1 TE-CM to TE-CMTS w/TEA 

In this architecture the TDM-E service originates in a TE-CM (containing an eTEA) and terminates at the TE-
CMTS which contains a TEA. Figure 5–5 shows this architecture with the Pseudo Wire flow shown as the dotted 
line. This is not the termination of the T1 or E1 circuit, just the two ends of the TDM-E circuit emulation. The T1 or 
E1 service will continue from the CMTS into the traditional TDM network. 
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This architecture places delay and QoS requirements on the DOCSIS network, but minimizes the impairments that 
the IP network may place on the TDM-E service. This architecture however requires TDM transport facilities at the 
hub/headend locations where the CMTS is located which may not be feasible or cost effective for some operators 
that prefer or require the TDM-E service to have a more centralized termination. 

 
Figure 5–5 - T1 to Hub Architecture 

 

5.4.2 TE-CM to Centralized TEA 

In this architecture the TDM-E service originates in a TE-CM and terminates in a centralized router or other 
unspecified device that contains a TEA. The TEA may exist in a router, gateway, switch or other device which is 
out-of-scope for this document with the exception of the TEA functionality. Figure 5–6 shows this architecture with 
the Pseudo Wire flow shown as the dotted line. This is not the termination of the T1 or E1 circuit, just the two ends 
of the TDM-E circuit emulation. The T1 or E1 service will continue from the CMTS to its termination within 
traditional TDM network. 

This architecture places delay, synchronization and QoS requirements on the TE-CMTS, which in this case does not 
contain a TEA. This architecture places delay and QoS requirements on the DOCSIS and core managed IP network. 
While this architecture requires a slightly more complex provisioning of the network, it centralizes the termination 
of the TDM-E circuit emulation in the core. This means there are fewer TDM-E devices to manage and that the TE-
CMTS does not have an integrated TEA. This simplifies the TE-CMTS and reduces or eliminates modifications to 
existing installed CMTSs. This architecture eliminates the need for TDM transport facilities at each hub/headend 
since the Pseudo Wires will pass through the TE-CMTS (as IP packets) and be routed over the existing IP transport 
to the core. 

 
Figure 5–6 - T1 to TDM core, IXC or PSTN 

 

5.4.3 TE-CM to TE-CM through TE-CMTSs and Core 

In this architecture the TDM-E service originates in a TE-CM (containing an eTEA) and in a second TE-CM 
(containing an eTEA). Figure 5–7 shows this architecture with the Pseudo Wire flow shown as the dotted line. In 
this architecture the T1 service is end-to-end with transport of the circuit through the managed IP core network. If 
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the T1 circuit requested by the customer is accessible by a single hub/headend a single TE-CMTS may be utilized 
with the Pseudo Wire being routed locally.  

This architecture places delay, synchronization and QoS requirements on the TE-CMTS, which in this case does not 
have a TEA. This architecture places delay and QoS requirements on the DOCSIS and core managed IP network. 
While this architecture requires a more complex provisioning of the network, it can be deployed with minimal 
upgrades to the existing installed CMTSs and does not require any modifications to the core equipment. This 
architecture eliminates the need for TDM transport facilities at each hub/headend since the Pseudo Wires will pass 
through the TE-CMTSs and existing IP transport in the core between the two TE-CMs. There are however service 
limitations imposed by this architecture. This architecture only enables a provider to offer private line T1/E1 
services between two customer sites. This architecture does not enable T1/E1 services to the PSTN or any other 
TDM network. 

 
Figure 5–7 - T1 private line between two customer sites 

 

5.4.4 Other Architecture Considerations 

For many operators, a complete T1/E1 service offering will require a mixture of these three architectures. In most 
cases this will be a mixture from Sections 5.4.3 and either 5.4.1 or 5.4.2. Figure 5–8 depicts a potential hybrid 
architecture. 

An operator may also choose to partner with other operators creating exchange agreements where a Pseudo Wire 
may flow over both of there managed IP networks and terminate in a TE-CM in each of their networks. Moreover, a 
operator may choose to partner with another operator to offer T1/E1 services outside their network nationally or 
internationally. In most cases this will require the operator to terminate and aggregate the TDM-E circuit emulation 
for handoff as a high rate TDM interface, like a DS3. This would also be the case if an operator chooses to offer 
wireless backhaul services. The operator would need to aggregate multiple Pseudo Wire IP flows from several TE-
CMs, terminate the TDM-E circuit emulation and handoff to the wireless operator in a high speed aggregate TDM 
DS3 type interface. Lastly, an operator could choose the TEA defined in this standard to transport TDM traffic 
across the managed IP core network between two routers or other devices. The details of this are out-of-scope for 
this document; however, it is possible with this technology. 

End User Equipment 
T1/E1 

GigE 
DOCSIS  

HFC 

End User Equipment 
T1/E1 

DOCSIS  
HFC 

GigE 

 
 

Managed IP 
Core Network 

          TE-CMTS

TE-CMTS 

TE-CM 
 eTEA

TE-CM 
 

eTEA

Full document details: SCTE 136-2 2007

http://www.avadocuments.com/doc/scte-136-2-2007
http://www.avadocuments.com/doc/scte-136-2-2007


 

 18 

 
Figure 5–8 - Comprehensive private and public T1/E1 services  

 

5.4.5 M-CMTS & CMTS Architecture Considerations 

The Modular-CMTS (M-CMTS) architecture offers many advantages when considering a TDM-E service. Since a 
T1 or E1 service has constant symmetric bandwidth of 1.5M.bits to 2M.bits, a traditional CMTS architecture may 
not scale as well as an M-CMTS. The M-CMTS architecture decouples the upstream and downstream into separate 
devices that can be scaled independently. Since TDM-E, residential broadband data service, VoIP and other services 
all utilize the DOCSIS network this independent scalability offers greater economics and flexibility as various 
services are deployed. 

In addition to the scalability, Modular-CMTS requires the DOCSIS Timing Interface ([DTI]). This is used for 
Modular-CMTS operation, but can also be used to support TDM-E synchronization requirements as described in 
Section 6.4. 

Existing CMTS architectures may be utilized for TDM-E as well as the M-CMTS devices that are inherently 
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vendors may be able to offer upgrades to existing CMTS platforms to not only include TE-CMTS functionality, but 
also an integrated TEA. 

5.5 Network Environment 

The architecture shown in Section 5.4 serves as the basis for explaining how DOCSIS can be used to carry T1/E1 
using TDM-E. The architectures do not, however, show details of the environment; details that are just as important 
as the devices. To adequately explain these extended architectures, it's important to outline the environmental details 
related to Clocking and QoS. 
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5.5.1 Clocking 

5.5.1.1 Background 

T1/E1 signals are designed to simultaneously connect multiple calls over a shared wire using time domain 
multiplexing (TDM). This imposes certain restrictions on the T1/E1 clocks used at both ends of the connection. 

• Frequency - To make sure that each TDM circuit stays properly connected, the clocks at both ends of the circuit 
must be at the same frequency. This ensures that both ends of the TDM connection continue to use the same 
shared data time-slot, without either end slowly slipping into the next time-slot. In other words, the data rate in 
and the data rate out must be precisely aligned and not deviate. The responsibility for maintaining the same 
frequency is shared by the two TEAs and the clock distribution system described below in Section 5.5.1.2. 

• Synchronization – To make sure that each DS0 frame is correctly multiplexed into the TDM circuit, the peer 
TEAs must both be synchronized to the frame of the incoming T1/E1 signal. The responsibility for maintaining 
frame synchronization is shared by the peer TEAs; they should be configured in a similar manner. 

5.5.1.2 Clock Distribution Environment 

There are several options available to ensure that the peer TEAs operate at the same clock frequency. From 
wherever the source clock exists, the frequency information about that clock must be distributed to each TEA. A 
few different distribution paths and methodologies exist over which a TEA or eTEA can obtain this clock 
information. 

5.5.1.2.1 Direct clocking 

Direct clocking methodology means the TEA is receiving its clocking directly from a Stratum 1 traceable reference 
source. This may be one of two technologies:  [DTI] or BITS. 

• DTI – The DOCSIS Timing Interface standard is specified as part of the DOCSIS M-CMTS family. [DTI] 
describes a Client / Server architecture for time and frequency distribution. An M-CMTS device, CMTS or any 
device containing a TEA may implement a DTI Client interface for connection to a DTI Server. This will 
enable it to not only receive timing for TDM-E service, but also DOCSIS. The DTI Server being used to time a 
device containing a TEA must have section 7.2.1 of the [DTI] standard implemented to comply with TDM-E. 
There are no additional requirements for the DTI Client. 

• BITS – BITS is a generic term used to describe frequency distribution of Stratum 1 clocks in a TDM, SDH or 
PDH network. BITS is described in detail in ANSI+ T11 101-1999. In a typical deployment a Primary 
Reference Source (PRS) is containing a Stratum 1 clock or GPS (Stratum 1 traceable) connection is distributed 
in a Central Office, Headend or hub site directly from the PRS or through a Building Integrated Timing Supply 
Shelf (BITS shelf). In some cases the PRS and BITS shelf may be integrated into a single shelf called a 
Synchronization Supply Unit (SSU). A network element that needs frequency synchronization will typically 
have a primary and secondary frequency input, typically labeled BITS input. The BITS input may have a 
variety of physical interfaces including T1, E1, or RS422. There are a few quality levels of BITS connections 
depending on the PRS and BITS topology and architecture. The same Recommendations [ITU-T G.823] and 
[ITU-T G.824] that govern customer T1/E1 synchronization quality, also describe the PRS BITS quality used 
for direct clocking. 

5.5.1.2.2 Network Clock Recovery (NCR)  

Network Clock Recovery methodology means the TEA is receiving its clocking over the transport network (in our 
case DOCSIS) from a device (in our case a TE-CMTS) that has direct clocking. A device using NCR is thus 
traceable to a Stratum 1 clock, but has slightly lower quality clocking than a device that is directly clocked using 
DTI or BITS. Since DTI and BITS are both inter-office technologies, NCR is the best methodology to provide 
clocking to a modem. There are two methods for a TE-CM to implement NCR: DOCSIS Symbol Clock recovery 
and DOCSIS SYNC Message Recovery. 

Full document details: SCTE 136-2 2007

http://www.avadocuments.com/doc/scte-136-2-2007
http://www.avadocuments.com/doc/scte-136-2-2007


 

 20 

• DOCSIS Symbol Clock (SC) – The TE-CM can receive clock information encoded into the DOCSIS Symbol 
Clock. The CMTS or M-CMTS connected to the TE-CM has a clocking interface to which the DOCSIS master 
clock is locked. This ensures that the DOCSIS symbol clock not only meets DOCSIS requirements, but also the 
T1/E1 clocking requirements. The TE-CM can then provide the recovered DOCSIS symbol clock to the eTEA. 
This is the most reliable and accurate method of clock distribution. One example of how this might be done is 
described in Section 6.4.2.2. 

• DOCSIS SYNC Message Recovery – The TE-CM can receive clock information encoded in a DOCSIS SYNC 
Message. The CMTS or M-CMTS connected to the TE-CM has a clocking interface to which the DOCSIS 
master clock is locked. This ensures that the DOCSIS SYNC message not only meets DOCSIS requirements, 
but also T1 clocking requirements. The TE-CM can then provide a frequency reference to the eTEA disciplined 
by the arrival of the DOCSIS SYNC Message. One example of how this might be done is described in Section 
6.4.2.3. 

Direct clocking and NCR are the two most widely deployed and accurate timing methodologies deployed in 
communication networks today. They both are well documented and specified by the ITU and ATIS to ensure 
reliable and interoperable equipment and services globally. Historically these two methodologies have been bedrock 
for TDM, SDH, PDH and ATM networks. However, IP/Ethernet networks are just now considering how to provide 
direct clocking and network clocking. DOCSIS is the first widely deployed access technology that can transport IP 
traffic and Stratum 1 traceable synchronization. TDM-E leverages this capability to provide a more robust IP circuit 
emulation service than specified by other existing Circuit Emulation standards that do not have direct clocking or 
NCR capabilities at this time. 

5.5.1.2.3 Precise Differential Clock Recovery (PDCR) 

Precise Differential Clock Recovery methodology leverages NCR enabling peer TEAs to precisely measure the 
customers T1/E1 clock and transport these measurements over the network. PDCR may be very useful for some 
data or cellular applications where Stratum 1 quality is needed; however, the customer has a different reference 
clock in their equipment. 

5.5.1.2.4 Adaptive Clock Recovery (ACR)  

Adaptive Clock Recovery methodology uses the customer clock to discipline a TEA (or eTEA). At the second TEA 
the packet arrival rate is used to derive the original clock. In this methodology complex algorithms and hardware are 
needed to filter out the jitter and wander to meet T1/E1 clocking standards. Various tradeoffs regarding cost, 
reliability and interoperability should be considered when using ACR. Startup time, instantaneous network delay, 
delay variation, packet loss, loading, and QoS all affect the clocking. The margin of safety is largely dependant on 
the QoS agreements that the service provider can offer. 

When using ACR in the upstream direction, the quality of the recovered clock is not only affected by the IP 
network, it is affected by the upstream DOCSIS flow. UGS is the best method to use in DOCSIS to ensure that the 
TDM-E service has the highest possible quality. The contention in the upstream ATDMA or S-CDMA DOCSIS 
transmission will cause packet delay variation even with UGS. The effect of this will typically not have an effect on 
the data content or delivery; however it may have effects on the quality of timing. To ensure high quality clocking is 
delivered to the customer direct clocking, NCR or PDCR should be used if available. 

When using ACR across an IP network, the QoS must be provided end to end. This may impose unspecified 
restrictions on the combined IP network. Differential clocking (PDCR) does have some dependencies on the IP 
network, but is less restrictive than ACR because the actual clock is not being transmitted across the network Rather 
each TEA is being timed from a Stratum 1 traceable source using NCR and the difference between the network 
clock and customer clock is being transmitted. 
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5.5.2 Quality of Service (QoS) 

5.5.2.1 Background  

T1 Services provide transport for Constant Bit Rate (CBR) signals. Because the transport of a Pseudo Wire involves 
the sharing of resources, with the attendant requirements for reservations, IP data flows are inherently not CBR. 
There are two classical ways to make up for this deficiency: 

• Buffering - Delay all of the IP data; buffer it into queues, and clock it out in a CBR manner. This can be done in 
the middle of the network IP path, but it is best done at the edge of the network, where the PW terminates in the 
IWF. The buffering is provided by the IWF and is configured therein. Section 5.5.2.2.1 further describes 
buffering. While not strictly a 'QoS' consideration, the buffer size of the IWF must be well matched to the level 
of QoS so it can smooth out the IP data flow. 

• QoS – Give the PW data priority over other types of data and tag it as CBR data. The IP network elements may 
provide QoS options allowing the operator to specify the proper priority. 

5.5.2.2 QoS Environment 

5.5.2.2.1 QoS 

The principal requirement (for a DOCSIS transport system implementing TDM-E) is to guarantee CBR transport of 
Pseudo Wire packets. In the theoretical best case, every bit presented to the network is immediately sent through the 
network with low and consistent delay. In the practical case, the network cannot be quite that accommodating. It 
may be forced by contending users to buffer (delay) traffic now and then and then catch up later by transporting 
data at a higher rate. The QoS mechanisms provided by DOCSIS can limit the amount of buffering that occurs in 
the network. The buffer in the TEA must be more than a match for the network buffering, or the system will break 
down. The better the QoS afforded to Pseudo Wire packets, the better the TDM-E service will function. The 
operators should provision the downstream and upstream of a TE-CMTS and TE-CM for the delivery of Constant 
Bit Rate PWs. In the upstream, this will likely mean UGS as further defined in Section 6.7. If the Pseudo Wire 
packets leave the DOCSIS network, they must be transported with equivalent QoS. Such methods are out of scope. 
The weakest link in the transport network will set the expectations for remedial buffering in the TEA. 

5.5.2.2.2 IWF Buffering 

The IWF has a configurable number of bytes to buffer each incoming Pseudo Wire packet stream. The IWF then 
performs InterWorking on the Pseudo Wire packets generating a TDM stream to the TSP. 

5.5.2.2.3 Latency vs. Buffering Errors 

There is a tradeoff between the size of the buffer and the statistical chance of errors. At any level of QoS, there will 
be a statistical spread of packet delay. Each packet may get delayed a different amount. For the most part, a large 
delay would be more rare than a smaller delay. The IWF buffer must be able to accommodate almost every possible 
packet delay and packet delay variation. It must do so without overflow or underflow, both of which will create data 
errors in the T1/E1 service noticeable to the customer as BER, slips or LOS. To play it safe, the PW could always 
be configured with a very large buffer. This would minimize data errors. Unfortunately, many of the services carried 
over T1/E1 connections can only tolerate certain maximum delay times (out of scope). This max delay time puts a 
cap on the allowable size of the IWF buffer in that application. The cap on buffer size, in turn, places requirements 
for QoS on the DOCSIS network. Everything must be well matched. The goal is to simultaneously minimize the 
size of the buffer on each PW and stay within the statistical bounds allowable for the probability of buffer errors. 
Operational guidelines are out of scope for this document. 
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6 TECHNICAL SPECIFICATION  

6.1 General Requirements  

TDM-E circuit emulation service provides emulation of T1 or E1 or nxDS0 service over a DOCSIS network. A 
system providing this service may consist of a TDM Emulation capable CMTS (TE-CMTS), a TDM Emulation 
Cable Modem (TE-CM), and possibly another router on the network side that contains a TDM Emulation Adapter 
(TEA). 

6.1.1 CU Clock Unit 

A CU gathers, transforms, and redistributes clocking information within a given device. There are many options as 
to how this may be done. The requirements for the sources of the clocking information, the transformation methods, 
and the redistribution methods are documented in Section 6.4. 

6.1.2 PW Pseudo-Wire 

A Pseudo Wire (PW) is a flow of encapsulated TDM data within IP packets. A PW always flows between TEA 
peers across DOCSIS and a Packet Switched Network. 

6.1.3 IWF InterWorking Function 

An IWF encodes TDM flows into IP Pseudo Wire flows and decodes IP Pseudo Wire flows into TDM flows. 

An IWF MUST support at least one PW. An IWF MAY support multiple PWs. If the IWF supports multiple PWs, 
the configuration of each PW may be independent. 

An IWF MUST have a configurable-sized input buffer to receive each incoming Pseudo Wire flow large enough to 
hold at least 10 msec of data at the PW line rate. For certain network conditions, larger buffers may be needed. An 
IWF SHOULD have a configurable-sized input buffer to receive incoming Pseudo Wire flows large enough to hold 
50 msec of data at the PW line rate. The IWF should have internal control algorithms that will make sure the buffer 
operates near the center of its range during normal transport (after the service is provisioned and initialized) for each 
PW. This will minimize buffer overflow and underflow and will help minimize the size of buffer that is needed. The 
buffer size should be configured to the minimum effective size to minimize latency. The algorithm necessary to 
control the buffer is out of scope. 

An IWF MUST support TDM-IP Interworking as defined in Section 6.2. 

An IWF MUST support structure agnostic encapsulation as defined in Section 6.3.1. 

An IWF MUST support structure-aware encapsulation as defined in Section 6.3.2. 

An IWF MUST support TDM Application signaling defined in Section 6.3.2.1. 

An IWF SHOULD support PDCR as defined in Section 6.4.3. 

An IWF MAY support ACR as defined in Section 6.4.4. 

If ACR or PDCR are supported for encapsulated PWs, the IWF MUST be capable of gathering clocking 
information from those PWs and supplying it to/from the CU. 

6.1.4 TSP TDM Service Processor 

A TSP MUST have a TDM Interface for each TDM flow it can simultaneously support; the interfaces may be 
removable if they are only used during testing. 
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A TSP MUST accept clocking from the CU. 

The TSP MUST provide the TDM Receive clock to the CU. 

If the TSP TDM Interface is a T1 or a J1, it MUST comply with: 

• [ITU-T G.703]; 

• [ITU-T G.704]; 

• [ITU-T G.824] as further defined in Table 6-1. 

• Other National standards that are appropriate, such as T1-403 or TR62411. 

If the TSP TDM Interface is an E1, it MUST comply with: 

• [ITU-T G.703]; 

• [ITU-T G.704]; 

• [ITU-T G.706]; 

• [ITU-T G.732]; 

• [ITU-T G.823] as further defined in Table 6-1. 

ITU Recommendations [ITU-T G.823] and [ITU-T G.824] differ in the requirements placed on a 'Traffic Interface' 
and 'Synchronization Interface' as defined therein. This standard places normative requirements on TDM Interfaces 
to conform to these ITU Recommendations and Table 6-1 below is required to fully specify which clauses of the 
ITU Recommendations apply. Table 6-1 is used to specify different requirements for different TDM clocking 
methods which are defined in the Sections cited in the table. 

A TSP TDM T1 'Traffic' Interface MUST comply with: 

• [ITU-T G.824] table 1 for 1544kbit/s digital rate interfaces; 

• [ITU-T G.824] table 2. 

A TSP TDM T1 'Synchronization' Interface MUST comply with: 

• [ITU-T G.824] table 1 for 1544kbit/s digital rate interfaces; 

• [ITU-T G.824] table 5, figure 3; 

• [ITU-T G.824] table 6, figure 4. 

A TSP TDM E1 'Traffic' Interface MUST comply with: 

• [ITU-T G.823] table 1 for 2048kbit/s digital rate interfaces; 

• [ITU-T G.823] table 2, figure 1. 

A TSP TDM E1 'Synchronization' Interface MUST comply with: 

• [ITU-T G.823] table 5 for PDH synchronization; 

• [ITU-T G.823] table 12, figure 10; 

• [ITU-T G.823] table 13, figure 11. 
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Table 6-1 - G.823 and G.824 Clock requirements 

Clocking method Section Traffic/Synchronization 

Direct 6.4.1 Synchronization 
NCR 6.4.2 Synchronization 

PDCR 6.4.3 Synchronization 
ACR 6.4.4 Traffic 

 

A TSP Interface that complies with [ITU-T G.823] or [ITU-T G.824] Recommendations SHOULD comply as a 
'Synchronization Interface'. 

6.1.5 TEA TDM Emulation Adapter 

A TEA MUST contain an IWF. 

A TEA MUST contain a TSP. 

A TEA MUST contain a CU supporting a synchronized clock input to support NCR or Direct Clocking modes. 

A TEA SHOULD contain an IWF supporting PDCR mode. 

A TEA MAY contain an IWF supporting ACR. 

A TEA SHOULD indicate when the CU, IWF or TSP are not locked to a valid clock, including periods when it is 
acquiring a clock signal using ACR (Section 6.4.3), PDCR (Section 6.4.3), or SC (Section 6.1.6). 

A TEA must be associated with a static IP address.  

A TEA MUST have an LCI interface capable of accepting IP packets.  

If a TEA contains an IWF that contains multiple PWs: 

• the TEA MUST be capable of supporting UDP addressing per Section 6.2.2. 

• the TEA MUST meet this standard on all TDM Interfaces and PWs simultaneously. 

• the TEA MUST be configurable for each PW without disturbing configuration on any other PW (exclusive 
of intentionally shared parameters). 

A TEA MUST make available every active TDM Interface of the embedded TSP. 

A TEA MUST support the provisioning of the CU, the TSP, the IWF, and the PWs it contains. 

6.1.6 eTEA Embedded TDM Emulation Adaptor 

An eTEA MUST meet the normative requirements of a TEA. 

6.1.7 TE-CM TDM Emulation Cable Modem 

A TDM Emulation Cable Modem (TE-CM) is a cable modem with additional functionalities to provide TDM 
emulation services.  

A TE-CM MUST support either DOCSIS 1.1 [RFI 1.1], DOCSIS 2.0 ([RFI 2.0] ) or greater. 

A TE-CM MUST contain an eCM as defined in [eDOCSIS]. 
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A TE-CM MUST contain an eTEA as defined in Section 6.1.5.  

A TE-CM MUST make available every TDM Interface made available by its embedded eTEA. 

A TE-CM MUST  support a CPE interface that includes 10BASE-T capability. A TE-CM SHOULD have an 
interface with 100BASE-T capability. The 10BASE-T or 100BASE-T interface MAY be compliant to Section 6.4. 
One example of an acceptable industry interface is CMCI. 

A TE-CM MUST contain a CU that accepts a synchronized clock input in order to support NCR mode. This allows 
the TE-CM to lock to the DOCSIS ([RFI 2.0]) symbol clock or DOCSIS SYNC message and provide it to the TSP 
and IWF as described in Section 6.4. 

A TE-CM MAY contain an Ethernet timing service based on IEEE-1588 as outlined in Section 6.4.5. 

6.1.8 TE-CMTS TDM Emulation CMTS 

A TDM Emulation Cable Modem Termination System (TE-CMTS) is a CMTS (or M-CMTS) with additional 
functionalities to enable TDM emulation services.  

A TE-CMTS MUST support either DOCSIS 1.1, DOCSIS 2.0 ([RFI 2.0] ), or greater.  

A TE-CMTS MUST contain a CU supporting Direct Clocking mode. 

A TE-CMTS must be able to distribute clocking information downstream to the TE-CMs. 

• A TE-CMTS SHOULD be able to lock the DOCSIS ([RFI 2.0]) SYNC message to the CU as described in 
Section 6.4 and keep the DOCSIS SYNC Message compliant with Section 6.4.6. 

• A TE-CMTS SHOULD be able to lock the DOCSIS ([RFI 2.0]) symbol clock to the CU as described in 
Section 6.4 and keep the DOCSIS Symbol Clock compliant with Section 6.4.6. 

• A TE-CMTS MUST be able to lock the symbol clock or the SYNC message to the CU as described in this 
section. See Section 6.4.2.1 for further comments on this requirement. 

A TE-CMTS MAY contain a TEA. 

The TE-CMTS should provide low latency service to PW service flows in both the upstream and downstream 
directions. A TDM-E system should provide a round-trip latency of less than 14 msec, including the latency of the 
all equipment involved, including TE-CMTSs, TE-CMs, and TEAs. 

6.2 TDM-IP Network Interworking 

This section specifies the format of packet headers for PW packets. The format of the payload data for PW packets 
is specified in Section 6.3. 
  0                   1                   2                   3 
  0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 Header 
 +-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
 | IPVER |  IHL  |    IP TOS     |          Total Length         | IP 
 +-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
 |         Identification        |Flags|      Fragment Offset    | IP 
 +-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
 |  Time to Live |    Protocol   |      IP Header Checksum       | IP 
 +-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
 |                     Source IP Address                         | IP 
 +-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
 |                  Destination IP Address                       | IP 
 +-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
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 |      Source Port Number       |    Destination Port Number    | UDP 
 +-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
 |           UDP Length          |         UDP Checksum          | UDP 
 +-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
 |  RES  |L|R| M |   RESERVED    |         Sequence Number       | CW 
 +-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
 |RTV|P|X|  CC   |M|     PT      |      RTP Sequence Number      | RTP 
 +-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
 |                            Timestamp                          | RTP 
 +-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
 |                         SSRC identifier                       | RTP 
 +-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 
 |                                                               | 
 |                        Adapted Payload                        | 
 |                                                               | 
 +-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+ 

Figure 6–1 - Header Format (Only IPv4 shown) 

The first five rows are the IP header (in the case of IPv4), the sixth and seventh rows are the UDP header. Row 8 is 
the TDMoIP control word. Rows 9 through 10 are the optional RTP header.  

An IWF MUST implement the header fields (and payload) shown in Figure 6–1 in the order shown, with the 
possible exception of the RTP header which is optional for each PW. 

6.2.1 IP Header fields 

The IWF MUST support IPv4. The IWF MAY support IPv6.  

The IWF MUST be configurable for the IPv type for each PW. The IWF MUST use the same IPv type for 
transmission and reception of PW flows. An IWF SHOULD use the same IPv type for both PW data flows and 
management.  

The IWF MUST discard datagrams with zero Time to Live. 

The IWF must not fragment transmitted data so it MUST set the IPv4 IP Header Flags (3 bits) to 010. 

6.2.2 UDP Header Fields 

Source and Destination Port Numbers (16 bits each). Each TDM-bound PW of a given IWF must be given a unique 
UDP destination port number chosen from the range of dynamically allocated and private UDP ports numbers 
(49152 through 65535). 

An IWF MUST use the Destination UDP port field to differentiate between multiple PW streams. The source UDP 
port MAY be used to detect mis-connections as defined in section 6.6.1 of [MEF8].  

The IWF MUST NOT be configurable for 'well known' UDP ports (0 through 1023) per [IANA UDP PORTS].  

UDP Length (16 bits) is the length in bytes of the UDP header and data. 

UDP Checksum (16 bits) is the checksum of the UDP/IP header and data. If an IWF does not compute the UDP 
Checksum, it MUST set the UDP Checksum to 0. 

6.2.3 Control Word Header Fields 

Emerging IETF and ITU Recommendations may differ from this standard in the use of the Control Word header. In 
particular, the Control Word field and the optional RTP field may be in different order within the packet. This 
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document was written to avoid a problem where optional [RFC3711] encryption would obliterate the Control Word 
if implemented. This standard moves the Control Word outside the encryption range of [RFC3711].  

The Control Word for MPLS PWE was moved ahead of the RTP header (in RFC 4553]) to avoid problems with [ID 
ECMP] when MPLS is used. ECMP is a shortcut taken by MPLS routers that can cause continuous path shifting 
and a considerable increase in jitter. This is not a concern for this standard because DOCSIS systems don't use 
MPLS internally. The reader is referred to section 4.3 of RFC 4553] and [ID ECMP] for further reading. During 
transport of a PW over MPLS, users are advised to strip off the IP and UDP headers so the RESERVED field of the 
Control Word will prevent MPLS ECMP rerouting. This may create problems however for port labeled PWs. 
Alternatively, the headers can be left on if ECMP is turned off in the MPLS routing path(s). It is recommended that 
any transport of this PW data over MPLS be carefully done and follow the guidelines in [ID ECMP] to avoid 
problems. 

The Control Word header has the following fields: 

RES (4 bits) is RESERVED. The IWF MUST set the four Control Word RESERVED bits to 0. 

L (1 bit) is the Local TDM failure indicator bit. 

• For Structure Agnostic Emulation: 

The IWF MUST set the L bit when LOS is detected on the TDM interface associated with the PW.  

The IWF MAY set the L bit when the AIS defect is detected on the TDM interface associated with the PW.  

• For Structure Aware Emulation, the IWF MUST set the L bit when LOS, OOF or AIS defects are detected 
on a TDM interface associated with the PW.  

• When the TDM fault is cleared, the IWF MUST clear the L bit. 

R (1 bit) is the Remote Receive Failure bit:  

• The IWF MUST set the R bit when it detects that the loss of packet state (LOPS) has been entered for the 
PW.  

• The IWF MUST clear the R bit when it detects an exit from the loss of packet state for the PW.  
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M (2 bits) 

When the L bit is 0, the M bits ( bit 6, bit 7) have the following meaning: 

00 – Indicates regular TDM payload. 

01 – Reserved. 

10 – Reports the receipt of a defect such as RAI at the TDM input to the IWF. When this value is received by 
the peer IWF, RAI may be generated on the TDM interface according to the current configuration of RDaction. 
This is applicable only to structure aware emulation.  

11 – Indicates that the packet contains only the signaling sub-structure. 

When L bit is 1, the M bits have the following meaning: 

00 – Indicates there may not be valid TDM payload data in the packet. 

01 – Reserved. 

10 – Reserved. 

11 – Reserved 

RESERVED (8 bits)  The IWF MUST set the 8 Control Word RESERVED bits to 0. 

Sequence Number (16 bits)  The IWF SHOULD use this field to detect lost and reordered packets of each PW. The 
context of the sequence number is different for different values of the M bit. Signaling packets have their own 
sequence space. If RTP is not used, the IWF MUST process the Sequence Number (for each sequence space as 
selected by the M bits) as described in section 5.1 of [RFC 3550]. See Section 6.2.4 below. 

6.2.4 RTP Header Fields 

An IWF MAY support [RFC 3550]. If the IWF supports PDCR, then it must support RTP per Section 6.4.3. 

The RTP Header Field is optional and may be eliminated, but peer IWFs must be configured the same way. For 
reference, consult [RFC 3550]. 

RTV (2 bits) is the RTP Version. The IWF MUST set the 2 RTV bits to 2. 

P (1 bit) is the padding. The IWF MUST set the P bit to 0. 

X (1 bit) is the header extension. The IWF MUST set the X bit to 0. 

CC (4 bits) is the CSRC count. The IWF MUST set the 4 CC bits to 0. 

M (1 bit) is the marker. The IWF MUST set the M bit to 0.  

Accordingly, RTP header extensions, padding, and Contributing Synchronization Sources are not used. 

PT (7 bits) is the Payload Type. The IWF receiving a PW MUST allocate a PT value from [IANA RTP TYPES] and 
set the PT field to the allocated value for each direction of the emulated circuit. The IWF MAY use the PT value in 
incoming packets to detect malformed packets. The following (decimal) PT values may be used in this standard: 

• 207 – for RTCP XR [RFC 3611]. 
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• 0 – For Structure Agnostic Mode or if the PT is not used to detect malformed packets. 

RTP Sequence Number (16 bits).  The IWF MUST set and process the RTP Sequence Number as described in 
section 5.1 of [RFC 3550]. The IWF MUST set the RTP Sequence number identical to the sequence number in the 
control word.  

RTP Timestamps (32 bits)  These are used for carrying optional timing information over the network. The IWF 
MUST generate timestamps for each PW in accordance with [RFC 3550] if PDCR is supported. 

SSRC (Synchronization Source) Identifier (16 bits). The SSRC (synchronization source) identifier field in the RTP 
This field should be used to indicate each unique clock domain and may be used for detection of misconnections.  

6.2.5 RTCP Extended Report (XR) Option 

[RFC 3611] specifies method by which RTCP headers can be used as an in-band conduit for data that is pertinent to 
management, operation, and performance. In this particular application, the principal benefit is that operators may 
be able to retrieve management information from remote TEAs by simply querying the local peer TEA. In addition, 
since the XR signaling data is in-band, it is possible to make one-way and round trip latency and latency variation 
measurements.  

• An IWF MAY support [RFC 3611]. 

• An IWF should not support, or should not be configured to use SDP as it is applied in [RFC 3611]. Peer PWs 
must be configured similarly for inter-operation using [RFC 3611]. 

• An IWF that supports [RFC 3611]:  

• MUST support XR Block Types 4 and 5 and be configurable to disable the sending of each Block Type. 
An IWF can use the Receiver Reference Time Report Block (Block Type 4) and the DLRR Report Block 
(Block Type 5) to make and report round-trip latency measurements.  

• MUST use the method outlined in [RFC 3611] section 4.5, to report latency measurements. Further 
informative text may be found in [MLDA] and [RFC 3550] Figure 2. The IWF transmitting Block Type 4 
MAY substitute any time stamp in place of the NTP timestamp specified for Block Type 4 as long as it can 
adequately compute the round trip delay from the echoed information received in the received Block Type 
5 report.  

• MUST issue Block Type 4 and 5 reports at least every 10 minutes if they are enabled. 

• MUST NOT support any XR Block Type that it cannot disable or report as supported. 

• SHOULD be configurable to limit the total size of the RTCP header including all XR extension blocks. 
This may help prevent DOS attacks. 

• MUST be configurable as to the rate of transmission of each Block Type. This will allow operators to 
accurately predict data bandwidth. 

It may be desirable to send XR messages on a regular basis. XR messages should be sent with UGS-AD scheduling 
and care should be taken to make sure the XR packets travel the same physical path as the payload packets.  

6.3 Payload Formats 

This section specifies the format of payload data for PW packets. 

The IWF MUST preserve the order of payload bytes that correspond to their order in the TDM circuit. 

The IWF MUST follow network bit order when creating packets from the TDM data and vice versa for each PW.  
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All packets belonging to a given PW in both directions must carry the same number of payload bytes. Accordingly, 
the IWF MUST process received PW packet payloads based on its configuration for the number of payload bytes 
used in transmitting PW packets.  

The IWF MUST support a configurable packet payload size for each PW. The configuration of the packet size must 
remain unchanged for the lifetime of the PW. The total size of a PW packet for a specific PW flow must not exceed 
path MTU between the pair of IWFs. 

An IWF MUST NOT support payloads smaller than 20 bytes. 

Except for the possible presence of signaling packets (per Section 6.3.2), PW flows do not contain specific bits 
describing the data organization as being 'Structure Agnostic' or 'Structure Aware' as outlined in the following 
paragraphs. This information is contained in the configuration of the pair of IWFs. 

6.3.1 Structure Agnostic Transport 

Structure-agnostic transport completely disregards any TDM structure and simply transports all data received from 
the TDM network in fixed length packets. No byte or frame alignment is implied. However, network bit order must 
be followed when creating packets from the TDM data and vice versa. 

An IWF MUST be capable of supporting at least the following default payload sizes:  

• E1 - 256 bytes. 

• T1 - 192 bytes. 

• J1 will only be accommodated using T1 structure agnostic mode. This means fractional J1 will not be 
supported. 

6.3.2 Structure Aware Transport 

Structure-aware transport removes the structure overhead associated with the TDM data at the ingress IWF and 
regenerates it at the egress IWF. Only the payload extracted from the TDM frames is carried via the PW across the 
packet switched network. Structure-aware transport allows channelized/fractional T1/E1 operation. 

In order to preserve the integrity of the TDM structure, for each PW the IWF MUST encode all non-signal packets 
to carry a fixed amount of data corresponding the integral multiple (K) of TDM frames for which it is provisioned. 
Thus, the packetization delay for structure aware transport is K x Frame Interval (i.e., K x 125 usec). The resulting 
payload format is shown in Figure 6–2 below. 
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Figure 6–2 - Payload Format for Structure-aware transport 
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6.3.2.1 Signaling Transport 

TDM applications exchange signaling information in addition to TDM data. The typical example is telephony 
applications that exchange their state (i.e., off-hook/on-hook) in addition to TDM data carrying PCM-encoded 
voice. 

When delivering the TDM Services over a structure-agnostic Pseudo Wire, it is not necessary to intercept or process 
CE signaling. Signaling is embedded in the packetized TDM data stream, and hence it is carried end-to-end across 
the Pseudo Wire.  

With structure-aware emulation, transport of Common Channel Signaling (CCS) may be achieved by carrying the 
signaling channel together with the emulated service (i.e., channel 23 for DS1, or channel 16 for E1). However, 
Channel Associated Signaling (CAS) (i.e., DS1 Robbed Bit Signaling or E1 CAS) requires knowledge of the 
relationship of the timeslot to the trunk multi-frame structure. This is indicated by the framing bits, which may not 
be preserved by N x 64 kbit/s basic service. 

This section describes a generic method for extending the Nx64kbit/s basic service by carrying CAS signaling for 
each pseudo-wire in separate signaling packets that is independent of the TDM circuit type. It may be used in 
situations where the individual 64kbit/s channels are selected from multiple TDM circuits, or picked off a TDM bus 
rather than from a specific TDM circuit. It also saves bandwidth, since only changes in the CE application state are 
carried. 

6.3.2.2 PW Signaling Frames 

The generic format of the PW signaling frames corresponds to the format shown in Figure 6–3. In DOCSIS 
systems, these frames are likely to be sent in a UGS-AD flow. The following additional requirements apply: 

• An IWF MUST keep the following the same between the PW data frames and their associated signaling frames: 

• Usage of the optional RTP header (that is, either both use it or both do not use it). 

• Destination IP Address and port. 

• Source IP Address. 

The two types of frames differ only in the value of the M bits and TOS bits. 

• An IWF MUST keep the following different between the PW data frames and their associated signaling frames: 

• M bits ( signaling frame have a value of 'b11). 

• TOS field – these are configurable separately for each frame type. 

• An IWF MUST use a separate sequence number space for the PW data frames and their associated signaling 
frames. 

• If an IWF uses the [RFC 3550] header: 

• The IWF MUST use a different payload type value (both allocated from [IANA RTP TYPES] for data 
frames and associated signaling frames. 

• The IWF MUST assign identical timestamp values for the data and associated signaling frames at any 
given time. 

Note: This enables synchronization of the signaling and data information using the standard RT-based mixing 
procedures described in [RFC 3550]. 

• The IWF MUST assign the i-th nibble of the payload the current "ABCD" value of the CAS signal 
corresponding to the i-th timeslot of the PW as shown in Figure 6–3. 
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• The IWF MUST assign to the payload of each signaling frame an integral number of octets with at most 
padding of a single 4 bit nibble.  

 
Figure 6–3 - Signaling sub-structure 

 

The IWF MUST send PW packets with the signaling sub-structure as payload on a signaling change event 
including: 

• Setup of the PW. 

• A change in the signaling state of any of the 64 Kbps channels of the PW. 

• The Loss of Frames defect has been cleared. 

• The Remote loss of Frames ( R-bit) indication has been cleared. 

In order to protect against packet loss, when a signaling change is detected, multiple PW signaling packets are sent. 
The IWF MUST send a PW signaling packet within sp_int ms. The IWF MUST send PW signaling packets out 
every sp_int ms until three identical packets are sent. The default value of sp_int is 5 ms. 

The IWF SHOULD send a PW signaling frame every sp_idle sec in the absence of any signaling change event 
described above. The default value of sp_idle is 5 seconds. The TSP MUST preserve the ABCD signaling bits at 
their previous state whenever packets are lost.  

6.4 Timing Aspects  

The timing aspects of a TDM-E service are bounded by the existing DOCSIS, ITU and ATIS requirements for 
DOCSIS transport, and T1 or E1 service. The primary specifications that govern timing and synchronization for a 
T1 or E1 are the [ITU-T G.823] and [ITU-T G.824] Recommendations.  

As required in Sections 6.1.4 and 6.1.5 the T1/E1 interface will be tested for compliance to [ITU-T G.823] or [ITU-
T G.824]. 
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6.4.1 Direct Clocking 

A device containing a CU compliant with Direct Clocking MUST have at least one DTI Client interface to a DTI 
Server compliant with section 7.2.1 of [DTI] or at least one BITS input for connection to a PRS compliant with 
[ITU-T G.823] or a PRS compliant with [ITU-T G.824].  

A CU embedded in a TEA with Direct Clocking MUST lock the IWF and TSP to the CU. 

6.4.2 Network Clock Recovery (NCR)  

A CU compliant with NCR MUST lock the IWF and TSP to the DOCSIS SYNC message. 

A CU compliant with NCR MUST lock the IWF and TSP to the DOCSIS Symbol Clock. 

6.4.2.1 Support for NCR 

This section documents the strategy for maintaining long-term interoperation between TE-CMs and TE-CMTSs that 
use NCR. 

6.4.2.1.1 DOCSIS 1.1 and 2.0 

Some DOCSIS 1.1 and 2.0 CMTSs may only be able to support the SYNC method. For this reason, all TE-CMs are 
required to support the SYNC method. 

6.4.2.1.2 DOCSIS 3.0 

Going forward, the Symbol Clock method is increasingly preferred over the SYNC method. For this reason, all TE-
CMs are required to support the Symbol Clock method. TE-CMTSs should support both methods if possible. This 
standard only requires a TE-CMTS to support one method. The [PHYv3.0] ] standard requires a CMTS to support 
both methods. 

6.4.2.2 Symbol Clock (SC) Recovery  

One method of locking to the Symbol Clock (SC) is described as follows. A DTI or BITS source is used to derive 
the CMTS Master Clock of 10.24 MHz. The Symbol Clock is derived from (and locked to) the Master Clock via an 
M/N. The TE-CM recovers the 10.24 MHz Master Clock from the Symbol Clock via an N/M PLL. The 1.544 MHz 
T1 clock is recovered from the 10.24 MHz via a 193/1280 PLL. The 2.048 MHz E1 clock is recovered from the 
10.24 MHz via a 1/5 PLL. An Ethernet clock (like 25 MHz) could be recovered from 10.24 MHz via a 625/256 
PLL. Every clock is in sync. 

N/M values – While the values of M and N are configurable at the CMTS, most CMTSs have symbol clocks 
operating at specific rates. The following table is from [DRFI]. 

Table 6-2 - DOCSIS Symbol Clocks 

Downstream mode Nominal Specified 
Symbol Rate, fb 

(MHz) 

M/N Master Clock 
Rate, fm' 

(MHz) 

Downstream 
Symbol Rate, 

fb' (MHz) 

Offset 
from 

Nominal 

64QAM ([ITU-T 
J.83] Annex B) 

5.056941 401/812 10.239990 5.056945 0.95 ppm 

256QAM ([ITU-T 
J.83] Annex B) 

5.360537 78/149 10.240000 5.360536 0.02 ppm 
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• SC TLV - The TE-CM MUST be capable of receiving values for M and N through an 'SC' TLV specific to the 
TE-CM configuration. If the TE-CM does not receive the SC TLV, it SHOULD use default M/N values from 
Table 6-2 as selected by the configured QAM modulation.  

• S-CDMA override - The TE-CM MUST use the SC-TLV value (or its default value) unless the TE-CM 
receives an M/N value in the UCD for SCMDA recovery of 10.24 MHz, in which case the S-CDMA value is to 
be used. See [RFI 2.0], Table 8-18, Channel TLV Parameters, Types 12 and 13. The TE-CM MUST report an 
event if the S-CDMA M/N value overrides the SC TLV. 

• Supported Values – The TE-CM MUST support the M/N values listed in Table 6-2. The TE-CM SHOULD 
support all values of M/N as defined in [RFI 2.0]. The TE-CM MUST report an event if it receives an M/N 
value it cannot support and revert to the default value from Table 6-2 as selected by the configured QAM 
modulation. 

6.4.2.3 SYNC Clock Recovery  

The existing DOCSIS 1.1, 2.0 and higher describe the DOCSIS SYNC message and the DOCSIS performance 
requirements. The TE-CMTS using direct clocking uses a frequency reference that meets the [ITU-T G.823] and 
[ITU-T G.824] requirements to generate the DOCSIS SYNC message and the contained timestamps. The DOCSIS 
SYNC message not only meets the performance bounds for DOCSIS, it also has long term stability needed for 
TDM-E. A TE-CM can recover this direct reference clock from the DOCSIS SYNC message timestamps using a 
PLL. A typical implementation would have a PLL that is disciplined by the DOCSIS SYNC message timestamps to 
generate an 8 kHz reference for the eTEA that meets the [ITU-T G.823] and [ITU-T G.824] requirements detailed 
in Section 6.1.4. 

6.4.3 Prime Differential Clock Recovery (PDCR) 

The IWF SHOULD support prime differential clock recovery. 

The principle underlying PDCR is to "encode" the timing attributes of the ingress DS1 service clock using a PRS-
traceable reference clock. The peer IWF "decodes" this information using its PRS-traceable reference clock as 
reference to recreate the service clock for the egress DS1. (In PDCR each TEA has direct clocking or NCR 
available, but the customer prefers to transport their timing across the network. To do this the IWF uses the clock 
from the CU in direct clocking or NCR mode to measure the customers Tx clock in the TSP. The offset is encoded 
and sent in an RTP PW. The PW is then received at the second TEA when the offset is added to the clocking from 
the CU using direct clocking or NCR to time the TSP. Since direct clocking and NCR are traceable to a Stratum 1 
reference clock they are equivalent at both TEAs, so the offset measured at one TEA is precisely recreated at the 
second TEA.) 

The PDCR encoding method is described with reference to Figure 6–4 below. 

A 32-bit counter forms the base of the PDCR time-stamp (PDCR-TS). The counter operates continually based on 
the PRS-traceable clock ("Time Stamp reference") with the normal rollover between "all-1s" and "all-0s". 

• In PDCR implementations, the IWF MUST use a counter of 32 bits for the PDCR-TS. 

• In PDCR implementations, the IWF MUST support RTP. 

• In PDCR implementations for T1, the IWF MUST divide the incoming 1.544 MHz "service clock" by M=800 
to generate a 1.93 KHz "sample clock" (PDCR time-stamp-clock).  

• In PDCR implementations for E1, the IWF MUST divide the incoming 2.048 MHz clock by M=1061 to 
generate a 1.93 kHz "sample clock" (PDCR time-stamp-clock). The generated value will not be precisely 1.93 
KHz, but it is close enough. 

• The PDCR time-stamp is therefore 4 octets.  

• Because two clocks are involved, meta stable states may occur at the output of the latch (if a latch is used). 
Multiple methods should be used to avoid meta-stable states. 
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• One method is already specified herein. The occurrence of meta-stable states is minimized because the 1.93 
KHz "sample clock" is relatively prime to the 10.24 MHz CM Master Clock. 

• Additions methods SHOULD be devised to avoid meta-stable states. 

A PDCR time-stamp is thus generated at the 1.93 kHz rate; and, if, for example, the payload contains 192/193 
information octets (i.e., DS1 data), there will be 1 or 2 PDCR time-stamps generated for each DS1-payload unit.  

In PDCR implementations, the latest PDCR-time-stamp MUST be sent in the payload. 

  
               Time-Stamp Reference Clock 
                  (from CU) 

32-bit Counter 

1.544 MHz Service 
Clock (recovered 
DS1; 2.048 MHz 

for E1) 

1/M 
÷ 800  

(1061 for E1) 

LATCH 

4 octets PDCR Time-Stamp 

1.93 kHz “sample clock”

 
Figure 6–4 - Description of PDCR "transmit" function 

 

The PDCR implementation at the receiving IWF uses the packet sequence numbers carried in the CES control word 
or RTP header to identify missing or out-of-sequence packets. 

The PDCR implementation at the receiving IWF uses the incoming PDCR time-stamps and its locally available PRS 
traceable clock to recover the original service clock. 

The PDCR implementation at the receiving IWF can determine the number of PDCR timestamp (service clock) 
samples using the following formula: 

Number of samples )
*)(

(
TSRC

SCTT
round iNi −

= +  

Where Ti and Ti+N are the value of the PDCR time stamps received in packets with sequence number i and 
consecutive packet with sequence number i+N respectively, SC is the nominal rate of the sample clock (i.e., 
1.93kHz for T1 and 2048/1061khz for E1) and TSRC is the time stamp reference clock (i.e., 10240khz). 

For example, assume the DS1 CES packets are sent at a rate of 1kHz, N=256, SC=1.93kHz, TSRC=10240kHz and 
the offset of the service clock is 10ppm. Each sample the Timestamp advance by 10.24M/(1.93k+10ppm) ticks or 
equivalently by (10.24M-10ppm)/1.93k ticks. The number of samples of the PDCR timestamp between the two 
packets is either 494 or 495 samples. Therefore, the difference in timestamps would be either ((10.24M-
10ppm)/1.93k)*494 or ((10.24M-10ppm)/1.93k)*495. Therefore, as long as 10ppm*495 is much smaller than one 
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the formula above applies. The DS1 clock offset from the PRS traceable clock is bounded by Telecom standards to 
be much less than 100ppm, and therefore the formula above applies as long as N is small enough (N<5000). 

When a DS1 is terminated within the DOCSIS network at both ends, both IWFs have access to the 10.24 Mhz 
common time-stamp reference clock. However in situations were the DS1 is transported over the DOCSIS and 
terminated outside of the DOCSIS network, the external IWF would have access to a PRS traceable clock usually 
using a dedicated interface to BITS.  

In order to support such topologies the PDCR receiver implementation SHOULD support recovery of DS1 and E1 
clocks using PDCR timestamps generated by different master PRS traceable clocks different sample clocks 
generated by different divisor M. In particular: 

19.44MHz PRS traceable master clock (DS1 and E1 emulation) with sampling clock as defined by M=800 for 
DS1 and M=1061 for E1 signals. 

Selection of the divisor M for other useful frequencies such as 24.704MHz clock (16*1.544MHz) and 32.768MHz 
clock (16*2.048MHz) is left for future study.  

A TEA compliant with PDCR MUST be compliant with Section 6.4.7. 

6.4.4 Adaptive Clock Recovery (ACR) 

A Clock Recovery Unit (CRU) in the IWF compliant with ACR MUST regenerate the clock provided to the TSP 
based on the packet arrival rate. 

The RTP header in ACR can optionally be used in conjunction with the Absolute RTP mode of timestamp 
generation. Devices operating in the ACR mode work opposite devices operating in the internal or looped timing 
modes. In the loopback clocking mode, the IWF sets timestamps using the clock received from the incoming TDM 
circuit. As a consequence, the timestamps are closely correlated with the sequence numbers. All ACR 
implementations that support RTP must work opposite a TEA operating in this mode.  

A CRU compliant with ACR MUST support the use of "absolute mode" timestamps, where the clock used to 
generate the timestamp is that recovered from the incoming TDM circuit. 

A CRU compliant with ACR MUST support the use of "absolute mode" timestamps generated using an 8 kHz 
clock.  

A CRU compliant with ACR MUST support the use of "absolute mode" timestamps generated using clocks with 
frequencies that are an integer multiples of 8 kHz. 

A CRU compliant with ACR MUST be compliant with Section 6.4.7. 

6.4.5 TE-CM Ethernet Timing Service  

A TE-CM MAY support [IEEE 1588] on the Ethernet interface. 

• A TE-CM that supports [IEEE 1588] SHOULD use the DOCSIS symbol clock as a Time Source. 

• If the TE-CM supports [IEEE 1588], it SHOULD lock the [IEEE 1588] timestamp to the DOCSIS timestamp. 

6.4.6 TE-CMTS Timing Requirements 

The TE-CMTS symbol (master) clock output MUST be compliant with Figure 6–5, where MTIE (defined in [ITU-T 
G.810] at observation time (S) is: 
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where: 

τ = sample period. 

N = number of samples in the sequence. 

n = [S/τ] + 1. 

S = observation time. 

xi = time delay sample 1. 

 

MTIE Master Clock 

Observation Time, τ (seconds) MTIE (nanoseconds) 

0.1 ≤ τ < 280 30 + 10* τ +.05* τ2 + 8.75e-5* τ3 

280 ≤ τ 800 + 0.01 * τ 

Figure 6–5 - MTIE of CMTS Master Clock 

 

The TE-CMTS symbol (master) clock output MUST be compliant with Figure 6–6, where Time Deviation (TDEV) 
is defined in [ITU-T G.810]. 

 

TDEV Master Clock 

Observation Time, τ (seconds) TDEV (nanoseconds) 

0.1 ≤ τ < 200 6 

200 ≤ τ < 1000 0.03 * τ 

1000 ≤ τ < 10000 30 

Figure 6–6 - TDEV of CMTS Master Clock 
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6.4.7 Clock Recovery Performance Requirements 

Clock recovery methods (ACR and PDCR) are designed to take the TDM clock from at one peer TEA and 
reproduce that clock at the other peer TEA. This section outlines the performance requirements of the clock 
recovery methods. Further, since the performance of these methods may be affected by the characteristics of the 
intervening IP network, this section also defines a model of the intervening network; defines the characteristics of 
that model; and states the performance requirements in the context of the model characteristics. Figure 6–7 shows 
the model system within which the clock recovery system must meet performance requirements. 

 
Figure 6–7 - Clock Recovery – Performance Test Environment 

6.4.7.1 Definitions 

• Stimulus – The stimulus to the Performance Test Environment consists of IP packets containing Clock 
Recovery data. These may be generated directly by a PC, or by a 'golden' TE-CM driven by a top quality T1 
clock. The IP packets entering the TEA DUT may come over an RF port (associated with a TE-CM), or over 
the Ethernet port in a special test mode. 

• NIM – The stimulus packet stream will be delayed (and otherwise altered for test purposes) by the Network 
Impairment Simulator operating according to one of the NIM models (see Sections 6.4.7.2 and 6.4.7.3). The 
NIM simulator will be concatenated with an unloaded DOCSIS system to mimic DOCSIS effects like the 
Upstream Grant process where the T1 clock may beat against the DOCSIS clock. 

• DUT – The TEA Device Under Test must reproduce the T1/E1 clock within the quality requirements of a 
T1/E1 clock and within the performance requirements of Section 6.1.4. 

6.4.7.2 Network Impairment Model (NIM1) 

Two different Network Impairment Models are defined in this standard. This section defines NIM1; NIM2 is 
defined in Section 6.4.7.3. Either NIM may be used to demonstrate compliance as outlined in Section 6.4.7.4.1. The 
NIM chosen is then referred to herein only as "NIM". 

This Network Impairment Model (NIM1) will be the Gilbert-Elliott model as outlined in [ITU-T G.1020] Appendix 
I and in [TIA NIM]. NIM1 will be configured according to Section 6.4.7.2.1 as configured according to the NIM1 
constants (Section 6.4.7.2.2). It is an assumption that any TE-CMTS involved in the transport of IP packets in 
Figure 6–7 does not add significant jitter, packet loss, or packet reordering to the IP stream when compared to the 
NIM effects. It is not expected that the NIM will sufficiently replicate the characteristics (not yet identified) of the 
real network. It is only expected that the NIM will sufficiently stress a clock recovery circuit for testing purposes. 

6.4.7.2.1 NIM1 State Machine 

The Gilbert-Elliott NIM1 can be modeled per [ITU-T G.1020]. The Gilbert-Elliott model behaves according to a 
state machine with two states: 

• State 0 is a low loss state with loss probability PL(0) and a state transition probability PT0. 

T1 

T1 Response 
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• State 1 is a lossy state with loss probability PL(1) and a state transition probability PT1. It should be noted that 
PL(1) >> PL(0). 

Packet loss, state transition, and packet delay are driven by a Markov process. There is an option allowing (or 
disallowing) packet loss. The following is a pseudocode implementation of the state machine. It contains 
initialization, a loop that computes the delay for each packet, and a final reporting section.  
/* Version NIM4.C */ 
#include <c:\Progra~1\turboc\total\stdio.h> 
#include <c:\Progra~1\turboc\total\time.h> 
 
/* input constants (to be filled in from the NIM constants table) */ 
float PL[2] = {.01,.01};  /* the prob of packet loss in @ state */ 
float PT[2] = {.04,.5};  /* the prob of state transition in @ state */ 
float PI = .2;   /* the prob of delay impulse */ 
float HI = 60.;   /* the delay driver, impulse height */ 
float FL = 20.;   /* the delay impulse smoothing filter */ 
int AllowPacketLoss = 1;  /* is packet loss allowed ? */ 
int AllowPacketReorder = 0; /* is packet reordering allowed ? */ 
 
/* program constants */ 
int numPackets = 1000; 
float lost = 32000.;  /* an encoding delay signifying 'lost' */ 
int states = 2;   /* a two state Gilbert-Elliott model */ 
float packetTime = 1.;  /* in ms (estimated), for packet ordering */ 
 
/* variables */ 
int state;    /* 0 for low loss, 1 for high loss */ 
float d;    /* the delay the packet will undergo */ 
float ds;    /* the accumulated & filtered delay state */ 
float impulse;   /* the raw height of a delay impulse */ 
float lastd;    /* tracks prev delay, reordering needed? */ 
 
int numDiscarded = 0;  /* number of discarded packets */ 
int numNotDiscarded = 0;  /* number not discarded */ 
float cumDelay = 0.;  /* Constants to compute variance of delay */ 
float cumDelaySquare = 0.; 
float fnum,fdenom,Variance; 
int PDiscarded,PNotDiscarded; 
 
FILE *stream; 
int i,s,packet; 
 
main() { 
 
   stream = fopen("myfile.txt","w"); 
   /* The following code is executed before packets are processed */ 
   printf(" PL[0] %4.3f\n",PL[0]); 
   printf(" PL[1] %4.3f\n",PL[1]); 
   printf(" PT[0] %4.3f\n",PT[0]); 
   printf(" PT[1] %4.3f\n",PT[1]); 
   printf(" PI %4.3f\n",PI); 
   printf(" HI %4.3f\n",HI); 
   printf(" FL %4.3f\n",FL); 
 
   /* initialization */ 
   srand( (unsigned int) time( NULL )); /* seed the random generator */ 
   ds = d = lastd = 0;/* initialize the delay state */ 
   /* -------------------------------------------*/ 
   /* after initialization, for every packet... */ 
   for (packet = 0; packet < numPackets; packet++ ) { 
      if (rand()/32768. < PI) { impulse = HI; } /* determine delay */ 
      else                    { impulse = 0.; } 
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      ds = (ds*(FL - 1) + impulse) / FL;/* filter the raw delay */ 
      d = ds;                     /* delay */ 
      if ((AllowPacketLoss == 1) && (rand()/32768. < PL[state])) {d += lost;} 
      if (rand()/32768. < PT[state]) {state = ((state + 1) & 1);} 
      if ((AllowPacketReorder == 0) && (d < (lastd-packetTime)) ) { 
           d = lastd - packetTime; 
           printf("d \t%4.1f\tlastd \t%4.1f \t   reorder ",d,lastd); 
      } 
      else { 
           printf("d \t%4.1f\tlastd \t%4.1f \tno reorder ",d,lastd); 
      } 
      if (d < lost) {lastd = d;}                            /* not discarded */ 
      else { 
           if (lastd >= packetTime) {lastd -= packetTime;}  /*     discarded */ 
      } 
      if ((AllowPacketLoss == 1) && (d >= lost)) { 
           /* {discardPacket();} */ 
           printf("Discarded \n"); 
           numDiscarded++ ; 
      } 
      else { 
           /* ScheduleToForwardPacketAfterDelay(d); */ 
           printf("ForwardAfterDelay %8.1f\n",d); 
           numNotDiscarded++ ; 
           cumDelay += d; 
           cumDelaySquare += d*d; 
      } 
   fprintf(stream,"%4.1f\n",d); 
   } /* -----------------------------------------*/ 
   printf("\nDone\n"); 
   fclose(stream); 
   PDiscarded = (100 * (double)numDiscarded)/numPackets; 
   PNotDiscarded = (100 * (double)numNotDiscarded)/numPackets; 
   printf("Number Discarded\t= %6i %3i Percent \n" 
                          ,numDiscarded, PDiscarded); 
   printf("Number Not Discarded\t= %6i %3i Percent \n" 
                          ,numNotDiscarded, PNotDiscarded); 
   printf("Average Delay\t=\t %4.1f\n",(cumDelay/numNotDiscarded)); 
 
   /* StdDev is sqrt( (n* sum(x^2) - sum(x)^2) / ((n(n-1)) ) */ 
   fnum = ((float)numNotDiscarded * cumDelaySquare) - (cumDelay * cumDelay); 
   fdenom = (float)numNotDiscarded * ((float)numNotDiscarded - 1); 
   Variance = (fnum/fdenom); 
   printf("Delay Variance\t=\t%5.1f\n", Variance); 
   return; 
}  /* end */ 

Notes: 

1. The FL is used to filter and smooth the delay impulses as they become delays. The term (ds*(FL – 1) + 
impulse) / FL shows that the entries in FL should be picked to be larger than 1. Variable ds provides delay 
memory between packets and decays because of the -1. If FL is set high, it will decay (in the absence of 
impulses) slowly. If FL is set to 2, it will decay rapidly. FL should be determined first. Then HI can be set to 
determine the amplitude of the impulses and delays. Note that impulses are divided by FL. This is the reason to 
set FL first, then determine the size of HI needed to drive the impulses. 

2. The function ScheduleToForwardPacketAfterDelay(d) engenders the need for multi-threading in the software. 
No pseudo code is included for this function (or for discardPacket()). 
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6.4.7.2.2 NIM1 constants 

The NIM1 constants configure NIM1 according to the Gilbert-Elliott model as outlined in [ITU-T G.1020]. The 
specific enumeration of the constants in Table 6-3 serves to define and limit the possible variations of the Gilbert-
Elliott model.  

The following constants pertain to the Performance requirements in Section 6.4.7.4.1. To further simulate network 
characteristics that vary during the day (TOD), two separate columns of NIM1 constant values are specified below 
in Table 6-3. Each NIM1 constant in the pseudo code of Section 6.4.7.2.1 may be faded from one TOD value to the 
other (and back) on a time scale simulating real TOD variations of the network. 

Table 6-3 - Network Impairment Constants (NIM1) 

Item Description Value 
TOD1 

Value 
TOD2 

Value  
TOD3 

(Excessive 
packet loss) 

Format Model Variable Name

Probability of 
packet loss 

The probability of packet loss 
in each state. (The lossy state 
is second)  

.01/.01 .01/.01 .01/.99 float PL[state] 

Probability of 
state transition 

The probability of state 
transition in each state 

.04/.5 .04/.5 .5/.001 float PT[state] 

Probability of 
delay 

The probability of impulse .2 .2 .2 float PI 

Amount of delay The delay impulse height 60 60 60 float HI 
Delay smoothing 
filter 

The smoothing factor for 
delays 

20 6 6 float FL 

Packet Loss Determines whether the model 
is allowed to lose packets  

1 (true) 1 (true) 1 (true) int AllowPacketLoss 

 

6.4.7.3  Network Impairment Model (NIM2) 

NIM2 is defined according to [ITU-T G.1050] and configured according to the constants in Table 6-4. This set of 
constants should generate a [ITU-T G.1050] NIM with the characteristics outlined in Table 6-5. The normative 
requirements are defined by Table 6-4 whereas Table 6-5 is informative only. 

Table 6-4 - Network Impairment Constants (NIM2) 

G.1050 Constant Value 

Service Profile B 
Test Case 127 
LAN A Occupancy * 0 
Access A Occupancy * 0 
MTU A * 512 bytes 
Route flap interval * None 
Route flap duration * 0 
Delay (regional) * 0 
Delay (intercontinental) * 0 
Link fail interval * None 
Link fail duration * 0 
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Packet loss * 0 
Reordered packets * 0 
Access B Occupancy * 0 
MTU B * 512 bytes 
LAN B Occupancy * 0 

* This minimizes network effects that might be generated by the [ITU-T G.1050] model, leaving only generated 
delays and packet losses. 

 
Table 6-5 – NIM2 Characteristics 

NIM2 Characteristic Value 

Latency 16 msec 
Jitter 3 msec 
Loss 0.1 % 
Average Sequential Loss 3.3 
Max Sequential Loss 7 
Sequential Loss Rate 0.2 
OOS 0.003 % 
Discards 0 % 

 

6.4.7.4 Performance requirements 

This section specifies that clock recovery should function in the presence of network impairments like jitter and 
packet loss. It should be noted that PDCR should not be susceptible to network impairments like delay or jitter 
because they are subtracted out. 

6.4.7.4.1 Specific requirements 

The following requirements only apply to the Clock Recovery Unit within the IWF when operating in PDCR or 
ACR mode implemented according to Sections 6.4.3and 6.4.4. Figure 6–8 through Figure 6–10 are informative 
only, serving only to illustrate measurements. The tests which follow, and the informative figures, are based on the 
assumption that the clock recovery mechanism can be modeled as a linear, second order control loop. In that 
context, there are no requirements on ringing frequency, overshoot, or damping; the control loop may be over or 
under damped and the measurement techniques still apply. 

• An IWF MUST meet the requirements in this section in the face of network impairments described in Section 
6.4.7 and generated by either NIM1 specified in Section 6.4.7.2 or NIM2 specified in Section 6.4.7.3.  

• Table 6-6 is part of the following requirements; it contains the constants to which they refer. A TEA MUST 
have a configurable test mode so that the PW packets may be looped back directly to the TEA (as a replacement 
for packets received at the TE-CM RF port.) 

• Initialization – A CRU MUST acquire an existing stream of Pseudo Wire IP packets and lock the TDM output 
clock within Tinit seconds during the initialization of the TEA. 
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Figure 6–8 - Clock recovery initialization time 

 
• Step response settling time – A CRU within the IWF MUST be capable of the following clock recovery 

sequence: settle for Tinit seconds to a stable locked frequency; accept a 20% step up from nominal of the 
stimulus frequency; and re-settle its TDM clock output to acceptable TDM clock requirements in Section 6.1.4 
within Tsettle seconds after the step input. 

 
Figure 6–9 - Clock recovery settling time 

 
• Rejection of impulse noise – A CRU MUST be capable of rejecting a Treject second long, 20 % (from 

nominal) amplitude deviation of stimulus frequency (after it has settled) without disturbing its clock output. 
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