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NOTICE

The Society of Cable Telecommunications Engineers (SCTE) Standards are intended to serve the
public interest by providing specifications, test methods and procedures that promote uniformity
of product, interchangeability and ultimately the long term reliability of broadband
communications facilities. These documents shall not in any way preclude any member or
nonmember of SCTE from manufacturing or selling products not conforming to such documents,
nor shall the existence of such standards preclude their voluntary use by those other than SCTE
members, whether used domestically or internationally.

SCTE assumes no obligations or liability whatsoever to any party who may adopt the Standards.
Such adopting party assumes all risks associated with adoption of these Standards or
Recommended Practices, and accepts full responsibility for any damage and/or claims arising
from the adoption of such Standards or Recommended Practices.

Attention is called to the possibility that implementation of this standard may require use of
subject matter covered by patent rights. By publication of this standard, no position is taken with
respect to the existence or validity of any patent rights in connection therewith. SCTE shall not
be responsible for identifying patents for which a license may be required or for conducting
inquires into the legal validity or scope of those patents that are brought to its attention.

Patent holders who believe that they hold patents which are essential to the implementation of
this standard have been requested to provide information about those patents and any related
licensing terms and conditions. Any such declarations made before or after publication of this
document are available on the SCTE web site at http://www.scte.org.

All Rights Reserved
© Society of Cable Telecommunications Engineers, Inc. 2008

140 Philips Road
Exton, PA 19341
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1.0 SCOPE

The purpose of this specification is to provide the mechanical, electrical and
environmental requirements for broadband radio frequency (RF) Trap and Filter devices
whose primary purpose is to provide a fixed attenuation of RF signal(s) at user defined
frequencies while preserving adjacent topology.

This scope is limited to 75-ohm devices with F connectors. This specification is not
intended to limit or restrict any manufacturer’s innovation and improvement.

20 MECHANICAL

2.1 RF Ports

211

212

2.1.3

All RF ports shall be type F.

Female ports shall conform to the requirements of ANSI/SCTE 01 2006
Specification for “F” Port, Female, Outdoor.

Male ports shall conform to Figure 1.

2.2 Physical Parameters

2.2.1

2.2.2

2.2.3

The physical limits of the housing are defined in Fig 1.

There shall be no relative movement of the outer housing to the inner
housing.

The “F” housings shall be locked internally to not allow end-to-end
rotational movement.

2.3  Labeling

Each device shall be permanently marked with product part number, date code
and manufacturer.

2.4  Torque Requirements

24.1
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The Female “F” port shall withstand 40 inch pounds of torque, without
damage or permanent deformation to the threads, reference plane or body
when tested in accordance to ANSI/SCTE 149 2008, Test Method for
Withstand Tightening Torque — “F” Female.

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/scte-151-2008
http://www.avadocuments.com/doc/scte-151-2008

