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NOTICE

The Society of Cable Telecommunications Engineers (SCTE) / International Society of
Broadband Experts (ISBE) Standards and Operational Practices (hereafter called “documents”)
are intended to serve the public interest by providing specifications, test methods and procedures
that promote uniformity of product, interchangeability, best practices and ultimately the long-
term reliability of broadband communications facilities. These documents shall not in any way
preclude any member or non-member of SCTE«ISBE from manufacturing or selling products not
conforming to such documents, nor shall the existence of such standards preclude their voluntary
use by those other than SCTEISBE members.

SCTE-ISBE assumes no obligations or liability whatsoever to any party who may adopt the
documents. Such adopting party assumes all risks associated with adoption of these documents,
and accepts full responsibility for any damage and/or claims arising from the adoption of such
documents.

Attention is called to the possibility that implementation of this document may require the use of
subject matter covered by patent rights. By publication of this document, no position is taken with
respect to the existence or validity of any patent rights in connection therewith. SCTE*ISBE shall
not be responsible for identifying patents for which a license may be required or for conducting
inquiries into the legal validity or scope of those patents that are brought to its attention.

Patent holders who believe that they hold patents which are essential to the implementation of
this document have been requested to provide information about those patents and any related
licensing terms and conditions. Any such declarations made before or after publication of this
document are available on the SCTE<ISBE web site at http://www.scte.org.

All Rights Reserved
© Society of Cable Telecommunications Engineers, Inc. 2018

140 Philips Road
Exton, PA 19341
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SCOPE

This document is identical to SCTE 163 2009 except for informative components which
may have been updated such as the title page, NOTICE text, headers and footers. No
normative changes have been made to this document.

This document provides the definition for MIB objects within the SCTE HMS SDV MIB

Tree.

COPYRIGHT

The MIB definition found in this document may be incorporated directly in products
without further permission from the copyright owner, SCTE.

NORMATIVE REFERENCE

IETF RFC 2578 SNMPv2-SMI

IETF RFC 2579 SNMPv2-TC

IETF RFC 2580 SNMPv2-CONF

IETF RFC 4001 INET-ADDRESS-MIB

INFORMATIVE REFERENCE

SCTE 36 2002R2007 SCTE-ROOT Management Information Base (MIB) Definitions
SCTE 37 2008 Hybrid Fiber/Coax Outside Plant Status Monitoring SCTE-HMS-ROOTS
Management Information Base (MIB) Definition

TERMS AND DEFINITIONS
This document defines the following terms:

Terms Definitions

AAC Advanced Audio Coding

AC3 Dolby Digital

AVC Advanced Video Coding

bps Bits per second

CA Conditional Access

CBR Constant Bit Rate

CCP Channel Change Protocol

CDMA Code Division Multiple Access

DNCS Digital Network Control System

DOCSIS Data Over Cable Service Interface Specification
DVB Digital Video Broadcast

DVR Digital Video Recorder

ERM Edge Resource Manager

GB Gigabyte

GSM Global System for Mobile Communications
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HD High Definition

HMS HFC Management Subcommittee

H.264 MPEG-4 Part 10 or AVC

IB In-Band

IP Internet Protocol

MAC Media Access Control

MediaCipher | Conditional Access System Technology by Motorola

MIB Management Information Base — the specification of information in a
manner that allows standard access through a network management
protocol.

MOCA Multimedia Over Coax Alliance

MP3 Audio layer-3

MPEG Moving Picture Experts Group

NDS Offers a Conditional Access System for Set-top Boxes

ODRM On-Demand Resource Manager

ODRMR On-Demand Resource Managers Redirector

0O0OB Out-of-Band

PowerKey Conditional Access System Technology by Scientific Atlanta which
employs both private and public key methods

QAM Quadrature Amplitude Modulation

SCTE Society of Cable Telecommunications Engineers

SD Standard Definition

SDB Switched Digital Broadcasting

SDV Switched Digital Video

SDVSM SDV Session Manager

Simulcrypt | DVB Standard for Conditional Access Systems

SMPTE Society of Motion Picture and Television Engineers

SRM Session Resource Manager

STB Settop Box

TCP Transmission Control Protocol

TSID Transport Stream lIdentifier

UDP User Datagram Protocol

VBR Variable Bit Rate

VC-1 The informal name of the video codec standard initially developed by
Microsoft and released by SMPTE.

VOD Video On Demand

WM9 Windows Media 9

REQUIREMENTS

This section defines the mandatory syntax of the SCTE-HMS-SDV-MIB.

It follows the IETF Simple Network Management Protocol (SNMP) for defining
managed objects.

The syntax is given below.

Documents
AMERICAN NATIONAL STANDARD  © SCTE-ISBE Bocument Sharing Hub

Full document details: SCTE 163 2018


http://www.avadocuments.com/doc/scte-163-2018
http://www.avadocuments.com/doc/scte-163-2018

ANSI/SCTE 163 2018

SCTE-HMS-SDV-MIB DEFINITIONS ::= BEGIN

IMPORTS
NOTIFICATION-TYPE, OBJECT-IDENTITY, OBJECT-TYPE, MODULE-IDENTITY, enterprises, Unsigned32,
Integer32
FROM SNMPv2-SMI
NOTIFICATION-GROUP, OBJECT-GROUP, MODULE-COMPLIANCE
FROM SNMPv2-CONF
TruthValue, DateAndTime, DisplayString,
MacAddress
FROM SNMPv2-TC
InetAddress, InetAddressType
FROM INET-ADDRESS-MIB;

hmsScteSdvMib MODULE-IDENTITY

LAST-UPDATED "200809241530Z"

ORGANIZATION
"SCTE HMS Working Group"

CONTACT-INFO
"SCTE HMS Subcommittee, Chairman
mailto: standards@SCTE.org"

DESCRIPTION
"The SCTE HMS MIB module to configure and monitor a
compliant Switched Digital Video server."

REVISION "200809241530Z"
DESCRIPTION
"ver 0.9
1. Changed objects with SYNTAX IpAddress to InetAddress.
2. Added objects for InetAddressType as required.
3. Changed enumerations starting with values of 0 to start with 1."

REVISION "200805221030Z"
DESCRIPTION
"ver 0.8
1. Removed extraneous comments and spacing.
2. Changed INTEGER to Integer32 per SMIv2
3. Moved SDV-MIB under heManagedServer under scteHmsTree
4. Renumbered nodes to remove gaps.
5. Changed sdvsmFregPlanindex and sdvsmAdZonelD from Integer32 to
Unsigned32 to prevent negative #'s
6. Added sdvsmProgramGroup and sdvsmClientConfigGroup to the
compliance statement”

REVISION "200704181730Z"
DESCRIPTION
"ver 0.2
1. Removed extraneous comments which described OID explicitly
(i.e. 1.3.6.1.4.1.5591.1.11.100).
2. Replaced SDB references w/ SDV.
3. Removed any SA or GQAM references.
4. Added unit and default clauses.
5. Changed indices to not-accessible and reordered objects so index
is first in table.
6. Added Compliance statement.
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7. Used OBJECT-IDENTIFIER instead of OBJECT-IDENTITY for node
definitions that will not change.

8. Removed node definitions which had only one table defined under
it to avoid excessive layers.

9. Renamed node from sdvServerClientConfigParams to
sdvServerClientConfig.

10. There are several objects with ACCESS read-create; however,
comments indicate they are status only.

11. What does Alarm 209 mean?

12. Added alarm objects to eventTable instead of augmenting a
separate table.

13. Changed INT32 to UINT32 where descriptions indicated.

14. Changed INT32 to UINT32 where range was 1-2147483647.

15. Added/Removed objects from IMPORTS statement.

16. Updated organization and contact info.

17. Renamed sdvServerObjs as sdvServerMIBODbjects.

18. Renumbered objects where there were gaps in numbering.

19. Changed SYNTAX from INTEGER to Integer32.

20. Removed not-accessible indices from conformance groups.”

.= { enterprises scteRoot(5591) scteHmsTree (1) insidePlantldent (11) heDigital(5) heManagedServer(6) 1 }

-- Node definitions

-- All the objects of the SDV Server MIB.

sdvServerMIBObjects OBJECT IDENTIFIER ::= { hmsScteSdvMib 1 }

sdvsmConfigObjects OBJECT-IDENTITY
STATUS current
DESCRIPTION
"The node for the SDVSM (SDV Session Manager) configuration MIB
objects."”
;= { sdvServerMIBObjects 3 }

sdvsmOfferedPrograms OBJECT-IDENTITY
STATUS current
DESCRIPTION
"This node describes the SDVSM offered programs.”
::= { sdvsmConfigObjects 8 }

sdvsmSTBCapabilities OBJECT-IDENTITY
STATUS  current
DESCRIPTION
"This node describes the topology and capabilities of the STBs that
have requested channel changes from the SDVSM."
::= { sdvServerMIBObjects 4 }

-- Status/Diagnostic of the SDV Server.

sdvsmDiagnostics OBJECT IDENTIFIER ::= { sdvServerMIBObjects 8 }
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-- Events associated with the SDV Server.

sdvServerEvents OBJECT IDENTIFIER ::= { hmsScteSdvMib 2 }

-- Dummy node under which all events must be defined. This is required for
-- SNMP v1/v2 compatibility.

sdvServerEventsV2 OBJECT IDENTIFIER ::= { sdvServerEvents 0 }

-- Conformance.

sdvServerConformance OBJECT IDENTIFIER ::= { hmsScteSdvMib 3 }

-- Compliance statements of the SDV Server MIB.

sdvServerCompliances OBJECT IDENTIFIER ::= { sdvServerConformance 1 }

-- The different groups of objects of the SDV Server.

sdvServerGroups  OBJECT IDENTIFIER ::= { sdvServerConformance 2 }

sdvsmName OBJECT-TYPE
SYNTAX OCTET STRING
MAX-ACCESS read-write
STATUS current
DESCRIPTION
"The name of the SDVSM."
;.= { sdvServerMIBObjects 1 }

sdvsmMacAddress OBJECT-TYPE
SYNTAX MacAddress
MAX-ACCESS read-write
STATUS current
DESCRIPTION
"The MAC address of the SDVSM."
.= { sdvServerMIBODbjects 2 }

sdvsmMiniCarouselTable OBJECT-TYPE
SYNTAX SEQUENCE OF SdvsmMiniCarouselEntry
MAX-ACCESS not-accessible
STATUS  current
DESCRIPTION
"Describes the mini-carousels transmitted by the SDVSM."
::= { sdvsmConfigObjects 1 }

sdvsmMiniCarouselEntry OBJECT-TYPE
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SYNTAX SdvsmMiniCarouselEntry
MAX-ACCESS not-accessible
STATUS  current
DESCRIPTION
"Each entry fully describes a mini-carousel of the SDVSM."
INDEX { sdvsmServiceGroupID }
::= { sdvsmMiniCarouselTable 1 }

SdvsmMiniCarouselEntry ::= SEQUENCE {
sdvsmMiniCarouselPath
INTEGER,
sdvsmMiniCarouselBitRate
Integer32,
sdvsmMiniCarouselDestIpAddrType
InetAddressType,
sdvsmMiniCarouselDestlpAddr
InetAddress,
sdvsmMiniCarouselUdpPort
Integer32,
sdvsmMiniCarouselSize
Integer32,
sdvsmMiniCarouselTransmissionFrequency
Integer32
}

sdvsmMiniCarouselPath OBJECT-TYPE
SYNTAX INTEGER {
oob (1),
ib (2)

MAX-ACCESS read-only

STATUS current

DESCRIPTION
"Indicates whether the mini-carousel is carried 1=out-of-band or
2=in-band."

::= { sdvsmMiniCarouselEntry 1 }

sdvsmMiniCarouselBitRate OBJECT-TYPE
SYNTAX Integer32
UNITS "bps"
MAX-ACCESS read-only
STATUS current
DESCRIPTION
"The transmission rate of the mini-carousel."
.= { sdvsmMiniCarouselEntry 2 }

sdvsmMiniCarouselDestlpAddrType OBJECT-TYPE
SYNTAX InetAddressType
MAX-ACCESS read-only
STATUS current
DESCRIPTION
"The type of IP stack (IPv4 or IPv6) of the destination."”
.= { sdvsmMiniCarouselEntry 3 }

sdvsmMiniCarouselDestlpAddr OBJECT-TYPE
SYNTAX  InetAddress

Documents

AMERICAN NATIONAL STANDARD ~ © SCTE-ISBE Socument Sharing Hub

Full document details: SCTE 163 2018


http://www.avadocuments.com/doc/scte-163-2018
http://www.avadocuments.com/doc/scte-163-2018

ANSI/SCTE 163 2018

MAX-ACCESS read-only

STATUS current

DESCRIPTION
"The IP address of the mini-carousel which can be unicast or
multicast.”

.= { sdvsmMiniCarouselEntry 4 }

sdvsmMiniCarouselUdpPort OBJECT-TYPE
SYNTAX Integer32 (1..65535)
MAX-ACCESS read-only
STATUS  current
DESCRIPTION
"The destination UDP port for the mini-carousel."
.= { sdvsmMiniCarouselEntry 5 }

sdvsmMiniCarouselSize OBJECT-TYPE
SYNTAX Integer32
UNITS "bytes"
MAX-ACCESS read-only
STATUS current
DESCRIPTION

"Size of the mini-carousel."”

::= { sdvsmMiniCarouselEntry 6 }

sdvsmMiniCarousel TransmissionFrequency OBJECT-TYPE
SYNTAX Integer32 (1..100)
UNITS "# mini-carousel/second"
MAX-ACCESS read-only
STATUS  current
DESCRIPTION

"The number of times the mini-carousel is transmitted per second."

::= { sdvsmMiniCarouselEntry 7 }

sdvsmClientTable OBJECT-TYPE

SYNTAX SEQUENCE OF SdvsmClientEntry

MAX-ACCESS not-accessible

STATUS  current

DESCRIPTION
"This table specifies SDV Client configuration objects that are
transmitted in the mini-carousel configuration file."

::= { sdvsmConfigObjects 2 }

sdvsmClientEntry OBJECT-TYPE

SYNTAX SdvsmClientEntry

MAX-ACCESS not-accessible

STATUS current

DESCRIPTION
"Each entry specifies client configuration objects for SDV that
belong to the same service group or TSID group."

INDEX { sdvsmServiceGroupID }

= { sdvsmClientTable 1 }

SdvsmClientEntry ::= SEQUENCE {
sdvsmClientRexmitPgmSelectinterval

Integer32,
sdvsmClientLastUserActivitylnterval
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Integer32,
sdvsmClientMsgRespTimeout
Integer32,
sdvsmClientMsgReqMaxRetries
Integer32,
sdvsmClientMsgRegqMinRetryInterval
Integer32,
sdvsmClientMsgRegMaxRetrylInterval
Integer32,
sdvsmClientUserInteractionTimeout
Integer32,
sdvsmClientDefaultCaSystemld
Integer32,
sdvsmClientDefaultEncoding
Integer32,
sdvsmClientDefaultCapabilities
Integer32,
sdvsmClientTunerHealthTest
Integer32,
sdvsmClientMinimizeChannelReport
Integer32

}

sdvsmClientRexmitPgmSelectinterval OBJECT-TYPE

SYNTAX Integer32

UNITS "seconds"

MAX-ACCESS read-only

STATUS current

DESCRIPTION
"If non-zero, retransmit last SDV Program Select Request message
within the specified number of seconds."

.= { sdvsmClientEntry 1 }

sdvsmClientLastUserActivitylnterval OBJECT-TYPE
SYNTAX Integer32
UNITS *“seconds"
MAX-ACCESS read-only
STATUS current
DESCRIPTION
"Reporting interval in seconds for the last user activity report."
::= { sdvsmClientEntry 2 }

sdvsmClientMsgRespTimeout OBJECT-TYPE
SYNTAX Integer32
UNITS "milliseconds”
MAX-ACCESS read-only
STATUS current
DESCRIPTION

"Response message timeout."

.= { sdvsmClientEntry 3 }

sdvsmClientMsgReqMaxRetries OBJECT-TYPE
SYNTAX  Integer32
MAX-ACCESS read-only
STATUS  current
DESCRIPTION
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"Maximum retry count for retransmitting request messages."
;== { sdvsmClientEntry 4 }

sdvsmClientMsgRegMinRetrylInterval OBJECT-TYPE
SYNTAX Integer32
UNITS "milliseconds"
MAX-ACCESS read-only
STATUS current
DESCRIPTION
"Minimum time before retransmitting a request.”
::={ sdvsmClientEntry 5 }

sdvsmClientMsgReqMaxRetryinterval OBJECT-TYPE
SYNTAX  Integer32
UNITS "milliseconds”
MAX-ACCESS read-only
STATUS current
DESCRIPTION
"Maximum time before the SDV client retransmits a request.”
.= { sdvsmClientEntry 6 }

sdvsmClientUserInteractionTimeout OBJECT-TYPE

SYNTAX  Integer32

UNITS *"seconds"

MAX-ACCESS read-only

STATUS current

DESCRIPTION
"Time to wait for the subscriber to respond to activity prompts
(Are you watching TV?)."

::= { sdvsmClientEntry 7 }

sdvsmClientDefaultCaSystemld OBJECT-TYPE
SYNTAX Integer32
MAX-ACCESS read-only
STATUS current
DESCRIPTION

"Communicates the default conditional access system ID to the SDV

client.”
::= { sdvsmClientEntry 8 }

sdvsmClientDefaultEncoding OBJECT-TYPE

SYNTAX Integer32

MAX-ACCESS read-only

STATUS  current

DESCRIPTION
"Default standard audio and video encoding supported by the
set-top."

.= { sdvsmClientEntry 9 }

sdvsmClientDefaultCapabilities OBJECT-TYPE
SYNTAX Integer32
MAX-ACCESS read-only
STATUS current
DESCRIPTION
"Default capabilities of the set-top, such as modulation mode
supported, HD, and wide screen."
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::= { sdvsmClientEntry 10 }

sdvsmClientTunerHealthTest OBJECT-TYPE
SYNTAX Integer32
MAX-ACCESS read-only
STATUS  current
DESCRIPTION
"Determine whether set-top tuned to appropriate frequency."
::= { sdvsmClientEntry 11 }

sdvsmClientMinimizeChannelReport OBJECT-TYPE

SYNTAX  Integer32

MAX-ACCESS read-only

STATUS current

DESCRIPTION
"Specifies whether to SDV client (STB) is to report all channel
changes, including broadcast, or only SDV channel changes.”

.= { sdvsmClientEntry 12 }

sdvsmFrequencyPlanTable OBJECT-TYPE

SYNTAX SEQUENCE OF SdvsmFrequencyPlanEntry

MAX-ACCESS not-accessible

STATUS current

DESCRIPTION
"Specifies the frequency plan parameters for the configuration
message. Note that for the frequency plan, the actual frequencies to
scan should come from the QAMs assigned to those set-tops."

::= { sdvsmConfigObjects 3 }

sdvsmFrequencyPlanEntry OBJECT-TYPE

SYNTAX SdvsmFrequencyPlanEntry

MAX-ACCESS not-accessible

STATUS current

DESCRIPTION
"Each entry represents a frequency plan associated with one or more
service/TSID groups."

INDEX { sdvsmServiceGroupID }

::= { sdvsmFrequencyPlanTable 1 }

SdvsmFrequencyPlanEntry ::= SEQUENCE {
sdvsmFrequencyPlanindex
Unsigned32,
sdvsmFrequencyPlanlpAddrType
InetAddressType,
sdvsmFrequencyPlanReportipAddr
InetAddress,
sdvsmFrequencyPlanReportPort
Integer32,
sdvsmFrequencyPlanReportinterval
Integer32,
sdvsmFrequencyPlanMinFreqScanCount
Integer32,
sdvsmFrequencyPlanMaxFreqScanTime
Integer32,
sdvsmFrequencyPlanDiscoveryMethod
INTEGER,
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sdvsmFrequencyPlanServiceGroup
Integer32
}

sdvsmFrequencyPlanindex OBJECT-TYPE
SYNTAX  Unsigned32
MAX-ACCESS read-only
STATUS  current
DESCRIPTION
"Table index."
= { sdvsmFrequencyPlanEntry 1 }

sdvsmFrequencyPlanlpAddrType OBJECT-TYPE

SYNTAX InetAddressType

MAX-ACCESS read-only

STATUS  current

DESCRIPTION
"The type of IP stack of the server that receives the auto-discovery
reports.”

.= { sdvsmFrequencyPlanEntry 2 }

sdvsmFrequencyPlanReportipAddr OBJECT-TYPE
SYNTAX  InetAddress
MAX-ACCESS read-only
STATUS current
DESCRIPTION
"IP address of the server that receives auto discovery reports."
::= { sdvsmFrequencyPlanEntry 3 }

sdvsmFrequencyPlanReportPort OBJECT-TYPE
SYNTAX Integer32
MAX-ACCESS read-only
STATUS current
DESCRIPTION
"Port number of the server that receives auto discovery reports."”
.:= { sdvsmFrequencyPlanEntry 4 }

sdvsmFrequencyPlanReportinterval OBJECT-TYPE
SYNTAX Integer32 (1..24)
UNITS "hours"
MAX-ACCESS read-only
STATUS current
DESCRIPTION
"Maximum number of hours between discovery reports.”
.:= { sdvsmFrequencyPlanEntry 5 }

sdvsmFrequencyPlanMinFreqScanCount OBJECT-TYPE

SYNTAX Integer32

MAX-ACCESS read-only

STATUS current

DESCRIPTION
"Minimum number of frequencies that must be scanned before sending
an auto discovery report."

::= { sdvsmFrequencyPlanEntry 6 }

sdvsmFrequencyPlanMaxFreqScanTime OBJECT-TYPE
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