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NOTICE 

 
The Society of Cable Telecommunications Engineers (SCTE) Standards are intended to serve the 
public interest by providing specifications, test methods and procedures that promote uniformity 
of product, interchangeability and ultimately the long term reliability of broadband 
communications facilities. These documents shall not in any way preclude any member or non-
member of SCTE from manufacturing or selling products not conforming to such documents, nor 
shall the existence of such standards preclude their voluntary use by those other than SCTE 
members, whether used domestically or internationally. 
 
SCTE assumes no obligations or liability whatsoever to any party who may adopt the Standards. 
Such adopting party assumes all risks associated with adoption of these Standards, and accepts 
full responsibility for any damage and/or claims arising from the adoption of such Standards. 
 
Attention is called to the possibility that implementation of this standard may require the use of 
subject matter covered by patent rights. By publication of this standard, no position is taken with 
respect to the existence or validity of any patent rights in connection therewith. SCTE shall not 
be responsible for identifying patents for which a license may be required or for conducting 
inquiries into the legal validity or scope of those patents that are brought to its attention. 
 
Patent holders who believe that they hold patents which are essential to the implementation of 
this standard have been requested to provide information about those patents and any related 
licensing terms and conditions.  Any such declarations made before or after publication of this 
document are available on the SCTE web site at http://www.scte.org.  
 
 

All Rights Reserved 
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140 Philips Road 
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1 INTRODUCTION 

1.1 Purpose 
This standard defines the Management Event Mechanism that IPCablecom elements can use to report asynchronous 
events that indicate malfunction situations and notification about important non-fault situation. 

Events are defined in this standard as conditions requiring the reporting of information to management systems 
and/or local log.  

A goal of IPCablecom is to maintain consistency with the DOCSIS® event reporting mechanism [6].  

1.2 Scope 
This standard is one of two documents that together define a framework for reporting Management Events in the 
IPCablecom architecture.  

This document defines the general event reporting mechanism and framework. The mechanism consists of a set of 
protocols and interfaces that can be used by individual elements and components in the IPCablecom architecture. 
This document defines how the SNMPv3 transport protocol, SYSLOG, local log, and the IPCablecom Management 
Event MIB are used to carry management event information to an event management system.  

This management event mechanism is further defined and supported by the Management Event Mechanism MIB as 
specified in [1], and [13] if the latter is implemented by the MTA. Consequently, each reference to the Management 
Event MIB in this document will correspond to the MIB as defined either in [1], or alternatively, in [1] and [13]. 

1.3 Organization of Document 
This document is structured as follows: 

• Section 5 – Background information including a description of possible back office Network Management 
System (NMS) configurations and a brief description of supported IPCablecom reporting mechanisms. 

• Section 6 – Management Event Mechanism Functional Requirements. 

• Section 7 – Detailed description of the Management Event Mechanism including definition of the event 
format, event access method, event IDs, event severities, event descriptions, notification mechanism, local 
log of events, event throttling, and definition of severities and priorities. 

• Section 8 – Example template for the management data. 

• Appendix A – IPCablecom-defined provisioning events. 

• Appendix B – IPCablecom-defined powering events. 

The legal/regulatory classification of IP-based voice communications provided over cable networks and otherwise, 
and the legal/regulatory obligations, if any, borne by providers of such voice communications, are not yet fully 
defined by appropriate legal and regulatory authorities. Nothing in this specification is addressed to, or intended to 
affect, those issues. In particular, while this document uses standard terms such as "call," "call signaling," 
"telephony," etc., it will be evident from this document that while an IPCablecom network performs activities 
analogous to these PSTN functions, the manner by which it does so differs considerably from the manner in which 
they are performed in the PSTN by telecommunications carriers. These differences may be significant for 
legal/regulatory purposes. 
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2 REFERENCES 

The following documents contain provisions which, through reference in this text, constitute provisions of this 
standard. At the time of publication, the editions indicated were valid. All standards are subject to revision, and 
parties to agreement based on this standard are encouraged to investigate the possibility of applying the most recent 
editions of the documents listed below. 

2.1 Normative References 
[1] SCTE 165-15 2009, IPCablecom 1.5 Part 15: Management Event MIB Specification. 

[2] SCTE 165-9 2009, IPCablecom 1.5 Part 9: Event Messages. 

[3] SCTE 165-19 2009, IPCablecom 1.5 Part 19: CMS Subscriber Provisioning Specification. 

[4] SCTE 165-7 2009, IPCablecom 1.5 Part 7: MTA MIB. 

[5] SCTE 165-14 2009, IPCablecom 1.5 Part 14: Embedded MTA Analog Interface and Powering. 

[6] ANSI/SCTE 23-3 2005, DOCSIS 1.1 Part 3: Operations Support System Interface 

[7] IETF RFC 3413/STD0062, Simple Network Management Protocol (SNMP) Applications, December 2002. 

[8] IETF RFC 3164, The BSD Syslog Protocol, August 2001. 

2.2 Informative References 
[9] SCTE 165-1 2009, IPCablecom 1.5 Part 1: Architecture Framework Technical Report. 

[10] Network Maintenance: Alarm and Control for Network Elements, Bellcore GR-474. 

[11] ITU-T Recommendation M.3100, Generic Network Information Model, 1995. 

[12] ITU-T Recommendation X.733, Open Systems Interconnection - Systems management: Alarm reporting 
function, 1992. 

[13] IETF RFC5428, Management Event Management Information Base (MIB) for PacketCable- and 
IPCablecom-Compliant Devices, April 2009. 

2.3 Reference Acquisition 
• Internet Engineering Task Force (IETF) Secretariat c/o Corporation for National Research Initiatives, 1895 

Preston White Drive, Suite 100, Reston, VA 20191-5434, Phone +1-703-620-8990, Fax +1-703-620-9071, 
Internet: www.ietf.org/ 

• ITU available at http://www.itu.int/ITU-T/publications/index.html 
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3 TERMS AND DEFINITIONS 

This document uses the following terms and definitions. 

Network Layer Layer 3 in the Open System Interconnection (OSI) architecture that provides 
network information that is independent from the lower layers.  

Network Management The functions related to the management of data across the network. 

Network Management OSS The functions related to the management of data link layer and physical layer 
resources and their stations across the data network supported by the hybrid 
fiber/coax system. 
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