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NOTICE 
 

The Society of Cable Telecommunications Engineers (SCTE) standards and recommended 
practices (hereafter called documents) are intended to serve the public interest by providing 
specifications, test methods and procedures that promote uniformity of product, 
interchangeability, best practices and ultimately the long term reliability of broadband 
communications facilities. These documents shall not in any way preclude any member or non-
member of SCTE from manufacturing or selling products not conforming to such documents, nor 
shall the existence of such standards preclude their voluntary use by those other than SCTE 
members, whether used domestically or internationally. 

SCTE assumes no obligations or liability whatsoever to any party who may adopt the documents. 
Such adopting party assumes all risks associated with adoption of these documents, and accepts 
full responsibility for any damage and/or claims arising from the adoption of such standards. 

Attention is called to the possibility that implementation of this document may require the use of 
subject matter covered by patent rights. By publication of this document, no position is taken 
with respect to the existence or validity of any patent rights in connection therewith. SCTE shall 
not be responsible for identifying patents for which a license may be required or for conducting 
inquiries into the legal validity or scope of those patents that are brought to its attention. 

Patent holders who believe that they hold patents which are essential to the implementation of 
this document have been requested to provide information about those patents and any related 
licensing terms and conditions.  Any such declarations made before or after publication of this 
document are available on the SCTE web site at http://www.scte.org.  

 

 
All Rights Reserved 

 
© Society of Cable Telecommunications Engineers, Inc. 2010 

140 Philips Road 
Exton, PA  19341 

 

 

 

 

 

 

 

 

Full document details: SCTE 173-3 2010

http://www.scte.org/
http://www.avadocuments.com/doc/scte-173-3-2010
http://www.avadocuments.com/doc/scte-173-3-2010


 

ii 

Summary 

This standard is one of a series of standards to enable support for preferential telecommunication 
services over IPCablecom networks. It defines the specifications for authentication in 
preferential telecommunications over IPCablecom2 networks. These specifications satisfy the 
requirements defined in [SCTE 173-1]. The essential aspects of preferential telecommunications 
over IPCablecom2 can be grouped into two areas: prioritization and authentication. This standard 
defines specifications for authentication only. Authentication must be utilized to prevent 
unauthorized use of premium services and for emergency services in IPCablecom2 that may 
require preferential treatment (e.g., telecommunications for disaster relief and the emergency 
telecommunications service).  

User authentication is necessary to determine whether to authorize a request for preferential 
telecommunication services. This standard covers only authentication and does not address 
which services the authenticated user is authorized to use. 

Introduction 

Emergency and disaster communications for authorized users play a vital role in the health, 
safety, and welfare of people in all countries. The common thread to facilitate 
emergency/disaster operations is the utility of assured capabilities for user-friendly preferential 
telecommunication services that may be realized by technical solutions and/or administrative 
policy. The IPCablecom infrastructure offers an important resource for assured 
emergency/disaster telecommunications. 

Emergency and disaster situations can impact telecommunication infrastructures. Typical 
impacts may include congestion overload and the need to re-deploy or extend communications 
capabilities beyond that covered by existing infrastructures. Even when telecommunication 
infrastructures are not damaged by these situations, demand for telecommunication resources 
soar during such events. Therefore, priority mechanisms are needed so that limited bandwidth 
resources can be allocated to authorized emergency workers during emergency and disaster 
situations. 

Generally, when preferential or prioritized treatment telecommunication capabilities are offered, 
users of the service will be authenticated and authorized. Whether authentication and 
authorization are required or not, as well as implementation aspects, such as databases for 
personal identification numbers (PIN), are national decisions. However, without authentication 
and authorization, preferential treatment capabilities may be subject to abuse by non-authorized 
individuals. 

This standard defines specifications stemming from the requirements of standard SCTE 173-1 
for mechanisms to provide authentication in IPCablecom2 networks in support of preferential 
telecommunication services that need or benefit from preferential treatment. 
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Specifications for authentication in preferential telecommunications 
over IPCablecom2 networks 

1.0 Scope 
This standard is one of a series of standards to enable support for preferential telecommunication 
services over IPCablecom networks. These specifications do not apply to ordinary emergency 
calls such as people calling the police, the fire department, ambulances, etc. 

Aspects of preferential telecommunications include provisions for authentication and priority 
(special handling). The objective of this standard is to provide an initial set of authentication 
specifications for preferential telecommunications within IPCablecom2 networks according to 
the framework described in SCTE 173-1 2010. This standard defines specifications for 
capabilities, which, when implemented should help support preferential treatment 
telecommunication services.  
NOTE – Pre-emption specifications and authorization specifications are outside the scope of this standard 
and are considered to be national matters. 

2.0 Normative References 

The following documents contain provisions, which, through reference in this text, constitute 
provisions of this standard. At the time of subcommittee approval, the editions indicated were 
valid. All standards are subject to revision, and parties to agreement based on this standard are 
encouraged to investigate the possibility of applying the most recent editions of the documents 
listed below. 
 

[SCTE 173-1]  Requirements for preferential telecommunications over IPCablecom 
networks 

[SCTE 173-2]  Framework for implementing preferential telecommunications in 
IPCablecom and IPCablecom2 networks 

[ITU-T J.360]   ITU-T Recommendation J.360 (2006), IPCablecom2 architecture 
framework 
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3.0 Informative References 
[ITU-T E.106]  ITU-T Recommendation E.106 (2003), International Emergency 
    Preference Scheme (IEPS) for disaster relief operations. 

[ITU-T J.366.8]  ITU-T Recommendation J.366.8 (2006), IPCablecom2 IP Multimedia 
Subsystem (IMS); Network domain security specification. 

[ITU-T X.800]  ITU-T Recommendation X.800 (1991), Security architecture for Open 
Systems Interconnection for CCITT applications. 

[ITU-T Y.1271]  ITU-T Recommendation Y.1271 (2004), Framework(s) on network 
requirements and capabilities to support emergency telecommunications 
over evolving circuit-switched and packet-switched networks.  

[ITU-T Y.2205]  ITU-T Recommendation Y.2205 (2008), Next Generation Networks – 
Emergency telecommunications – Technical considerations. 

[ITU-T Y.2702]  ITU-T Recommendation Y.2702 (2008), Authentication and authorization 
requirements for NGN release 1. 

[IETF RFC 2560] IETF RFC 2560 (1999), X.509 Internet Public Key Infrastructure Online 
Certificate Status Protocol – OCSP. 

[IETF RFC 2865] IETF RFC 2865 (2000), Remote Authentication Dial In User Service 
(RADIUS). 

[IETF RFC 3261] IETF RFC 3261 (2002), SIP: Session Initiation Protocol. 

[IETF RFC 3550] IETF RFC 3550 (2003), Transport protocol for Real-Time Applications. 

[IETF RFC 3588] IETF RFC 3588 (2003), Diameter Base Protocol. 

[IETF RFC 4120] IETF RFC 4120 (2005), The Kerberos Network Authentication Service 
(V5). 

[IETF RFC 4301] IETF RFC 4301 (2005), Security Architecture for the Internet Protocol. 

[IETF RFC 4302] IETF RFC 4302 (2005), IP Authentication Header. 

[IETF RFC 4303] IETF RFC 4303 (2005), IP Encapsulating Security Payload (ESP). 

[IETF RFC 4306] IETF RFC 4306 (2005), Internet Key Exchange (IKEv2) Protocol. 

[IETF RFC 4346] IETF RFC 4346 (2006), The Transport Layer Security (TLS) Protocol 
Version 1.1. 

[IETF RFC 4513] IETF RFC 4513 (2006), Lightweight Directory Access Protocol (LDAP): 
Authentication Methods and Security Mechanisms 

[SCTE 173-2]  Framework for implementing preferential telecommunications in 
IPCablecom and IPCablecom2 networks 
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