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NOTICE

The Society of Cable Telecommunications Engineers (SCTE) Standards are intended to serve the
public interest by providing specifications, test methods and procedures that promote uniformity
of product, interchangeability and ultimately the long term reliability of broadband
communications facilities. These documents shall not in any way preclude any member or non-
member of SCTE from manufacturing or selling products not conforming to such documents, nor
shall the existence of such standards preclude their voluntary use by those other than SCTE
members, whether used domestically or internationally.
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Such adopting party assumes all risks associated with adoption of these Standards, and accepts
full responsibility for any damage and/or claims arising from the adoption of such Standards.

Attention is called to the possibility that implementation of this standard may require the use of
subject matter covered by patent rights. By publication of this standard, no position is taken with
respect to the existence or validity of any patent rights in connection therewith. SCTE shall not
be responsible for identifying patents for which a license may be required or for conducting
inquiries into the legal validity or scope of those patents that are brought to its attention.

Patent holders who believe that they hold patents which are essential to the implementation of
this standard have been requested to provide information about those patents and any related
licensing terms and conditions. Any such declarations made before or after publication of this
document are available on the SCTE web site at http://www.scte.org.
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1 Scope and Purpose

11  Scope

The intent of this BPI+ specification is to describe MAC layer security services for DOCSIS® CMTS
- CM communications. BPI+ security goals are twofold:
» provide cable modem users with data privacy across the cable network

* provide MSOs with service protection; i.e., prevent unauthorized users from gaining access
to the network’s RF MAC services

BPI+ provides a level of data privacy across the shared medium cable network equal to or better than
that provided by dedicated line network access services (analog modems or digital subscriber lines).

The protected RF MAC data communications services fall into three categories:

» best-effort, high-speed, IP data services
* QoS (e.g., constant bit rate) data services

* [P multicast group services

The earlier BPI specification [SCTE 22-2] had “weak” service protection because the underlying key
management protocol did not authenticate CMs. BPI+ strengthens this service protection by adding
digital-certificate based CM authentication to its key exchange protocol.

1.2 Requirements

Throughout this document, the words that are used to define the significance of particular requirements
are capitalized. These words are:

“MUST” This word or the adjective “REQUIRED” means that the item is an absolute
requirement of this specification.

“MUST NOT” This phrase means that the item is an absolute prohibition of this specification.

“SHOULD” This word or the adjective “RECOMMENDED” means that there may exist valid
reasons in particular circumstances to ignore this item, but the full implications
should be understood and the case carefully weighed before choosing a different
course.

“SHOULD NOT” This phrase means that there may exist valid reasons in particular circumstances
when the listed behavior is acceptable or even useful, but the full implications
should be understood and the case carefully weighed before implementing any
behavior described with this label.

“MAY” This word or the adjective “OPTIONAL” means that this item is truly optional.
One vendor may choose to include the item because a particular marketplace
requires it or because it enhances the product, for example; another vendor may
omit the same item.

Other text is descriptive or explanatory.
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1.3 Background
1.3.1 Service Goals

Cable operators are interested in deploying high-speed packet-based communications systems on cable
television systems that are capable of supporting a wide variety of services. Services under
consideration by cable operators include high-speed Internet access, packet telephony service, video
conferencing service, T1/frame relay equivalent service and many others. To this end, cable operators
decided to prepare a series of interface specifications that will permit the early definition, design,
development and deployment of data-over-cable systems on a uniform, consistent, open, non-
proprietary, multi-vendor interoperable basis.

The intended service will allow transparent bi-directional transfer of Internet Protocol (IP) traffic,
between the cable system headend and customer locations, over an all-coaxial or hybrid fibre/coax
(HFC) cable television network. This is shown in simplified form in Figure 1-1.

Cable
e | | oo ([ H = <)
Network
cMTS System Cable @ .
. CMTS Network Cable Modem CM Customer Premises
Network Side CM Equipment Interface
Interface (€M)
| I Customer
Premises
I Equipment

Transparent IP Traffic Through the System

Figure 1-1. Transparent IP Traffic Through the Data-Over-Cable System

The transmission path over the cable system is realized at the headend by a CMTS, and at each
customer location by a CM. At the headend (or hub), the interface to the data-over-cable system is
called the Cable Modem Termination System - Network-Side Interface (CMTS-NSI)) and is specified
in [DOCSIS3]. At the customer locations, the interface is called the cable-modem-to-customer-
premise-equipment interface (CMCI) and is specified in [DOCSIS4]. The intent is for the cable
operators to transparently transfer IP traffic between these interfaces, including but not limited to
datagrams, DHCP, ICMP, and IP Group addressing (broadcast and multicast).

1.3.2 Reference Architecture
The reference architecture for the data-over-cable services and interfaces is shown in Figure 1-2.
1.3.3 Categories of Interface Specification

The basic reference architecture of Figure 1-2 identifies a number of interfaces.

Data Interfaces - These are the CMCI [DOCSIS4] and CMTS-NSI [DOCSIS3],
corresponding respectively to the cable modem to customer-premises-equipment
(CPE) interface (for example between the customer's computer and the cable
modem), and the cable modem termination system network side interface between
the cable modem termination system and the data network.
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Operations Support System Interfaces - OSSI - These are network element manage-
ment layer interfaces between the network elements and higher level OSSs (opera-
tions support systems) which support the basic business processes and are
documented in [SCTE 23-3] or [SCTE 79-2].

Telephony Return Interface - CMTRI - This is the interface between the cable modem
and a telephone return path, for use in cases where the return path is not provided or
not available via the cable network and is documented in [DOCSIS6].

RF Interfaces -

* Between the cable modem and the cable network, [SCTE 23-1] or [SCTE 79-1].

* Between the CMTS and the cable network, in the downstream direction (traffic toward the
customer) [SCTE 23-1] or [SCTE 79-1].

* Between the CMTS and the cable network, in the upstream direction (traffic from the
customer) [SCTE 23-1] or [SCTE 79-1].

Security requirements -

* The Data-Over-Cable Baseline Privacy interface specification is this document.
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1.3.4 Statement of Compatibility

This document specifies an interface, commonly referred to as BPI+, which is an extension of the
interface specified in [SCTE 22-2], commonly referred to as BPI. These extensions are entirely
backwards and forwards compatible with the previous specification. BPI+ devices will interoperate in
networks with CMs or CMTSs implementing BPI, and conversely.

Refer to Appendix C for further compatibility information.
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2 Baseline Privacy Plus Overview

Baseline Privacy Plus (BPI+) provides cable modem users with data privacy across the cable network.
It does this by encrypting traffic flows between CM and CMTS.

In addition, BPI+ provides cable operators with strong protection from theft of service. The protected
DOCSIS MAC data communications services fall into three categories:

» best-effort, high-speed, IP data services
* QoS (e.g., constant bit rate) data services

* [P multicast group services

Under BPI+, the CMTS protects against unauthorized access to these data transport services by
enforcing encryption of the associated traffic flows across the cable network. BPI+ employs an
authenticated client/server key management protocol in which the CMTS, the server, controls
distribution of keying material to client CMs.

The original BPI specification had “weak” service protection because the underlying key management
protocol did not authenticate CMs. BPI+ strengthens this service protection by adding digital-
certificate based CM authentication to its key management protocol.

2.1 Architectural Overview

Baseline Privacy Plus has two component protocols:

* An encapsulation protocol for encrypting packet data across the cable network. This protocol
defines (1) the frame format for carrying encrypted packet data within DOCSIS MAC frames, (2) a
set of supported cryptographic suites, i.e., pairings of data encryption and authentication algo-
rithms, and (3) the rules for applying those algorithms to a DOCSIS MAC frame’s packet data.

* A key management protocol (Baseline Privacy Key Management, or “BPKM”) providing the
secure distribution of keying data from CMTS to CMs. Through this key management protocol,
CM and CMTS synchronize keying data; in addition, the CMTS uses the protocol to enforce condi-
tional access to network services.

211 Packet Data Encryption

BPI+ encryption services are defined as a set of extended services within the DOCSIS MAC sublayer.
Packet Header information specific to BPI+ is placed in a Baseline Privacy Extended Header element
within the MAC Extended Header.

At the time of this specification’s release, BPI+ supports a single packet date encryption algorithm: the
Cipher Block Chaining (CBC) mode of the US Data Encryption Standard (DES) algorithm [FIPS-46-
2] [FIPS-81]. BPI+ does not pair DES CBC with any packet data authentication algorithm. Additional
data encryption algorithms may be supported in future enhancements to the BPI+ protocol
specification, and these algorithms may be paired with data authentication algorithms.

BPI+ encrypts a DOCSIS MAC Frame’s packet data; the DOCSIS MAC Frame’s Header is not
encrypted. DOCSIS MAC management messages MUST be sent in the clear to facilitate registration,
ranging, and normal operation of the DOCSIS MAC sublayer.1
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Section 3 specifies the format of DOCSIS MAC Frames carrying encrypted packet data payloads.
2.1.2 Key Management Protocol

CMs use the Baseline Privacy Key Management protocol to obtain authorization and traffic keying
material from the CMTS, and to support periodic reauthorization and key refresh. The key
management protocol uses X.509 digital certificates [ITU1], [RSA], [RSA2], [RSA3] (a public-key
encryption algorithm) and two-key triple DES to secure key exchanges between CM and CMTS.

The Baseline Privacy Key Management protocol adheres to a client/server model, where the CM, a
BPKM “client”, requests keying material, and the CMTS, a BPKM “server”, responds to those
requests, ensuring individual CM clients only receive keying material they are authorized for. The
BPKM protocol uses DOCSIS MAC management messaging.

BPI+ uses public-key cryptography to establish a shared secret (i.e., an Authorization Key) between
CM and CMTS. The shared secret is then used to secure subsequent BPKM exchanges of traffic
encryption keys. This two-tiered mechanism for key distribution permits refreshing of traffic
encryption keys without incurring the overhead of computation-intensive public-key operations.

A CMTS authenticates a client CM during the initial authorization exchange. Each CM carries a
unique X.509 digital certificate issued by the CM’s manufacturer. The digital certificate contains the
CM’s Public Key along with other identifying information; i.e., CM MAC address, manufacturer ID
and serial number. When requesting an Authorization Key, a CM presents it’s digital certificate to a
CMTS. The CMTS verifies the digital certificate, and then uses the verified Public Key to encrypt an
Authorization Key, which the CMTS then sends back to the requesting CM.

The CMTS associates a cable modem’s authenticated identity to a paying subscriber, and hence to the
data services that subscriber is authorized to access. Thus, with the Authorization Key exchange, the
CMTS establishes an authenticated identity of a client CM, and the services (i.e., specific traffic
encryption keys) the CM is authorized to access.

Since the CMTS authenticates CMs, it can protect against an attacker employing a cloned modem,
masquerading as a legitimate subscriber’s modem. The use of the X.509 certificates prevents cloned
modems from passing fake credentials onto a CMTS.

CMs MUST have factory-installed RSA private/public key pairs or provide an internal algorithm to
generate such key pairs dynamically. If a CM relies on an internal algorithm to generate its RSA key
pair, the CM MUST generate the key pair prior to its first Baseline Privacy initialization, described in
Section 2.2.1. CMs with factory-installed RSA key pairs MUST also have factory-installed X.509
certificates. Cable modems that rely on internal algorithms to generate an RSA key pair MUST support
a mechanism for installing a manufacturer-issued X.509 certificate following key generation.

The BPKM protocol is defined in detail in Section 4.

I The DOCSIS MAC headers of Packet Data PDUs and non-BPI+ DOCSIS MAC management messages
MAY be encrypted when part of a fragmented concatenated packet [DOCSIS1] or [DOCSIS9].
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2.1.3 BPI+ Security Associations

A BPI+ Security Association (SA) is the set of security information a CMTS and one or more of its
client CMs share in order to support secure communications across the cable network. BPI+ defines
three types of Security Associations: Primary, Static, and Dynamic. A Primary Security Association is
tied to a single CM, and is established when that CM completes DOCSIS MAC registration. Static
Security Associations are provisioned within the CMTS. Dynamic Security Associations are
established and eliminated, on the fly, in response to the initiation and termination of specific
(downstream) traffic flows. Both Static and Dynamic SAs can by shared by multiple CMs.

A Security Association’s shared information includes traffic encryption keys and CBC initialization
vectors. In order to support, in future BPI+ enhancements, alternative data encryption and data
authentication algorithms, BPI+ Security Association parameters include a cryptographic suite
identifier, indicating a the particular pairing of packet data encryption and packet data authentication
algorithms employed by the security association. At the time of release of this specification, 56-bit
DES and 40-bit DES are the only packet data encryption algorithms supported, and neither are paired
with a packet data authentication algorithm.

BPI+ identifies Security Associations with a 14-bit Security Association Identifier (SAID).

Each (BPI+ enabled) CM establishes an exclusive Primary Security Association with its CMTS. All of
a CM’s upstream traffic MUST be encrypted under the CM’s exclusive, Primary Security Association.
The SAID corresponding to a CM’s Primary SA MUST be equal to the CM's Primary DOCSIS 1.1 or
2.0 Service ID (SID) [SCTE 23-1] or [SCTE 79-1]. On the other hand, while typically all downstream
unicast traffic directed at CPE device(s) behind the CM, are encrypted under the CM’s exclusive
Primary Security Association, selected downstream unicast traffic flows can be encrypted under Static
or Dynamic SAs. That is, downstream traffic MAY be encrypted under any of the three types of SAs.
A downstream IP multicast data packet, however, is typically intended for multiple CMs and hence is
more likely to be encrypted under Static or Dynamic SAs, which multiple CMs can access, as opposed
to a Primary SA, which is restricted to a single CM.

The compliant CM MUST support a Primary SA, one or more Dynamic SAs, and one or more Static
SAs. The compliant CMTS MUST support a Primary SA and one or more Dynamic SAs, and MAY
support one or more Static SAs. BPI+ spec does not specify the number of the Static and Dynamic SAs
required for the devices.

Using the BPKM protocol, a CM requests from its CMTS a SA’s keying material. The CMTS ensures
that each client CM only has access to the Security Associations it is authorized to access.

A SA’s keying material (e.g., DES key and CBC Initialization Vector) has a limited lifetime. When the
CMTS delivers SA keying material to a CM, it also provides the CM with that material's remaining
lifetime. It is the responsibility of the CM to request new keying material from the CMTS before the
set of keying material that the CM currently holds expires at the CMTS. The BPKM protocol specifies
how CM and CMTS maintain key synchronization.

2 BPI+ encrypts a Packet PDU’s Ethernet/802.3 CRC. While this provides some degree of data
authentication, it does not provide cryptographically secure data authentication.
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2.1.4 QoS SIDs and BPI+ SAIDs

The BPI+ Extended Header Element in downstream DOCSIS MAC frames contains the BPI+ SAID
under which the downstream frame is encrypted. If the downstream frame is a unicast packet
addressed to a CPE device behind a particular CM, the frame will typically be encrypted under the
CM’s Primary SA, in which case the SAID will be equal to the target CM’s Primary SID. If the
downstream frame is a multicast packet intended for receipt by multiple CMs, the extended header
element will contain the Static or Dynamic SAID mapped to that multicast group. The SAID (Primary,
Static or Dynamic), in combination with other data fields in the downstream extended header element,
identifies to a receiving modem the particular set of keying material required to decrypt the DOCSIS
MAC frame’s encrypted Packet Data field.

Since all of a CM’s upstream traffic is encrypted under its unique Primary SA, upstream DOCSIS
MAC Frames, unlike downstream DOCSIS MAC Frames, need not carry a BPI+ SAID in their
extended headers; instead, the Baseline Privacy EH element MAY contain any valid QoS SID assigned
to the CM.

The Baseline Privacy extended header element serves multiple purposes in upstream DOCSIS Packet
Data PDU MAC Frames. In addition to identifying the particular set of keying material used to encrypt
a Frame’s packet data, it also provides a mechanism for issuing piggybacked bandwidth requests, and
it can carry fragmentation control data. These later two functions are tied to a particular QoS SID; for
this reason, upstream Baseline Privacy Extended Header Elements contain a QoS SID rather than a
BPI+ Primary SAID, which can be inferred from the QoS SID and the logical upstream on which the
MAC frame was received.

Unlike SAIDs corresponding to the Primary SA - which are equal to the CM's Primary SID - the SAID
associated with a Static or Dynamic SA can be any 14-bit value. So that a modem does not have two
different Security Associations with the same SAID, a compliant CMTS MUST NOT assign the same
SAID to more than one type of SA within a MAC domain. In other words, if a SAID is being used as
a Primary SA, the CMTS cannot use the same SAID for a Static or Dynamic SA within the same MAC
domain. Likewise, if a CMTS has assigned a SAID to a Static or Dynamic SA, that value cannot be
used as the SAID (and hence, the SID) for any modem within that MAC domain.

2.2 Operational Overview
2.21 Cable Modem Initialization

[SCTE 23-1] or [SCTE 79-1] divides cable modem initialization into the following sequence of tasks:
* scan for downstream channel and establish synchronization with the CMTS
* obtain transmit parameters
» perform ranging
» establish IP connectivity (DHCP)
* establish time of day
» transfer operational parameters (download parameter file via TFTP)
e CMTS Registration

Baseline Privacy establishment follows CMTS registration.
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If a CM is to run Baseline Privacy, the Privacy Enable setting (type 29) in the DOCSIS 1.1 or 2.0 style
configuration file MUST be explicitly/implicitly set to enable, regardless of the presence of the
Baseline Privacy Configuration Settings (type 17). In other words, Baseline Privacy Configuration
Settings do not need to be present in the configuration file in order to run Baseline Privacy. These
additional configuration settings are defined in Appendix A.

Upon completing CMTS registration, the CMTS will have assigned one or more static Service IDs
(SIDs) to the registering CM that match the CM’s static class-of-service provisioning. The first static
SID assigned during the registration process is the Primary SID, and this SID will also serve as the
CM’s BPI+ Primary SAID. If a CM is configured to run Baseline Privacy, CMTS registration is
immediately followed by initialization of the CM’s Baseline Privacy security functions.

Baseline Privacy Initialization begins with the CM sending the CMTS an Authentication Information
message with the CM's Manufacturer CA Certificate and an Authorization Request with the following
information:

* data identifying the CM (e.g., MAC address)
* the CM’s RSA public key

» an X.509 certificate verifying the binding between the CM’s identifying data and the CM’s
public key

» alist of the CM’s security capabilities (i.e., the particular pairings of encryption and
authentication algorithms the CM supports)

* the CM’s Primary SAID (i.e., the Primary SID)

If the CMTS determines the requesting CM is authorized for the Authorization Request’s Primary
SAID, the CMTS responds with an Authorization Reply containing an Authorization Key, from which
CM and CMTS derive the keys needed to secure a CM’s subsequent requests for traffic encryption
keys and the CMTS’s responses to these requests. The CMTS encrypts the Authorization Key with the
receiving cable modem’s public key.

The Authorization Reply also contains a list of security association descriptors, identifying the primary
and static SAs the requesting CM is authorized to access. Each SA descriptor consists of a collection of
SA parameters, including the SA’s SAID, type and cryptographic. The list contains at least one entry: a
descriptor describing the CM’s primary security association. Additional entries are optional, and
would describe any static SAs the CM was provisioned to access.

After successfully completing authentication and authorization with the CMTS, the cable modem
sends key requests to the CMTS, requesting traffic encryption keys to use with each of its SAIDs. A
CM’s traffic key requests are authenticated using a keyed hash (the HMAC algorithm [RFC2104]); the
Message Authentication Key is derived from the Authorization Key obtained during the earlier
authorization exchange. The CMTS responds with key replies, containing the Traffic Encryption Keys
(TEKSs); TEKSs are triple DES encrypted with a key encryption key derived from the Authorization
Key. Like the Key Requests, Key Replies are authenticated with a keyed hash, where the Message
Authentication Key is derived from the Authorization Key.

Baseline Privacy Initialization ends when the CMTS sends or CM receives the Key Reply messages
associated with all the SAIDs in the Authorization Reply message.
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2.2.2 Cable Modem Key Update Mechanism

The traffic encryption keys which the CMTS provides to client CMs have a limited lifetime. The
CMTS delivers a key’s remaining lifetime, along with the key value, in the key replies it sends to its
client CMs. The CMTS controls which keys are current by flushing expired keys and generating new
keys. It is the responsibility of individual cable modems to insure the keys they are using match those
the CMTS is using. Cable modems do this by tracking when a particular SAID’s key is scheduled to
expire and issuing a new key request for the latest key prior to that expiration time.

In addition, cable modems are required to periodically reauthorize with the CMTS; as is the case with
Traffic Encryption Keys, an Authorization Key has a finite lifetime which the CMTS provides the CM
along with the key value. It is the responsibility of each cable modem to reauthorize and obtain a fresh
Authorization Key (and an up-to-date list of SA descriptors) before the CMTS expires the CM’s
current Authorization Key.

Baseline Privacy initialization and key update is implemented within the Baseline Privacy Key
Management protocol, defined in detail in Section 4.
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3 DOCSIS MAC Frame Formats

When operating with BPI+ enabled, anytime after the Baseline Privacy Initialization ends, the CMTS
and CM MUST encrypt the Data PDU regions of all of the following two types of DOCSIS MAC
frames transmitted onto the cable network and MUST NOT forward any of them onto the cable
network without encryption unless explicitly allowed by the DOCSIS specification or explicitly

provisioned by the operator:
Variable-length Packet Data PDU MAC Frames

* Fragmentation MAC Frames
In each of the two cases, a Baseline Privacy Extended Header Element in the DOCSIS MAC Header
identifies the Security Association and accompanying keying material used to encrypt the Data PDU.

Variable-Length Packet Data PDU MAC Frame Format

3.1
Figure 3-1 depicts the format of a DOCSIS variable-length Packet Data PDU with a Privacy Extended

Header (EH) Element and encrypted Packet PDU payload.

1 byte 1 byte 2 bytes 1 byte
LEN Version SID/SAID Request/Reserved
Type =4 KEY_SEQ =1 Bl T (upstream/downstream) (upstream/downstream)
BP EH ---
element other EH elements .
(5 bytes) N
A
\ /
‘\ III
.\I‘
FC ELEN LEN Extended Header HCS Packet PDU
(1 byte) (1 byte) (2 bytes) (5-240 bytes) (2 bytes) (18-1518 bytes)
i .
1 i N,
! - AN
! SN ! \,
1 \\
! ..
H - N
! ~ - \
'l \\\\ ’¢’ \\
FC Type FC PARM EHDR_ON DA SA Type/Len User Data CRC
=00 =00000 =1 (6 bytes) (6 bytes) (2 bytes) (0-1500 bytes) (4 bytes)
-y -
Encrypted

Figure 3-1. Format of DOCSIS Variable-length Packet Data PDU with Privacy EH Element

The first 12 octets of the Packet PDU, containing the Ethernet/802.3 destination and source addresses
(DA/SA), are not encrypted. The Packet PDU’s Ethernet/802.3 CRC is encrypted.
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The CMTS includes the Baseline Privacy EH element in all downstream Packet Data PDUs it encrypts
under Baseline Privacy Plus. Similarly, a CM includes the Baseline Privacy EH element in all
upstream Packet Data PDUs it encrypts under Baseline Privacy Plus. If there are multiple Extended
Header elements present in the DOCSIS MAC Header, the Baseline Privacy Extended Header element
MUST be the first.

The Privacy Extended Header element employs two EH element type values, BPI UP and
BPI DOWN, for use with upstream and downstream Packet Data PDUs, respectively. [SCTE 23-1] or
[SCTE 79-1] defines the specific EH element type values assigned to BPI UP and BPI DOWN.

The high-order 4 bits of a BPI+ Extended Header element’s value field contains a key sequence
number, KEY SEQ. Recall that the keying material associated with a BPI+ SAID has a limited
lifetime, and the CMTS periodically refreshes a SAID’s keying material. The CMTS manages a 4-bit
key sequence number independently for each SAID and distributes this key sequence number along
with the SAID’s keying material to client CMs. The CMTS increments the key sequence number with
each new generation of keying material. The Privacy EH element includes this sequence number,
along with the SAID, to identify the specific generation of that SAID's keying material being used to
encrypt the attached Packet Data PDU. Being a 4-bit quantity, the sequence number wraps around to 0
when it reaches 15.

Comparing a received frame’s key sequence number with what it believes to be the “current” key
sequence number, a CM or CMTS can easily recognize a loss of key synchronization with its peer. A
CM MUST maintain the two most recent generations of keying material for each BPI+ SAID. Keeping
on-hand the two most recent key generations is necessary for maintaining uninterrupted service during
a SAID's key transition.

The 4 bits following KEY SEQ contain a protocol version number. This protocol version number is
set to 1 in DOCSIS Variable-length Packet Data PDU MAC headers.

The next two bytes contain the 2 bits of encryption status and the 14-bit SID/SAID (SID for upstream
frames, SAID for downstream frames). The ENABLE encryption status bit indicates whether
encryption is enabled or disabled for that PDU. If the ENABLE bit is 0, the Packet Data PDU is not
encrypted and the Baseline Privacy EH element MUST be ignored (with the exception of the optional
piggybacked bandwidth request - see below). The TOGGLE bit MUST match the state of the Least
Significant Bit (LSB) of KEY_ SEQ, the Key Sequence Number.

The DOCSIS MAC protocol [SCTE 23-1] or [SCTE 79-1] defines a Request EH element for
piggybacking a bandwidth request on a data transmission. Baseline Privacy defines an additional
mechanism for piggybacking bandwidth requests: the last byte of the Baseline Privacy upstream EH
element (EH element type = BPI_UP) carries an optional piggybacked bandwidth allocation request. If
there is a piggybacked request, the byte represents the number of requested mini-slots. The 14-bit SID
within the upstream Baseline Privacy EH element and the logical upstream on which the MAC frame
was received, identifies the Service ID the bandwidth request applies to. If there is no piggybacked
request within the Baseline Privacy EH element, the request byte is set to zero. A piggybacked request
within the Baseline Privacy EH element MUST be processed regardless of the status of the ENABLE
bit.

In downstream packets (extender header element type = BPI DOWN) the fourth and final byte is
reserved and set to zero.
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Table 3-1. Summary of the contents of the two Baseline Privacy EH Elements.

EH_TYPE EH_LEN EH_VALUE
BPI__UP 4 KEY_SEQ (4 bits), Version (4 bits), SID (2 bytes), Request [piggyback] (1 byte)
[CM --> CMTS]
See [SCTE 23-1] KEY_SEQ field (4 bits): Key sequence number
or [SCTE 79-1] Version field (4 bits) is defined as:
0x1

SID field is defined as:

Bit[15]: ENABLE: 1..Encryption enabled; 0..Encryption Disabled
Bit[14]: TOGGLE: 1..0dd Key; 0..Even Key

Bit[13:0]: Service ID.

Request field contains the number of mini-slots requested for upstream bandwidth.

BPI___DOWN 4 KEY_SEQ (4 bits), Version (4 bits), SID (2 bytes), Reserved (1 byte)
[CMTS --> CM]

See [SCTE 23-1] KEY_SEQ field (4 bits): Key sequence number

or [SCTE 79-1] Version field (4 bits) is defined as:
0x1
SAID field is defined as:

Bit[15]: ENABLE: 1..Encryption enabled; 0..Encryption Disabled
Bit[14]: TOGGLE: 1..0dd Key; 0..Even Key
Bit[13:0]: Security Association ID.

Reserved field is set to 0.

In the case of encrypted Packet Data PDUs transmitted in an upstream data contention interval, the
SID in the Baseline Privacy EH element MUST identify the QoS SID; it MUST NOT be set to the
Request/Data contention interval’s Multicast Service ID.

3.2 Fragmentation MAC Frame Format

In order to support fragmentation of upstream DOCSIS MAC frames, DOCSIS 1.1 or 2.0 has recast
the Baseline Privacy EH element to carry both encryption and fragmentation control fields [SCTE 23-
1] or [SCTE 79-1]. When functioning in this dual role, the upstream Baseline Privacy EH element (EH
element type BPI_UP) is extended by one byte, the final byte serving as the fragmentation control
field. Figure 3-2 depicts the format of a DOCSIS Fragmentation MAC Frame with an encrypted
fragmentation payload.
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Figure 3-2. Format of a DOCSIS MAC Fragmentation Frame with an Encrypted Payload

An FC Type = 11 and FC PARM = 00011 identify a DOCSIS MAC frame as a Fragmentation frame.
Unlike Packet Data PDU MAC frames, Fragmentation MAC frames have a fixed-size (six-byte) MAC
Extended Header containing the “stretched” Baseline Privacy EH element.

The Fragmentation MAC header is followed by a Fragment Payload and a Fragment CRC. When
Baseline Privacy encryption is applied to a Fragmentation MAC frame, the entire Fragment Payload is
encrypted along with the Fragment CRC. In other words, unlike Baseline Privacy’s encryption of
Packet Data PDUs, there is no 12-byte offset into the payload before beginning encryption.

3 For non-fragmented frames, the first 12-bytes are left in the clear to allow pre-decryption DA/SA filter-
ing. For fragmented frames, DA/SA filtering cannot occur before packet reassembly; hence, there is no
value in supporting the 12-byte encryption offset in DOCSIS Fragmentation MAC frames.

PDocuments

16

Full document details: SCTE 23-2 2012

Document Sharing Hub


http://www.avadocuments.com/doc/scte-23-2-2012
http://www.avadocuments.com/doc/scte-23-2-2012

The LEN field of the Baseline Privacy EH element in Fragmentation MAC Frames is 5 rather than 4,
accounting for the additional 1-byte fragmentation control field. The KEY SEQ field, VERSION
field, ENABLE and TOGGLE flags, and SID field are what they would be for an upstream Packet
Data PDU MAC Frame.

Table 3-2. Summary of the contents of a DOCSIS Fragmentation MAC Frame’s Baseline Privacy EH

Element.
EH_TYPE EH_LEN EH_VALUE

BPI__UP 5 KEY_SEQ (4 bits), Version (4 bits), SID (2 bytes), Request [piggyback] (1 byte),
Fragmentation Control (1 byte)

See [SCTE 23-1] [CM --> CMTS]

or [SCTE 79-1] KEY_SEQ field (4 bits): Key sequence number
Version field (4 bits) is defined as:
0x1

SID field is defined as:

Bit[15]: ENABLE: 1..Encryption enabled; 0..Encryption Disabled

Bit[14]: TOGGLE: 1..0dd Key; 0..Even Key

Bit[13:0]: Service ID.

Request field contains the number of mini-slots requested for upstream bandwidth.

Fragmentation Control field contains fragmentation-specific control information; see
[SCTE 23-1] or [SCTE 79-1] for details.

The fragmentation operation overrides BPI+ in the sense that the CM must first determine whether or
not a packet will be fragmented based on grant size (the number of mini-slots a CMTS grants to a CM
in an Upstream Bandwidth Allocation MAP [SCTE 23-1] or [SCTE 79-1]). If the packet is to be
fragmented, the BPI+ encryption MUST occur on a fragment by fragment basis, and not over the PDU
as a whole; each fragment will have its own fragmentation header and be encrypted separately. If the
packet is not to be fragmented, then it MUST be encrypted as a single unit, with a single privacy
header.

3.3 Requirements on Usage of BP Extended Header Element in MAC Header

If BPI+ is not enabled on a particular downstream traffic flow (e.g., a CM’s unicast traffic or a
particular IP multicast group), the BP Extended Header element SHOULD NOT be used.

If BPI+ is not enabled for a CM's unicast traffic, fragmented upstream frames MUST still use the BP
Extended Header element, but with the Encryption ENABLE bit turned off (0). This way the BP
Extended Header can still be used for piggybacked bandwidth requests according to fragmentation
rules described in [SCTE 23-1] or [SCTE 79-1].
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If BPI+ is not enabled for a CM’s unicast traffic, fragmented upstream frames MUST still use the BP
Extended Header element, but with the Encryption ENABLE bit turned off (0). This way the BP
Extended Header can still be used for piggybacked bandwidth requests according to fragmentation
rules described in [SCTE 23-1] or [SCTE 79-1].

For MAC frames consisting of only a MAC header and optional EHDR, Baseline privacy MUST be
disabled. A Baseline Privacy EHDR MAY be present on these frames, but the enable bit MUST be
cleared to disable privacy.
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4 Baseline Privacy Key Management (BPKM) Protocol

4.1 State Models

4.1.1 Introduction

The BPKM protocol is specified by two separate, but interdependent, state models: an authorization
state model (the Authorization state machine) and an operational service key state model (the Traffic
Encryption Key, or TEK state machine). This section defines these two state models. The state models
are for explanatory purposes only, and should not be construed as constraining an actual
implementation.

Cable modem authorization, controlled by the Authorization state machine, is the process of:

* the CMTS authenticating a client CM’s identity

* the CMTS providing the authenticated CM with an Authorization Key, from which a Key
Encryption Key (KEK) and message authentication keys are derived

* the CMTS providing the authenticated CM with the identities (i.e., the SAIDs) and
properties of primary and static security associations the CM is authorized to obtain keying
information for

The KEK is a two-key triple DES encryption key that the CMTS uses to encrypt the Traffic Encryption
Keys (TEKSs) it sends to the modem. Traffic encryption keys are used for encrypting user data traffic.
CM and CMTS use message authentication keys to authenticate, via a keyed message digest, the key
requests and responses they exchange.

After achieving initial authorization, a cable modem periodically seeks reauthorization with the
CMTS; reauthorization is also managed by the CM's Authorization state machine. A CM MUST
maintain its authorization status with the CMTS in order to be able to refresh aging Traffic Encryption
Keys. TEK state machines manage the refreshing of Traffic Encryption Keys.

A cable modem begins authorization by sending an Authentication Information message to its CMTS.
The Authentication Information message contains the cable modem manufacturer’s X.509 certificate,
issued by DOCSIS. The Authentication Information message is strictly informative, i.e., the CMTS
may choose to ignore it; however it does provide a mechanism for a CMTS to learn the manufacturer
certificates of its client CMs.

The cable modem sends an Authorization Request message to its CMTS immediately after sending the
Authentication Information message. This is a request for an Authorization Key, as well as for the
SAIDs identifying any Static Security Associations the CM is authorized to participate in. The
Authorization Request includes:

* the cable modem’s manufacturer ID and serial number

* the cable modem’s MAC address

» the cable modem's public key

» a manufacturer-issued X.509 certificate binding the cable modem’s public key to its other
identifying information
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* adescription of the cryptographic algorithms the requesting cable modem supports; a CM’s
cryptographic capabilities is presented to the CMTS as a list of cryptographic suite
identifiers, each indicating a particular pairing of packet data encryption and packet data
authentication algorithms the CM supports

» the cable modem’s Primary SAID, which is equal to the CM's Primary SID (the Primary
SID is the first static SID the CMTS assigns to a CM during RF MAC registration)

In response to an Authorization Request message, if a CMTS validates the requesting CM's identity
and determines the encryption algorithm and protocol support it shares with the CM, the CMTS MUST
activate an Authorization Key for the CM, encrypt it with the cable modem's public key, and send it
back to the CM in an Authorization Reply message. The authorization reply includes:

» an Authorization Key encrypted with the CM's public key

* a4-bit key sequence number, used to distinguish between successive generations of
Authorization Keys

» akey lifetime

* the identities (i.e., the SAIDs) and properties of the single primary and zero or more static
security associations the CM is authorized to obtain keying information for

If the CMTS supports Static SAs, the Authorization Reply to a CM MUST identify Static SAs
associated with the CM in addition to the Primary SA whose SAID matches the requesting CM's best-
effort SID. The Authorization Reply MUST NOT identify any Dynamic SAs.

The CMTS, in responding to a CM’s Authorization Request, will determine whether the re-questing
cable modem, whose identity can be verified via the X.509 digital certificate, is authorized for basic
unicast services, and what additional statically provisioned services (i.e., Static SAIDs) the cable
modem's user has subscribed for.

Note: The protected services a CMTS makes available to a client CM can depend upon the particular cryptographic suites
CM and CMTS share support for.

Upon achieving authorization, a CM starts a separate TEK state machine for each of the SAIDs
identified in the Authorization Reply message. Each TEK state machine operating within the CM is
responsible for managing the keying material associated with its respective SAID. TEK state machines
periodically send Key Request messages to the CMTS, requesting a refresh of keying material for their
respective SAIDs. A Key Request includes:

* identifying information unique to the cable modem, consisting of the manufacturer ID,
serial number, MAC address and RSA Public Key

+ the SAID whose keying material is being requested

* an HMAC keyed message digest, authenticating the Key Request

The CMTS MUST respond to a Key Request message with a Key Reply message, containing the
CMTS's active keying material for a specific SAID if the CMTS validates the HMAC digest of the
Key Request message, the requesting CM's identity and the SAID. This keying material includes:

* the triple-DES-encrypted traffic encryption key

* CBC initialization vector

* akey sequence number

* akey’s remaining lifetime
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* an HMAC keyed message, authenticating the Key Reply

The traffic encryption key (TEK) in the Key Reply is triple DES (encrypt-decrypt-encrypt or EDE
mode) encrypted, using a two-key, triple DES key encryption key (KEK) derived from the
Authorization Key.

Note: At all times the CMTS maintains two active sets of keying material per SAID. The lifetimes of the two generations
overlap such that each generation becomes active halfway through the life of it predecessor and expires halfway through the
life of its successor. A CMTS includes in its Key Replies both of a SAID’s active generations of keying material.

The Key Reply provides the requesting CM, in addition to the TEK and CBC initialization vector, the
remaining lifetime of each of the two sets of keying material. The receiving CM uses these remaining
lifetimes to estimate when the CMTS will invalidate a particular TEK, and therefore when to schedule
future Key Requests such that the CM requests and receives new keying material before the CMTS
expires the keying material the CM currently holds.

The operation of the TEK state machine’s Key Request scheduling algorithm, combined with the
CMTS’s regimen for updating and using a SAID’s keying material (see Section 6), insures that the CM
will be able to continually exchange encrypted traffic with the CMTS.

A CM MUST periodically refresh its Authorization Key by re-issuing an Authorization Request to the
CMTS. Reauthorization is identical to authorization with the exception that the CM does not send
Authentication Information messages during reauthorization cycles. Section 4.1.2°s description of the
authorization state machine clearly indicates when Authentication Information messages are sent.

To avoid service interruptions during reauthorization, successive generations of the CM’s
Authorization Keys have overlapping lifetimes. Both CM and CMTS MUST be able to support up to
two simultaneously active Authorization Keys during these transition periods. The operation of the
Authorization state machine’s Authorization Request scheduling algorithm, combined with the
CMTS’s regimen for updating and using a client CM’s Authorization Keys (see Section 6), insures that
CMs will be able to refresh TEK keying information without interruption over the course of the CM’s
reauthorization periods.

A TEK state machine remains active as long as:

* the CM is authorized to operate in the CMTS’s security domain; i.e., it has a valid
Authorization Key and

» the CM is authorized to participate in that particular Security Association; i.e. CMTS
continues to provide fresh keying material during re-key cycles.

The parent Authorization state machine stops all of its child TEK state machines when the CM
receives from the CMTS an Authorization Reject during a reauthorization cycle. Individual TEK state
machines can be started or stopped during a reauthorization cycle if a CM’s Static SAID authorizations
changed between successive reauthorizations.

Communication between Authorization and TEK state machines occurs through the passing of events
and protocol messaging. The Authorization state machine generates events (i.e., Stop, Authorized,
Authorization Pending, and Authorization Complete events) that are targeted at its child TEK state
machines. TEK state machines do not target events at their parent Authorization state machine. The
TEK state machine affects the Authorization state machine indirectly through the messaging a CMTS
sends in response to a modem’s requests: a CMTS MAY respond to a TEK machine’s Key Requests
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with a failure response (i.e., Authorization Invalid message) that will be handled by the Authorization
state machine.

4111 Preliminary Comment on Dynamic Security Associations and Dynamic SA Mapping

Section 2 introduced Dynamic SAs and mentioned how a CMTS can establish or eliminate a Dynamic
SA in response to the initiation or termination of downstream traffic flows (e.g., a particular IP
multicast group’s traffic). In order for a CM to run a TEK state machine to obtain a Dynamic Security
Association’s keying material, the CM needs to know the corresponding SAID value. The CMTS,
however, does not volunteer to client CMs the existence of Dynamic SAs; instead, it is the
responsibility of CMs to request of the CMTS the mapping of traffic flow identifiers (e.g., an IP
multicast address) to dynamic SAIDs.

BPI+ defines a messaging exchange by which a CM learns the mapping of a downstream traffic flow
to a Dynamic SA (all upstream traffic is encrypted under a CM’s Primary SA). A SA Mapping state
machine specifies how cable modems manage the transmission of these mapping request messages.
Currently only DOCSIS’s IP multicast management services utilize this mechanism. In the future,
additional services may employ BPI+ Dynamic SAs.

The Authorization state machine controls the establishment and termination of TEK state machines
associated with the Primary and any Static SAs; it does not, however, control the establishment and
termination of TEK state machines associated with Dynamic SAs. CMs MUST implement the
necessary logic to establish and terminate a Dynamic SA’s TEK state machine. This interface
specification, however, does not specify how CMs should manage their Dynamic SA’s TEK state
machines.

A full description of the SA Mapping state model is deferred to Section 5.
41.1.2 Security Capabilities Selection

As part of their BPI+ authorization exchange, the CM provides the CMTS with a list of all the
cryptographic suites (pairing of data encryption and data authentication algorithms) the CM supports.
The CMTS selects from this list a single cryptographic suite to employ with the requesting CM’s
primary SA. The Authorization Reply the CMTS sends back to the CM includes a primary SA
descriptor which, among other things, identifies the cryptographic suite the CMTS selected to use for
the CM’s primary SA. A CMTS MUST reject the authorization request if it determines that none of the
offered cryptographic suites are satisfactory.

The Authorization Reply also contains an optional list of static SA descriptors; each static SA
descriptor identifies the cryptographic suite employed within the SA. The selection of a static SA’s
cryptographic suite is typically made independent of the requesting CM’s cryptographic capabilities. A
CMTS MAY include in its Authorization Reply static SA descriptors identifying cryptographic suites
the requesting CM does not support; if this is the case, the CM MUST NOT start TEK state machines
for static SAs whose cryptographic suites the CM does not support.

The above selection framework was incorporated into BPI+ in order to support future enhancements to
DOCSIS hardware and to the BPI+ protocol. At the time of release of this specification, 56-bit DES
and 40-bit DES are the only packet data encryption algorithms supported, and neither are paired with a
packet data authentication algorithm.
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4.1.2 Authorization State Machine

The Authorization state machine consists of six states and eight distinct events (including receipt of
messages) that can trigger state transitions. The Authorization finite state machine (FSM) is presented
below in a graphical format, as a state flow model (Figure 4-1), and in a tabular format, as a state
transition matrix (Table 4-1).

The state flow diagram depicts the protocol messages transmitted and internal events generated for
each of the model’s state transitions; however, the diagram does not indicate additional internal
actions, such as the clearing or starting of timers, that accompany the specific state transitions.
Accompanying the state transition matrix is a detailed description of the specific actions
accompanying each state transition; the state transition matrix MUST be used as the definitive
specification of protocol actions associated with each state transition.

The following legend applies to the Authorization State Machine flow diagram in depicted
in Figure 4-1.

» ovals are states
 events are in italics
* messages are in normal font

» State transitions (i.c. the lines between states) are labeled with <what causes the
transition>/<messages and events triggered by the transition>. So “timeout/Auth Request”
means that the state received a “timeout” event and sent an Authorization Request (“Auth
Request”) message. If there are multiple events or messages before the slash “/” separated
by a comma, any of them can cause a transition. If there are multiple events or messages
listed after the slash, a/l of the specified actions must accompany the transition.

The Authorization state transition matrix presented in Table 4-1 lists the six Authorization machine
states in the top-most row and the eight Authorization machine events (includes message receipts) in
the left-most column. Any cell within the matrix represents a specific combination of state and event,
with the next state (the state transitioned to) displayed within the cell. For example, cell 4-B represents
the receipt of an Authorization Reply (Auth Reply) message when in the Authorize Wait (Auth Wait)
state. Within cell 4-B is the name of the next state, “Authorized.” Thus, when a CM’s Authorization
state machine is in the Authorize Wait state and an Authorization Reply message is received, the
Authorization state machine will transition to the Authorized state. In conjunction with this state
transition, several protocol actions must be taken; these are described in the listing of protocol actions,
under the heading 4-B, in Section 4.1.2.5.

A shaded cell within the state transition matrix implies that either the specific event cannot or should
not occur within that state, and if the event does occur, the state machine MUST ignore it. For
example, if an Authorization Reply message arrives when in the Authorized state, that message should
be ignored (cell 4-C). The CM MAY, however, in response to an improper event, log its occurrence,
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generate an SNMP event, or take some other vendor-defined action. These actions, however, are not specified within the context of the

Authorization state machine, which simply ignores improper events.
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Table 4-1. Authorization FSM State Transition Matrix

State

(A)
Start

(B)
Auth Wait

©

Authorized

(D)
Reauth Wait

(E)
Auth

)

Silent

Event or Revd Reject

Message Wait
1) Auth Wait
Provisioned

2) Auth Auth
Auth Reject Reject Reject
Wait Wait
3) Silent Silent
Perm Auth
Reject

@ Authorized
Auth Reply

Authorized

(&) Auth Wait Reauth Wait | Start

Timeout

6) Reauth Wait
Auth Grace
Timeout

(@) Reauth Wait
Auth Invalid

Reauth Wait

®) Reauth Wait
Reauth

4.1.21 States

41.211 Start
This is the initial state of the FSM. No resources are assigned to or used by the FSM in this state—e.g.,
all timers are off, and no processing is scheduled.

4.1.21.2 Authorize Wait (Auth Wait)

The CM has received the “Provisioned” event indicating that it has completed RF MAC registration
with the CMTS. In response to receiving the event, the CM has sent both an Authentication
Information and an Authorize Request message to the CMTS and is waiting for the reply.

41.21.3 Authorized

The CM has received an Authorization Reply message which contains a list of valid SAIDs for this
CM. At this point, the modem has a valid Authorization Key and SAID list. Transition into this state
triggers the creation of one TEK FSM for each of the CM’s privacy-enabled SAIDs.

4.1.21.4 Reauthorize Wait (Reauth Wait)

The CM has an outstanding reauthorization request. The CM was either about to time out its current
authorization or received an indication (an Authorization Invalid message from the CMTS) that its
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authorization was no longer valid. The CM sent an Authorization Request message to the CMTS and is
waiting for a response.

41.21.5 Authorize Reject Wait (Auth Reject Wait)
The CM received an Authorization Reject message in response to its last Authorization Request. The
Authorization Reject’s error code indicated the error was not of a permanent nature. In response to

receiving this reject message, the CM set a timer and transitioned to the Authorize Reject Wait state.
The CM remains in this state until the timer expires.

41.21.6 Silent

The CM received an Authorization Reject message in response to its last Authorization Request. The
Authorization Reject’s error code indicated the error was of a permanent nature. This triggers a
transition to the Silent state. In the Silent state, the CM MUST NOT pass CPE traffic, but MUST be
able to respond to SNMP management requests arriving from across the cable network. The CMTS

MAY choose to forward data traffic to a CM that is in the silent state unencrypted, or the CMTS MAY
block such traffic.

41.2.2 Messages

The message formats are defined in detail in Section 4.2.

4.1.2.21 Authorization Request (Auth Request)

Request an Authorization Key and list of authorized SAIDs. Sent from CM to CMTS.

41.2.2.2 Authorization Reply (Auth Reply)

Receive an Authorization Key and list of authorized, static SAIDs. Sent from CMTS to CM. The
Authorization Key is encrypted with the CM’s public key.

4.1.2.2.3 Authorization Reject (Auth Reject)

Attempt to authorize was rejected. Sent from the CMTS to the CM.

41.2.2.4 Authorization Invalid (Auth Invalid)

The CMTS can send an Authorization Invalid message to a client CM as:

e an unsolicited indication or

» aresponse to a message received from that CM.

In either case, the Authorization Invalid message instructs the receiving CM to re-authorize with its
CMTS.

The CMTS MUST respond to a Key Request with an Authorization Invalid message if (1) the CMTS
does not recognize the CM as being authorized (i.e., no valid Authorization Key associated with cable
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modem) or (2) verification of the Key Request's keyed message digest (in HMAC-Digest Attribute)
failed.

Note: The Authorization Invalid event, referenced in both the state flow diagram and the state transition matrix, signifies
either the receipt of a Authorization Invalid message or an internally generated event.

4.1.2.2.5 Authentication Information (Authent Info)

The Authentication Information message contains the cable modem manufacturer’s X.509 Certificate,
issued by DOCSIS. The Authent Info message is strictly an informative message the CM sends to the
CMTS; with it, a CMTS MAY dynamically learn the manufacturer certificate of client CMs.

Alternatively, a CMTS MAY require out-of-band configuration of its list of manufacturer certificates.

41.2.3 Events

4.1.2.3.1 Provisioned

The Authorization state machine generates this event upon entering the Start state if the RF MAC has
completed initialization, i.e., CMTS registration. If the RF MAC initialization is not complete, the CM
sends a Provisioned event to the Authorization FSM upon completing CMTS registration. The
Provisioned event triggers the CM to begin the process of getting its Authorization Key and TEKs.

41.2.3.2 Timeout

A retransmission or wait timer timed out. Generally a request is resent.

4.1.2.3.3 Authorization Grace Timeout (Auth Grace Timeout)

The Authorization Grace timer timed out. This timer fires a configurable amount of time (the
Authorization Grace Time) before the current authorization is supposed to expire, signalling the CM to
re-authorize before its authorization actually expires. The Authorization Grace Time is specified in a
configuration setting within the TFTP-downloaded parameter file.

4.1.2.3.4 Reauthorize (Reauth)

CM's set of authorized static SAIDs may have changed. Event generated in response to an SNMP set,
[DOCSISS], meant to trigger a reauthorization cycle.

41.2.3.5 Authorization Invalid (Auth Invalid)

This event can be internally generated by the CM when there is a failure authenticating a Key Reply,
Key Reject, or TEK Invalid message, or externally generated by the receipt of an Authorization Invalid
message, sent from the CMTS to the CM. A CMTS responds to a Key Request with an Authorization
Invalid if verification of the request’s message authentication code fails. Both cases indicate CMTS
and CM have lost Authorization Key synchronization.

A CMTS MAY also send a CM an unsolicited Authorization Invalid message to a CM, forcing an
Authorization Invalid event.
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41.2.3.6 Permanent Authorization Reject (Perm Auth Reject)

The CMTS MUST sends an Authorization Reject message with the error code 6 (Permanent
Authorization Reject) in response to an Authorization Request message in any of the following
conditions:

* CM Certificate validation failure per section 9.4.2 (That is, the CM Certificate is marked
Invalid.)

* incompatible security capabilities

BPI+’s associated OSS document [DOCSISS8] provides a description of the particular CMTS MIB
objects which control the actions a CMTS takes in the event any of the above error conditions occur.

When a CM receives an Authorization Reject indicating a permanent failure condition, the

Authorization State machine moves into a Silent state. CMs MUST issue a DOCSIS Event upon
entering the Silent State.

4.1.2.3.7 Authorization Reject (Auth Reject)

The CM receives an Authorization Reject in response to an Authorization Request. The error code in
the Authorization Reject does not indicate the failure was due to a permanent error condition. As a
result, the CM’s Authorization state machine will set a wait timer and transition into the Authorization
Reject Wait State. The CM remains in this state until the timer expires, at which time it will re-attempt
authorization.

Note: The following events are sent by an Authorization state machine to the TEK state machine.

4.1.2.3.8 [TEK] Stop

Sent by the Authorization FSM to an active (non -START state) TEK FSM to terminate the FSM and
remove the corresponding SAID’s keying material from the CM’s key table.

4.1.23.9 [TEK] Authorized

Sent by the Authorization FSM to a non-active (START state), but valid TEK FSM.

4.1.2.3.10 [TEK] Authorization Pending (Auth Pend)

Sent by the Authorization FSM to a specific TEK FSM to place that TEK FSM in a wait state until the
Authorization FSM can complete its reauthorization operation.

4.1.2.3.11 [TEK] Authorization Complete (Auth Comp)

Sent by the Authorization FSM to a TEK FSM in the Operational Reauthorize Wait (Op Reauth Wait)
or Rekey Reauthorize Wait (Rekey Reauth Wait) states to clear the wait state begun by a TEK FSM
Authorization Pending event.
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41.24 Parameters

All configuration parameter values are specified in the TFTP-downloaded parameter file
(see Appendix A: TFTP Configuration File Extensions).

41.2.41 Authorize Wait Timeout (Auth Wait Timeout)

Timeout period between sending Authorization Request messages from Authorize Wait state.
See Appendix A.1.1.1.1.

41.2.4.2 Reauthorize Wait Timeout (Reauth Wait Timeout)

Timeout period between sending Authorization Request messages from Reauthorize Wait state.
See Appendix A.1.1.1.2.

4.1.2.4.3 Authorization Grace Time (Auth Grace Timeout)

Amount of time before authorization is scheduled to expire that the CM starts reauthorization.
See Appendix A.1.1.1.3.

4.1.2.4.4 Authorize Reject Wait Timeout (Auth Reject Wait Timeout)

Amount of time a CM’s Authorization FSM remains in the Authorize Reject Wait state before
transitioning to the Start state. See Appendix A.1.1.1.7.

41.2.5 Actions

Actions taken in association with state transitions are listed by <event/rcvd message> - <state> below:

1-A Start (Provisioned) = Auth Wait

* send Authentication Information message to CMTS
» send Authorization Request message to CMTS
* set Authorization Request retry timer to Authorize Wait Timeout

2-B  Auth Wait (Auth Reject) > Auth Reject Wait

» clear Authorization Request retry timer

e set a wait timer to Authorize Reject Wait Timeout
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2-D  Reauth Wait (Auth Reject) 2> Auth Reject Wait

* clear Authorization Request retry timer
» generate TEK FSM Stop events for all active TEK state machines

* set a wait timer to Authorize Reject Wait Timeout

3-B  Auth Wait (Perm Auth Reject) 2 Silent

* clear Authorization Request retry timer
» disable all forwarding of CPE traffic

3-D  Reauth Wait (Perm Auth Reject) = Silent

* clear Authorization Request retry timer
» generate TEK FSM Stop events for all active TEK state machines
» disable all forwarding of CPE traffic

4-B  Auth Wait (Auth Reply) 2 Authorized

» clear Authorization Request retry timer
* decrypt and record Authorization Key delivered with Authorization Reply

» start TEK FSMs for all SAIDs listed in Authorization Reply (provided the CM supports the
cryptographic suite that is associated with a SAID) and issue a TEK FSM Authorized event
for each of the new TEK FSMs

+ set the Authorization Grace timer to go off “Authorization Grace Time” seconds prior to
the supplied Authorization Key’s scheduled expiration

4-D  Reauth Wait (Auth Reply) = Authorized

» clear Authorization Request retry timer
* decrypt and record Authorization Key delivered with Authorization Reply

» start TEK FSMs for any newly authorized SAIDs listed in Authorization Reply (provided
the CM supports the cryptographic suite that is associated with the new SAID) and issue
TEK FSM Authorized event for each of the new TEK FSMs

+ generate TEK FSM Authorization Complete events for any currently active TEK FSMs
whose corresponding SAIDs were listed in Authorization Reply

» generate TEK FSM Stop events for any currently active TEK FSMs whose corresponding
SAIDs were not listed in Authorization Reply

 set the Authorization Grace timer to go off “Authorization Grace Time” seconds prior to
the supplied Authorization Key’s scheduled expiration

5-B  Auth Wait (Timeout) > Auth Wait

* send Authentication Information message to CMTS
» send Authorization Request message to CMTS
* set Authorization Request retry timer to Authorize Wait Timeout
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5-D  Reauth Wait (Timeout) > Reauth Wait

* send Authorization Request message to CMTS
» set Authorization Request retry timer to Reauthorize Wait Timeout

5-E  Auth Reject Wait (Timeout) - Start

* no protocol actions associated with state transition

6-C  Authorized (Auth Grace Timeout) - Reauth Wait

» send Authorization Request message to CMTS
* set Authorization Request retry timer to Reauthorize Wait Timeout

7-C  Authorized (Auth Invalid) - Reauth Wait

e clear Authorization Grace timer
* send Authorization Request message to CMTS
» set Authorization Request retry timer to Reauthorize Wait Timeout

» ifthe Authorization Invalid event is associated with a particular TEK FSM, generate a TEK
FSM Authorization Pending event for the TEK state machine responsible for the
Authorization Invalid event (i.e., the TEK FSM that either generated the event, or sent the
Key Request message the CMTS responded to with an Authorization Invalid message)

7-D  Reauth Wait (Auth Invalid) - Reauth Wait

» if the Authorization Invalid event is associated with a particular TEK FSM, generate a TEK
FSM Authorization Pending event for the TEK state machine responsible for the
Authorization Invalid event (i.e., the TEK FSM that either generated the event, or sent the
Key Request message the CMTS responded to with an Authorization Invalid message)

8-C Authorized (Reauth) > Reauth Wait

e clear Authorization grace timer
* send Authorization Request message to CMTS
» set Authorization Request retry timer to Reauthorize Wait Timeout
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4.1.3 TEK State Machine

The TEK state machine consists of six states and nine events (including receipt of messages) that can
trigger state transitions. Like the Authorization state machine, the TEK state machine is presented in
both a state flow diagram and a state transition matrix. And as was the case for the Authorization state
machine, the state transition matrix MUST be used as the definitive specification of protocol actions
associated with each state transition.

Shaded states in Figure 4-2 (Operational, Rekey Wait, and Rekey Reauthorize Wait) have valid keying
material and encrypted traffic can be passed.

The Authorization state machine starts an independent TEK state machine for each of its authorized
SAIDs.

As mentioned previously in Section 4.1.1, the CMTS maintains two active TEKs per SAID. The
CMTS includes in its Key Replies both of these TEKs, along with their remaining lifetimes. The
CMTS encrypts downstream traffic with the older of its two TEKs and decrypts upstream traffic with
either the older or newer TEK, depending upon which of the two keys the CM was using at the time.
The CM encrypts upstream traffic with the newer of its two TEKSs and decrypts downstream traffic
with either the older or newer TEK, depending upon which of the two keys the CMTS was using at the
time. See Section 6 for details on CM and CMTS key usage requirements.

Through operation of a TEK state machine, the CM attempts to keep its copies of a SAID’s TEKs
synchronized with those of its CMTS. A TEK state machine issues Key Requests to refresh copies of
its SAID's keying material after the scheduled expiration time of the older of its two TEKs and before
the expiration of its newer TEK. To accommodate for CM/CMTS clock skew and other system
processing and transmission delays, the CM schedules its Key Requests a configurable number of
seconds (i.e., “TEK Grace Time”) before the newer TEK’s estimated expiration in the CMTS. With the
receipt of the Key Reply, the CM MUST always update its records with the TEK Parameters from both
TEKSs contained in the Key Reply Message. Figure 6-2 illustrates the CM’s scheduling of its key
refreshes in conjunction with its management of a BPI+ SA’s active TEKSs.
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Table 4-2. TEK FSM State Transition Matrix

State (B) © D) (E) (¥)
Op Wait Op Reauth Op Rekey Wait | Rekey
Event or Wait Reauth
Revd Wait
Message
) Start Start Start Start Start
Stop

Op Reauth
Wait

Rekey Wait

Operational
Q) Start
Key Reject

4.1.3.1 States

o

Op Wait Op Wait Op Reauth
Wait

Rekey Wait

Refresh Tim-
eout

®)

Key Reply

41311 Start

This is the initial state of the FSM. No resources are assigned to or used by the FSM in this state—e.g.,
all timers are off, and no processing is scheduled.

4.1.3.1.2 Operational Wait (Op Wait)

The TEK state machine has sent its initial request (Key Request) for its SAID’s keying material (traffic
encryption key and CBC initialization vector), and is waiting for a reply from the CMTS.

4.1.3.1.3 Operational Reauthorize Wait (Op Reauth Wait)

The wait state the TEK state machine is placed in if it does not have valid keying material while the
Authorization state machine is in the in the middle of a reauthorization cycle.
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4.1.3.1.4 Operational

The CM has valid keying material for the associated SAID.

41.3.1.5 Rekey Wait

The TEK Refresh Timer has expired and the CM has requested a key update for this SAID.

Note: The newer of its two TEKSs has not expired and can still be used for both encrypting and decrypting data traffic.
4.1.3.1.6 Rekey Reauthorize Wait (Rekey Reauth Wait)

The wait state the TEK state machine is placed in if the TEK state machine has valid traffic keying

material, has an outstanding request for the latest keying material, and the Authorization state machine
initiates a reauthorization cycle.

41.3.2 Messages

The message formats are defined in detail in Section 4.2.

41.3.21 Key Request

Request a TEK for this SAID. Sent by the CM to the CMTS and authenticated with keyed message
digest. The message authentication key is derived from the Authorization Key.

41.3.2.2 Key Reply

Response from the CMTS carrying the two active sets of traffic keying material for this SAID. Sent by
the CMTS to the CM, it includes the SAID’s traffic encryption keys, triple DES encrypted with a key
encryption key derived from the Authorization Key. The Key Reply message is authenticated with a
keyed message digest; the authentication key is derived from the Authorization Key.

41.3.2.3 Key Reject

The CMTS MUST send a Key Reject message to the CM in response to a Key Request message in
order to indicate that no key will be sent if the SAID in the Key Request message is no longer valid.
The Key Reject message is authenticated with a keyed message digest; the authentication key is
derived from the Authorization Key

41.3.24 TEKInvalid

The CMTS MUST send a CM the TEK Invalid message if it determines that the CM encrypted an
upstream Packet Data PDU with an invalid TEK; i.e., a SAID's TEK key sequence number, contained
within the received packet's Baseline Privacy Extended Header element, is out of the CMTS's range of
known, valid sequence numbers for that SAID.
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41.3.3 Events

41.3.31 Stop

Sent by the Authorization FSM to an active (non-START state) TEK FSM to terminate TEK FSM and
remove the corresponding SAID’s keying material from the CM’s key table. See Section 4.1.2.3.8.

4.1.3.3.2 Authorized

Sent by the Authorization FSM to a non-active (START state) TEK FSM to notify TEK FSM of
successful authorization. See Section 4.1.2.3.9.

4.1.3.3.3 Authorization Pending (Auth Pend)

Sent by the Authorization FSM to TEK FSM to place TEK FSM in a wait state while Authorization
FSM completes reauthorization. See Section 4.1.2.3.10.

4.1.3.3.4 Authorization Complete (Auth Comp)

Sent by the Authorization FSM to a TEK FSM in the Operational Reauthorize Wait or Rekey
Reauthorize Wait states to clear the wait state begun by the prior Authorization Pending event. See
Section 4.1.2.3.11.

41.3.3.5 TEKInvalid

This event can be triggered by either a CM’s data packet decryption logic, or by the receipt of a TEK
Invalid message from the CMTS.

A CM’s data packet decryption logic triggers a TEK Invalid event if it recognizes a loss of TEK key
synchronization between itself and the encrypting CMTS; i.e., a SAID’s TEK key sequence number,
contained within the received, downstream packet’s Baseline Privacy Extended Header element, is out
of the CM’s range of known sequence numbers for that SAID.

A CMTS sends a CM a TEK Invalid message, triggering a TEK Invalid event within the CM, if the
CMTS’s decryption logic recognizes a loss of TEK key synchronization between itself and the CM.

4.1.3.3.6 Timeout

A retry timer timeout. Generally, the particular request is retransmitted.

4.1.3.3.7 TEK Refresh Timeout

The TEK refresh timer timed out. This timer event signals the TEK state machine to issue a new Key
Request in order to refresh its keying material. The refresh timer is set to fire a configurable length of
time (TEK Grace Time) before the expiration of the newer TEK the CM currently holds. This is
configured via the CMTS to occur after the scheduled expiration of the older of the two TEKSs.
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41.34 Parameters

All configuration parameter values are specified in TFTP downloaded parameter file (see Appendix A:
TFTP Configuration File Extensions).

4.1.3.41 Operational Wait Timeout

Timeout period between sending of Key Request messages from the Op Wait state. See Appendix
A.1.1.14.

41.3.42 Rekey Wait Timeout

Timeout period between sending of Key Request messages from the Rekey Wait state. See Appendix
A.1.1.1.5.

4.1.3.4.3 TEK Grace Time

Time interval, in seconds, before the estimated expiration of a TEK that the CM starts rekeying for a
new TEK.

TEK Grace Time is specified in a configuration setting within the TFTP-downloaded parameter file,
and is the same across all SAIDs. See Appendix A.1.1.1.6.

41.3.5 Actions

1-B Op Wait (Stop) = Start
» clear Key Request retry timer
» terminate TEK FSM

1-C  Op Reauth Wait (Stop) > Start
¢ terminate TEK FSM

1-D  Operational (Stop) > Start

* clear TEK refresh timer, which is timer set to go off “Tek Grace Time” seconds prior to the
TEK’s scheduled expiration time

+ terminate TEK FSM
* remove SAID keying material from key table

1-E Rekey Wait(Stop) = Start

» clear Key Request retry timer
* terminate TEK FSM
* remove SAID keying material from key table

1-F Rekey Reauth Wait(Stop) = Start

* terminate TEK FSM
* remove SAID keying material from key table
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2-A  Start (Authorized) = Op Wait

* send Key Request Message to CMTS
» set Key Request retry timer to Operational Wait Timeout

3-B  Op Wait (Auth Pend) > Op Reauth Wait

* clear Key Request retry timer

3-E Rekey Wait (Auth Pend) = Rekey Reauth Wait
» clear Key Request retry timer

4-C  Op Reauth Wait (Auth Comp) - Op Wait

» send Key Request message to CMTS
» set Key Request retry timer to Operational Wait Timeout

4-F Rekey Reauth Wait (Auth Comp) - Rekey Wait

» send Key Request message to CMTS
» set Key Request retry timer to Rekey Wait Timeout

5-D  Operational (TEK Invalid) > Op Wait
» clear TEK refresh timer
» send Key Request message to CMTS
* set Key Request retry timer to Operational Wait Timeout
* remove SAID keying material from key table

5-E  Rekey Wait (TEK Invalid) > Op Wait

* clear Key Request retry timer

» send Key Request message to CMTS

» set Key Request retry timer to Operational Wait Timeout
* remove SAID keying material from key table

S-F Rekey Reauth Wait (TEK Invalid) > Op Reauth Wait

» remove SAID keying material from key table

6-B  Op Wait (Timeout) > Op Wait
» send Key Request message to CMTS
+ set Key Request retry timer to Operational Wait Timeout

6-E  Rekey Wait (Timeout) > Rekey Wait

» send Key Request message to CMTS
» set Key Request retry timer to Rekey Wait Timeout

PDocuments

Document Sharing Hub

38

Full document details: SCTE 23-2 2012


http://www.avadocuments.com/doc/scte-23-2-2012
http://www.avadocuments.com/doc/scte-23-2-2012

7-D  Operational (TEK Grace Timeout) > Rekey Wait

* send Key Request message to CMTS
» set Key Request retry timer to Rekey Wait Timeout

8-B  Op Wait (Key Reply) = Operational
Note: Key Reply passed message authentication.

» clear Key Request retry timer

» process contents of Key Reply message and incorporate new keying material into key
database

» set the TEK refresh timer to go off “TEK Grace Time” seconds prior to the key’s scheduled
expiration

8-E Rekey Wait (Key Reply) = Operational
Note: Key Reply passed message authentication.

» clear Key Request retry timer

* process contents of Key Reply message and incorporate new keying material into key
database

» set the TEK refresh timer to go off “TEK Grace Time” seconds prior to the key’s scheduled
expiration

9-B  Op Wait (Key Reject) = Start
Note: Key Reject passed message authentication.

* clear Key Request retry timer
» terminate TEK FSM

9-E  Rekey Wait (Key Reject) = Start
* clear Key Request retry timer
* terminate TEK FSM
* remove SAID keying material from key table
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4.2 Key Management Message Formats 4

Baseline Privacy Key Management employs two MAC message types: BPKM-REQ and BPKM-RSP.
[SCTE 23-1] or [SCTE 79-1] defines the specific type values assigned to them.

Table 4-3. Baseline Privacy Key Management MAC Messages

Type Value Message Name Message Description

See [SCTE 23-1] or BPKM-REQ Privacy Key Management Request [CM -> CMTS]
[SCTE 79-1]

See [SCTE 23-1] or BPKM-RSP Privacy Key Management Response [CMTS -> CM]
[SCTE 79-1]

While these two MAC management message types distinguish between BPKM requests (CM to
CMTS) and responses (CMTS to CM), more detailed information about message contents is encoded
in the BPKM messages themselves. This maintains a clean separation between privacy management
functions and RF MAC upstream bandwidth allocation, timing and synchronization (RF MAC
management’s principal responsibilities).

4.2.1 Packet Formats

Exactly one BPKM message is encapsulated in the Management Message Payload field of a MAC
management message.

A summary of the BPKM message format is shown below. The fields are transmitted from left to right.

0 1 2 3
012345678901 23456789012345678901
Ft—t—t—t—t—t—t—t—t—t—t—t—t—t—t—t—t—t—t—t—t—t—t—t—t—t—t—t—t—t—+—+

| Code | Identifier | Length
t—t—F—t—t—t—F—t—t—F—F—t—F—F—t—t—F—F—t—F—F—t—t—F—F—t—F—F—t—t—F+—+—+
| Attributes

Fot—t—t—t—t—t—t—t—t—t—t—t—

Code

The Code field is one octet, and identifies the type of BPKM packet. When a packet is received with an
invalid Code field, it SHOULD be silently discarded.

BPKM Codes (decimal) are assigned as follows:

Message formats for the Baseline Privacy Key Management protocol are modeled after those of the
Remote Authentication Dial In User Service (RADIUS) protocol, defined in [RFC2868], and an Internet
standards track protocol. BPKM, like RADIUS, adheres to a client/server model. Unlike RADIUS,
BPKM will not run over UDP/IP. BPKM messages are encapsulated within RF MAC management
messages.
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