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NOTICE

The Society of Cable Telecommunications Engineers (SCTE) / International Society of Broadband Experts
(ISBE) Standards and Operational Practices (hereafter called “documents™) are intended to serve the public
interest by providing specifications, test methods and procedures that promote uniformity of product,
interchangeability, best practices and ultimately the long-term reliability of broadband communications
facilities. These documents shall not in any way preclude any member or non-member of SCTE*ISBE from
manufacturing or selling products not conforming to such documents, nor shall the existence of such
standards preclude their voluntary use by those other than SCTE*ISBE members.

SCTE-ISBE assumes no obligations or liability whatsoever to any party who may adopt the documents.
Such adopting party assumes all risks associated with adoption of these documents, and accepts full
responsibility for any damage and/or claims arising from the adoption of such documents.

Attention is called to the possibility that implementation of this document may require the use of subject
matter covered by patent rights. By publication of this document, no position is taken with respect to the
existence or validity of any patent rights in connection therewith. SCTE<ISBE shall not be responsible for
identifying patents for which a license may be required or for conducting inquiries into the legal validity or
scope of those patents that are brought to its attention.

Patent holders who believe that they hold patents which are essential to the implementation of this document
have been requested to provide information about those patents and any related licensing terms and
conditions. Any such declarations made before or after publication of this document are available on the
SCTE-ISBE web site at http://www.scte.org.

All Rights Reserved
© Society of Cable Telecommunications Engineers, Inc. 2017

140 Philips Road
Exton, PA 19341
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1. Introduction

1.1. Executive Summary

This document is the next in a series providing the cable operator with a standard reference to determine
how well a piece of equipment performs in terms of minimizing the power required to do its particular
job. In addition, this standard provides the means to quantify the amount of useful work the equipment
provides per physical space. This part of the series focuses on Wi-Fi equipment serving the cable industry
including Wi-Fi Controllers, Access Points, and Gateway Servers.

1.2. Scope

Cable operator networks are large expansive networks that involve hundreds if not thousands of miles of
coaxial or fiber cable powered by power supplies in the outside plant and connecting customers to critical
infrastructure facilities such as hubs, headends, data centers, regional, and national distribution
datacenters. In these facilities is a vast array of equipment responsible for the production and support of
the cable operator’s products and services such as voice, video, data, home automation and security, and
Wi-Fi. The importance of powering all of these devices in the critical facilities is ever increasing as the
customer expectation is for 100% availability due to the critical nature of the services being provided to
business and residential customers. This document defines how to use a standard methodology to measure
the density of hardware to meet the needs of optimizing critical space, as well as measuring energy
consumption for the various network element classes. This part of the series focuses on indoor critical
facility Wi-Fi equipment types, Gateway Servers and Wi-Fi Controllers as well as outdoor strand-
mounted Wi-Fi Access Points.

1.2.1. Applicability to Critical Facilities

The energy efficiency and functional density metrics in this document apply to critical facilities used by
cable operators. Critical facilities are defined in section 5.2.

1.2.2. Hardware Service Feature Density Metrics

This standard defines the method to calibrate product density, in terms of service features per amount of
space utilized.

1.2.3. Energy Consumption Metrics

This standard defines the method to calibrate energy consumption based on service features such as Watts
per Client, Watts per Throughput, or similar for cable headend, hub, and certain cable access network
equipment.

1.2.4. Applicable Equipment

The energy efficiency and functional density metrics in this standard apply to indoor equipment used in
critical facilities that functions as one or more of the following:
e Wi-Fi Controllers (various forms)
o Gateway Servers - including “legacy” Policy Enforcement Router (PEF) as well as Wireless
Access Gateway (WAG) equipment
e  Wi-Fi Access Points - limited to strand-mounted forms with integrated cable modem (CMAP)
and which draw their power from the cable plant

Documents
AMERICAN NATIONAL STANDARD  © SCTE*ISBE Document Bharing Hub

Full document details: SCTE 2412017


http://www.avadocuments.com/doc/scte-241-2017
http://www.avadocuments.com/doc/scte-241-2017

ANSI/SCTE 241 2017

1.2.5. Non-Applicable Equipment

The energy efficiency and functional density metrics in this standard do NOT apply to the following
equipment classes.
e Customer Premises Equipment (CPE)
o Facilities equipment covered by SCTE 184, such as:
0 Generators and line-power back-up systems
o Building HVAC control and monitoring equipment
o0 Logistical and physical support such as lighting, fire alarming, and security systems, etc.

1.3. Benefits

This standard defines energy and functional density specific performance metrics based on service
features that are inherent to the type of equipment. Standard metrics such as watts per Client and watts per
Throughput for cable network equipment are identified. This standard will contribute to improve the
overall energy footprint by enabling engineering driven decisions that reduce energy consumption at the
source of power consumption.

1.4. Intended Audience
Cable operator headend, hub, and outside plant engineers, procurement teams, and operations staff.
1.5. Areas for Further Investigation or to be Added in Future Versions

Future generations of Wi-Fi access points will be considered for inclusion in a later version of this
standard. One possible example might be an access point powered from the cable plant but using a direct
fiber feed.

2. Normative References

The following documents contain provisions, which, through reference in this text, constitute provisions
of this document. At the time of Subcommittee approval, the editions indicated were valid. All documents
are subject to revision; and while parties to any agreement based on this document are encouraged to
investigate the possibility of applying the most recent editions of the documents listed below, they are
reminded that newer editions of those documents might not be compatible with the referenced version.

2.1. SCTE References

o [SCTE_General_Test_Procedures] ANSI/SCTE 231 2016, General Test Procedures for
Evaluation of Energy Consumption Metrics and in Support of Functional Density Metrics;
http://www.scte.org/SCTEDocs/Standards/ANSI_SCTE%20231%202016.pdf

2.2. Standards from Other Organizations

e [ATIS-0600015.2013] Energy Efficiency for Telecommunication Equipment: Methodology for
Measurement and Reporting — General Requirements, May 2013.

2.3. Published Materials

o No normative references are applicable.
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3. Informative References

The following documents might provide valuable information to the reader but are not required when
complying with this document.

3.1. SCTE References

[ANSI/SCTE 210 2015] Performance Metrics for Energy Efficiency & Functional Density of
Cable Data Generation, Storage, Routing, and Transport Equipment,
http://www.scte.org/SCTEDocs/Standards/SCTE%20210%202015.pdf

[SCTE 226 2015] Cable Facility Classification Definitions and Requirements

[SCTE 238 2017] Operational Practice for Measuring and Baselining Power Consumption in
Outside Plant Equipment and Power Supplies

3.2. Standards from Other Organizations

[DOCSIS MULPIv3.0] Media Access Control and Upper Layer Protocols Interface
Specification, CM-SPMULPIv3.0-126-150305, March 5, 2015, Cable Television Laboratories,
Inc., http://www.cablelabs.com/specification/docsis-3-0-mac-and-upper-layer-protocols-
interface-specification/

[DOCSIS DEPI] Downstream External PHY Interface Specification, CM-SP-DEPI-108-
100611, June 11, 2010, http://www.cablelabs.com/specification/downstream-external-phy-
interface-specification/

[ATIS-0600015.03.2009] Energy Efficiency for Telecommunications Equipment: Methodology
for Measurement and Reporting for Router and Ethernet Switch Products, July 2009.
[DOCSIS DRFI] Downstream Radio Frequency Interface Specification, CM-SP-DRFI-
114-131120, November 20, 2013, Cable Television Laboratories, Inc.,
https://www.cablelabs.com/specification/downstream-rf-interface-specification/

[DOCSIS PHYV3.1]  DOCSIS 3.1, Physical Layer Specification, CM-SP-PHYv3.1-108-
151210, December 10, 2015, Cable Television Laboratories, Inc.,
https://www.cablelabs.com/specification/physical-layer-specification/

[DOCSIS PHYVv3.0] DOCSIS 3.0, Physical Layer Specification, CM-SP-PHYVv3.0-112-
150305, March 5, 2015, Cable Television Laboratories, Inc.,
https://www.cablelabs.com/specification/docsis-3-0-physical-layer-interface-specification/
[EN 300 429] ETSI EN 300 429 V1.2.1: Digital Video Broadcasting (DVB); Framing structure,
channel coding and modulation for cable systems, April 1998.

[ITU-T J.83-B] Annex B to ITU-T Rec. J.83 (12/2007), Digital multi-program systems for
television sound and data services for cable distribution.

3.3. Published Materials

[DOCSIS CCAP] Converged Cable Access Platform Architecture Technical Report, CM-
TR-CCAP-V03-120511, May 11, 2012, http://www.cablelabs.com/specification/ccap-
architecture-technical-report/?v=3

[DOCSIS MHA] Data-Over-Cable Service Interface Specifications Modular Headend
Architecture - EQAM Architectural Overview Technical Report, December 9, 2008,
http://www.cablelabs.com/wp-content/uploads/specdocs/CM-TR-MHA-V02-081209. pdf
[European Broadband CoC] European Commission Joint Research Centre: Code of Conduct
on Energy Consumption of Broadband Equipment, Version 5.0, December 20, 2013,
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http://iet.jrc.ec.europa.eu/energyefficiency/sites/energyefficiency/files/files/documents/ICT CoC/

cocvh-broadband final.pdf

4. Compliance Notation

shall

This word or the adjective “required” means that the item is an
absolute requirement of this document.

shall not

This phrase means that the item is an absolute prohibition of this
document.

forbidden

This word means the value specified shall never be used.

should

This word or the adjective “recommended” means that there may exist
valid reasons in particular circumstances to ignore this item, but the
full implications should be understood and the case carefully weighted
before choosing a different course.

should not

This phrase means that there may exist valid reasons in particular
circumstances when the listed behavior is acceptable or even useful,
but the full implications should be understood and the case carefully
weighed before implementing any behavior described with this label.

may

This word or the adjective “optional” means that this item is truly
optional. One vendor may choose to include the item because a
particular marketplace requires it or because it enhances the product,
for example; another vendor may omit the same item.

deprecated

Use is permissible for legacy purposes only. Deprecated features may
be removed from future versions of this document. Implementations
should avoid use of deprecated features.

5. Abbreviations and Definitions

5.1. Abbreviations

Abbreviation Description

AAA Authentication, Authorization, and Accounting
ACL Access Control List

A-TDMA Advanced Time Division Multiple Access

AP Access Point

bps bits per second

CAPWAP Control And Provisioning of Wireless Access Points
CCAP Converged Cable Access Platform

CGNAT Carrier Grade Network Address Translation
CMAP Cable Modem Access Point

CMTS Cable Modem Termination System

DAA Distributed Access Architecture

DEPI Downstream External PHY Interface

DHCP Dynamic Host Configuration Protocol

DOCSIS Data Over Cable Service Interface Specifications
DPoE DOCSIS Provisioning of EPON

DS Downstream

DTI DOCSIS Timing Interface
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EPON Ethernet Passive Optical Network
EQAM (edge-QAM) Edge Quadrature Amplitude Modulator
EUT Equipment Under Test
FEC Forward Error Correction
GBPS Gigabits Per Second
GPS Global Positioning System
GRE Generic Routing Encapsulation
HVAC Heating, Ventilation and Air Conditioning
HE Headend
I-CMTS Integrated Cable Modem Termination System
IP Internet Protocol
KPM Key Performance Metric
L2TP Layer 2 Tunneling Protocol
LTE Long Term Evolution
LWAPP Lightweight Access Point Protocol
NC Narrowcast
NDC National Data Center
NSI Network Side Interface
NTP Network Time Protocol
M-CMTS Modular Cable Modem Termination System
OFDM Orthogonal Frequency Division Multiplexing
OFDMA Orthogonal Freguency Division Multiple Access
PEF Policy Enforcement Router
PIC Physical Interface Card
PTP Precision Time Protocol
Quadrature Amplitude Modulation or Quadrature Amplitude
QAM
Modulator
QoS Quality of Service
RF Radio Freguency
SC-QAM Single Carrier Qu_adrature Amplitude Modulation or Single Carrier
Quadrature Amplitude Modulator
SDV Switched Digital Video
SeGW Security Gateway
UsS Upstream
VLAN Virtual Local Area Network
VoD Video on Demand
VPN Virtual Private Network
WAG Wireless Access Gateway
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