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NOTICE

The Society of Cable Telecommunications Engineers (SCTE) / International Society of Broadband Experts (ISBE)
Standards and Operational Practices (hereafter called “documents”) are intended to serve the public interest by
providing specifications, test methods and procedures that promote uniformity of product, interchangeability, best
practices and ultimately the long-term reliability of broadband communications facilities. These documents shall not
in any way preclude any member or non-member of SCTE+ISBE from manufacturing or selling products not
conforming to such documents, nor shall the existence of such standards preclude their voluntary use by those other
than SCTE*ISBE members.

SCTE-ISBE assumes no obligations or liability whatsoever to any party who may adopt the documents. Such
adopting party assumes all risks associated with adoption of these documents, and accepts full responsibility for any
damage and/or claims arising from the adoption of such documents.

Attention is called to the possibility that implementation of this document may require the use of subject matter
covered by patent rights. By publication of this document, no position is taken with respect to the existence or
validity of any patent rights in connection therewith. SCTE<ISBE shall not be responsible for identifying patents for
which a license may be required or for conducting inquiries into the legal validity or scope of those patents that are
brought to its attention.

Patent holders who believe that they hold patents which are essential to the implementation of this document have
been requested to provide information about those patents and any related licensing terms and conditions. Any such
declarations made before or after publication of this document are available on the SCTE<ISBE web site at
http://www.scte.org.

All Rights Reserved

© Society of Cable Telecommunications Engineers, Inc. 2017
140 Philips Road
Exton, PA 19341
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Scope
This document is identical to SCTE 38-3 2012 except for informative components which may have been updated such as
the title page, NOTICE text, headers and footers. No normative changes have been made to this document.

This document defines common information about NEs. This includes administrative information such as
name, 1D, model number, serial numbers vendor, and location; health indicators such as status and service
state; and functional information such as power level and frequency range.

Copyright
The MIB definition found in this document may be incorporated directly in products without further
permission from the copyright owner, SCTE.

3. Normative References

The following documents contain provisions, which, through reference in this text, constitute provisions of this standard. At
the time of subcommittee approval, the editions indicated were valid. All standards are subject to revision, and parties to
agreement based on this standard are encouraged to investigate the possibility of applying the most recent editions of the
documents listed below.

3.1. ANSI/SCTE 25-2 Hybrid Fiber Coax Outside Plant Status Monitoring - Media Access Control (MAC)
Layer Specification v1.0

3.2. ANSI/SCTE 36 (formerly HMS 028), SCTE-ROOT Management Information Base (MIB) Definitions

3.3. ANSI/SCTE 37 (formerly HMS 072), Hybrid Fiber/Coax Outside Plant Status Monitoring SCTE-
HMS-ROOTS Management Information Base (MIB) Definition

3.4. ANSI/SCTE 38-1 Hybrid Fiber/Coax Outside Plant Status Monitoring SCTE-HMS-PROPERTY-MIB
Management Information Base (MIB) Definition

3.5. ANSI/SCTE 38-2 Hybrid Fiber/Coax Outside Plant Status Monitoring SCTE-HMS-ALARMS-MIB
Management Information Base (MIB)

3.6. IETF RFC 1155 Structure and Identification of Management Information for TCP/IP-based Internets
[RFC1155-SMI]

3.7. IETF RFC 1212 Concise MIB Definitions

3.8. IETF RFC 1213 MIB for Network Management of TCP/IP-based internets: MIBII

3.9. IETF RFC 1215 A Convention for Defining Traps for use with the SNMP

3.10. IETF RFC 4001 Textual Conventions for Internet Network Addresses

4.

Informative References

The following documents may provide valuable information to the reader but are not required when
complying with this standard.

None
d.

Terms and Definitions

This document defines the following terms:

Management Information Base (MIB) - the specification of information in a manner that allows standard

access through a network management protocol.
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Requirements
This section defines the mandatory syntax of the SCTE-HMS-COMMON-MIB. It follows the IETF Simple

Network Management Protocol (SNMP) for defining the managed objects.

The syntax is given below.
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*

-- * Module Name: HMS024R14.MIB

*

--* SCTE Status: ADOPTED FEBRUARY 15, 2002

*

-- * Description: Implements SCTE-HMS-COMMON-MIB definitions

*

-- * This MIB contains common information about NEs.

--* MIB items cover administrative information

-- * such as name, ID, model number, serial numbers vendor, and location;
-- * health indicators such as status and service state; and functional

-- * information such as power level and frequency range.
*

--* CAUTION: A SET OF ANY OBJECT STORED IN NON-VOLATILE MEMORY MAY RESULT IN AN ACTUAL WRITE TO NON-VOLATILE MEMORY,
--* WHICH TYPICALLY HAS A FINITE LIFETIME. EXCESSIVE WRITING TO THESE OBJECTS COULD SHORTEN THE USEFUL LIFE OF THE
--* DEVICE.

*

-- * Objects which are not present must not have the properties present either.
*

*

SCTE-HMS-COMMON-MIB DEFINITIONS ::= BEGIN
IMPORTS

OBJECT-TYPE FROM RFC-1212

TRAP-TYPE FROM RFC-1215

Counter FROM RFC1155-SMI

NetworkAddress FROM RFC1155-SMI

DisplayString FROM RFC1213-MIB

scteHmsTree FROM SCTE-ROOT

*

--* Common MIB prefix
*

commonldent FROM SCTE-HMS-ROOTS

*

--* Groups in the Common MIB
*

commonAdminGroup  OBJECT IDENTIFIER ::= { commonldent 1 }
commonMACGroup OBJECT IDENTIFIER ::= { commonldent 2 }
commonMulticastGroup OBJECT IDENTIFIER ::= { commonldent 3 }
commonStatsGroup  OBJECT IDENTIFIER ::= { commonldent 4 }
commonRfGroup OBJECT IDENTIFIER ::= { commonldent 5 }

commonMacStats OBJECT IDENTIFIER ::= { commonStatsGroup 1 }
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