C3-84

SPECIFICATIONS FOR GASES (PROPOSED)

IMPORTANT NOTICE — This specification is incom-
plete. The incomplete sections are noted as “To Be
Determined.” The Gases Subcommittee has agreed to
publish this section prior to completion as a service to
the Semiconcuctor Industry.

1. Preface

1.1 Recognizing the importance of impurity content
of gases in the manufacture of semiconductors, sup-
pliers responded by introducing products with im-
proved analytical characterization, notably for trace
impurities.

1.2 The SEMI Subcommittes on Standards for Gases
began its efforts in the spring of 1979. With this pub-
lication, the Subcommittee establishes the defini-
tions, general procedures, specifications, and analyti-
cal procedures for the gases listed in the index.

1.3 Products which meet all of the requirements can
be described as “meeting SEMI specifications™.

1.4 Where an analytical procedure different from
that provided is substituted by a supplier or user, the
burden of proof is on said supplier or user to confirm
the equivalency. It should be noted that the following
list of criteria was considered when determining the
specified analytical method.

Reliability

Ease of Use

Maintenance

Precision

Accuracy

Sensitivity

Versatility

Availabiiity of Equipment

1.5 The specifications provided by this work are in-
tended to serve for gases to be used in the manufac-
ture and processing of semiconductors and advanced
electronic devices and circuits. The specifications and
the associated test procedures are guidelines based on
the experience of suppliers and users. The function of

the specifications is to establish desired standards of
quality.

1.6 Where feasible, a specification of content shall be
expressed as a numerical limit in units of mole per.
mole (mole/mole).

1.7 For a major component, the value (assay or
purity) shall be expressed as a minimum permissible
limit. For an impurity, the value shali be expressed as
a maxhimum permissible limit,

1.8 A gas conforming to the specifications will com-
monly contain more of the major component than
the minimum permissible limit or contain less of an
impurity {or several impurities) than the C3 Specifi-
cation. for Gases maximum permissible limit. In
neither case shall the gas be considered as of higher
quality than that defined by the specification.

1.9 It is not practical to consider every impurity or
contaminant that might be present. For certain appli-
cations, it is recognized that more stringent or addi-
tional specifications and procedures might be re-
quired. The intent of these specifications and the
associated procedures is, on one hand, to assure that
a gas is suitable for the common uses to which it may
be put in the manufacture and processing of semi-
conductor devices and, on the other hand, to be con-
sistent with contemporary manufacturing processes
for that gas.

[.10 The Subcommittee is continuing work oa im-
provement of specifications and procedures and addi-
tion of other gases and systems such as mixed gases.
The Subcommittee welcomes comments, suggestions,
and recommendations.

2. Definitions

2.1 Abbreviations and Symbols — In this work, ab-
breviations and symbols used shall be restricted to
those listed in Table 1.
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Table 1 — Abbreviations and Symbols

Abbreviation

or syrbol Explanation

ASTM American Society for Testing
and Materials

atm atmosphere

c‘BP Boiling point

C temperature, degrees Celsius

c¢ cubic centimeter(s)

CGA Compressed Gas Assoclation

cm centimeter

cDOT Department of Transportation

F temperature, degrees Fahrenheit

ft foot, feet

g gram(s)

i Hter(s)

1b pound(s)

max maximum

min minimum

ml milliliter(s)

mm millimeter(s)

mp melting point

mw molecular weight (g/mole)

ohm-cm ohm{s) per centimeter

ppm mole/mole X 10° or

: volume/volume X 10° {only

applicable to moisture for
water)

ppb mole/mole X 10°

ppba mole/mole X 10° atomic

ppbw weight/weight X 10°

psia pounds per square inch absoclute

psig pounds per square inch gauge

temp. temperature

vol volume

volfval volume/volume

wt. weight

wiv weight/volume

wWw weight/weight

2.2 Accuracy — (To Be Determined)

2.3 Assay — Determination of the content of a spe-
cific component with no evaluation of other com-
ponents.

2.4 Comparison of Analytical Results with Specific
Limits — In the comparison of an analytical result
for a test with the numerical Iimit zssociated with
that specification, the result shall be rounded to the
number of significant figures indicated for that limit
{(See the definition of Rounding Numbers).

2.4.1 Consequently, a specification stated as 96%
minimum will be met by a result as small as 95.5%
and that stated as 96.0% minimum will be met by a
result as small as 95.95%. A specification of (.1%
maximum will be met as large as 0,14% and that of
0.10% maximum by a result as large as 0.104%.

2.5 Cryogenic Liguid — Liquid with a normal boiling
point below —-150 degrees Celsius.
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2.6 Cylinder Pressure — Pressure contained in 2 gas
eylinder prior to regulation,

2.1 Cylinder Tare Weighr — Containers which are
stamped to denote the gross weight of the container
or the gross weight of the container and the valve less
the product. The gross weight does not include the
weight of any protective cylinder cap.

2.8 Density — Weight per unit volume (w/v) is ex-
pressed as grams per liter for gases at zero degrees
Celsius, one atmosphere,

29 Dew Ppint — The temperature at which liguid
first condenses when vapor is cooled.

2.10 Expression of Content and Concentrgtion —
Unless otherwise stated, a specification limit and the
analytical result related to it, shall be expressed in
units of mole per mole (mole/mole) except for
moisture which is expressed in units of volume per
volume (vol/vol).

2.11 Filtration — (To Be Determined)
2.12 Heavy Metals — (To Be Determined)

2.13 Liguified Compressed Gas — A gas which under
the charged pressure is partially liquid at a tem-
perature of 70°F (21.1°C),

2,14 Metals — (To Be Determined)

2.15 Molecular Weight — The sum of the atomic
weights of all the atoms in the molecule.

2.16 Nonliquified Compressed Gas — A gas, other
than a gas in solution, which under the charging pres-
sure is entirely gaseous at a temperature of 70¢°F
(21.1°C).

2.17 Physical Properties — Physical properties shall
not usually be employed for specification purposes;
for information, however, representative values for a
particular gas, as supplied, may be included as an item
in the monograph for that gas.

2,18 Purity — The purity number is determined by
subtracting the sum of the maximum acceptable im-
purity levels of the major compoenents from 100%. It
does not represent an assay.

2.19 Rare Gas — Any of the six gases, all noble, com-
prising the extreme right hand group of the Periodic
Table; namely helium, neon, argon, krypten, xenon,
and radon.

2.20 Rounding Numbers — The following rules for
*rounding” of measured or calculated values shall be

emzployed.

2.20.1 When the figure next beyond the last place to
be retained is less than 3, leave unchanged thegigure
in the last place retained.

ocuments


http://www.avadocuments.com/doc/semi-c3-0084
http://www.avadocuments.com/doc/semi-c3-0084

