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SEMI D20-93 
DEFECT TERMINOLOGY FOR FLAT PANEL DISPLAY MASKS 

This Standard was technically approved by the Flat Panel Display Global Technical Committee. This edition 
was approved by full ballot procedures in 1993. 

1  Terminology 
1.1  pin hole — a small hole-shaped opening defect on the chrome-pattern. 

1.2  intrusion — an absence of chrome extending inward from boundary. 

1.3  pattern disconnect — an intrusion which completely separates the continuity of the chrome-pattern. 

1.4  missing pattern image — complete disappearance of the designed chrome-pattern. 

1.5  spot — isolated chrome residue on the etched area. 

1.6  protrusion — an extension of chrome beyond the desired boundary. 

1.7  bridge — an extension of chrome which connects completely and continuously from an edge to another edge. 

1.8  edge roughness — subtle roughness and/or jagged zone on the pattern edge. 

1.9  round of corner — unintended round on the pattern corner. 

1.10  flaw 

1.10.1  scratch — relatively thick and deep linear friction defect on the surface of the glass. 

1.10.2  sleek — extremely thin and light linear friction defect on the surface of the glass. 

1.10.3  pit — small dot-shaped pit on the surface of the glass. 

1.11  chipping — chipping of edge of the glass caused by cutting or treatment. 

1.12  foreign substance 

1.12.1  particle — relatively high foreign substance attached on the surface of the substrate. 

1.12.2  contamination — cluster of relatively small substances attached on the surface of the substrate in the shape of 
thin film. 
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Figure 1 

Image of Defects for FPD Mask 
 

 

NOTICE: SEMI makes no warranties or representations as to the suitability of the Standards and Safety Guidelines 
set forth herein for any particular application. The determination of the suitability of the Standard or Safety Guideline 
is solely the responsibility of the user. Users are cautioned to refer to manufacturer’s instructions, product labels, 
product data sheets, and other relevant literature, respecting any materials or equipment mentioned herein. Standards 
and Safety Guidelines are subject to change without notice. 

By publication of this Standard or Safety Guideline, SEMI takes no position respecting the validity of any patent rights 
or copyrights asserted in connection with any items mentioned in this Standard or Safety Guideline. Users of this 
Standard or Safety Guideline are expressly advised that determination of any such patent rights or copyrights and the 
risk of infringement of such rights are entirely their own responsibility. 
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