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SPECIFICATION FOR MARKERS ON FPD POLARIZING FILMS

This Standard was technically approved by the Flat Panel Display — Materials & Components Global Technical
Committee. This edition was approved for publication by the global Audits and Reviews Subcommittee on
December 21, 2022. Available at www.semiviews.org and www.semi.org in June 2023; originally published
July 2004; previously published January 2017.

1 Purpose

1.1 Markers on FPD polarizing films, originally used for indicating optical direction of the films, have expanded the
variety of products, such as identification for both sides of films, and for equipment. This also complicated the variety
of shapes and colors for markers.

1.2 This Standard establishes specification for unifying markers used for indicating direction of FPD polarizing films.

1.3 This Specification may be applied to manufacturing process, quality control, and designing of liquid crystal
display (LCD) panel.

2 Scope

2.1 This Standard specifies markers on FPD polarizing films.

NOTICE: SEMI Standards and Safety Guidelines do not purport to address all safety issues associated with their use.
It is the responsibility of the users of the Documents to establish appropriate safety and health practices, and determine
the applicability of regulatory or other limitations prior to use.

3 Referenced Standards and Documents

3.1 None.

NOTICE: Unless otherwise indicated, all documents cited shall be the latest published versions.
4 Terminology

4.1 None.

5 Test Methods

5.1 None.

6 Requirements

6.1 Markers on FPD polarizing films shall be used for indicating specific direction of the films.
6.2 Markers Specification

6.2.1 Makers shall be simple sign on the specific location of protective film, as follows:

¢ Circle: O
e Triangle: A
o Arrow: |:>
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NOTICE: SEMI makes no warranties or representations as to the suitability of the Standards and Safety Guidelines
set forth herein for any particular application. The determination of the suitability of the Standard or Safety Guideline
is solely the responsibility of the user. Users are cautioned to refer to manufacturer’s instructions, product labels,
product data sheets, and other relevant literature, respecting any materials or equipment mentioned herein. Standards
and Safety Guidelines are subject to change without notice.

By publication of this Standard or Safety Guideline, SEMI takes no position respecting the validity of any patent rights
or copyrights asserted in connection with any items mentioned in this Standard or Safety Guideline. Users of this
Standard or Safety Guideline are expressly advised that determination of any such patent rights or copyrights and the
risk of infringement of such rights are entirely their own responsibility.
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