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SEMI D77-0618 (Reapproved 0224) 
TEST METHOD FOR MEASUREMENTS OF DIMENSION OF FILMS FOR 
FPD – CONTOUR MATCHING METHOD 

This Standard was technically approved by the Flat Panel Display – Materials & Components Global Technical 
Committee. This edition was approved for publication by the global Audits and Reviews Subcommittee on 
December 14, 2023. Available at www.semiviews.org and www.semi.org in February 2024; originally 
published June 2018. 

NOTICE: Paragraphs entitled ‘NOTE:’ are not an official part of this Standard or Safety Guideline and are not 
intended to modify or supersede the official Standard or Safety Guideline. These have been supplied by the global 
technical committee to enhance the usage of the Standard or Safety Guideline. 

1  Purpose 
1.1  This Standard establishes the method that evaluates with high precision a shape of the polarizing films and other 
films for FPD, especially non-rectangle shape films. 

2  Scope 
2.1  This Standard specifies the measurement method of polarizing films and other films for FPD by using contour 
matching method. 

2.2  This Standard can apply to rectangle shapes. Especially non-rectangle shapes are effective. Examples of the other 
films except polarizing films are retardation films, brightness enhanced films, and touch panel. 

NOTICE: SEMI Standards and Safety Guidelines do not purport to address all safety issues associated with their use. 
It is the responsibility of the users of the Documents to establish appropriate safety and health practices, and determine 
the applicability of regulatory or other limitations prior to use. 

3  Referenced Standards and Document 
3.1  None. 

NOTICE: Unless otherwise indicated, all documents cited shall be the latest published versions. 

4  Terminology 
4.1  Definitions 

4.1.1  non-rectangle shape — other shapes except rectangles. 

4.1.1.1  For example: Curves, Curved shapes, and Polygons. Refer to Figure 1. 
 

 
Figure 1 

Examples of the Non-Rectangle Shapes 
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5  Summary of Test Method 
5.1  Testing Instrument 

5.1.1  The measuring instrument has a camera, which moves to XY directions above the flat measurement stage. A 
camera moves along the specimen’s edge and measures the coordinates of the specimen’s edge at regular intervals 
(refer to Figure 2). 

NOTE 1: Set the regular intervals less than one-tenth of the required precision. Additionally, there are other measurement ways to 
read. For example, one is a way to read the sample shape by shooting a sample with a fixed camera. The other way is to read by 
using a flatbed type scanner. 

 

 
Figure 2 

Detection Method of the Specimen’s Edge 
 

6  Procedure 
6.1  Testing Environment 

6.1.1  The environment for this test is as below: 

• Temperature: 23.0°C ± 2.0°C. 

• Humidity: 50.0% ± 10.0%. 

6.2  Specimen Setting 

6.2.1  Set a specimen on the measurement stage, and put a transparent flat and smooth board such as the glass on the 
specimen. 
NOTE 2: It is necessary that there are no scratches and thickness irregularities in the transparent board. 

6.3  Setting of the Optical Magnification 

6.3.1  It is necessary to optimize the instrument’s optical magnification to detect the specimen’s edge shape with high 
precision. 

NOTE 3: The optical magnification is decided by required precision. 
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