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1  Purpose 

1.1  The purpose of this specification is to specify the cooperative interaction between the Factory Information & 
Control System (FICS) and the equipment to manage the specifications of equipment processing (for instance, 
equipment recipes). 

1.2  There are six primary elements that must be supported to achieve this purpose: 

• On-tool & Off-tool Recipe Management — Support the management of multi-part recipes within the equipment 
as well as at the FICS level without the requirement that these management applications be integrated. 

• Recipe Integrity — Guarantee that the recipes that define process execution on a piece of equipment are the 
same as those intended for that use within the FICS. 

• Process Integrity — Ensure that all configuration values/settings of the tool that can be changed by the user and 
which affect the process outcome can be managed by the host within the context of a process job. 

• Adjustable Parameter Definition — Support the definition of recipe parameters to be used by other SEMI 
standards (e.g., SEMI E40) to adjust the parameter values in a consistent manner across all equipment. 

• On-tool & Off-tool Recipe Creation and Editing — Define a consistent interaction protocol between the FICS 
and the systems(s) that support recipe creation/editing functionality. 

• Information Accessibility — Make key information about the recipes visible to the FICS. 

1.2.1  See § 7 for a discussion of how the purpose is achieved. A summary is contained in ¶ 7.13. 

2  Scope 
2.1  This specification defines concepts, behavior, and services to support automated management of equipment 
recipes and related process definition elements within a semiconductor factory. It addresses the mechanisms for 
interaction between semiconductor equipment, recipe editors, and the Factory Information and Control System 
(FICS). 
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Figure 1 

RaP Subject Matter 
 

2.2  Figure 1 illustrates the interactions that are addressed in this specification. The thicker arrows are fully specified 
interfaces. The dashed arrows are completely unspecified interfaces that are shown here to aid in understanding the 
concepts of recipe management. The thinner arrow represents a partially specified interface (between equipment and 
recipe editor) that may be proprietary to the supplier. For this last interface, the messaging details are not specified, 
but the required function of the interface is defined. This will be further explained later in the document. 

 3 SEMI E139-0708 © SEMI 2005, 2008 

SUPERSEDED

Full document details: SEMI E139-0708

http://www.avadocuments.com/doc/semi-e139-0708
http://www.avadocuments.com/doc/semi-e139-0708


 

2.3  In summary, these are the interfaces that are specified in this document: 

FICS ↔ Equipment    – full messaging services 
FICS ↔ PDE/Recipe Editor   – full messaging services 
Equipment ↔ PDE/Recipe Editor  – functional requirements only 

NOTICE: This standard does not purport to address safety issues, if any, associated with its use. It is the 
responsibility of the users of this standard to establish appropriate safety and health practices and determine the 
applicability of regulatory or other limitations prior to use. 

3  Limitations 
3.1  The following items are out of scope and are not specified in this document: 

• The content or format of the PDEbody. 
• The message format and communication details of message services. 
• How PDEs are used or executed within the equipment. 
• How the FICS initiates execution of PDEs within the equipment. 
• How and when the parameter values are communicated to the equipment. 
• How data is collected to document what PDEs and parameter values were used in a specific situation. 
• The interactions between a human user and the PDE/Recipe Editor. 
• Design of FICS applications (e.g., Station Controller and PDE/Recipe Manager as shown in Figure 1). These 

applications are shown to enhance the clarity of the content of this specification. 

4  Referenced Standards and Documents 

4.1  SEMI Standards 

SEMI E5 — SEMI Equipment Communication Standard 2 Message Content (SECS-II) 

SEMI E30 — Generic Model for Communications and Control of Manufacturing Equipment (GEM) 

SEMI E40 — Standard for Processing Management 

SEMI E120 — Specification for the Common Equipment Module (CEM) 

4.2  ISO Standard1 

ISO/IEC 11578:1996 Information technology – Open Systems Interconnection – Remote Procedure Call (RPC) 

4.3  OMG Standard2 

Unified Modeling Language (UML) Specification, Version 1.4, OMG Specification 01-09-67 

NOTICE: Unless otherwise indicated, all documents cited shall be the latest published versions. 

5  Terminology 
5.1  SEMI Compilation of Terms 

5.1.1  Definitions or descriptions of many of the terms used in this specification can be found in the SEMI 
Compilation of Terms, available on the SEMI Web site, http://www.semi.org/; and in the OMG UML specification. 
For terms related to object models, the definition from the OMG UML specification has precedence. 

                                                 
1  International Organization for Standardization, ISO Central Secretariat, 1, rue de Varembé, Case postale 56, CH-1211 Geneva 20, Switzerland. 
Telephone: 41.22.749.01.11; Fax: 41.22.733.34.30; http:\\www.iso.ch
2  Object Management Group, Inc., 250 First Ave. Suite 100, Needham Mass. 02494, Telephone: 781.444.0404; Fax: 781.444.0320; 
http://www.omg.org/
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5.2  Abbreviations and Acronyms 

5.2.1  FICS — Factory Information and Control System 

5.2.2  PDE — Process Definition Element 

5.2.3  RaP — Recipe and Parameter Management—this specification. 

5.2.4  UML — Unified Modeling Language 

5.3  Definitions 

5.3.1  Checksum — a single unique value calculated from a sequence of data (a file, a string, etc.) that uniquely 
identifies that data. It is sometimes called a “digital fingerprint” or a “message digest.” No two (different) sequences 
of data are likely to have the same checksum. Therefore, a checksum can be used to check data integrity. A typical 
method is to (1) calculate the checksum for a data sequence; (2) deliver that data sequence and its checksum value to 
a separate entity; (3) the receiving entity recalculates the checksum value and compares it with the original from the 
sender. If the checksums are the same, the receiver is assured that the data has not been modified or corrupted. 

5.3.2  Factory Information and Control System (FICS) — the software system that controls the operation of the 
factory and its equipment. It may include such components commonly referred to as the MES, Station Controllers, 
Recipe Managers, etc. 

5.3.3  Module Parameter — settings that affect processing on an equipment module (typically a Process Module). 
For a Process Module, the Module Parameters might represent temperatures, pressures, flow rates, etc. An 
equipment recipe typically manipulates Module Parameters to accomplish its purpose. 

5.3.4  PDE (Process Definition Element) — an executable specification of an activity or process on an equipment. 
The recipe for a particular equipment activity may consist of multiple PDEs. A PDE is the smallest process 
definition unit that can be individually managed with FICS participation or knowledge. Each PDE includes a 
PDEheader and a PDEbody. 

5.3.5  PDEbody — the executable portion of a Process Definition Element. The PDEbody is typically contained 
within the PDE construct. In some cases, a PDEbody may exist as a separate entity, but it is always exclusively 
related to its PDE. 

5.3.6  PDEeditor — a software system that provides the ability to create, delete, and modify a PDE. A PDEeditor 
may exist as a subsystem of an equipment or as a standalone system provided either by the manufacturer of the 
equipment or a third party. 

5.3.7  PDEheader — the descriptive portion of a Process Definition Element. The PDEheader is a collection of 
information related to a PDEbody. This information is sufficient to manage and utilize the PDE without accessing 
its PDEbody. 

5.3.8  uuid — universally unique identifier. This 128 bit field (often represented as a 36 character string) is 
calculated according to the standard ISO/IEC 11578:1996 — Remote Procedure Call (RPC). The field is guaranteed 
to be unique over all space and time. The uniqueness holds even though the uuids are created independently by 
separate entities. 

5.3.9  Variable Parameter — a formally defined variable (setting) defined in the body of a recipe, permitting the 
actual value to be supplied externally. 

6  Conventions 

6.1  The following conventions are used in this document: 

• To highlight terms specific to RaP, a term appears in italics within the specification. Italicized terms include 
class names, attributes, and services. Service names also end in (), for example “getPDE().” 

• To prevent the definition of numerous message parameters named “XxxList,” this document adopts the 
convention of referring to the list as “list of Xxx.” In this case, the definition and data type of the parameter will 
be given (not the type of the list). The term “list” indicates a collection (or set) of zero or more items of the 
same data type. 
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6.2  Object Modeling 

6.2.1  Unified Modeling Language (UML) 

6.2.1.1  This specification uses UML notation for all class diagrams and for any object diagrams provided as 
examples. No other types of object modeling diagrams are used in this specification. 

6.2.2  Class Diagrams 

6.2.2.1  UML class diagrams have clearly defined meaning and are a part of this specification. Detail contained in 
these diagrams is not necessarily repeated in the text. 

6.2.3  Name of a Class 

6.2.3.1  The text capitalizes class names. Class attributes and services begin with lowercase letters. 

6.2.4  Abstract and Concrete Classes 

6.2.4.1  Each class is specified as Abstract or Concrete. Abstract classes are not directly implemented (i.e., there are 
no instances). All classes defined as concrete may be directly implemented. In UML class diagrams, abstract class 
names are shown in italics. 

6.2.5  Class Attribute Definition 

6.2.5.1  The attributes of a class are defined in table format as illustrated by Table 1 below. Note that the “+” sign in 
front of attributes in UML class diagrams indicates “public” attributes. All attributes defined in this specification are 
public, therefore the “+” sign is omitted. 
 

Table 1 Attribute Table Format 

Attribute Name Definition Access Reqd Form 

  RO or RW Y or N See list below. 
 

6.2.5.1.1  Access — Attributes may be settable (ReadWrite or RW) or not settable (ReadOnly or RO) through an 
interface to the service provider.3 

6.2.5.1.2  Reqd — Is this attribute required? Y – Yes, or N – No. 

6.2.5.1.3  Form — Defines the data type of the attribute. Data types in this specification are high-level definitions 
and should be mapped to the data types of a specific technology as appropriate. In this specification, these data types 
are also used for the parameters of message services. 

• Binary — A sequence of bytes that may have any value. Binary values are sometimes called “unformatted” 
because their structure is not apparent. 

• Boolean — Takes the value of “true” or “false.” 
• Enumeration — A format that allows a specified list of possible values. In this document, these values are 

represented as text strings, but may be implemented differently (e.g., as integers that correspond to the named 
values). 

• Error — The Error type is a structure that contains information about an error that has occurred. The form of the 
structure is implementation dependent and shall be defined by each sub-specification of RaP that describes 
messaging using a specific technology (e.g., SECS-II or XML/SOAP). 

• Integer — A numeric value. Integers are always whole numbers. The form and number of bytes is left to the 
implementation definition. 

• Real — A numeric value that may represent any whole or fractional number. The form and number of bytes is 
left to the implementation definition. 

• String — A text string. Limitations on length are left to the implementation technology unless otherwise 
specified in this document. Strings are recommended to be implemented as UTF-8. 

                                                 
3  The attribute table is a common format used by multiple standards. Note that all attributes defined by RaP are ReadOnly (RO). 
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• Checksum — A checksum value calculated on a specific stream of data using a specific method of calculation. 
• Time — Representation of the date and time of the occurrence of interest. The structure and form of items of 

this type is left to the implementation. 
• UUID — Universally unique identifier created according to the ISO specification referenced in ¶ 4.2 and 

represented as ASCII characters. Note that this type is represented by all-caps “UUID” to differentiate it from 
the “uuid” ISO standard string definition that defines the content of an attribute of type “UUID.” 

• Any — The format may be any of the others listed in this section. Format is determined by the implementation. 
• list of xxx — An item that can hold multiple instances of a specified type (where xxx is the data type). 

6.2.6  Association Documentation 

6.2.6.1  Associations are documented using the form of Table 2. Only Navigable Associations for the class of 
interest are included in the table. See ¶ 6.2.7 for explanation of Navigable Associations. 

6.2.6.2  For each association, the table lists the Type, Description, Associated Class, Role, and Cardinality. 

• Type — The type of association. The possible values include Composition, Aggregation, and Association. See 
the UML standard in ¶ 4.3 for an explanation of these types of association. 

• Description — Text describing the association. 
• Associated Class — The name of the class connected by this association. 
• Role — The role name of the associated class in the association taken from the UML diagram. Composition 

associations are not given roles in this document, since it usually implies containment of the aggregated objects. 
• Cardinality — How many of the associated class may be associated with this class—documented in UML form. 

 

Table 2 Navigable Associations for Class xxx 

Type Description Associated Class Role Cardinality

     
 

6.2.7  Association Navigability 

6.2.7.1  UML associations include the concept of “Navigability.” When an association is navigable, the association 
may be traversed to reach the class instance at the opposite end of the association (target object). 

6.2.7.2  By default, an association is navigable in both directions. If an arrowhead is shown on one end of an 
association, then navigability exists only in that direction. 

6.2.7.3  From any object, it must be possible to obtain a reference to the target objects of any of its navigable 
associations. For any navigable association defined in this document, this is required of the implementer. The 
method of referencing the target objects is implementation dependent and is not specified in this document. 

7  Overview of RaP 

7.1  The RaP specification is focused on the definition, management, and transfer of equipment recipes. In RaP, the 
recipe components are called ProcessDefinitionElements or PDEs. This section describes the high level view of the 
concepts and the requirements that contribute to meet the purpose of this specification as described in § 1. 

7.2  This RaP overview makes reference to requirements defined later in the document. However, no statement in 
this overview section defines a requirement. This overview is intended to provide a general understanding of the 
RaP concepts so that the detailed requirements that follow can be more easily understood. 

7.3  RaP Participants 

7.4  RaP assumes that there are three participants in the management of recipes—the FICS, the Equipment, and the 
PDEeditor. When these provide RaP services, they become “RaPnodes”—the FICS becomes a FICSnode, the 
Equipment becomes an EquipmentNode, and the PDEeditor becomes an EditorNode. 
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7.5  These three participants must work together to achieve the goals of recipe management. They may exist as 
independent entities using defined message services (RaPnodes) or may be combined in some cases (as the editor is 
often integrated into the equipment). Since integrated modules need no standardized communications, RaP defines 
the services and data needed for these participants to exist independently as shown in Figure 2. 

7.6  RaP Environment 

7.6.1  In discussing recipe management, one can divide the topic into three logically separate activities: 

• Execution of recipes 
• Creation and editing of recipes 
• Tracking and storage of recipes 

7.6.2  RaP does not specify exactly how to perform any of these three activities. However, these activities define the 
context in which RaP defined services and concepts are to be applied. The recipes themselves must reflect certain 
aspects of these activities. 

Equipment
Node

Equipment
Node Editor

Node

Editor
Node

Equipment
Node

Editor
Node

FICS
Node

Equipment
Node

Equipment
Node Editor

Node

Editor
Node

Equipment
Node

Editor
Node

FICS
Node

 
Figure 2 

RaPnodes 
 

7.7  Execution of Recipes 

7.7.1  When an activity is performed on an equipment, that activity must be fully specified in order for execution to 
occur. RaP describes the main specification (recipe) and also parameters that can be set to amend the recipe. It does 
not define the process for execution of the recipe. 

7.7.2  RaP assumes that the equipment or some component of the equipment represents the target for the execution 
of a recipe. In this document, that target is referred to as a Process Module. RaP assumes that there is a way to 
identify a Process Module and that certain characteristics of that Process Module are known to the factory (make, 
model, supplier, etc.). 

7.7.3  RaP is compatible with SEMI E120. In terms of SEMI E120, the Process Module corresponds to the 
“ExecutionElement” class. The ExecutionElement class models parts of the equipment structure capable of 
processing material. Its attributes include “recipeType” which specifies the type of recipes that the 
ExecutionElement can execute. These are the recipes that RaP proposes to manage. RaP does not require use of or 
compliance with SEMI E120. However, if SEMI E120 compliance exists, then the source EquipmentElement of 
much of the RaP related data (both input and output) would be more explicitly identified. 

7.7.4  From the FICS point of view, enough must be known about the recipe so that it can select the correct one for 
each situation (combination of machine, substrate, process step, etc.). 

7.8  Creation and Editing of Recipes 

7.8.1  RaP considers creation and editing of recipes to be an independent concept. This means that the editing 
capability can reside on the equipment, within the factory system, as a separate entity independent of both, or in 
combinations of all of these. There are advantages and disadvantages to each and these will change over time. 
Therefore, RaP makes no requirement on where the PDEeditor must reside. 
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7.9  Tracking and Storage of Recipes 

7.9.1  Storage of at least some recipes on the equipment is necessary to support processing. Storage of recipes at the 
PDEeditor is also necessary, for example, to support creation of multi-part recipes. Most factories would also be 
expected to store a copy of most recipes for safekeeping. So all participants in recipe management might reasonably 
be expected to store at least some recipes. 

7.9.2  RaP also makes available characteristics of the recipes that support tracking and validation (id, checksum, 
creation date, etc.). 

7.10  Communication Overview 

7.10.1  RaP is focused on the communications among the three “RaPnodes” defined above: FICSnode, 
EquipmentNode, and EditorNode. There are three types of functions that can be performed via a RaP interface: 

• Transfer PDEs — Request PDEs from or send PDEs to a RaPnode. 
• Manage PDEs — Obtain information about the PDEs on a RaPnode and delete them when desired. 
• Verify — Determine which PDEs are needed for a job and check that all are present and well-formed. 

7.10.2  These three categories represent the eight services defined by RaP. Detailed definition of the communication 
services is provided in ¶ 8.4. That section also defines which RaPnodes must support which of these functions. ¶ 8.5 
defines additional requirements on the RaPnodes. 

7.11  Key Recipe Concepts 

7.11.1  In order to fulfill its purpose, RaP must provide more than simple recipe transfer services. This section 
describes key concepts used in this specification to enhance the basic functions above to yield a robust “Recipe and 
Parameter Management” capability. 

7.12  ProcessDefinitionElement 

7.12.1  A recipe can be a single component or it can be made up of multiple components. The components of a 
recipe are called ProcessDefinitionElements or PDEs. The PDE is the central artifact of RaP. This section describes 
the PDE. 

7.12.1.1  PDE — Two Parts 

7.12.1.1.1  One barrier to automation of recipe handling is the opaque nature of the contents. For several reasons, 
suppliers have been reluctant to allow the user (and thus the automation system) visibility to the recipe contents. RaP 
addresses that problem by dividing the recipe component (or now, PDE) into two parts: documentation and 
executable. This is illustrated in Figure 3. 

7.12.1.1.2  The documentation part of the PDE includes the PDEheader. This part is always public and available to 
the user. The PDEheader contains such information as the name, description, and author of the PDE as well as its 
antecedents (PDEs upon which this one was based) and the Process Module(s) for which it is intended. More detail 
about the PDEheader content can be found in ¶ 8.3.2. 

7.12.1.1.3  The second part of the PDE contains the settings and executable instructions. The format of the 
PDEbody is not specified and is allowed to be private (i.e., proprietary and opaque). Note that during job execution, 
the equipment relies upon the content of the PDEbody, not the PDEheader. 

7.12.1.2  Assuring Identity 

7.12.1.2.1  An important aspect of the PDEheader information is that it can provide assurance that this PDE is 
exactly the one that the factory expects it to be. This is done primarily with two data values: uid and checksum. The 
uid is a universally unique identifier that contains a uuid value as defined in the referenced ISO standard (see ¶ 4.2). 
Each time a PDE is modified, the uid of that PDE is required to be changed. Therefore, if the uid is matched, the 
PDE is guaranteed to be the expected one. 

7.12.1.2.2  There are checksum values provided for the PDE as an additional assurance that no changes to the PDE 
have occurred. The checksum for a given item is calculated using the MD5 technique defined by the IETF (see § 10). 
This computed value could be compared with the previously calculated value stored within the PDE to ensure that 
no changes have been made. 
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Figure 3 

PDE Contents 
 

7.12.1.3  Separate PDEbody 

7.12.1.3.1  When the PDEbody is contained within the PDE, it is of the same format4 as the PDEheader and its 
contents are typically comprehensible to the user. When the PDEbody is opaque to the user or of a format that is not 
compatible with the header information, that PDEbody is stored separately from the PDE. This is illustrated in 
Figure 4. In this case, the separate PDEbody has its checksum stored in the PDE. 

7.12.1.3.2  Tracking of separate PDEbodies requires some care by the FICS, because the identity cannot be obtained 
from the PDEbody itself. Thus, a method for maintaining the relationship of the PDE to its body must be employed 
by the FICS. The PDEbody is never transferred separately from its PDEheader. 

7.12.1.3.3  The Equipment and PDEeditor can interpret the PDEbody contents, and so are able to resolve the 
relationship without such careful tracking. The PDEbody must include key information, such as the uid, that enables 
the equipment and the PDEeditor to make the association between PDEheader and PDEbody (see ¶ 8.5.4.5). 

7.12.1.4  Input Parameters 

7.12.1.4.1  The PDEbody may also define input parameters that can be set at run-time. The PDEheader documents 
these PDEparameters. Parameterization is discussed further in ¶ 7.12.3. 
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Figure 4 

PDE With Separate PDEbody 

                                                 
4  The definition of the format of the PDEheader is an implementation issue and will be defined in a subordinate specification to this one. 
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7.12.1.5  Reference to Other PDEs 

7.12.1.5.1  The PDE may need to access other PDEs during execution (e.g., a subroutine call). The PDEheader 
documents these references. There are two ways to reference a PDE. The first is by a unique identifier (uid). The uid 
is a reference to a specific PDE. The second way to reference is by a group identifier (gid). PDEs in a group can be 
substituted for one another and so must share the same set of input parameters. This type of reference is resolved to 
a specific member of the group before execution. See ¶ 7.12.2.5 for more on how references are resolved. 

7.12.1.6  Transition to RaP 

7.12.1.6.1  The approach for defining the PDE provides a good transition path from traditional proprietary recipes. 
Old style recipes can become the PDEbody when RaP is applied. Since the “PDEbody” can be a separate entity (in 
the case of proprietary content), there should be many cases where little or no modification of the original recipes 
will be needed. The PDE construct, including the PDEheader, acts as a wrapper. 

7.12.1.6.2  There are two areas where RaP requirements may result in changes to an existing recipe structure. The 
first area is the requirement that an EquipmentNode be able to match a PDEheader with its external PDEbody. This 
would be done best by inserting the uid value into the PDEbody. However, there is a “bodyChecksum” value in the 
PDEheader that can be used without changing the PDEbody. This would require recalculating the checksum of the 
PDEbody, however. The second area is the requirement that the user be allowed to specify which PDEparameters 
exist. The PDEbody must contain information about the user-specified PDEparameters. However, in the case of an 
existing recipe with no user-specified PDEparameters, no change is necessary until the user edits the PDE to add 
such parameters. For example, the implementer may choose to support the old recipe format for existing recipes, but 
convert all new recipes to a new format that includes PDEparameter support. 

7.12.2  Recipe Structure 

7.12.2.1  When a recipe has multiple components, RaP documents the relationships among these components (see  
¶ 7.12.1.5). This results in a hierarchical recipe structure as illustrated in Figure 5. 

7.12.2.2  The recipe hierarchy must have a single PDE at the apex. This PDE is called the “Master PDE.” It is this 
PDE that will be referenced when a job is specified. So, for example, in SEMI E40/Processing Management, the 
RecID (or RCPSPEC) will contain the uid of the Master PDE. See Related Information § R2-2 for more discussion 
of RaP support for SEMI E40 and SEMI E30. As an alternative, a gid may be supplied and later resolved to a uid. 
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Figure 5 

Recipe Structure Illustration 
 

7.12.2.3  The recipe structure implies that the Master PDE is the first PDE to be executed. Beyond the Master PDE, 
the recipe structure does not document the order of execution of PDEs or the flow path of wafers through equipment. 
It is recommended that the equipment supplier provide a PDE that contains this flow information in an open format 
(human readable) PDEbody. 
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7.12.2.3.1  Here are a few other items of note: 

• The Master PDE is a designation, not a type of PDE. A Master PDE must be marked as “executable” (see 
Table 5). 

• There is no restriction on multiple references to the same PDE. 
• The number of levels in the recipe hierarchy is not limited. However, it is to be expected that two to three levels 

would be sufficient in most cases. In the case where the Master PDE contains the entire recipe, only one level is 
needed. 

• A PDE may appear in the hierarchy of multiple recipes. Such reuse of recipe components is expected and 
encouraged. 

7.12.2.4  Recipe Maintenance Considerations 

7.12.2.4.1  Group IDs (gids) exist to make it easier to maintain multi-part recipes. It is possible to create recipes 
where all PDE references are done with uids. However, this can lead to problems when a change is made to one of 
the components. 

7.12.2.4.2  Remember that when any change is made to a PDE, it must become a new PDE with a new uid. In order 
to begin using this “new version” of the old PDE, some (or all) PDEs that referenced the original PDE must now 
reference the new one. When the referencing PDEs are changed to refer to the new version, each of them becomes a 
new PDE. And these have the same problem with any PDEs that reference them. The problem cascades to every 
level above the first PDE. 

7.12.2.4.3  Any PDE reference that contains a gid can be satisfied with any member of that group. When a PDE is 
changed, it can keep the same gid, even as the uid changes. Therefore, the PDEs that reference the original PDE do 
not need to change. This solves the problem of cascading references. 

7.12.2.4.4  Use of gids as PDE references does add a burden, however. At some point, the gid must be resolved. 

7.12.2.5  Resolving PDE References 

7.12.2.5.1  ¶ 7.12.1.5.1 discussed the fact that PDE references can be either uids or gids. When gids are used as 
references, they must be resolved to uids before the referenced PDE can be executed. Resolution must occur one 
level at a time beginning with the Master PDE. Only when the specific PDE(s) referenced by the current level are 
known can one know the references these PDEs make to the next lower level. 

7.12.2.5.2  Resolution of a gid to a uid can be performed by either the equipment or the client of the equipment. If 
configured to do so, the equipment will resolve any gids that the client does not. If the equipment is required to 
resolve a gid, it will choose the member of that group currently at the equipment that has the newest createDate. 

7.12.2.5.3  The client can specify gid resolutions for a specific processing job through a predefined Variable 
Parameter as input to the job. In this “PDEmap” parameter, the client provides a list of gids with the corresponding 
uid for each. The equipment will use the entries in this list as it resolves the recipe. If during the resolution process 
the equipment encounters any gids that are not on the PDEmap, then it will attempt to resolve the gid as mentioned 
above. If the client does not supply a PDEmap, the equipment will resolve all gids it encounters. Allowing the 
equipment to select the final PDEs without supervision is not advised. 

7.12.2.5.4  The client can interact with the equipment to determine the best PDEmap values. Using the 
resolvePDE() service, the client can supply a PDE and receive the corresponding (fully resolved) “outputMap” from 
the equipment. The outputMap contains a list of the gid – uid pairs that result from the resolution process – the 
equivalent of a PDEmap. If desired, the client can supply an “inputMap” listing some gid – uid pairs and the 
equipment will use these preferentially as it resolves the outputMap. See the scenarios defined in Related 
Information 1 for examples of this interaction. 

7.12.3  Parameterization 

7.12.3.1  Parameterization of process jobs is an important concept for process control. There are other SEMI 
standards that define how parameters can be passed to the equipment to affect processing (e.g., see SEMI E40 and 
SEMI E30). RaP supports the definition of those parameters. Figure 6 illustrates the flow of parameters in a RaP 
recipe. 
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7.12.3.2  RaP assumes that recipes are executed as part of a larger job specification. When the “Process Job” is to be 
executed, settings can be passed to the job to complete its specification. In RaP, these settings are called Variable 
Parameters. Figure 6 shows Variable Parameters passed to the Process Job. 

7.12.3.3  The Process Job references the Master PDE as the process recipe. During execution of the Process Job, the 
equipment passes Variable Parameter values to the Master PDE to satisfy its PDEparameters. 
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Figure 6 

Parameter Flow Illustration 
 

7.12.3.4  The Master PDE and each successive level of PDEs coordinate the activity of the PDEs at the next lower 
level. Each PDE is responsible for passing values to its referenced PDEs to satisfy their PDEparameters. 

7.12.3.5  Each PDE can also directly set “Module Parameters,” the settings that affect the Process Module (or other 
equipment components). Each Process Module offers a fixed set of these input parameters that can be set from 
within a recipe. Note that Module Parameters are not formally defined by RaP. They are used to represent internal 
equipment settings that recipes need to manipulate. 

7.12.3.6  For a particular PDE, an incoming PDEparameter value may affect an outgoing setting of another PDEs 
PDEparameter or of a Module Parameter. This affect may be direct, where the incoming value is used as the 
outgoing value, or it may be indirect, where some sort of transformation is done to the incoming setting to determine 
the outgoing values. An example of an indirect affect is a time setting that is consumed within the PDE and is used 
to determine when a particular Module Parameter is to be set. 

7.12.3.7  Notice that a PDE can set Module Parameters to different values during processing according to need. For 
example, a process chamber might have a “ChamberTemperatureSetpoint” Module Parameter. A PDE might require 
that the value for this be 450°C for the first stage of the process and 500°C for the second stage. The PDE could set 
these values directly at the proper time. However, an alternative would be to define two PDEparameters for this 
purpose: FirstStageTemp and SecondStageTemp. Each would map to ChamberTemperatureSetpoint and their 
default values could be set to the corresponding values. Then, when the appropriate first stage temperature is 
determined to be 430°C, the change can be made through a parameter setting at runtime without changing the PDE. 
In this way, multiple PDEparameters might map to the same Module Parameter. 

7.12.4  TransferContainer 

7.12.4.1  ¶ 7.10 mentions the transfer of PDEs. RaP provides for the definition of a process activity to span multiple, 
inter-related PDEs. To promote efficiency of messaging and organization of these PDEs, RaP defines the 
TransferContainer. A TransferContainer bundles together multiple PDEs for transfer. 
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7.12.4.2  A TransferContainer contains PDEs, PDEbodies, and a Manifest. It is convenient to conceptualize the 
TransferContainer as an archive file (for instance, a compressed “zip” file for efficient transfer) and the PDE and 
PDEbodies as files contained within. 

7.12.4.3  There is no requirement that the PDEs contained in a TransferContainer be related in any way. Nor is there 
any requirement that all PDEs required for a particular equipment activity to be transferred together. However, RaP 
does insist that an external PDEbody always be accompanied by its PDE (and thus, its PDEheader). 

7.12.4.4  The Manifest lists which PDEs are included in the TransferContainer and associates each PDE with its 
external PDEbody (if one exists). The Manifest can also specify a storage location on the equipment for each recipe 
(e.g., a directory). 

7.12.4.5  More detail is provided in ¶ 8.4.2.13. 

7.13  Realizing the Purpose 

7.13.1  The purpose of RaP was discussed in § 1. In that section, six primary elements of the purpose were provided. 
This section will review these six elements and show how each is satisfied by the concepts defined in § 7. 

• On-tool & Off-tool Recipe Management — RaP provides the ability to uniquely identify each PDE. This is done 
independently of the versioning systems that may be used by the host or equipment recipe managers. On-tool 
management information is embedded in the PDE header (version, antecedent, etc.), but the host may choose to 
ignore this information and follow its own management procedures. Few requirements are placed on the host or 
equipment with regard to how management of PDEs is to be done. 

• Recipe Integrity — To guarantee integrity of the recipes, it must be possible to uniquely identify each PDE and 
recognize that any change makes it a different PDE. The unique identification requirement is satisfied by the 
definition of a unique identifier (uid) containing a uuid value and by the requirement to change the uid with any 
change to the PDE. Checksums provide added certainty that no change was made. 

• Process Integrity — RaP addresses this requirement by making all Module Parameters available for setting by a 
PDE, either directly or as input parameters to be supplied at execution time. RaP cannot guarantee that all 
possible parameters have been made available to the PDEs. This is left to the supplier and user communities to 
ensure. 

• Adjustable Parameter Definition — RaP provides a flexible system for defining parameters for process jobs in a 
way that is compatible with SEMI standards (e.g., SEMI E40). See ¶ 7.12.3. 

• On-tool & Off-tool Recipe Creation and Editing — RaP requires that recipe creation and editing capability exist. 
It defines the interfaces necessary to standardize communication with an off-tool editor. RaP does not require an 
off-tool editor. 

• Information Accessibility — The PDEheader contains a large amount of user-accessible information about 
individual PDEs and how they relate to one another. 

8  Requirements 

8.1  Requirements Overview 

8.1.1  This section contains all of the requirements specified by RaP. This is divided into three parts. 

• The first is the Recipe Object Model, which describes the data content of the recipe components. 
• The second part is RaP Services, which defines the communications between participants in recipe management. 
• The third part is RaPnode Requirements and Clarifications, which defines the responsibilities of each recipe 

management participant. 

8.2  Recipe Object Model 

8.2.1  RaP recipes consist of a hierarchy of recipe components. Each recipe component is a PDE. In this hierarchy, 
each PDE may use other PDEs in order to do its job. Note that a PDE may appear multiple times in the hierarchy. 
Each appearance represents a different use of this PDE. 
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8.2.2  At the apex of the hierarchy is a single PDE that represents the entire recipe. This topmost PDE is referred to 
as the “Master PDE.” The only additional RaP requirement on a PDE in order to serve as a Master PDE is that it 
shall have its “executable” attribute set to “True” (see Table 5). 

8.2.3  The Recipe Object Model specifies the requirements that RaP places on the content of PDEs. These PDEs are 
the subject of the RaP Services (see ¶ 8.4). Certain information about PDEs can be accessed directly by PDE 
services (e.g., see getPDEdirectory()). That information is also defined in the Recipe Object Model. 

8.2.4  The Recipe Object Model specifically applies to the form of the PDEs during transfer. RaP does not place any 
requirements on the stored form of any PDE so long as the meaning of the PDE is not lost and the exact transfer 
form can be reconstructed for later transfer. 

8.3  PDE Class Diagram 

8.3.1  The PDE Class Diagram (see Figure 7) represents the information contained in the PDE. In addition to the 
executable instructions, the PDE provides a public description of itself. This provides accessibility to the user of key 
information about the PDE, while allowing the equipment supplier to protect the integrity and any proprietary value 
of the actual processing instructions. 

8.3.1.1  PDE Class 

8.3.1.1.1  The PDE includes a PDEheader that describes the PDE and a PDEbody that contains the executable 
instructions. The PDEheader stores key information about the PDE, its purpose, its history, etc. 

8.3.1.1.2  The PDEbody may be internal to the PDE (as represented by the PDEbody class) or external (as 
represented by the PDEbodyReference class). The PDEbody shall be internal to the PDE only if its format 
corresponds to the same formatting rules as the PDEheader. The formatting rules are defined in one or more 
subordinate specifications of this document. 

8.3.1.1.3  PDEs have no state. Therefore, there are no events defined for reporting the state change of a PDE. 
However, see ¶ 8.5.4.7 for a discussion of events relating to changes in an equipment’s recipe collection. 

8.3.1.1.4  There is no specified limit on the size of a PDE or its PDEbody. 

8.3.2  PDEheader Class 

8.3.2.1  The PDEheader documents the contents of the PDEbody. A PDEheader contains no executable instructions, 
but simply reflects the executable instructions contained by the PDEbody as well as key context and descriptive 
information. 

8.3.2.2  A PDEheader shall be created by the PDEeditor each time a PDE is produced. The PDEheader and 
PDEbody are a matched pair and shall not be modified independently. 

8.3.2.3  The PDEheader attributes are defined in Table 5. In addition, the PDEheader is composed of a list of 
AntecedentData, ReferencedPDEs, PDEparameters, and ExecutionTargets. These associations are described in 
Table 5 and the associated classes are described below. 
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Figure 7 

PDE Class Diagram 
 

Table 3 PDE Class Attributes 

Attribute Name Definition Access Reqd Form 

checksum Checksum value of the PDE data structure. If the PDEbody is external, that 
external portion is not included in the checksum calculation. The checksum 
value is dependent on the PDE format. The subordinate specification that 
defines the PDE format will address practical details of checksum calculation. 

RO Y Checksum

 

Table 4 Navigable Association for PDE 

Type Description Associated Class Role Cardinality

Composition PDE contains a PDEheader. PDEheader none 1 
Composition PDE contains a PDEbody (XOR’ed with composition 

below—exactly one of these two associations will exist). 
PDEbody none 0..1 

Composition PDE contains a PDEbodyReference. PDEbodyReference none 0..1 
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