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SEMI E187-0122 
SPECIFICATION FOR CYBERSECURITY OF FAB EQUIPMENT 

This Standard was technically approved by the Information & Control Global Technical Committee. This 
edition was approved for publication by the global Audits and Reviews Subcommittee on October 6, 2021. 
Available at www.semiviews.org and www.semi.org in January 2022. 

NOTICE: Paragraphs entitled ‘NOTE:’ are not an official part of this Standard or Safety Guideline and are not 
intended to modify or supersede the official Standard or Safety Guideline. These have been supplied by the global 
technical committee to enhance the usage of the Standard or Safety Guideline. 

1  Purpose 
1.1  This Standard defines overarching and fundamental cybersecurity requirements as a baseline to secure 
semiconductor fab equipment by design and support security protection in operation and maintenance. 

1.2  This Standard intends to be applied by entities who provide equipment or services to semiconductor fabrication 
plants such as equipment suppliers and system integrators. 

2  Scope 
2.1  This Standard addresses required measures for cybersecurity in the design, operation, and maintenance of 
semiconductor production equipment and automated material handling system. 

2.2  This Standard provides fundamental requirements in the following aspects: 

• Operating system (OS) support, 

• Network security, 

• Endpoint protection, and 

• Security monitoring. 

2.3  This Standard applies to computing devices of fab equipment, which are installed with Microsoft Windows®1 or 
Linux®2 operating system. 

2.4  This Standard does not apply to computing devices of programmable logic controllers (PLCs), supervisory control 
and data acquisition (SCADA), and devices connected to them via sensor-actuator networks. 

NOTE 1: Since this Standard is a fundamental standard, supplementary standards can be further developed to provide enhanced 
requirements to improve security of fab equipment. 

NOTICE: SEMI Standards and Safety Guidelines do not purport to address all safety issues associated with their use. 
It is the responsibility of the users of the Documents to establish appropriate safety and health practices, and determine 
the applicability of regulatory or other limitations prior to use. 

3  Limitations 
3.1  This Standard does not define any security requirement for factory-provided IT system/servers (e.g., 
manufacturing execution system [MES]) in the fab. 

4  Referenced Standards and Documents 
4.1  SEMI Standards and Safety Guidelines 

SEMI E169 — Guide for Equipment Information System Security 

NOTICE: Unless otherwise indicated, all documents cited shall be the latest published versions. 

 
1 Trademark is owned by Microsoft Corporation. 
2 Trademark is owned by Linus Torvalds. 
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5  Terminology 
5.1  Abbreviations and Acronyms 

5.1.1  CVSS — Common Vulnerability Scoring System 

5.2  Definitions 

5.2.1  access control — the restriction of access to an information asset via mechanisms used to authenticate and 
authorize the entity. [SEMI E169] 

5.2.2  application — a software program that performs a specific function directly for a user and can be executed 
without access to system control, monitoring, or administrative privileges. [SEMI E169] 

5.2.3  automated material handling system (AMHS) — a factory system used to transport and store carriers. AMHS 
has two major types of components: an automated transport system and one or more storage systems (stockers). 
[SEMI E98] 

5.2.4  authentication — verifying the identity of an entity as a prerequisite to allowing access to resources in an 
information system. [SEMI E169] 

5.2.5  authorization — the process of granting the privilege to perform a specific action to a user or process. 

5.2.6  computing device — an electronic device controlled by a central processing unit. It can accept software 
modifications or execute software to perform an operation. 

5.2.7  endpoint — a computing device implemented on fab equipment that interacts with external entities via the fab 
network. 

5.2.8  end of life — a product at the end of the product lifecycle, indicating that the product is at the end of its useful 
life (from the vendor's point of view). At this stage, a vendor stops the marketing, selling, or provision of parts, services 
or software updates for the product. 

5.2.9  end user — party that uses the production equipment for the purposes of manufacturing semiconductors. 

5.2.10  fab — a fabrication plant for semiconductor devices. 

5.2.11  fab equipment — a major manufacturing facility located in the semiconductor fab. It means two types of 
components in this Standard: semiconductor production equipment and automated material handling system. 

5.2.12  production equipment — equipment used to manufacture, measure, assemble, or test semiconductor products 
but not including AMHS. 

5.2.13  privilege — a right granted to an individual, a program, or a process. [SEMI E169] 

5.2.14  timestamp — the notation of the date and time of the occurrence of an event. [SEMI E58] 

5.2.15  vulnerability — a weakness that could be used to endanger or cause harm to an information asset. [SEMI E169] 

6  Conventions 
6.1  Requirements Identification 

6.1.1  The following notation specifies the structure of requirement identifiers. 

6.1.1.1  The following requirements prefix format is used at the beginning of requirement text. See Table 1 for the 
format notation of the requirements prefix: [Esss.ss-RQ-nnnnn-nn] 

6.1.1.2  To mark the end of the requirement text, the following suffix format is used: [/RQ] 

6.1.1.3  Requirements in the body text are highlighted with a light green background (may appear gray in black and 
white printouts) as shown below. 
 

[Esss.ss-RQ-nnnnn-nn] Requirement text. [/RQ] 
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Table 1 Requirement Identifiers 

Format Notation Purpose 

Esss.ss SEMI Standards Specification identifier. Examples: E87.00, E87.01, E134.00. 
RQ Indicates this is a requirement identifier. 
Nnnnn Unique five-digit number within this Specification. 
Nn Two-digit number that indicates version level of the requirement. A value of .00 is used for the 

first version of a requirement. 
/RQ Indicates the end of a requirement. 
 

6.1.2  Only text marked with the RequirementID is a requirement of this Specification. 

7  Computer Operation System Security Requirement 
7.1  Overview 

7.1.1  The computer operating system of fab equipment usually face challenges from end of life or no update-to-date 
patch to fix vulnerabilities. Malwares may exploit vulnerabilities to attack the equipment, causing system crash and 
interrupting operation. 

7.2  Support for Operating System 

[E187.00-RQ-00001-00] Equipment supplier shall not ship equipment with OS that are not supported by the OS 
vendor (e.g., end of life). [/RQ] 

 

[E187.00-RQ-00002-00] Equipment suppliers shall provide the procedure to apply the patches or the security updates. 
It includes items to evaluate software compatibility, software package dependency, performance impact, and side-
effect of applying the patches or security updates. [/RQ] 

8  Network Security Requirement 
8.1  Overview 

8.1.1  There are many different approaches to harden system and its network to reduce the attack surfaces for malware. 
This can include configuring the system and its network to avoid common pitfalls, turning off unnecessary 
functionality and ensuring that issues identified by the equipment supplier have been resolved with patches. The end 
user needs detailed instructions for the installation, configuration and operation of the fab equipment to control and 
harden the system and its network security. 

8.2  Network Transmission Security 

[E187.00-RQ-00003-00] Equipment that provides applications of web service, file transfer, and terminal service 
(telnet) shall support secure transmission protocols like HyperText Transfer Protocol Secure (HTTPS), Secure File 
Transfer Protocol (SFTP), and Secure Shell (SSH) accordingly. [/RQ] 

NOTE 2: E187.00-RQ-00003-00 applies to endpoints located in fab equipment and accessible over the fab network. 

8.3  Network Configuration Management 

[E187.00-RQ-00004-00] Equipment supplier shall provide documentation for network configurations including 
network protocols/ports usage and provide maintenance instructions for changing the network configuration if 
supported (such as changing the network port assignment). [/RQ] 

  

Full document details: SEMI E187-0122

http://www.avadocuments.com/doc/semi-e187-0122
http://www.avadocuments.com/doc/semi-e187-0122

