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1   Purpose

This document maps the services and data of the parent
document to SECS-II streams and functions and data
definitions.

2   Scope 

This document applies to all implementations of
Object Services that use the SECS-II message protocol
(SEMI E5).

3   Applicable Documents

SEMI E5 — SEMI Equipment Communications Stan-
dard 2 Message Cotnent (SECS-II)

SEMI E39 — SEMI Object Services Standard

4   Mapping of Object Services

Table 1 shows the specific SECS-II streams and func-
tions that shall be used for SECS-II implementations
fo the object services defined in OSS.

Table 1 Services Mapping Table

Message Name Stream, Function SECS-II Name

GetAttr.req S14,F1 GetAttr Request

GetAttr.rsp S14,F2 GetAttr Data

SetAttr.req S14,F3 SetAttr Request

SetAttr.rsp S14,F4 SetAttr Data

GetType.req S14,F5 GetType Request

GetType.rsp S14,F6 GetType Data

GetAttrName.req S14,F7 GetAttrName Request

GetAttrName.rsp S14,F8 GetAttrName Data
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5   Data Item Format Restrictions

ATTRID Format: 20

The ASCII version of ATTRID is restricted to the characters from 2016 through 7E16, excluding the following
characters: the "greater than" symbol ">", the colon ":", the question mark "?", the asterisk "*", and the tilde "~".
The space character (2016) may not be used as the first or last character. Maximum length is 40 characters.

OBJTYPE Format: 20

The ASCII version of OBJTYPE is restricted to the characters  from 2016 through 7E16, excluding the following
characters: the "greater than" symbol ">", the colon ":", the question mark "?", the asterisk "*", and the tilde "~".
The space character (2016) may not be used as the first or last character. Maximum length is 40 characters.

OBJID Format: 20

The ASCII version of OBJID is restriced to the characters from 2016 through 7E16, excluding the following char-
acters: the "greater than" symbol ">", the colon ":", the question mark "?", the asterisk "*", and the tilde "~". The
space character (2016) may not be used as the first or last characer. Maximum length is 80 characters.

NOTICE:  These standards do not purport to address safety issues, if any, associated with their use. It is the
responsibility of the user of these standards to establish appropriate safety and health practices and determine the
applicability of regulatory limitations prior to use. SEMI makes no warranties or representations as to the suitabil-
ity of the standards set forth herein for any particular application. The determination of the suitability of the stan-
dard is solely the responsibility of the user. Users are cautioned to refer to manufacturer's instructions, product
labels, product data sheets, and other relevant literature respecting any materials mentioned herein. These stan-
dards are subject to change without notice.

The user’s attention is called to the possibility that compliance with this standard may require use of copyrighted
material or of an invention covered by patent rights. By publication of this standard, SEMI takes no position
respecting the validity of any patent rights or copyrights asserted in connection with any item mentioned in this
standard. Users of this standard are expressly advised that determination of any such patent rights or copyrights,
and the risk of infringement of such rights, are entirely their own responsibility.
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