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SECS-Il SUPPORT FOR PROCESSING MANAGEMENT STANDARD

SEMI E40.1-0996

1 Purpose

1.1 This document maps the services and data of SEMI
E40 to SECS-Il streams and functions and data
definitions.
2 Scope

2.1 This is the standard way to implement the
Processing Management, which provides remote
control of wafer processing, using the SECS-11 message
protocol.

3 Referenced Documents

3.1 SEMI Standards

SEMI E5 — SEMI Equipment Communications
Standard 2 Message Content (SECS-II)

SEMI E40 — Standard for Processing Management

4 Terminology
4.1 None.

5 Mapping of Processing Services

Table 1 Processing Management Messages
Mapping

Service Message Stream, SECS-1I' Name
Name Function

PRJobCreate S16F3,F4 |Process Job Create

request Request/Acknowledge

PrJobCommand S16F5,F6 |Process Job Command

request Request/Acknowledge

PRJobAlert notify | S16F7,F8 |Process Job Alert
Notify/Confirm

PRJobEvent notify| S16F9,F10 |Process Job Event
Notify/Confirm
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6 Mapping of Processing Parameter

Table 2 Data Item Mapping

Service Parameter SECS-II Data Item
PrJobID PRJOBID
PRMtIType MF
PRMtIName MID
PRAck ACKA
PRRecipeMethod PRRECIPEMETHOD
ReclD RCPSPEC
RecipeVVarName RCPPARNM
RecipeVarValue RCPPARVAL
PRProcessStart PRPROCESSSTART
PRCmdName PRCMDNAME
PRJobMilestone PRJOBMILESTONE
PRJobState PRJOBSTATE
Timepstamp TIMESTAMP
PREventiD PREVENTID
CmdParmName CPNAME
CmdParmVal CPVAL

7 Implementation Details

7.1 Use of Object Services — Several capabilities of
the Processing Management Services are accessed
through the Object Services Standard. Whan a Process
Job has been created, (PRJOBID is valid), then its
attributes can be read and written using the Object
Services GetAttr and SetAttr messages.

7.1.1 Object Services shall be used for access to the
following attributes:

PRJOBID
PRIJOBSTATE

7.2 Multi-Block Messages — Processing Management
Services is protocol independent and therefore, makes
no mention of SECS-II multi-block access and grant
messages. When these Service use the SECS-II
protocol, then S16F3,F5 shall be preceded by an
S16F1/S16F2 access request/grant message exchange
when the message will be multi-block.
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NOTICE: These standards do not purport to address
safety issues, if any, associated with their use. It is the
responsibility of the user of these standards to establish
appropriate safety and health practices and determine
the applicability of regulatory limitations prior to use.
SEMI makes no warranties or representations as to the
suitability of the standards set forth herein for any
particular application. The determination of the
suitability of the standard is solely the responsibility of
the user. Users are cautioned to refer to manufacturer's
instructions, product labels, product data sheets, and
other relevant literature respecting any materials
mentioned herein. These standards are subject to
change without notice.

The user's attention is called to the possibility that
compliance with this standard may require use of
copyrighted material or of an invention covered by
patent rights. By publication of this standard, SEMI
takes no position respecting the validity of any patent
rights or copyrights asserted in connection with any
item mentioned in this standard. Users of this standard
are expressly advised that determination of any such
patent rights or copyrights, and the risk of infringement
of such rights, are entirely their own responsibility.
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the contents in whole or in part is forbidden without express
consent of SEMI.
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