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SPECIFICATION FOR VACUUM PUMP INTERFACES - DRY PUMPS

1 Purpose

1.1 This standard specifies the physical and electrical
interfaces for dry pump (DRP) type vacuum pumps.
Standardization of pump interfaces will allow for
interchangeability of pumps. Device manufacturers
use this standard when procuring processing equip-
ment to specify to the equipment supplier the interface
required for interchangeability of pumps. This docu-
ment is also used by semiconductor processing equip-
ment suppliers to specify standardized interfaces to
purnp suppliers.

2 Scope

2.1 This standard applies to vacuum pumps supplied
with 300 mm semiconductor processing equipment.

2.2. This standard specifies the mechanical and electri-
cal interfaces for dry pumps, including the following:

* Mechanical connectors
» Control signals and connector
+ Power supply and connector

2.3 Figure 1 shows the scope of the standardized inter-
face.
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Figure 1
Scope of Standardized Interface

3 Limitations

3.1 This standard is not intended to dictate how to
build a vacuum pump but to specify interfaces that will
allow for interchangeability of individual pumps.

3.2 This standard does not include specifications for
sensor bus-compliant inlerfaces.

3.3 This standard is not intended to address design
issues related to safety considerations and containment
issues which are addressed elsewhere in the SEMI
guidelines.

3.4 Intemational, national, and local codes, laws, and
regulations should be consulted to ensure that the
equipment meets regulatory requirements in each loca-
tion of use.

4 Referenced Documents
4.1 SEMI Standard

NOTE: All documents cited will be the Iatest published
version,

SEMI §2 — Safety Guidelines for Semiconductor

‘Manufacturing Equipment

4.2 IS0 Documents'

IS0 7-1 — Pipe threads where pressure-tight joints are
made on the threads - Part 1: Dlmensmns tolerances
and designation

IS0 1609 — Vacuum Technology - Flange dimensions

ISO 2867-1 — Vacuum technology - Quick-release
couplings - Dimensions - Part 1: Clamped type

5 Terminology

5.1 dry pump (DRP) — Dry pumps are a type of
mechanical vacuum pump, Dry pumps can work at
atmospheric pressure. They are called dry pumps
because no liguid sealing materials are used on any
surface contacted by gases. Hereafter, the term "DRP"

4 is substituted for "dry pump".

I Internal Organization for Standardization, C.F. 56 CH-1211,
Geneva 20, Switzerland
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5.2 pump alarm — A cautionary signal that the pump has stopped.

3.3 pumip warning — A state of an abnormal or extraordinary event during pump operation which means there is a
probability the pump will stop.

5.4 vacuum pump — A pumping apparatos which exhausts gas or air from an enclosed space to achieve a desired
degree of vacuum.

6 Requirements
6.1 Mechanical Interfaces — Table 1 specifies the required DRP connector type and size by flange/port.

Table 1. Mechanical Conneciors
Referenced
No. Items Connector Type Connector Size Standard Remarks
1 Intet Nominal bore ISO KF fiange <50 mm 1ISO 2861-1 A port flange which
flange 50 mm or less Connector dimensions conmnects the pump
shouid be based on the 10 & process (ool to
reference standard evacuale gases.
Nominal bore over | ISO clamped flange or 263 mm 180 1609
63 mm size boited flange Connector dimensions
should be based on the
reference standard
2 Outlet flange ISO KF flange Connector dimensions ISO 2861-1 A port flange which
should be based on the connects the pump
reference standard to the facility
evacuation system.
3 Dact port (Optiomn) Not specified 50 mm or 100 mm Port to connect duct
diameter port for evacuating
flames inside the
pump.
4 Purge gas port Compression type* 1/4" Connector A connection port
used to supply inert
gas, typically Nj, 1o
1he pump. The
purge gas protects
the inside of the
pump from
corrosion due to
process gases.
5 Cooling water port IS0 taper pipe thread | - 174" or 3/8" 180 7-1 A connection port 10
(female on pump side) supply water used 1o
keep the pump cool.

*For example Swagelock®

6.2 Electrical Interfaces
6.2.1 Control Signals

6.2.1.1 Table 2 specifies the required DRP control signals. Table 3 and Figure 2 specify the required response time

for DRP control signals. Table 4 specifies the required power and contacts for DRP control signals. Tables 5 and 6 |

and Figure 3 specify the required connector and pin assignments for DRP control signals. |
|
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Table 2, /O Signals
No. Signal Naine Direction Tipe Remarks
1 [Start (Run)/Stop Input Alternate Pumyp runs when
signal to Pump closed
2 |Stant (Run)/Stop Output Alternate Close on pump start |Running status
signal from Pump signals
3 {Remote/Local Output Alternate Close during remote '\Vhen input power
signal from Pump operation 13 stalus
signals should
4 |Pump Warning Output Alternate Open at warning become open
signal from Pump {normally open).
5 {Pump Alarm Output Alternate Open at alarm
sigmal from Pump
Table 3 Response Time for Signals
No. ltems Accepiable Response Time Remarks
1 |Input Power ON Under 10 seconds Objects:
Afier input power turns on All status signals shall be ready.
2 {Control Signals Under 2 seconds See Figure 2
After receiving a signal Objects:
a) Start signat (input) ->> Start status (output}
b} Stop signal (input) ->> Stop status (output)

Supplied: Start/Stop signal

Under 2 seconds

(Response time for the
control signals)

Start status

(output)
(input)
.............................. close
- / close
/ S, ... open
____/ SO o # 1= |

Figure 2
Example of Response Time for Start Signal and Start Status
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