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SEMI G68-0996 (Reapproved 0318) 
TEST METHOD FOR JUNCTION-TO-CASE THERMAL RESISTANCE 
MEASUREMENTS IN AIR ENVIRONMENT FOR SEMICONDUCTOR 
PACKAGES 

This Standard was technically approved by the Assembly & Packaging Global Technical Committee. This 
edition was approved for publication by the global Audits and Reviews Subcommittee on August 18, 2018. 
Available at www.semiviews.org and www.semi.org in March 2011; originally published in 1996; previously 
published August 2011. 

NOTICE: This Standard or Safety Guideline has an Inactive Status because the conditions to maintain Current Status 
have not been met. Inactive Standards or Safety Guidelines are available from SEMI and continue to be valid for use. 

NOTICE: Paragraphs entitled ‘NOTE:’ are not an official part of this Standard or Safety Guideline and are not 
intended to modify or supersede the official Standard or Safety Guideline. These have been supplied by the global 
technical committee to enhance the usage of the Standard or Safety Guideline. 

NOTICE: The section symbol (§) is used to reference a numbered section, paragraph, or header and all subordinate 
paragraphs, headers, and embedded material (i.e., EXCEPTIONs, lists) therein. The paragraph symbol (¶) is used to 
reference a particular numbered paragraph and embedded material therein. When duplicated (i.e., §§ and ¶¶) the 
symbols are used to reference more than one section or paragraph, respectively. 

1  Purpose 
1.1  This Test Method determines the thermal resistance of semiconductor packages using thermal test chips. This 
Test Method deals with junction-to-case measurements of thermal resistance in air environment. 

2  Scope 
2.1  The results of this Test Method are used to obtain the junction temperature. 

2.2  The measurement results are usually different from the results obtained by testing in the fluid bath environment 
described in SEMI G30 and SEMI G43. 

2.3  This Test Method uses SI units. 

NOTICE: SEMI Standards and Safety Guidelines do not purport to address all safety issues associated with their use. 
It is the responsibility of the users of the Documents to establish appropriate safety and health practices, and determine 
the applicability of regulatory or other limitations prior to use. 

3  Limitations 
3.1  This Test Method applies only to packages whose surface is wide enough to place a thermocouple. 

4  Referenced Standards and Documents 
4.1  SEMI Standards and Safety Guidelines 

SEMI G30 — Test Method for Junction-to-Case Thermal Resistance Measurements of Ceramic Packages 

SEMI G32 — Guideline for Unencapsulated Thermal Test Chip 

SEMI G38 — Test Method for Still- and Forced-Air Junction-to-Ambient Thermal Resistance Measurements of 
Integrated Circuit Packages 

SEMI G42 — Specification for Thermal Test Board Standardization for Measuring Junction-to-Ambient Thermal 
Resistance of Semiconductor Packages 

SEMI G43 — Test Method for Junction-to-Case Thermal Resistance Measurements of Molded Plastic Packages 

NOTICE: Unless otherwise indicated, all documents cited shall be the latest published versions. 
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5  Terminology 
5.1  Definitions 

5.1.1  The following definitions and symbols shall apply to this test: 

5.1.2  case top temperature measured in air environment, Tt — in °C, is the temperature at the specified accessible 
reference point on the package in measured in air environment. 

NOTE 1: TC defined in SEMI G43 is different from Tt. 

5.1.3  junction temperature, Tj — in °C, is the temperature of the semiconductor junction on the microcircuit in which 
the major part of the heat is generated. 

5.1.4  power dissipation PH — in watt, is the heating power applied to the device causing a junction-to reference point 
temperature difference. 

5.1.5  thermal resistance measured in air environment, junction to package surface, Ψ j — in °C/watt, is the 
temperature difference from the junction to the center point on the package divided by the power dissipation PH. 

6  Summary of Test Method 
6.1  A thermocouple is attached on the surface of the package on the test board. 

6.2  After the chip is heated, the junction temperature is measured by the diode in the test chip. The surface temperature 
is measured in an air environment by the thermocouple. 

6.3  The junction-to-case thermal resistance is calculated using the case temperature, junction temperature and power 
dissipation. 

7  Interference 
7.1  It is recommended that an operator who is familiar with the measuring system and test method conduct the actual 
measurement in order to obtain the best result. 

7.2  The procedure for attaching the thermocouple described in § 12.3 on the test package should be followed in order 
to obtain the accurate measurement result. 

8  Apparatus 
8.1  Thermocouple 

8.1.1  Material — Copper-constantan or equivalent. 

8.1.2  Temperature Range — −100°C to +300°C. 

8.1.3  Wire Size — No larger than AWG size 36. 

8.1.4  The Junction — Shall be welded to form a bead rather than soldered or twisted. 

8.1.5  Accuracy — ±0.5%. 

8.2  Suitable Electrical Equipment — As required to provide controlled levels of conditioning power and to make the 
specified measurements. 

8.2.1  Resolution — 50 µV and 5 µA. 

8.3  Wind Tunnel (as necessary) — Refer to SEMI G38 or equivalent. 

9  Materials 
9.1  Test Chip — Referred to in SEMI G32, or equivalent. 

9.2  Test Board — Referred to in SEMI G42, or equivalent. 

9.3  Adhesive — Alpha cyano-acrylate. 

9.4  Aluminum Foil — 4 mm × 4 mm. 
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