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SEMI G75.4-0698 (Reapproved 0615) 
TEST METHOD FOR MEASUREMENT OF WATER ABSORPTION OF 
LEADFRAME TAPE 

This Standard was technically approved by the Assembly & Packaging Global Technical Committee. This 
edition was approved for publication by the global Audits and Reviews Subcommittee on March 26, 2015. 
Available at www.semiviews.org and www.semi.org in June 2015; originally published June 1998; previously 
published July 2006. 

1  Summary of Method 

1.1  Leadframe tape is exposed to an environment at constant humidity and temperature. The water absorption is 
measured by directly weighing the samples before and after test. 

2  Referenced Standards and Documents 

2.1  ASTM Standard1 

ASTM D1193 — Standard Specification for Reagent Water 

NOTICE: Unless otherwise indicated, all documents cited shall be the latest published versions. 

3  Equipment 

3.1  Direct reading electric balance capable of reading 0.1 mg. 

3.2  Thermohygrostat capable of 23 ± 2°C and 50 ± 5% RH. 

3.3  Thermohygrostat capable of 85 ± 2°C and 85 ± 5% RH. 

4  Materials 

4.1  Deionized Water — Refer to ASTM D1193. 

5  Test Conditions 

5.1  Specimen Conditioning 

5.1.1  Temperature — 23 ± 2°C. 

5.1.2  Humidity — 50 ± 5% RH. 

5.2  Test Conditions 

5.2.1  Temperature — 85 ± 2°C. 

5.2.2  Humidity — 85 ± 5% RH. 

6  Sampling 

6.1  The sampling is one sample per one lot. The vendor must report the definition of lot, if customer requires it. 

6.2  The sample’s weight shall be 1 gram minimum. 

6.3  Use plastic tweezers to handle the samples. 

7  Equipment Setup and Calibration 

7.1  Refer to the thermohygrostat manufacturer’s manual for setup and calibration procedures. 

1 ASTM International, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959, USA; Telephone: 610.832.9585, Fax: 610.832.9555, 
http://www.astm.org 
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8  Procedure 

8.1  Separate off the protective film from the leadframe tape. 

8.2  Set the thermohygrostat at 23°C and 50% RH and condition the samples at these conditions for 16 hours minimum. 

8.3  Weigh each sample to 0.1 mg accuracy (W1, Units-grams). 

8.4  Set the thermohygrostat at 85°C and 85% RH and leave the samples at these conditions for 20 ± 0.25 hours. 

8.5  Wipe the water from sample surface with lint-free clean wipes. 

8.6  Reweigh each sample (W2, Unit-grams). 

8.7  Calculation 

8.7.1  The water absorption obtained, A (%), is determined from the following equation: 

A(%) =
(W2 W1) 100

W1  

9  Related Documents 

9.1  ASTM Standard1 

ASTM D570 — Standard Test Method for Water Absorption of Plastics 

9.2  JIS Standard2 

JIS K 6911 — Testing Methods for Thermosetting Plastics 

JIS K 7209 — Plastics — Determination of Water Absorption 

 

NOTICE: SEMI makes no warranties or representations as to the suitability of the Standards and Safety Guidelines 
set forth herein for any particular application. The determination of the suitability of the Standard or Safety Guideline 
is solely the responsibility of the user. Users are cautioned to refer to manufacturer’s instructions, product labels, 
product data sheets, and other relevant literature, respecting any materials or equipment mentioned herein. Standards 
and Safety Guidelines are subject to change without notice. 

By publication of this Standard or Safety Guideline, SEMI takes no position respecting the validity of any patent rights 
or copyrights asserted in connection with any items mentioned in this Standard or Safety Guideline. Users of this 
Standard or Safety Guideline are expressly advised that determination of any such patent rights or copyrights and the 
risk of infringement of such rights are entirely their own responsibility. 
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