SEMI M1-89
SPECIFICATIONS FOR

POLISHED MONOCRYSTALLINE SILICON WAFERS

F42 ductivit insi i-
1. Preface Con uctivity Typfa of Extrinsic Semi
conducting Materials
1.1 This specification covers requirements for o . ]
monocrystalline high-purity silicon wafers used in Fd3 Resistivity of Seqieonductopiviaterials
semiconductor device manufacture. Dimensional and  F47 Crystallographic Perfection of Silicon
crystallographic orientation characteristics and limits on by Preferential Eich Techniques
surface defects are the only standardized properties set
forth below. F76 Measuring Hall Mobility and Hall Co-
) ) . efficient in Extrinsic Semiconductor
1.2 A complete lpurchase spgmﬁcauon requires that Single Crystals
additional physical properties be defined. These
properties are listed, together with test methods suitable  F 81 Measuring Radial Resistivity Variation
for determining their magnitude. on Silicon Stices
(1.3 This specification is directed specifically to silicon F 34 Measuring Resistivity of Silicon Slices
lwafers with one polished surface. Wafers polished on with a Colincar Four-Probe Array
iboth sides, or unpolished, or with epitaxial deposits are ) )
not covered. Values given for thickness, TTV, bow and F 120 Infrared Absorption Analysis of Impu-
warp apply only to wafers without back surface films or rities in Single Crystal Semiconductor
lextrinsic gettering treatments. Matertals
1.4 For referee purposes, U.S. customary units shall be I 121 Interstitial Atomic Oxygen Content of
used for wafers of 2- and 3-inch nominal diameters, and Siticon by Infrared Absorption
?I (Ssgsmm I”:f“a“‘”;?]’ C"i“mf’“lfy galled metriQhURils ¢ (53 Substitutional Atomic Carbon Content
or sU-mm and larger clameter watets. of Silicon by Infrared Absorption
2. Applicable Documents F 154 Identification of Structures and Con-
| taminants Seen on Specular Silicon
2.1 ASTM Standards " (See Section 9, Test Methods) Surfaces
E122 Choice of Sample Size to Estimale Av- 391 Minority Carrier Diffusion Length in
, erage Quality of a Lot or Process Silicon by Measurerment of Steady-
F21 Hydrophobic Surface Films by the At- State Surface Photovoltage
omizer Test F 398 Majority Carrier Concentration in
F22 Hydrophobic Surface Films by the f\f““‘iond““or by Measurement of
Waterbreak Test .av.e ength of the Plasma Resonance
Minimum
F24 Measuring and Counting Particulate 6 . Lo
Contamination on Surfaces F4l Detec.non ?f OXI{?&.UOH Induced Be-
fects in Polished Silicon Wafers
F 26 Determining the Orientation of a Semi- . I o
F419 Net Carrier Density in Silicon Epitaxial

conductive Single Crystai

F28 Measuring the Minority-Carrier Life-
time in Bulk Germanium and Silican

Layers by Voltage-Capacitance of
Gated and Ungated Diodes
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Unaided Visual Inspection of Polished
Silicon Slices

Thickness and Thickness Variation of
Silicon Slices

Bow of Silicon Slices

Cleaning Surfaces of Polished Silicon
Slices

Measuring Diameter of Silicon Slices
and Wafers

Measuring Warp and Total Thickness
Vartation on Silicon Slices and Wafers
by a Noncontact Scanning Method

Measuring Fiducial Flat Length and
Deviation

Measuring Resistivity of Semiconduc-
tor Slices with a Noacontact Eddy-Cur-
rent Gage

Wafer and Slice Flatness by Interfero-
metric Noncontact Technique

Crystallographic Orientation of Flats in
Single Crystal Silicon Slices and Wafer
by X-Ray Techniques

Edge Contour of Silicon Wafers

Radial Interstitial Oxygen Variation

2.2 DIN Standards >

30430

50431

Messung des spezifichen elektrischen
Widerstandes von stabformigen
Binkristallen aus Silicium oder Germa-
nium mit dem Zwei-Sonden-
Gleichstrom-VerFahren
(Measurement of the Electrical Resis-
tivity of Silicon or Germanium Single
Crystals in Bars by Means of the Two
Point-Probe Direct Current Method)

Messung des spezifischen elektrischen
Widerstandes von Einkristallen aus Si-
licium order Germanium mit dem Vier-

50432

50433/1

50433/2

50433/3

50434

50435

30438/1

Sonden Gleichstrom-Verfahren bei
linearer Anordriung der Sonden (Mea-
surement of the Electrical Resistivity
of Silicon or Germanium Single Crys-
tals by Means of the Four-Point-Probe
Direct Current Method with Colinear
Four Probe Array)

Bestimmung des Leitungstyps vorn Si-
licinm oder Germanivm mittels Richtt-
est oder Thermosonde (Determination
of the Conductivity Type of Silicon or
Germanium by Means of Rectification
Test or Hotprobe)

Bestimmung der Orientierung von
Einkristallen mit einen Roent-
gengoniometer (Determining the Ori-
entation of Single Crystals by Means of
X-Ray Difiraction)

Bestimmung der Orientierung von
Einkristallen nach der Lichtfipuren-
methode {Determining the Orientation
of Single Crystals by Means of Optical
Reflection Figure)

Bestimmung der Orientierung von
Einkristallen mittels Laue Ruck strahl-
verfahren

Bestimmung der Kristallbaufehler
einkristalliner Silciumproben an
geatzten (11 1)-Flachen

Bestimmung derradialen Variation des
spezifischen elektrischen Wider-
standes an Siliciumoder Germanium-
Scheiben-mit-dem Vier-Sonden
Gleichstromver fahren {Determination
of the Radial Resistivity Variation of
Silicon or Germanium Slices by Means
of a Four-Point-DC-Probe)

Bestimmung des Verunreinigung-
sgehaltes in Silicium mittels Infrarot-
Absorption; Sauerstoff (Determination
of Impurity Content in Silicon by Infra-
red Absorption; Oxygen)

2 DIN Standards - Deutsches Institut fur Normung e.v, Beuth Verlag GmbH, Burggrafstrasse 4-10, D2-1000 Berlin 30, Federal Republic of
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Bestimmung des Verunreinigung-
sgehaltes in Silicium mittels Infrarot
Absorption; Kohlenstoff (Determina-
tion of Impurity Content in Silicon by
Infrared Absorption; Carbon)

504382

Messung der Rekombinations
Tragerlebensdauer in Silicium-
Einkristallen nach der Photolei-
fahigkeitsmethode; Messung an
quaderformigen Testproben {Measure-
ment of Recambination Carrier Life-
time in Silicon Single Crystals by
Means of Photo Conductive Decay
Method; Measuremeant on Bar-Shaped
Test Samples)

50440/1

Messung der geometrischen
Dimensionen von Halbleiter-scheiben,
Messung der Dicke (Measurement of
the Geometric Dimensions of Semi-
conductor Slices; Measurement of
Thickness)

50441/1

Messung der geometrischen
Dimensionen von Helblaiter-scheiben;
Prufung der Kanternver rundung (Mea-
surement of the Geometric Dimen-
sions of Semiconductor Slices; Testing
of Edge Rounding).

50441/2

2.3 SEMI Specifications

Alphanumeric. Marking of Silicon
Wafers

SEMI M1

24  QOther Standards

MIL-STD-105D° Sampling Procedures and Tables for
Inspection by Attributes.

3. Definitions

dopant - achemical element, usually from the third or fifth
columns of the periodic table, incorporated in trace
amounts in a semiconductor crystal to establish its
conductivity type and resistivity.

flatness - for wafer surfaces, the deviation of the front
surface, expressed in TIR or maximum FPD relative to a
specified reference plane when the back surface of the

wafer is ideally flat, as when pulled down by a vacuum
onte an ideally clean flat chuck.

NOTE 1 - The flatness of a wafer may be described as
either:

1. The global flatness, or
2. The maximum value of site flatness as measured on
all sites, ot
3. The percentage of sites which have a site flatness
equal to or less than a specified value.
flatness quality area (FQA) - that portion of the surface
of a wafer, defined by three radii, over which the specified
flatness value(s) apply (see Figure [).

NOTE 2 - The flatness quality area is center referenced
and the size is independent of waler periphery tolerances.

focal plane - the plane perpendicular to the optical axis of
an imaging system which contains the focal point of the
imaging system.

NOTE 3 - The reference plane used by an imaging system
is coincident with or parallel with the focal plane. Full
field imaging systems employ coincident global focal and
reference planes. Partial field imaging systems employ
either coincident site focal and reference planes or
displaced site focal and global reference planes. If the
reference plane is not coincident with the focal plane, it
is displaced from the focal plane so that the point on the
front surface at a site center lies in the focal plane.

focal plane deviation (FPD) - the distance parallel to the
optical axis from a point on the wafer surface to the focal
plane.

global flatness - the TIR or the maximum FPD relative to
a specified reference planc within the flatness quality
area.

Iot - for the purposes of this document, (a) all of the wafers
of nominally identical size and characteristics contained
in a single shipment, or {b) subdivisions of large
shipments consisting of wafers as above which have been
identified by the supplier as constituting a lot.

maximum FPD - the largest of the absolute values of the
focal plane deviations.

orthogonal misorientation - in wafers cut intentionatly
"off orientation” the angle between the projection of the
vector normal to the wafer surface onto the {111) plane
and the projection on that plane of the nearest (110)
direction. See Figure 2.

3 Military Standards, Naval Publication and Forms Center. 5801 Tabor Avenue, Philadelphiu, PA 19120
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reference plane - a plane defined by one of the foliowing:

1. Three points at specified locations on the front sur-
face of the wafer, or
2. The least squares fit to the front surface of the wafer
using all points within the FQA, ar
3. The least squares fit to the front surface of the water
using all points within a site, or
4. An ideal back surface (equivalent to the ideally flat
chuck surface that contacts the wafer).
NOTE 4 - The specified reference plane should be chosen
with due regard for the capabilities of the imaging system.
Front surface or back surface reference planes should be
selected depending on the wafer mounting system. If the
wafer cannot be gimbaled in the imaging system, a back
surface reference plan should be specified.

site - a rectangular area, on the front surface of the wafer,
whose sides are parallel and perpendicular to the primary
{orientation) flat or to the notch bisector, and whose center
falls within the FQA.

site array - & set of contiguous sites.

site flatress - the TIR or the maximum FPD of the portion
of a site which falls within the FQA.

sori - the difference between the maximum and minimum
distances between a front-side reference plane and the
surface of a wafer which is not chucked. The reference
plane is chosen either so that the difference (sori) is
minimized or as a least-squares fit to the front surface..

total indicator reading (TIR ) - the smallest perpendicular
distance between two planes, both parallel with the
reference plane, which enclose all points on the front
surface of 2 wafer within the FQA or the site, depending
on which is specified.

4, Wafer Ordering Information

4.1 Purchase orders for silicon wafers furnished to this
specification shall include the following items:

4.1.1 Nominal diameter (see applicable polished silicon
wafer standard).

4.1.2 Crystal growth method (see NOTE 3).

4.1.3 Surface orientation {see applicable polished silicon
wafer standard).

4.1.4 Conductivity type (see applicable polished silicon
wafer standard) and dopant (see NOTE 5).

4,1.5 Resistivity or resistivity range.
4.1.6 Lot acceptance procedures {see 8).

4.1.7 Certification (if required) {see 11).

SEMIMI-89
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4.1.8 Packing and marking (see 12).

4.1.9 Selection of test method to be used in evaluating
those items for which alternate tests exist (see 9},

4.2 Optional Criteria - The following items may be
specifted aptionally in addition to those listed above.

4.2.1 Doping method and thermal treatment
(sce NOTE 5).

4.2.2 Radial resistivity variation.
4.2.3 Crystal perfection.

4.2.4 Impurities other than common doping elements stch
as oxygen and carbor.

4.2.5 Platness - the following conditions must be specified
in connection with flatness measurement;
A. Type of Measurement:
I. Global flatness
2. Maximum site or flatness
3. Percentage of sites within specification
. Parameter: TIR or maximum FPD
. Flatness Quality Area Dimensions: Rg, R, R2
. For site flatness (where specified):
1. Site Dimension X,y,
2. Array pattern and location relative to FQA
center
E. Reference Plane:
. Three point (also, specify point locations)
2. Least squares fit to the front surface within
the FQA
3. Least squares fit to the front surface within
asite
4. Ideal back surface
F. Focal Plane:
1. Global
2. Site

oaw

4.,2.6 Edge contour

4.2.7 Hall or conductivity mebility (see NOTE 6)
4.2.8 Diffusion length (see NOTE 6)

4.2.9 Minority carrier lifetime (see NOTE 6}

NOTE 5 - The dopant, crystal growth method (for
example, Czochralki or floating zone), and doping
method (for example, ion implantation, neutron
transmutation, etc. ) with subsequent heat treatment are
difficult to ascertain in the finished wafers. Verification
test procedures or certification of these characteristics
(see 11) shall be agreed upon between the supplier and the
purchaser.

Documents


http://www.avadocuments.com/doc/semi-m1-0089
http://www.avadocuments.com/doc/semi-m1-0089

.

|

|

i

i

NOTE6- [tems 4.2.7,4.2.8, and 4.2.9 are less commonly
specified than the others, but are included for
completeness as parameters for which methods of
evaluation have been developed.

5. Dimensions and Permissible Variations

5.1 The material shall conform to the dimensions and
dimensional tolerances as specified in the polished silicon
wafer standard applicable to the specified nominal
diameter. Wafers of the same nominal diameter may
typicafly have different dimensional configurations in
different regions of the world. Many of these
configurations are represented in this specification, In
selecting the appropriate polished wafer standard,
consideration should be given to compatibility with
processes and eguipment generally available in the region
of use.

NOTE 7 - Wafers of the same nominal diameter may
typically have different dimensicnal configurations in
different regions of the world. Many of these
configurations are represented in this specification. In
selecting the appropriate polished wafer standard,
consideration should be given to compatibility with
processes and equipment generally available in the region
of use.

5.1.1 Sori is an attribute that may be specified between
the supplier and the purchaser in lieu of bow or warp or
both, ‘

5.2 If edge contoured wafers are specified on the
purchase order, the profile shail conform to the foliowing
requirements at all points on the wafer periphery (except
interior portions of notches, if present).

5.2.1 When the wafer is aligned with the SEMI Wafer
Edge Profile Tempiate (see Fig. 3) so that the x-axis of
the template is coincident with the wafer surface and the
y-axis of the template is tangent with the outermost radial
portion of the contour, the wafer edge profile must be

contained within the clear region of the template, (See

Fig. 4 for examples of acceptable and unacceptable
contours.)

5.2.2 No sharp points or protrusions are permitted
anywhere on the wafer edge contour.

5.2.3 Cosmetic attributes of the edge contour are not
covered by this specification. They shali be agreed upon
between supplier and purchaser,

5.3 Fiducial indications shall conform to the requirements
of the appropriate polished silicon wafer standard.

5.3.1 Where secondary flats are specified, they shall be
[ocated as shown in Figure 5.

5.3.2 Where notches are specified, they shall conform to
the dimensions in Figure 6.

5.4 Where alphanumeric marking is specified, the code
character properties and code field location shatt conform
to SEMI M1.1.

8. viaterials and Manuofacture

6.1 The material shall consist of wafers from ingots grown
by the process specified in the purchase order or contract.

7. Physical Requirements

7.1 The material shall conform to the crystallographic
orientation details as specified in the appropriate polished
silicon wafer standard.

7.2 The material shall conform to the detatls specified in
the purchase order or contract, as follows:

7.2.1 Conductivity type and dopant (see NOTE 5),
7.2.2 Resistivity,

7.2.3 Doping methods and thermal treatment
(see NOTE 3),

7.2.4 Radial resistivity variation,

7.2.5 Crystal perfection,

7.2.6 Amounts of impurities other than common dopants,
7.2.7 Hall or conductivity mobility,

7.2.8 Diffusion length, and

7.2.9 Minority-carrier lifetime.

7.3 The material shall conform to the limits on defects
specified in Table 1.

8. Sampling

8.1 Unless otherwise specified, Practice E 122 shall be
used. When so specified, appropriate sample sizes shall
be selected from each lot in accordance with
MIL-STD-103D. Each quality characteristic shall be
assigned an acceptable quality level (AQL) or lot
tolerance percent defective (LTPD) value in accordance
with MIL-STD-105D definitions for critical, major, and
mtinor classifications. If desired and so specified in the
contract or order, each of these classifications may
alternatively be assigned cumulative AQL or LTPD
values, Inspection [evels shall be agreed upon between the
supplier and the purchaser.
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