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SEMI M31-0698

PROVISIONAL MECHANICAL SPECIFICATION FOR FRONT-OPENING
SHIPPING BOX USED TO TRANPORT AND SHIP 300-mm WAFERS

1 Purpose

1.1 This standard partially specifies the front-opening
shipping box (FOSB}) used to ship 300-mm wafers
from wafer suppliers to their customers (typically IC
manufacturers).

2 Scope

2.1 This standard is intended to set an appropriate
level of specification that places minimal limits on
innovation while ensuring modularity and inter-
changeability at all mechanical interfaces. Only the
physical interfaces for FOSB are specified; no materi-
als requirements or micro-contamination limits are
given. However, this standard has been written so that
both metal and injection-molded plastic FOSBs can be
manufactured in conformance with it.

2.2 This standard assumes that the FOSB is.used in the
last process in wafer manufacturing, in acceptance and
inspection, and in transferring the wafers from the
FOSB to a FOUP or open cassette inside an IC manu-
facturing facility. The FOSB is not intended to be used
‘in JC manufacturing processes. It is recommended that
wafers be transferred from the FOSB to a FOUP or
open cassetie using automated methods. As described
in Section 5.3, the purchaser needs to specify whether
the FOSB door is capable of being opened with an
automated door opener {(conforming to SEMI E62) or
is manually opened only.

2.3 This standard {(as well as other 300-mm standards)’

is provisional. Once FOSB testing and initial volume
production is done (or any change related to the FOSB
is made to a document listed in Section 3 below), this
standard should be maodified and upgraded from provi-
sional status. Where possible, the specified design fea-
tures are in accord with like features in SEMI E1.9 and
SEMI E47.1.

3 Referenced Documents
3.1 SEMI Standards

SEMI E1.9 — Provisional Mechanical Specification
for Cassettes Used to Transport and Store 300-mm
Wafers

SEMI E15 — Specification for Tool Load Port

SEMI E15.1 — Provisional Specification for 300-mm
Tool Load Port

SEMI E44 — Guide for Procurement and Acceptance
of Minienvironments

SEMI E47.1 — Provisional Mechanical Specification
for Boxes and Pods Used to Transport and Store 300-
mm Wafers

SEMI E57 — Provisional Mechanical Specification for
Kinematic Couplings Used to Align and Support 300
mm Wafer Carriers

SEMI E62 - Provisional Specification for 300-mm
Front-Opening Interface Mechanical Standard (FIMS)

SEMI §8 — Safety Guidelines for Ergonomics/Human
Factors Engineering of Semiconductor Manufacturing
Equipment

4 Terminology

4.1 bilateral datum plane — A vertical plane that
bisects the wafers and that is perpendicular to both the
horizontal and facial datum planes (as defined in SEMI
E57).

4.2 box — A protective portable container for a car-
rier and/or substrate(s) (as defined in SEMI E44),

4.3 carrier — An open structore that holds one or
more substrates.

4.4 carrier bottom domain — Volume (below z6
above the horizontal datum plane) that contains the
bottom of the carrier (as defined in SEMI E1.9).

4.5 carrier capacity — The number of substrates that
a carrier holds (as defined in SEMI E1.9).

4.6 carrier sensing pads — Surfaces on the bottom of
the carrier for triggering optical or mechanical sensors
(as defined in SEMI E1.9),

4.7 carrier side domains — Volumes (from z6 above
the horizontal datum plane to z15 above the top nomi-
nal wafer seating plane) that contain the mizo teeth or
slots that support the wafer and the supporting col-
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umns on the sides and rear of the carrier (as defined in
SEMIE1.9).

4.8 carrier top domain — Volume (higher than z15
above the top wafer) that contains the top of the carrier
(as defined in SEMI E1.9).

4.9 facial datum plane — A vertical plane that bisects
the wafers and that is parallel to the front side of the
carrier {where wafers are removed or inserted). On tool
load ports, it is also parallel to the load face plane
specified in SEMI E15 on the side of the tool where the
carrier is loaded and unloaded (as defined in SEMI
E57).

4,10 front-opening shipping box (FOSB) — A ship-
ping box with a front-opening interface.

4.11 front-opening unified pod (FOUP) — A box (that
complies with SEMI E47.1) with a non-removable cas-
sette (so that its interior complies with SEMI E1.9) and
with a front-opening interface (that mates with a FIMS
port that complies with SEMI E62) (as defined in
SEMI E47.1).

4.12 horizontal datum plane — A horizontal plane
from which project the kinematic-coupling pins on
which the carrier sits. On tool load ports, it is at the
load height specified in SEMI E15 and might not be
physically realized as a surface (as defined in SEMI
ES7).

4.13 minienvironment — A localized environment cre-
ated by an enclosure to isolate the product from con-
tamination and people (as defined in SEMI E44).

4.14 nominal wafer centerline — The line that is
defined by the intersection of the two vertical datum
planes (facial and bilateral) and that passes through the
nominal centers of the seated wafers (which must be
horizontal when the carrier is placed on the coupling)
(as defined in SEMI E57).

4.15 optical wafer sensing paths — Lines of sight for
optically sensing the positions of the wafers. Several
horizontal optical wafer sensing paths are present in
between the carrier side domains. In addition, two ver-
tical optical wafer sensing paths are created by rectan-
gular exclusion zones in the front of the carrier top and
bottom (as defined in SEMIEL.9).

4.16 shipping box — A protective portable container
for a carrier and/or wafer(s) that is used to ship wafers
from the wafer suppliers to their customers.
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4,17 shipping-box front-opening mechanical interface
(SFMI} — Optional automated door style for a ship-
ping box that is compatible with SEMI E62, with
exceptions as noted in Section 5.3.2.

4.18 virtual tracking unit — An entity (which could be
a number of substrates or an individual die or mask
group) that the factory floor control system treats as a
single unit for tracking purposes (as defined in SEMI
EL9).

4,19 wafer carrier — Any cassette, box, pod, or boat
that contains wafers (as defined in SEMI E15).

4.20 wafer extraction volume — The open space for
extracting a wafer from the carrier (as defined in SEMI
E1.9).

4,21 wafer pick-up volume — The space that contains
entire bottom of a wafer if the wafer has been pushed
to the rear of the carrier (as defined in SEMI E1.9).

4.22 wafer sei-down volume — The open space for
inserting and setting down a wafer in the carrier (as
defined in SEMI E1.9),

5 Reguirements

5.1 Kinematic Couplings — The physical alignment
mechanism from the FOSB to the tool load-port (or a
nest on a vehicle or in a stocker) consists of features
(not specified in this standard) on the top entity that
mate with three or six pins underneath as defined in
SEMI E57. The three features that mate with the kine-
malic coupling pins must provide a lead-in capability
that corrects a FOSB misalignment of up to 6% in any
horizontal direction,

5.2 Inner and Outer Radii — All required concave
features may have a radius of up to r65 to allow clean-
ing and to prevent contaminant build-up. All reguired
convex features may also have a radius.of up to 766 to
prevent small contact patches with large siresses that
might cause wear and particles. Note that these limits
on the radius of all required features are specified as a
maximum (not a minimumy} to ensure that the required
features are not rounded off too much. The lower
bound on the radius is up to the FOSB supplier. Note
also that this radius applics to every required feature
unless another radius is called out specifically. Here a
required feature is an area on the surface of the FOSB
specified by a dimension (or intersections of dimen-
sions) that has a tolerance and not just a maximum or
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minimum (such as the edges of the robotic handling flange).

5.3 Door - It is recommended that the FOSB not be vertical when it is opened or closed. When the FOSB is in a
vertical orientation with the door removed, the wafers must be restrained from touching each other by appropriate
wafer support design or other retaining techniques.

5.3.1 Manual Door — If chosen, the manual door option reguires no automation to open the door. An exclusion
zone surrounding the manual door area is specified in the standard. There are several possible techniques for seal-
ing and clamping the manual door that meet user requirements. All features of the door and door retaining mecha-
nism must lie within the exclusion zone illustrated in Figure 1 and must not interfere with other specified features
(including the kinematic couplings).

5.3.2 Automated Door — If chosen, the SFMI automated door must be designed to mate with a port that conforms
to SEMI E62. Note that the maximum required latch torque is 4.4 N-m instead of 1.7 N-m. It is recommended then
that the automated door opener provide at least 4.5 N-m to open or close the aviomated door in conjunction with
the increased torque. If the increased torque does not allow for the FOSB to be clamped solely using the front
clamping feature, the FOSB might need to be supporied with additional devices attached to the equipment load

port.

Since the FOSB has a y51 = 50 mm, instated of 140 mm as in SEMI1 E47.1, a longer stroke is required to remove
the door. Note that there must be a provision for opening the automated door without a loadport.
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Figure 1
Manual Door Area

5.4 Seal Zones for Door — On the exterior side of the port (at a distance y33 from FOSB facial datum plane) are
areas for sealing to the FOSB. It is recommended that FOSBs be designed with surfaces opposite these seal zones
that are at a distance of y33 from the facial datum plane (where 738 and y33 are specified in SEMI E62) and that
have a flainess of y42. The frame seal zane is on the frame of the port door in the area between x34 and x35 from
the facial datum plane and between z34 and z35 from the vertical centerline of the port (see Figure 2). Table 2

defines the dimensions.

5.5 Wafer Capture and Centering — When the FOSB is closed, the wafers must be captured in the FOSB 1o pre-
vent movement during subsequent handling, including shipping. It should be noted that wafers are typically
shipped in a vertical orientation and generally require support from a secondary package. It is recommended that
this secondary package be designed to allow for easy removal of the FOSB from the secondary package.
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Dimensions for Front-Opening Interface

5.6 Wafer Orientation and Numbering — The wafers must be horizonial when the FOSB is placed on the cou-
pling, and the wafer slots are numbered in increasing order from bottom to top (so the bottom wafer is wafer num-
ber 1, the next wafer up is wafer number 2, etc.).

5.7 Internal Horvizontal Dimensions — Figure 3 shows a cross-section of the horizontal boundaries of the FOSB
side domains (which contain the parts of the FOSB higher than z6 above the horizontal datum plane and lower than
z15 above the top wafer). In ihis and following figures, the most heavy lines are used for surfaces that have toler-
ances {not surfaces that have only maximum or minimum dimensions). Table 2 defines the dimensions shown in
this and following figures.
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5.8 Internal Vertical Dimensions — Figures 4 through 8 show the vertical dimensions of the internal FOSB. Note
that z8 (the height of the bottom nominal wafer seating plane above the horizontal datum plane) and 212 (the dis-
tance between adjacent nominal wafer seating planes) are given as absolute distances with no tolerance. This
means that the sum of actual height variations in the FOSB from the kinematic coupling to the supporting features
holding each wafer must be contained within the tolerance of z10 with no further stack-up at each higher wafer.
The method for meeting this requirement is left up to the FOSB supplier. Table 2 defines all dimensions for Figures
4 through 8.
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Side View of FOSB Internal Dimensions
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