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SEMI M68-0720 
TEST METHOD FOR DETERMINING WAFER NEAR-EDGE GEOMETRY 
FROM A MEASURED HEIGHT DATA ARRAY USING A CURVATURE 
METRIC, ZDD 

This Standard was technically approved by the Silicon Wafer Global Technical Committee. This edition was 
approved for publication by the global Audits and Reviews Subcommittee on January 30, 2020. Available at 
www.semiviews.org and www.semi.org in July 2020; originally published March 2007; previously published 
October 2015. 

1  Purpose 
1.1  Wafer near-edge geometry can significantly affect the yield of semiconductor device processing. 

1.2  Knowledge of near-edge geometrical properties can help the producer and consumer determine if the dimensional 
characteristics of a specimen wafer satisfy given geometrical requirements. 

1.3  The metric, ZDD, quantifies the near-edge curvature of wafers used in semiconductor device processing. 

1.4  Consideration should be given to the use of this or other proposed near-edge geometry metrics as a process control 
tool rather than a material exchange specification. 

2  Scope 
2.1  This Test Method covers calculation of near-edge curvature ZDD (radial double derivative of z [height]). 

2.2  The metric calculated by this Test Method is based on a height data array; either a single surface (front or back) 
or thickness. 

2.3  This Test Method is suitable for polished, epitaxial, SOI, or other layer condition. 

2.4  The Test Method is applicable to categories of wafers specified in SEMI M1 used in advanced IC manufacturing. 

2.5  This Test Method does not cover acquisition of the height data array. However, it gives the required characteristics 
of the height data array. 

NOTICE: SEMI Standards and Safety Guidelines do not purport to address all safety issues associated with their use. 
It is the responsibility of the users of the Documents to establish appropriate safety and health practices, and determine 
the applicability of regulatory or other limitations prior to use. 

3  Limitations 
3.1  Deficiencies of data such as inadequate spatial resolution, mispositioning, noise, etc. in the height data array used 
to calculate the metrics may lead to erroneous results. 

3.2  Noise of the ZDD calculation may be affected by the height data array spacing and the details of the sector 
averaging and the differentiation method for curvature. 

4  Referenced Standards and Documents 
4.1  SEMI Standards and Safety Guidelines 

SEMI M1 — Specification for Polished Single Crystal Silicon Wafers 

SEMI M12 — Specification for Serial Alphanumeric Marking of the Front Surface of Wafers 

SEMI M13 — Specification for Alphanumeric Marking of Silicon Wafers 

SEMI M20 — Practice for Establishing a Wafer Coordinate System 

SEMI M59 — Terminology for Silicon Technology 

SEMI M67 — Test Method for Determining Wafer Near-Edge Geometry from a Measured Thickness Data Array 
Using the ESFQR, ESFQD and ESBIR Metrics 

Full document details: SEMI M68-0720

http://www.avadocuments.com/doc/semi-m68-0720
http://www.avadocuments.com/doc/semi-m68-0720


 

SEMI M68-0720 © SEMI 2007, 2020 2  

SEMI M70 — Test Method for Determining Wafer-Near-Edge Geometry Using Partial Wafer Site Flatness 

SEMI M77 — Test Method for Determining Wafer Near-Edge Geometry Using Roll-Off Amount, ROA 

SEMI MF1530 — Test Method for Measuring Flatness, Thickness, and Total Thickness Variation on Silicon Wafers 
by Automated Noncontact Scanning 

SEMI T7 — Specification for Back Surface Marking of Double-Sided Polished Wafers with Two-dimensional Matrix 
Code Symbol 

NOTICE: Unless otherwise indicated, all documents cited shall be the latest published versions. 

5  Terminology 
5.1  Most acronyms, terms, and symbols used in silicon wafer technology, including those in this Test Method, are 
given in SEMI M59. 

5.2  Definitions 

5.2.1  exclusion window — an area on the wafer front or back surface that intersects the fixed quality area (FQA) from 
which acquired data, if any, are not used to calculate metrics. 

NOTE 1: Exclusion windows may be used when: a) wafer suppliers and buyers agree to exempt certain areas in the vicinity of 
mandated features, such as notches and laser scribes, that affect metrics; b) a given measurement system’s design precludes valid 
data acquisition, such as portions of the edge obscured by mechanical fixtures in the vicinity. 

6  Summary of Test Method 
6.1  Sectors for calculation of ZDD are defined by ZDD reporting radii and sector angular extent. Required exclusions 
are defined. 

6.2  A height data array is acquired. 

6.3  ZDD(r) for each sector is calculated. 

6.4  Recipe parameters are reported. 

6.5  ZDD is reported at the reporting radii for each sector and surface(s) analyzed. 

6.6  Statistical quantities for ZDD are also calculated and reported for each wafer. 

7  Exclusion Windows 
7.1  The area to be excluded are in the vicinity of: 

• Wafer identification marks (alphanumeric and/or SEMI T7) 

• Inscribed fiducial marks for 450 mm notchless wafers 

• Fiducial notch 

• Wafer handling contacts 

• Other areas as may be agreed to by equipment suppliers, wafer suppliers, and customers 

7.2  The position and the minimum size of the area for wafer identification marks, inscribed fiducial marks and fiducial 
notch are as specified in the relevant identification mark or wafer specification (see SEMI T7, SEMI M1, SEMI M12, 
SEMI M13). 

7.3  The position and the actual size of exclusion windows, may include allowance for system-specific tolerances. 

7.3.1  Definition of area exclusions in a polar coordinate system (see Figure 1). 

7.3.1.1  Four parameters are defining the size and position of the area exclusion. 

7.3.1.1.1  Angular position defined as θc representing the centered Theta position of the area exclusion. 

7.3.1.1.2  Angular span as defined as Δθ representing the Theta extend of the area exclusion. 
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