SEMI MS STD.2-89
STANDARD FOR

ROUND 3 INCH DIAMETER POLISHED MONOCRYSTALLINE

GALLIUM ARSENIDE SLICES FOR INTEGRATE

APPLICATION

D CIRCUIT

The complete specification for this product includes all general requirements of SEMI M9.

Dimension and Tolerance Requirements

Property Min. Max. Units
DIAMETER 75.57 76.83 mm
2.975 3.025 in
THICKNESS, CENTER POINT
Al 475 525 Um
0.0187 0.0207 in
B. 600 650 Hm
0.0236 0.0256 in
C. 725 775 pm
0.0285 0.0305 in
PRIMARY FLAT LENGTH 19.05 25.40 mim
0.750 1.000 in
SECONDARY FLAT LENGTH .66 12.70 mm
0.330 0.500 in
BOW Al 50 pm
0.0019 in
B. 30 i
0.0011 in
C. 10 Am
0.0039 in
TOTAL THICKNESS VARIATION SCHEDULE:
A. 24 pm
0.0009 in
B. 12 {um
0.0005 in
C. 8 ¢tm
0.0003 in
D. 4 pm
0.0002 in

For referee purposes, the U.S. Custamary units apply, Conversion to metric (SI) equivalents was done following the max-min coavention in which
the minimum values zre rounded up and the maximum values are rounded down to ensure that the equivalent range is always insidg the referce range.
This is appropriate fer guality control measurements to ensure that product shipped is within specification. If the equivalent unit system is used for
incoming inspection measurements, the rightmost digit of the minimum values should be reduced by 1 and the rightmost digit of the maximum values
should be increased by | to avoid rejection of material that is withia the specification when measured by the referee system of units,

NOTE - The significance of the rightmost digit may vary depending on the quantity being measured and the precision of the test procedure. Refer to
the relevant test method for precision dara which can be used 10 construet appropriate guard bands.
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Orientation and Flat-Location Requirements

Property Requirement

QOption V-Groove (Fig. 1,3) Dove-Tail (Fig, 2,4)

PRIMARY FLAT B -

ORIENTATION (011) 4 0.5°* under {011} +0.50°* Under
-an Arsenic facet. The a Gallium facet. The
primary flat shall be primary flat shall be
perpendicular to the perpendicular to the
"V" etch figure.** "Dove-tail” etch figure. **

SECONDARY FLAT

ORIENTATION 90 + 5° (Fig.1) 90y +5°
counterclockwise from  c¢lockwise from the
the primary flat, primary flat.

SURFACE ORIENTATION

A, (100 + 5° (Fig. 1) (100) +0.5° (Fig. 2)

B. (10 of f 2°+ 0.5° (100) of f 2° £ 0.5°

toward the (110) plane
which is between the

towards any nearest
(110} plane (Fig. 4)

primary and secondary
flats (Fig. 3)

ORTHOGONAL MISORIENTATION* £35° See Figure 5.

NOTE: The frame of reference is the (100) plane of the crystal. It is the wafer normal that is tilted
toward the (110 } plane of the crystal.

*  See Table ]
#%  Using A-B, bromine-methanol, Ammonium hydroxide: hydrogen peroxide etch. See Figures 1-4. Fig. 1, 2 also
show the orientation of the V-groove and Dove-tail figures relative to KOH etch pits.

NOTICE: SEMI makes no warranties or representations as to the suitability of the standards set forth herein for any
particular application. ‘Fhe determination of the suitability of the standard is solely the responsibility of the user. Users
are cautioned to refer to manufacturer’s instructions, product labels, product data sheets, and other relevant literature
respecting any materials mentioned herein. These standards are subject to change without notice.
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