
 

SEMI MS5-1107 
TEST METHOD FOR WAFER BOND STRENGTH MEASUREMENTS 
USING MICRO-CHEVRON TEST STRUCTURES  

This standard was technically approved by the global MEMS Committee. This edition was approved for 
publication by the global Audits and Reviews Subcommittee on September 5, 2007. It was available at 
www.semi.org in October 2007 and on CD-ROM in November 2007. 

1  Purpose 

1.1  This test method enables the determination of wafer bond strength using micro-chevron test structures. Wafer-
wafer bonding is a mainstay for microelectromechanical system (MEMS) design and fabrication. MEMS 
components, such as acceleration sensors, gyroscopes, micropumps, or microvalves that are increasingly found in 
smart automotive and navigation control systems or in medical devices typically use wafer bonding technologies. 
Due to being subjected to mechanical stresses, the industrial applications of these components require both a high 
mechanical strength and reliability of the wafer-bonded interface. For a knowledge of the strength determining 
factors (such as fatigue and stress corrosion) of wafer bonding, for quality control, and for the development of new 
bonding technologies, a method for determining the strength of such bonds is important to producers and users of 
MEMS devices, of wafer bonding equipment, and of wafer materials. 

2  Scope 

2.1  This test method will define the method1 , 2 , 3 , 
F

4 , 
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5  to determine the bond-interface strength of bonded wafer 
materials using micro-chevron test structures. It is restricted to the use of silicon with one geometrical configuration 
for the micro-chevron test structures. 

2.2  The processing of the micro-chevron test structures (e.g., the etching used to create the micro-chevron pattern, 
the bonding of the wafers, and the sawing of the bonded wafers) is beyond the scope of this test method.  In addition, 
this test method does not recommend etching, bonding, or sawing techniques, rather, it is used to ascertain the bond 
strength once the wafers are bonded. Therefore, this test method can be used to determine a preferred bonding 
technique.   

NOTE 1:  Also, the design and fabrication of the sawing guides and the determination of any geometrical parameters is 
considered outside the scope of this test method. 

2.3  This test method can be used to obtain the on-wafer spatial distributions of wafer bond strength.   

NOTE 2:   In addition to this micro-scale chevron test method, there is a macro-scale chevron test method for metallic materials. 
[ASTM E1304] 

NOTICE: This standard does not purport to address safety issues, if any, associated with its use. It is the 
responsibility of the users of this standard to establish appropriate safety and health practices and determine the 
applicability of regulatory or other limitations prior to use. 

3  Limitations 

3.1  The samples in this test method use a built-in notch to initiate a crack where other methods use fatigue pre-
cracks. Caution should be used in comparing the results from different test methods. 
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3.2  Variations in the relative humidity affect the results. 

4  Referenced Standards and Documents 

4.1  ASTM Standards6  

ASTM E2444 — Standard Terminology Relating to Measurements Taken on Thin, Reflecting Films7
 

                                                          

ASTM E1304 — Standard Test Method for Plane-Strain (Chevron-Notch) Fracture Toughness of Metallic Materials  

NOTICE: Unless otherwise indicated, all documents cited shall be the latest published versions. 

5  Terminology 

5.1  Abbreviations and Acronyms 

5.1.1  FEA — finite element analysis 

5.1.2  FEM — finite element method 

5.1.3  MEMS — microelectromechanical system 

5.1.4  RIE — reactive ion etching 

5.2  Definitions 

5.2.1  bond strength — the material’s resistance against crack propagation measured in units of energy per unit area. 

5.2.2  critical crack length — the depth of penetration of the narrow split between bonded wafers that occurs at the 
maximum applied load, after which, an unstable fracture process results and the propagation of this narrow split 
accelerates. 

5.2.3  critical wafer bond toughness — the material parameter used to characterize the bond strength between two 
materials at their interface expressed in terms of energy per unit area. 

5.2.4  micro chevron — a wedge-like pattern in the wafer bond interface used to determine wafer bond strength. 

5.2.5  microelectromechanical systems — in general, this term is used to describe micron-scale structures, sensors, 
and actuators or the technologies used for their manufacture (such as, silicon process technologies), or both.  
[ASTM E2444] 

5.2.6  test structure — a component (such as, a fixed-fixed beam or cantilever) that is used to extract information 
(such as, the residual strain or the strain gradient of a layer) about a fabrication process. [ASTM E2444] 

5.3  Symbols 

5.3.1  For Wafer-Bond Strength Measurements and Calculations: 

5.3.1.1  — the angle at the tip of the micro-chevron test structure. 

5.3.1.2  A0 — the minimum mouth length in the x-direction, that is, the positive distance from the physical opening 
of the mouth to the tip of the micro-chevron tongue. 

5.3.1.3  a0 — the minimum mouth length in the x-direction from the load line, that is, the positive distance from the 
opening of the mouth at the load line to the tip of the micro-chevron tongue. 

5.3.1.4  A1 — the maximum mouth length in the x-direction, that is, the positive distance from the physical opening 
of the mouth to where the micro-chevron tongue meets the edge of the test structure. 

5.3.1.5  a1 — the maximum mouth length in the x-direction from the load line, that is, the positive distance from the 
opening of the mouth at the load line to where the micro-chevron tongue meets the edge of the test structure. 

5.3.1.6  B — the test structure width. 

 
6  American Society for Testing and Materials, 100 Barr Harbor Drive, West Conshohocken, Pennsylvania 19428-2959, USA. Telephone: 
610.832.9585; Fax: 610.832.9555; http://www.astm.org 

7  Referenced definitions reprinted, with permission, from the Annual Book of ASTM Standards, copyright ASTM International, 100 Barr Harbor 
Drive, West Conshohocken, PA 19428. 
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5.3.1.7  ch — the distance from the center of the hole in the stud to the gluing surface of the stud. 

5.3.1.8  dh — the diameter of the hole in the stud. 

5.3.1.9  E — the plane strain elastic modulus. 

5.3.1.10  Fmax — the maximum fracture load. 

5.3.1.11  Gcwb — the critical wafer bond toughness. 

5.3.1.12  H — the test structure height, namely, the thickness of the test structure after the two wafers are bonded. 

5.3.1.13  h1 — the thickness of the top wafer. 

5.3.1.14  h2 — the thickness of the bottom wafer. 

5.3.1.15  HK — the etch depth of the bottom wafer, or the opening of the mouth in the z-direction. 

5.3.1.16  lS — the length of the studs in the y-direction at the gluing surface. 

5.3.1.17  W — the physical test structure length. 

5.3.1.18  w — the test structure length from the load line. 

5.3.1.19  wLL — the positive distance of the load line in the x-direction from the unbonded edge of the test structure. 

5.3.1.20  wS — the width of the studs in the x-direction at the gluing surface. 

5.3.1.21  Ymin — the minimum value of the geometry function derived by numerical simulations using 3-D finite 
element analysis (FEA). 

5.3.2  For Combined Standard Uncertainty Calculations: 

5.3.2.1  B — the one sigma uncertainty of the value of B. 

5.3.2.2  cert — the certified one sigma uncertainty of the load cell. 

5.3.2.3  E — the one sigma uncertainty of the value of E . 

5.3.2.4  Fmax — the one sigma uncertainty of the value of Fmax. 

5.3.2.5  W — the one sigma uncertainty of the value of W. 

5.3.2.6  w — the one sigma uncertainty of the value of w. 

5.3.2.7  wLL — the one sigma uncertainty of the value of wLL. 

5.3.2.8  Ymin — the one sigma uncertainty of the value of Ymin. 

5.3.2.9  cert — the certified value of the load cell. 

5.3.2.10  Gcwbmax — the maximum critical wafer bond toughness as determined in an uncertainty calculation. 

5.3.2.11  Gcwbmin — the minimum critical wafer bond toughness as determined in an uncertainty calculation. 

5.3.2.12  uB — the component in the combined standard uncertainty calculation that is due to the uncertainty of B. 

5.3.2.13  uc — the combined standard uncertainty value (that is, the estimated standard deviation of the result). 

5.3.2.14  uE — the component in the combined standard uncertainty calculation that is due to the uncertainty of E . 

5.3.2.15  uFmax — the component in the combined standard uncertainty calculation that is due to the uncertainty of 
Fmax. 

5.3.2.16  uw — the component in the combined standard uncertainty calculation that is due to the uncertainty of w. 

5.3.2.17  uYmin — the component in the combined standard uncertainty calculation that is due to the uncertainty of 
Ymin. 
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6  Summary of Method 

6.1  This test method can be used to obtain a measure of wafer bond strength, in terms of the critical wafer bond 
toughness, Gcwb, and the combined standard uncertainty value, uc, associated with the measurement. Gcwb is a 
measure of the strength of atomic bonds, which can be viewed as the material’s resistance against crack propagation. 

6.2  Test Structure — A micro-chevron test structure, such as shown in Figure 1a, is the test structure used for these 
measurements. It consists of two materials, typically two silicon wafers as used in this test method, bonded together. 
The main characteristic of the test structure is the wedge-like structure (which gives it its name) in the bond interface. 
This chevron pattern is created by etching away the undesired wafer material around the pattern in one of the wafers 
before bonding and sawing thereby creating an air space, or mouth, within the test structure, as can be seen in the 
cross sectional side view in Figure 1b. 

 

                      
a)       b) 

Figure 1 
Schematics of Micro-Chevron Test Structure Showing a) an Angled View of the  

Bonded Interface and b) a Cross Sectional Side View of the Formation of a Crack at the  
Micro-Chevron Tip, where F is the Applied Load 

 

6.3  Mounting — Studs (one of which is shown in Figure 2a) are glued to either side of the mouth of the micro-
chevron test structure, as shown in Figure 2b, and positioned within the material testing machine by way of the hole 
in the studs. 

 

                                    

                 a)               b) 

Figure 2 
Mounting of Studs to a Micro-Chevron Test Structure where a) Indicates the  

Stud Geometrical Dimensions and b) Shows the Final Sample Assembly 
 

6.4  Test — The material testing machine applies the loads shown in Figure 2b to the sample under test. As a 
displacement control system, the displacement of the opening of the mouth of the sample in the test structure’s 
z-direction (the direction of which is indicated in Figure 1b) is increased at a constant speed and the corresponding 
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