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SEMI T4-95
SPECIFICATION FOR 150 mm AND 200 mm POD IDENTIFICATION
DIMENSIONS
1  Purpose
1.1  The purpose of this specification is to ensure
dimensional compatibility when mounting pod
identification tags and tag identification devices.

2  Scope
2.1  The scope of this specification  is to define:
— space at a pod to allow the mounting of a pod

identification tag, and

—  space to allow data transmission.

2.2  This specification is applicable  to 150 mm and 200
mm Standard Mechanical Interfaces (SEMI E19). The
space required for pod handling is considered
(Documents #2204 and #2205).

3  Limitations
3.1  This specification applies to pod identification
only.

4  Referenced Documents
4.1  SEMI Standards
SEMI E19 — Standard Mechanical Interface (SMIF)

SEMI E15 — Specification for Tool Load Port

SEMI E44 — Guide for Procurement and Acceptance
of Minienvironments

SEMI Minienvironments Terminology Workshop
Proceedings — SEMICON/Europa, April 2, 1993

5  Terminology
5.1  pod — having a Standard Mechanical Interface.

5.2  Pod Identification Tag — info rmation carrier
mounted to a pod.

5.3  Standard Mechanical Interface (SMIF) —
interface plane between pod and another
minienvironment per SEMI E19.

5.4  Tag Identification Device — device for
transferring information from/to a pod identification
tag.

6  Requirements
6.1  The defined free space for a pod identification tag
(see Figure 1) may not be used by any other device than
the pod identification tag and its supports.

6.1.1  The pod identification tag and  its supports may
not exceed the outline of the defined free space for a
pod identification tag (see Related Information 1).

6.2  The defined free space for data  transmission (see
Figure 1) may only be used by the tag identification
device if necessary (see Related Information 2).

Table 1  Dimensions of Defined Free Space

Dimension 150 mm SMIF 200 mm SMIF

A1 130 mm 167.5 mm
 A2* 160 mm min.

180 mm recommended
207.5 mm min.

227.5 mm recommended
A3 70 mm 70 mm
B1 36 mm 36 mm
B2 43 mm 43 mm
B3 120 mm 120 mm

• See SEMI E15.
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Figure 1

NOTICE: These standards do not purport to address safety issues, if any, associated with their use. It is the
responsibility of the user of these standards to establish appropriate safety and health practices and determine the
applicability of regulatory limitations prior to use. SEMI makes no warranties or representations as to the suitability
of the standards set forth herein for any particular application. The determination of the suitability of the standard is
solely the responsibility of the user. Users are cautioned to refer to manufacturer’s instructions, product labels,
product data sheets, and other relevant literature respecting any materials mentioned herein. These standards are
subject to change without notice.

The user’s attention is called to the possibility that compliance with this standard may require use of copyrighted
material or of an invention covered by patent rights. By publication of this standard, SEMI takes no position
respecting the validity of any patent rights or copyrights asserted in connection with any item mentioned in this
standard. Users of this standard are expressly advised that determination of any such patent rights or copyrights, and
the risk of infringement of such rights, are entirely their own responsibility.
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