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PREFACE 

DEP (Design and Engineering Practice) publications reflect the views, at the time of publication, of Shell Global Solutions 
International B.V. (Shell GSI) and, in some cases, of other Shell Companies. 

These views are based on the experience acquired during involvement with the design, construction, operation and 
maintenance of processing units and facilities. Where deemed appropriate DEPs are based on, or reference international, 
regional, national and industry standards. 

The objective is to set the standard for good design and engineering practice to be applied by Shell companies in oil and 
gas production, oil refining, gas handling, gasification, chemical processing, or any other such facility, and thereby to help 
achieve maximum technical and economic benefit from standardization. 

The information set forth in these publications is provided to Shell companies for their consideration and decision to 
implement. This is of particular importance where DEPs may not cover every requirement or diversity of condition at each 
locality. The system of DEPs is expected to be sufficiently flexible to allow individual Operating Units to adapt the 
information set forth in DEPs to their own environment and requirements. 

When Contractors or Manufacturers/Suppliers use DEPs, they shall be solely responsible for such use, including the 
quality of their work and the attainment of the required design and engineering standards. In particular, for those 
requirements not specifically covered, the Principal will typically expect them to follow those design and engineering 
practices that will achieve at least the same level of integrity as reflected in the DEPs. If in doubt, the Contractor or 
Manufacturer/Supplier shall, without detracting from his own responsibility, consult the Principal. 

The right to obtain and to use DEPs is restricted, and is typically granted by Shell GSI (and in some cases by other Shell 
Companies) under a Service Agreement or a License Agreement. This right is granted primarily to Shell companies and 
other companies receiving technical advice and services from Shell GSI or another Shell Company. Consequently, three 
categories of users of DEPs can be distinguished: 

1) Operating Units having a Service Agreement with Shell GSI or another Shell Company. The use of DEPs by these 
Operating Units is subject in all respects to the terms and conditions of the relevant Service Agreement. 

2) Other parties who are authorised to use DEPs subject to appropriate contractual arrangements (whether as part of 
a Service Agreement or otherwise). 

3) Contractors/subcontractors and Manufacturers/Suppliers under a contract with users referred to under 1) or 2) 
which requires that tenders for projects, materials supplied or - generally - work performed on behalf of the said 
users comply with the relevant standards. 

Subject to any particular terms and conditions as may be set forth in specific agreements with users, Shell GSI disclaims 
any liability of whatsoever nature for any damage (including injury or death) suffered by any company or person 
whomsoever as a result of or in connection with the use, application or implementation of any DEP, combination of DEPs 
or any part thereof, even if it is wholly or partly caused by negligence on the part of Shell GSI or other Shell Company. The 
benefit of this disclaimer shall inure in all respects to Shell GSI and/or any Shell Company, or companies affiliated to these 
companies, that may issue DEPs or advise or require the use of DEPs. 

Without prejudice to any specific terms in respect of confidentiality under relevant contractual arrangements, DEPs shall 
not, without the prior written consent of Shell GSI, be disclosed by users to any company or person whomsoever and the 
DEPs shall be used exclusively for the purpose for which they have been provided to the user. They shall be returned 
after use, including any copies which shall only be made by users with the express prior written consent of Shell GSI. The 
copyright of DEPs vests in Shell Group of companies. Users shall arrange for DEPs to be held in safe custody and Shell 
GSI may at any time require information satisfactory to them in order to ascertain how users implement this requirement. 

All administrative queries should be directed to the DEP Administrator in Shell GSI. 
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1. INTRODUCTION 

1.1 SCOPE 

This DEP specifies requirements and gives recommendations for the selection and 
application of non-metallic materials. The following categories of non-metallic materials are 
covered: 

• Thermoplastic materials; 

• Thermoset materials; 

• Fibre reinforced materials; 

• Composite materials; 

• Elastomeric materials; 

• Ceramic materials; 

• Insulation materials. 

This is a revision of the DEP of the same number dated February 2012; see (1.5) regarding 
the changes. 

1.2 DISTRIBUTION, INTENDED USE AND REGULATORY CONSIDERATIONS 

Unless otherwise authorised by Shell GSI, the distribution of this DEP is confined to Shell 
companies and, where necessary, to Contractors and Manufacturers/Suppliers nominated 
by them. Any authorised access to DEPs does not for that reason constitute an 
authorisation to any documents, data or information to which the DEPs may refer. 

This DEP is intended for use in facilities related to oil and gas production, gas handling, oil 
refining, chemical processing, gasification, distribution and supply/marketing. This DEP 
may also be applied in other similar facilities. 

When DEPs are applied, a Management of Change (MOC) process shall be implemented; 
this is of particular importance when existing facilities are to be modified. 

If national and/or local regulations exist in which some of the requirements could be more 
stringent than in this DEP, the Contractor shall determine by careful scrutiny which of the 
requirements are the more stringent and which combination of requirements will be 
acceptable with regards to the safety, environmental, economic and legal aspects. In all 
cases, the Contractor shall inform the Principal of any deviation from the requirements of 
this DEP which is considered to be necessary in order to comply with national and/or local 
regulations. The Principal may then negotiate with the Authorities concerned, the objective 
being to obtain agreement to follow this DEP as closely as possible. 

1.3 DEFINITIONS 

1.3.1 General definitions 
The Contractor is the party that carries out all or part of the design, engineering, 
procurement, construction, commissioning or management of a project or operation of a 
facility. The Principal may undertake all or part of the duties of the Contractor. 

The Manufacturer/Supplier is the party that manufactures or supplies equipment and 
services to perform the duties specified by the Contractor. 

The Principal is the party that initiates the project and ultimately pays for it. The Principal 
may also include an agent or consultant authorised to act for, and on behalf of, the 
Principal. 

The word shall indicates a requirement. 

The word should indicates a recommendation. 
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The word may indicates a permitted option. 

1.3.2 Specific definitions 

Term Definition 

Ceramic Crystalline or partly crystalline structure produced from essentially 
inorganic, non-metallic substances and formed either from a molten 
mass solidified on cooling, or simultaneously or subsequently formed by 
the action of heat (ASTM C242). 

Coating A liquid or mastic compound which, after applying as a thin layer, 
converts into an adherent, solid and protective, decorative or functional 
film (ASTM D16). 

Elastomer A polymer material with similar properties to rubber (ASTM D1566). 
This term is not a synonym for rubber. 

Insulation 
Material 

A foamed or syntactic variation of a thermoplastic material, providing 
improved thermal resistance over the base thermoplastic polymer, 
fibrous inorganic material, cellular glass, amorphous silica and 
refractory. 

Refractory An inorganic material with chemical and physical properties applicable 
for structures and system components exposed to environments above 
538 °C (1000 °F) (ASTM C71). 

Rubber A material capable of quickly and forcibly recovering from all 
deformations (ASTM D1566). 

Thermoplastic A plastic that repeatedly will soften by heating and harden by cooling 
within a temperature range characteristic for the plastic. In the softened 
state, it can be shaped by flow into articles, e.g., by moulding/extrusion 
(ASTM D883). 

Thermoset A plastic which is substantially infusible and insoluble after curing by 
heat or other means (ASTM D883). 

1.3.3 Abbreviations 

Term Definition 

PVC-U Chlorinated Polyvinylchloride 

ECTFE Ethylenechlorotrifluoroethylene 

EPDM Ethylene Propylene Rubber 

FKM Fluorocarbon Co-polymer 

FFKM Perfluoro Elastomer 

GRE Glass Reinforced Epoxy 

GRP Glass-Reinforced Plastic 

GRUP Glass Reinforced Unsaturated Polyester 
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Term Definition 

GRVE Glass Reinforced Vinyl Ester 

HNBR Hydrogenated Nitrile Butadiene Rubber 

MDEA Methyldiethanolamine 

NBR Nitrile Butadiene Rubber 

PA Polyamide (Nylon) 

PB Polybutylene 

PEEK Polyetheretherketone 

PE Polyethylene 

PE-HD Polyethylene high density; preferred term for HDPE 

PE-LD Polyethylene, low density; preferred term for LDPE 

PE-LLD Polyethylene, linear low density; preferred term for LLDPE 

PE-MD Polyethylene, medium density; preferred term for MDPE 

PE-UHMW Polyethylene, ultra high molecular weight; preferred term for UHMWPE 

XLPE or PEX Cross-linked Polyethylene consisting of long polymer chains in a 
3-dimensional structure 

PFA Perfluoroalkoxy Copolymer 

PFEP Fluorinated Ethylene Propylene 

PP Polypropylene 

PTFE Polytetrafluoroethylene 

PVC-C Chlorinated Polyvinylchloride 

PVC-U Unplasticised Polyvinylchloride 

PVDF Polyvinylidenefluoride 

RGD Rapid Gas Decompression 

SBR Styrene Butadiene Rubber 

SIC Silicon Carbide 

TPU Thermoplastic Polyurethane 
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1.4 CROSS-REFERENCES 

Where cross-references to other parts of this DEP are made, the referenced section or 
clause number is shown in brackets ( ). Other documents referenced by this DEP are listed 
in (8). 

1.5 SUMMARY OF MAIN CHANGES 

This DEP is a full revision of the DEP of the same number dated February 2012. The 
following are the main, non-editorial changes. 

Section/Clause Change 

All Simplified and reduced content, using shall/should/may for 
normative statements.  

 Removed content on insulation that duplicates the insulation 
DEP  

 Build on international standards  

1.6 COMMENTS ON THIS DEP 

Comments on this DEP may be submitted to the Administrator using one of the following 
options: 

Shell DEPs Online 

(Users with access to 

Shell DEPs Online) 

Enter the Shell DEPs Online system at 
https://www.shelldeps.com 

Select a DEP and then go to the details screen for 
that DEP. 

Click on the “Give feedback” link, fill in the online 
form and submit. 

DEP Feedback System 

(Users with access to 

Shell Wide Web) 

Enter comments directly in the DEP Feedback 
System which is accessible from the Technical 
Standards Portal http://sww.shell.com/standards. 

Select “Submit DEP Feedback”, fill in the online form 
and submit. 

DEP Standard Form 

(other users) 

Use DEP Standard Form 00.00.05.80-Gen. to record 
feedback and email the form to the Administrator at 
standards@shell.com. 

Feedback that has been registered in the DEP Feedback System by using one of the above 
options will be reviewed by the DEP Custodian for potential improvements to the DEP. 

1.7 DUAL UNITS 

This DEP contains both the International System (SI) units, as well as the corresponding 
US Customary (USC) units, which are given following the SI units in brackets. When 
agreed by the Principal, the indicated USC values/units may be used. 

1.8 NON NORMATIVE TEXT (COMMENTARY) 

Text shown in italic style in this DEP indicates text that is non-normative and is provided as 
explanation or background information only. 

Non-normative text is normally indented slightly to the right of the relevant DEP clause. 
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2. GENERAL 

2.1 MATERIALS SELECTION PROCESS 

1. The materials selection process shall ensure that the material is compatible with the 
service fluids to which it is exposed over the full design temperature range so that the 
mechanical, physical and chemical properties of the component/system satisfy the 
design requirements throughout the intended lifetime. 

For a number of polymers and applications, generic allowable operating conditions 
are provided in this DEP. For a number of polymers, application specific DEPs or 
industrial standards provide more in depth guidance on materials selection, 
acceptance criteria, component design and materials qualification requirements.  

References to these documents will be provided in the materials specific sections 
where applicable. 

The piping classes will specify the design envelope for temperature, pressure and 
concentrations for specific applications. 

3. THERMOPLASTIC MATERIALS 

3.1 GENERAL 

1. Thermoplastic materials shall be qualified in accordance with the standards indicated 
in Table 1. 

Table 1 Overview standards thermoplastic materials 

Component Material/Description Standard 

Pipelines 
Piping 
Seals 
Washers 
Encapsulations 
Electrical insulation 
Injection lines 
 

Pipelines, piping, seals, washers, 
gaskets, encapsulations, electrical 
insulation and injection lines. 
General requirements, qualification and 
chemical resistance testing. 
Covers the following thermoplastics: 
PE-LD, PE-MD, PE-X 
PP-H, PP-R, PP-B, PP-Elastomer 
PVDF 
PA 11, PA 12 
PPS, PEEK, PTFE, PAI, PEI, POM, 
PCTFE 
ECTFE, ETFE 
HDPE  

ISO 23936-1:2009  
ISO 23936 supplements, but 
does not replace, the materials 
requirements of the appropriate 
design codes, standards or 
regulations. 
 
 
 
 
 
 
DEP 31.40.20.39-Gen. for  
HDPE pipe and piping for oil 
field applications, see (3.4.1) 

Piping Drinking water and sewery/drains 
pressure piping above/below ground 
Covers: PVC-U 

ISO 1452-1  
ISO 1452-2  
ISO 1452-3  
ISO 1452-4  
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