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PREFACE 

DEP (Design and Engineering Practice) publications reflect the views, at the time of publication, of Shell Global Solutions 
International B.V. (Shell GSI) and, in some cases, of other Shell Companies. 

These views are based on the experience acquired during involvement with the design, construction, operation and 
maintenance of processing units and facilities. Where deemed appropriate DEPs are based on, or reference international, 
regional, national and industry standards. 

The objective is to set the standard for good design and engineering practice to be applied by Shell companies in oil and 
gas production, oil refining, gas handling, gasification, chemical processing, or any other such facility, and thereby to help 
achieve maximum technical and economic benefit from standardization. 

The information set forth in these publications is provided to Shell companies for their consideration and decision to 
implement. This is of particular importance where DEPs may not cover every requirement or diversity of condition at each 
locality. The system of DEPs is expected to be sufficiently flexible to allow individual Operating Units to adapt the 
information set forth in DEPs to their own environment and requirements. 

When Contractors or Manufacturers/Suppliers use DEPs, they shall be solely responsible for such use, including the 
quality of their work and the attainment of the required design and engineering standards. In particular, for those 
requirements not specifically covered, the Principal will typically expect them to follow those design and engineering 
practices that will achieve at least the same level of integrity as reflected in the DEPs. If in doubt, the Contractor or 
Manufacturer/Supplier shall, without detracting from his own responsibility, consult the Principal. 

The right to obtain and to use DEPs is restricted, and is typically granted by Shell GSI (and in some cases by other Shell 
Companies) under a Service Agreement or a License Agreement. This right is granted primarily to Shell companies and 
other companies receiving technical advice and services from Shell GSI or another Shell Company. Consequently, three 
categories of users of DEPs can be distinguished: 

1) Operating Units having a Service Agreement with Shell GSI or another Shell Company. The use of DEPs by these 
Operating Units is subject in all respects to the terms and conditions of the relevant Service Agreement. 

2) Other parties who are authorised to use DEPs subject to appropriate contractual arrangements (whether as part of 
a Service Agreement or otherwise). 

3) Contractors/subcontractors and Manufacturers/Suppliers under a contract with users referred to under 1) or 2) 
which requires that tenders for projects, materials supplied or - generally - work performed on behalf of the said 
users comply with the relevant standards. 

Subject to any particular terms and conditions as may be set forth in specific agreements with users, Shell GSI disclaims 
any liability of whatsoever nature for any damage (including injury or death) suffered by any company or person 
whomsoever as a result of or in connection with the use, application or implementation of any DEP, combination of DEPs 
or any part thereof, even if it is wholly or partly caused by negligence on the part of Shell GSI or other Shell Company. The 
benefit of this disclaimer shall inure in all respects to Shell GSI and/or any Shell Company, or companies affiliated to these 
companies, that may issue DEPs or advise or require the use of DEPs. 

Without prejudice to any specific terms in respect of confidentiality under relevant contractual arrangements, DEPs shall 
not, without the prior written consent of Shell GSI, be disclosed by users to any company or person whomsoever and the 
DEPs shall be used exclusively for the purpose for which they have been provided to the user. They shall be returned 
after use, including any copies which shall only be made by users with the express prior written consent of Shell GSI. The 
copyright of DEPs vests in Shell Group of companies. Users shall arrange for DEPs to be held in safe custody and Shell 
GSI may at any time require information satisfactory to them in order to ascertain how users implement this requirement. 

All administrative queries should be directed to the DEP Administrator in Shell GSI. 
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1. INTRODUCTION 

1.1 SCOPE 

This DEP specifies requirements and gives recommendations for manufacture and supply 
of 6Mo austenitic, 22Cr duplex and 25Cr super duplex stainless steel components. 

Requirements for specific product types (flanges, bends and tees) are specified in the 
relevant appendices in this DEP.  

Appendices contain schematics indicating mechanical and corrosion specimen locations 
and orientations.  

The components include seamless and seam welded pipe; plate; forged bar; flanges; 
fittings; valves; bends; tees; pumps; well accessories; castings; and other equipment 
components. 

This DEP is intended for all components for both pressure containing and non-pressure 
containing applications, and is applicable applied to both process and non-process wetted 
components. 

The requirements of this DEP are primarily intended for finished components rather than 
raw material, such as plate used to fabricate components. Should components undergo 
further processing and heat treatment, the requirements of this DEP may not be applicable. 
Advice should be sought from the Principal in this regard. 

This DEP is intended to be used in conjunction with other relevant procurement documents, 
such as the applicable base codes and specifications and MESC buying descriptions, as 
identified in the Enquiry or Purchase Requisition. 

This DEP does not apply to: 

a. the assembly or fabrication of the components into pipelines, piping systems or 
vessels either onshore or offshore.  

Fabrication is carried out in accordance with relevant welding and fabrication DEPs. 

b. the manufacture and supply of duplex and super duplex line pipe, which is covered by 
DEP 31.40.20.34-Gen. 

This DEP contains mandatory requirements to mitigate process safety risks in accordance 
with Design Engineering Manual DEM 1 – Application of Technical Standards. 

This is a revision of the DEP of the same number dated February 2013; see (1.5) regarding 
the changes. 

1.2 DISTRIBUTION, INTENDED USE AND REGULATORY CONSIDERATIONS 

Unless otherwise authorised by Shell GSI, the distribution of this DEP is confined to Shell 
companies and, where necessary, to Contractors and Manufacturers/Suppliers nominated 
by them. Any authorised access to DEPs does not for that reason constitute an 
authorisation to any documents, data or information to which the DEPs may refer. 

This DEP is intended for use in facilities related to oil and gas production. This DEP may 
also be applied in other similar facilities. 

When DEPs are applied, a Management of Change (MOC) process shall be implemented; 
this is of particular importance when existing facilities are to be modified. 

If national and/or local regulations exist in which some of the requirements could be more 
stringent than in this DEP, the Contractor shall determine by careful scrutiny which of the 
requirements are the more stringent and which combination of requirements will be 
acceptable with regards to the safety, environmental, economic and legal aspects. In all 
cases, the Contractor shall inform the Principal of any deviation from the requirements of 
this DEP which is considered to be necessary in order to comply with national and/or local 
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regulations. The Principal may then negotiate with the Authorities concerned, the objective 
being to obtain agreement to follow this DEP as closely as possible. 

1.3 DEFINITIONS 

1.3.1 General definitions 
The Contractor is the party that carries out all or part of the design, engineering, 
procurement, construction, commissioning or management of a project or operation of a 
facility. The Principal may undertake all or part of the duties of the Contractor. 

The Manufacturer/Supplier is the party that manufactures or supplies equipment and 
services to perform the duties specified by the Contractor. 

The Principal is the party that initiates the project and ultimately pays for it. The Principal 
may also include an agent or consultant authorised to act for, and on behalf of, the 
Principal. 

The word shall indicates a requirement. 

The capitalised term SHALL [PS] indicates a process safety requirement. 

The word should indicates a recommendation. 

The word may indicates a permitted option. 

1.3.2 Abbreviations 

Term Definition 

Cr  chromium 

DAC  Distance Amplitude Correction 

DNV  Det Norske Veritas 

EEMUA Engineering Equipment and Materials Users' Association 

EFA Enterprise Framework Agreements 

FBH  Flat Bottom Hole 

HAZ  Heat-Affected Zone 

HIP  Hot Iso-static Pressed 

HISC  Hydrogen induced stress cracking 

ID Internal Diameter 

ISO International Organization for Standardization 

L  Longitudinal 

LPE  liquid penetrant examination 

MESC Materials and Equipment Standards and Code 

Mo  molybdenum 

MPQ  Manufacturing Procedure Qualification 

N  nitrogen 

NDT  Non-Destructive Testing 

OD  Outside Diameter 
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Term Definition 

PCN  personnel certification scheme 

PMI  Positive Material Identification 

PRE(N)  pitting resistance equivalent number 

RT  Radiographic Testing 

RTJ  Ring Type Joint 

SNT  Society of Non-destructive Testing 

T  Transverse 

TA  Technical Authority 

UNS  Unified Numbering System 

UT  Ultrasonic Testing 

W  tungsten 

1.4 CROSS-REFERENCES 

Where cross-references to other parts of this DEP are made, the referenced section 
number is shown in brackets ( ). Other documents referenced by this DEP are listed in (11). 

1.5 SUMMARY OF MAIN CHANGES 

This DEP is a revision of the DEP of the same number, February 2013. The following are 
the main, non-editorial changes. 

Section/Clause Change 

1.1 Revised/abbreviated scope and moved requirement to new 
section 2.0.  

1.3.2 Removed selected abbreviations.  

2.0 New Section  

3.1 Clarified requirements and moved non-normative information to 
informative.  

3.2 Moved commentary information to informative. 

3.3 Restructured requirements and eliminated redundant 
requirements.  

3.4 Restructured requirements and moved non-normative 
information to informative.  

4.0 Restructured requirements and moved non-normative 
information to informative.  

5.1 Restructured requirements  

5.2 No change  

5.3 Restructured requirements, moved non-normative information to 
informative and moved requirement to section 2.0.  

5.4 Restructured requirements  
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Section/Clause Change 

5.5 Restructured requirements  

5.6 Restructured requirements  

6.0 Restructured requirements and moved non-normative 
information to informative.  

7.1 Eliminated SHALL [PS] requirement, restructured requirements,  

8.0 Restructured requirements and moved non-normative 
information to informative. 

9.0 Restructed requirements and moved non-normative information 
to informative.  

10.0 Restructured requirements and moved non-normative 
information to informative.  

A Restructured appendix  

B Restructured appendix  

C Restructured appendix  

1.6 COMMENTS ON THIS DEP 

Comments on this DEP may be submitted to the Administrator using one of the following 
options: 

Shell DEPs Online 

(Users with access to 

Shell DEPs Online) 

Enter the Shell DEPs Online system at 
https://www.shelldeps.com 

Select a DEP and then go to the details screen for 
that DEP. 

Click on the “Give feedback” link, fill in the online 
form and submit. 

DEP Feedback System 

(Users with access to 

Shell Wide Web) 

Enter comments directly in the DEP Feedback 
System which is accessible from the Technical 
Standards Portal http://sww.shell.com/standards. 

Select “Submit DEP Feedback”, fill in the online form 
and submit. 

DEP Standard Form 

(other users) 

Use DEP Standard Form 00.00.05.80-Gen. to record 
feedback and email the form to the Administrator at 
standards@shell.com. 

Feedback that has been registered in the DEP Feedback System by using one of the above 
options will be reviewed by the DEP Custodian for potential improvements to the DEP. 

1.7 DUAL UNITS 

This DEP contains both the International System (SI) units, as well as the corresponding 
US Customary (USC) units, which are given following the SI units in brackets. When 
agreed by the Principal, the indicated USC values/units may be used. 
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1.8 NON NORMATIVE TEXT (COMMENTARY) 

Text shown in italic style in this DEP indicates text that is non-normative and is provided as 
explanation or background information only. 

Non-normative text is normally indented slightly to the right of the relevant DEP clause. 

1.9 GUIDANCE FOR USE 

The base code or specification will be dependent on the particular product type and will be 
defined in the enquiry or purchase requisition. 

The requirements in this DEP are additional to all requirements specified in the referenced 
base code or specification. 

Where the requirements of this DEP conflict with the requirements of other referenced 
codes, standards or instructions (including MESC descriptions), this DEP takes 
precedence. 
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2. MANUFACTURE 

2.1 METHOD 

1. Items shall be manufactured by casting, forging or fabrication from wrought plate or 
tubular products, as appropriate to the product form and the base code or 
specification. 

2. All components SHALL [PS] be delivered in the solution annealed and water 
quenched condition. 

3. Forged materials shall be: 

a. hot worked according to a written procedure. 

b. have a minimum forging ratio of 4:1. 

4. Forged and cast components shall be rough machined to near final dimensions prior 
to heat treatment. 

5. Rolled or forged bar shall only be used where the Manufacturer can demonstrate 
satisfactory material properties in the longitudinal and transverse directions, and 
providing that the starting bar is not greater than 200mm (8 in) in diameter. 

6. The Manufacturer shall provide drawings detailing the finished component shape 
showing the location and orientation of test specimens for approval by the Principal. 

7. Components may be manufactured using the HIP process. 

8. Where low temperature properties are required (i.e., - 50 °C (- 58 °F) or below) the use 
of HIP should be considered. 

9. Fittings for subsea use shall not be manufactured from plate without prior approval 
from the Principal. 

10. Tees shall be manufactured by forging or forming in one piece. 

The branch hot forming procedures is an essential feature of the manufacturing 
procedure qualified in accordance with this DEP. 

11. If seam welded pipe is used as the mother material to manufacture tees, the 
longitudinal weld shall be located in the body opposite the tee branch. 

12. When welding procedure qualification test rings are required, as advised in the 
Enquiry or Purchase Requisition, the test rings shall be manufactured using the same 
procedure as the final components. 

a. The test rings shall have a minimum length of 400 mm (16 in). 

13. The forging ratio, microstructure and mechanical properties of the test rings shall be 
similar to that achieved for the manufactured components. 

2.2 MANUFACTURING PROCEDURE QUALFICATION 

1. All manufacturing procedures shall be qualified and documented in accordance with 
NORSOK M-650 and Appendix D of this DEP. 
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2.3 WELDING AND GRINDING 

1. The Manufacturer shall notify the Principal at the time of receipt of the Enquiry or 
Purchase Requisition if it is proposed to supply any component that will be fabricated 
from solution annealed sub-components, and where the fabrication weld will not be 
solution annealed. 

2. All welding, necessitated by the manufacturing method and completed prior to final 
solution annealing, shall be carried out in accordance with the relevant base code or 
specification. 

3. The testing required by this DEP shall include samples that contain welds made during 
manufacture. 

4. Bars in barred tees shall be attached using multipass full penetration butt welds. 

2.3.1 Repair welding 
1. Repairs to castings by welding shall be in accordance with ASTM A995 with major 

repairs subject to prior approval of the Principal. 

2. The size and location of all repairs shall be recorded and reported (including a 
photographic map) to the Principal. 

3. There shall be no more than two major repair welds per component, each not 
exceeding 33 cm3 (2 in3) in volume. 

Major repair welds are defined as welds required to finish or upgrade the casting, 
which exceed 20% of the wall thickness of the section to be repaired. 

4. All welders and welding operators shall be qualified in accordance with ASTM A488 or 
an approved alternative standard e.g., EN 287-1 or ASME IX. 

5. The repair welding procedure qualification shall include the following as a minimum: 

a. qualification on the same grade of material (UNS number); 

b. specific make of filler metal (brand name); 

c. charpy V-notch testing in accordance (5.3); 

d. examination of microstructure of base material and weld zone in accordance with 
(6); 

e. macro with hardness measurements in accordance with (5.4); 

f. bend tests (face and root or side); 

g. corrosion testing in accordance with (7). 

2.3.2 Grinding 
1. Grinding of duplex and super-duplex stainless steel components shall require the 

following: 

a. qualification of the procedure by the Manufacturer, including metallographic and 
hardness testing in accordance with (5.4) and (6); 

b. use of iron free grinding discs and stainless steel tools. 
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2.4 MATERIAL TESTING – GENERAL REQUIREMENTS 

1. Testing of components shall be performed on material after final heat treatment. 

2. Samples for testing shall be taken for each lot from one of the following: 

a. random selection of a component of the same type and form, and from the same 
heat and heat treatment batch; 

b. prolongation of a component; 

c. an integral test coupon that is representative of the size and shape of the 
component. 

A lot is defined as components of the same type, heat, UNS number, specified 
dimensions, manufacturing dimensions, manufacturing process, and heat 
treatment. 

3. Testing shall demonstrate that uniform and acceptable properties are obtained in 
longitudinal and transverse directions. 
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3. HEAT TREATMENT 
1. Component heat treatment procedures shall form part of the written procedures of the 

Manufacturer and be subject to approval of the Principal. 

2. If the heat treatment furnace and its ancillaries are not an integral part of the 
manufacturing facility, the Manufacturer shall provide all required procedures required 
for the control of the heat treatment process and documented evidence of successful 
use of the proposed facility. 

3. The heat treatment facility shall maintain and operate a quality assurance system in 
accordance with ISO 9001. 

4. The layout of the components during heating and cooling shall be such as to ensure 
that the specified soaking temperature, and heating and cooling rates, are achieved 
for every component within a heat treatment batch. 

5. Components shall not be placed on furnace floors. 

6. Digital photographs, showing the layout of components within furnaces shall be 
available for review by the Principal. 

7. The heat treatment procedure shall contain, as a minimum, full details of the following: 

a. facility location; 

b. furnace type and identification number; 

c. loading patterns and limitations; 

d. thermocouple locations (3 Item 8); 

e. soaking temperatures and tolerances; 

f. soaking times and tolerances; 

g. heating rates; 

h. cooling conditions including medium and quench bath temperature; 

i. details on how individual components will be separated to ensure a uniform water 
quench following solution anneal; 

j. furnace work zone dimensions; 

k. time to transfer components from furnace to quench bath; 

l. furnace calibration including temperature ranges; 

m. for continuous and semi conducting furnaces, travel speed and heating/working 
zones. 

8. The temperature monitoring requirements for the furnance shall be as follows: 

a. furnace temperature pyrometry; 

b. Calibrated thermocouples attached to at least two components in each heat 
treatment load, or at two locations on a large component heat treated by itself 
that meet the following requirements: 

i. the thermocouples to be located within the furnace at the positions subjected 
to the lowest and highest anticipated temperatures during heating and 
soaking; 

ii. the temperatures recorded on these two thermocouples not to differ by more 
than 15 °C (60 °F) during heating; 

iii. the temperatures recorded on these two thermocouples to be within the 
declared temperature tolerance during the soaking period; 
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iv. a sketch to be provided that indicates the location of the thermocouples and 
pyrometers; 

v. a chart record of the temperature measured by these thermocouples to be 
available for review by the Principal. 

9. All furnaces used for heat treatment shall be calibrated in accordance with 
ISO 10423:2009 Annex M, API RP 6HT or relevant equivalent. 

10. The following requirements for the transfer of duplex and super-duplex stainless steel 
components from the furnace to the water quench bath shall apply: 

a. Transfer within 60 seconds from start of withdrawl of the load from the furnace. 

b. Time taken to be recorded during MPQ and reported in MPQ documentation. 

c. No delay from opening of the door to the point where the load is taken out. 

d. The quench water agitated, preferably by cross flow. 

e. The start and end temperature of the quenching water recorded and not to 
exceed 40 °C (104 °F). 

4. MATERIALS 

4.1 GENERAL 

1. For duplex and super duplex stainless steel components for subsea applications 
where cathodic protection is applied DNV RP F112 shall beused for the design. 

2. The Manufacturer and Supplier shall maintain and operate a quality assurance system 
in accordance with ISO 9001. 

4.2 CHEMISTRY REQUIREMENTS 

1. Component material of manufacture shall be in accordance with a relevant UNS 
Number, with a nitrogen content and PRE(N) or PRE(W) as defined in Table 4.1. 

Table 4.1 PRE(N) and nitrogen requirements 

Alloy2 Nitrogen Content %  PRE(N) or PRE(W) (min) 

6Mo 0.18 min 40 

22Cr Duplex 0.14 min 34 

25Cr Super Duplex 0.20 min 40 

PRE(N) = %Cr + 3.3 x %Mo + 16 x %N  
or  
PRE(W) =%Cr +3.3 x (%Mo +0.5 x%W) +16 x %N 

   

a. The maximum sulphur level shall be 0.010% for all material types and grades. 

4.3 SURFACE CONDITION 

1. All components shall be supplied white pickled (de-scaled and acid cleaned) and 
passivated, unless subsequently machined to final shape or where the manufacturing 
process does not result in a scaled surface. 

2. The surface of all finished components shall be completely free of debris, dirt, or weld 
spatter. 

3. The final surface condition shall at least meet a maximum roughness of 
Ra = 35 micrometers. 
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4.4 SUPPLY ROUTE AND QUALITY ASSURANCE/CERTIFICATION REQUIREMENTS 

Guidance is given for manufacturing quality requirements in EEMUA 218 

1. Manufacturer’s test reports for all components shall include the following details: 

a. country of manufacture; 

b. heat treatment charts and records; 

c. chemical analysis obtained from one component from each cast supplied 
(analysis carried out by the Manufacturer); 

d. mechanical test results as required by the product specification, and 

e. the metallurgical examination as required by (6) of this standard. 

Heat treatment charts and records are defined in (3) 

2. All documentation, including charts and photos, shall be legible and in English. 

3. Piping components; flanges, pipe, fittings, shall be sourced from an approved 
Manufacturer/Supplier with inspection certificates in accordance with ISO 10474, type 
3.1 or 3.2. 

4.4.1 Stock components 
1. 6Mo, 22Cr and 25Cr materials may be supplied from stock when ISO 10474 type 3.1 

certification is provided. 

2. 22Cr duplex and 25Cr super duplex stainless steel components supplied from stock 
with, ISO 10474, type 3.1 certification, shall be subject to the following requirements: 

a. full traceability for these components; 

b. original material certificates available; 

c. original testing witnessed by an accredited third party to ISO 17011 or carried out 
in a laboratory accredited to ISO/IEC 17025; 

d. either sacrificial testing of component from same heat treatment batch or 
additional NDT testing on the components to be purchased, as defined by the 
Principal. 

Testing defined by the Principal in (d) above typically includes 100% PMI, 
ferrite scope checks and surface replica metallography. 

4.5 POSITIVE MATERIAL IDENTIFICATION 

1. For Positive material identification (PMI) refer to DEP 31.10.00.10-Gen. 

2. The percentage of components tested may be defined following a risk based 
assessment. 

3. The measured values shall meet the main alloy elements Cr, Ni, Mo per the material 
base code or specification. 

4.6 MARKING 

1. All marking shall be carried out using one of the following: 

a. low-stress die-stamping, electronic etching, or 

b. by the vibro-etching method. 

2. The maximum depth shall be 0.5 mm (0.02 in) and the minimum height 8 mm (0.3 in). 
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