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PREFACE 

DEP (Design and Engineering Practice) publications reflect the views, at the time of publication, of Shell Global 
Solutions International B.V. (Shell GSI) and, in some cases, of other Shell Companies. 

These views are based on the experience acquired during involvement with the design, construction, operation and 
maintenance of processing units and facilities. Where deemed appropriate DEPs are based on, or reference 
international, regional, national and industry standards. 

The objective is to set the recommended standard for good design and engineering practice to be applied by Shell 
companies in oil and gas production, oil refining, gas handling, gasification, chemical processing, or any other such 
facility, and thereby to help achieve maximum technical and economic benefit from standardization. 

The information set forth in these publications is provided to Shell companies for their consideration and decision to 
implement. This is of particular importance where DEPs may not cover every requirement or diversity of condition at 
each locality. The system of DEPs is expected to be sufficiently flexible to allow individual Operating Units to adapt the 
information set forth in DEPs to their own environment and requirements. 

When Contractors or Manufacturers/Suppliers use DEPs, they shall be solely responsible for such use, including the 
quality of their work and the attainment of the required design and engineering standards. In particular, for those 
requirements not specifically covered, the Principal will typically expect them to follow those design and engineering 
practices that will achieve at least the same level of integrity as reflected in the DEPs. If in doubt, the Contractor or 
Manufacturer/Supplier shall, without detracting from his own responsibility, consult the Principal. 

The right to obtain and to use DEPs is restricted, and is typically granted by Shell GSI (and in some cases by other Shell 
Companies) under a Service Agreement or a License Agreement. This right is granted primarily to Shell companies and 
other companies receiving technical advice and services from Shell GSI or another Shell Company. Consequently, three 
categories of users of DEPs can be distinguished: 

1) Operating Units having a Service Agreement with Shell GSI or another Shell Company. The use of DEPs by 
these Operating Units is subject in all respects to the terms and conditions of the relevant Service Agreement. 

2) Other parties who are authorised to use DEPs subject to appropriate contractual arrangements (whether as part 
of a Service Agreement or otherwise). 

3) Contractors/subcontractors and Manufacturers/Suppliers under a contract with users referred to under 1) or 2) 
which requires that tenders for projects, materials supplied or - generally - work performed on behalf of the said 
users comply with the relevant standards. 

Subject to any particular terms and conditions as may be set forth in specific agreements with users, Shell GSI 
disclaims any liability of whatsoever nature for any damage (including injury or death) suffered by any company or 
person whomsoever as a result of or in connection with the use, application or implementation of any DEP, combination 
of DEPs or any part thereof, even if it is wholly or partly caused by negligence on the part of Shell GSI or other Shell 
Company. The benefit of this disclaimer shall inure in all respects to Shell GSI and/or any Shell Company, or companies 
affiliated to these companies, that may issue DEPs or advise or require the use of DEPs. 

Without prejudice to any specific terms in respect of confidentiality under relevant contractual arrangements, DEPs shall 
not, without the prior written consent of Shell GSI, be disclosed by users to any company or person whomsoever and 
the DEPs shall be used exclusively for the purpose for which they have been provided to the user. They shall be 
returned after use, including any copies which shall only be made by users with the express prior written consent of 
Shell GSI. The copyright of DEPs vests in Shell Group of companies. Users shall arrange for DEPs to be held in safe 
custody and Shell GSI may at any time require information satisfactory to them in order to ascertain how users 
implement this requirement. 

All administrative queries should be directed to the DEP Administrator in Shell GSI. 
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PART I INTRODUCTION 

1.1 SCOPE  

This DEP specifies requirements and gives recommendations for the design and 
construction of shell and tube heat exchangers having a bare tube surface area of greater 
than 0.5 m2. This DEP is not intended for hairpin type heat exchangers or for pressurized 
water-cooled (or glycol-cooled) seal-oil coolers, lube-oil coolers, jacket water coolers for 
rotating equipment, vacuum-operated steam surface condensers, feed water heaters, or 
alkylation contactor bundles of proprietary design. 

Part III of this DEP is written in the form of amendments and supplements to 
ISO 16812:2007. Part III follows the clause numbering of ISO 16812 for easy reference. 

All clauses of ISO 16812 not modified by this DEP remain valid as written. 

This document is intended primarily for use by the Supplier and shall be included in the 
purchase requisition along with the heat exchanger data/requisition sheet 
(DEP 31.21.00.93-Gen., or equivalent), supplementary technical requirements, project 
specifications, and any other DEPs required to provide a complete set of design, materials, 
fabrication, inspection and testing instructions to the Supplier.   

This DEP contains mandatory requirements to mitigate process safety risks in accordance 
with Design Engineering Manual DEM 1 – Application of Technical Standards. 

This is a revision of the DEP of the same number dated May 2004; see (1.5) regarding the 
changes. 

1.2 DISTRIBUTION, INTENDED USE AND REGULATORY CONSIDERATIONS 

Unless otherwise authorised by Shell GSI, the distribution of this DEP is confined to Shell 
companies and, where necessary, to Contractors and Manufacturers/Suppliers nominated 
by them. Any authorised access to DEPs does not for that reason constitute an 
authorization to any documents, data or information to which the DEPs may refer. 

This DEP is intended for use in facilities related to oil and gas production, gas handling, oil 
refining, chemical processing, gasification, distribution and supply/marketing. This DEP 
may also be applied in other similar facilities. 

When DEPs are applied, a Management of Change (MOC) process should be 
implemented; this is of particular importance when existing facilities are to be modified. 

If national and/or local regulations exist in which some of the requirements could be more 
stringent than in this DEP, the Contractor shall determine by careful scrutiny which of the 
requirements are the more stringent and which combination of requirements will be 
acceptable with regards to the safety, environmental, economic and legal aspects. In all 
cases the Contractor shall inform the Principal of any deviation from the requirements of 
this DEP which is considered to be necessary in order to comply with national and/or local 
regulations. The Principal may then negotiate with the Authorities concerned, the objective 
being to obtain agreement to follow this DEP as closely as possible. 

1.3 DEFINITIONS 

1.3.1 General definitions 

The Contractor is the party that carries out all or part of the design, engineering, 
procurement, construction, commissioning or management of a project or operation of a 
facility. The Principal may undertake all or part of the duties of the Contractor. 

The Manufacturer/Supplier is the party that manufactures or supplies equipment and 
services to perform the duties specified by the Contractor. 
NOTE: The terms Supplier and Manufacturer as used in this DEP are synonymous with the term Vendor (as 

used in ISO 16812:2007) depending on the context in which the term is used. 
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The Principal is the party that initiates the project and ultimately pays for it. The Principal 
may also include an agent or consultant authorised to act for, and on behalf of, the 
Principal. 
NOTE: The term Principal as used in this DEP is synonymous with the term Purchaser (as used in 

ISO 16812:2007). 

The word shall indicates a requirement. 

The capitalised term SHALL [PS] indicates a process safety requirement. 

The word should indicates a recommendation. 

1.4 CROSS-REFERENCES 

Where cross-references to other parts of this DEP are made, the referenced section 
number is shown in brackets. Other documents referenced by this DEP are listed in 
(Part VI). 

1.5 SUMMARY OF MAIN CHANGES 

This DEP is a revision of the DEP of the same number dated May 2004. The following are 
the main, non-editorial changes. 

In this revision, process safety requirements have been indicated by the use of the 
capitalised term "SHALL [PS]". 

Other than that, this has been a complete rewrite and is based on the 2007 edition of 
ISO 16812, so it is impractical to summarise all changes here. 

1.6 COMMENTS ON THIS DEP 

Comments on this DEP may be sent to the Administrator at standards@shell.com, using 
the DEP Feedback Form.  The DEP Feedback Form can be found on the main page of 
“DEPs on the Web”, available through the Global Technical Standards web portal 
http://sww.shell.com/standards and on the main page of the DEPs DVD-ROM. 

1.7 DUAL UNITS 
Amended per 
Circular 13/12 
Dual units have been incorporated throughout this DEP. 

This DEP contains both the International System (SI) units, as well as the corresponding 
US Customary (USC) units, which are given following the SI units in brackets. When 
agreed by the Principal, the indicated USC values/units may be used. 
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PART II GENERAL 

Part III of this DEP is written as amendments and supplements to ISO 16812:2007. 
Wherever reference is made to ISO 16812, it shall be understood to mean ISO 16812:2007 
as amended/supplemented by this DEP. 

For ease of reference, the clause numbering of ISO 16812 has been used throughout 
Part III of this DEP. 

Clauses in ISO 16812, which are not mentioned in this DEP, shall remain valid as written. 

1. DESIGN SPECIFICATIONS 

1.1 THERMAL DESIGN AND RATING 

1.1.1 The TEMA type and other details of the design including tube count, tube diameter, tube 
thickness, tube length, number of tube passes, tube layout angle, tube pitch, number of 
shellside cross-passes, baffle spacing, baffle cut and orientation shall be as specified on 
the data/requisition sheet (DEP 31.21.00.93-Gen., or equivalent) by the Contractor. The 
Supplier may propose an alternate design for consideration, provided the proposal includes 
the base design specified by the Contractor. 

1.1.2 The Supplier shall provide a mechanical and thermal performance guarantee, regardless of 
the party who completes the initial thermal design or rating. In the case of a proprietary 
design, the Contractor shall contact the Principal to agree on the calculation method and 
responsibility. 

1.1.3 Designs with helical baffles, rod-baffles, EMBafflesTM, twisted tubes, low-finned tubes or 
other enhanced tube types (including tube inserts) may only be used with the agreement of 
the Principal. This requirement is not intended to impede the application of enhanced heat 
transfer technology; the intention is to assist in improving the likelihood of successful 
applications. 

1.1.4 Floating head exchangers with a nozzle connection to the floating head cover, commonly 
referred to as a “tail-pipe” nozzle, with expansion joint, and fixed tubesheet exchangers 
shall be designed to accommodate normal operating cases in accordance with Part III 
clause 7.9.2.c). 

The Contractor SHALL [PS] also provide steady state and any applicable transient details 
for predictable upset cases (e.g. loss of flow, loss of upstream wash water injection, etc.), 
start-up and shut-down cases (including steam-out). Flow rates, inlet pressures, inlet 
temperatures, physical properties, and heating curves (where applicable) for both the hot 
and cold streams shall be provided for each case.  An expansion joint design checklist (per 
ISO 16812 Annex C, or equivalent) shall be provided with the data/requisition sheet by the 
Contractor. 

Shell-and-tube metal temperatures for analysis of thermal stresses SHALL [PS] be those 
that produce the most adverse differential expansion conditions that can occur, including 
the effects with only one (1) side fouled.  The minimum number of cycles for each case, 
other than the normal operating case, shall be specified by the Contractor based on 10 
times the number of cycles expected in a ten year period. 

If the data provided by the Contractor is considered to be insufficient for checking purposes, 
it is the responsibility of the Supplier to request further information from the Contractor.  

The materials and supplier of thin-wall bellows expansion joints shall be approved by the 
Principal.  

1.1.5 All exchangers SHALL [PS] be analyzed for flow induced mechanical vibration. All 
exchangers with single phase vapour at the shell side inlet shall also be analyzed for 
acoustic vibration noise.  

For exchangers with vapour or two-phase flow on the shell side, or for those with baffle cuts 
which are parrallel to the inlet/outlet nozzle centrelines, the vibration analysis SHALL [PS] 
be verified based on the actual tube bundle design details provided in the Supplier’s 
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general arrangement or detailed drawings (actual baffle locations, actual shell entrance and 
exit areas, actual tube layout) rather than the tube bundle details assumed or specified by 
the Contractor on the data/requisition sheet at the enquiry stage. 

In the event of disagreements about tube vibration, the HTRI Xist program shall be used as 
a basis for assessing tube vibration. The use of the HTRI Xvib program shall only be used 
with the approval of the Principal. 

1.1.6 Prior to completing the design, the Contractor shall determine all restrictions on bundle size 
(diameter, length, weight) and  any other special provisions for bundle maintenance based 
on the bundle pulling, handling, or cleaning equipment used at the operating site 
considering applicable economic considerations for exchanger foundations, structures, and 
required maintenance access. 

1.1.7 The checklist in Annex B (DEP 31.21.01.83-Gen.) shall be completed for each project and 
included with the requisition documents in order to properly use this DEP as part of 
purchase requisition.  

1.2 MATERIALS SPECIFICATIONS 

Appendix 1 provides a summary of material specifications and supplemental requirements 
for a number of generalised service conditions specific to the tube side (tube bundle, 
channel, floating head, etc.). 

It is the responsibility of the Contractor to specify the materials for all pressure components 
(including pass partition plates, bolting and gaskets) and non-pressure components 
(including baffles, impingement devices, tie rods and sealing devices) on the 
data/requisition sheet. 
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2. ORDERING 

2.1 SCOPE OF SUPPLY 

The Supplier shall provide the complete heat exchanger including: 

a) Bolts, nuts and gaskets for the interconnecting nozzles of directly flanged stacked 
heat exchangers; 

b) Shims and bolting for the interconnecting supports of stacked heat exchangers, 

c) The number of spare sets of gaskets and bolting for construction and start up 
spares shall be identified by the Contractor. 

The Contractor shall specify when the Supplier is expected to install or provide insulation 
clips, platform clips and other similar types of field scope or construction interfaces. 

Excluded from the scope of supply are foundations, the erection of the supporting structure, 
instruments, insulation, and fireproofing of saddles or structural support steel. 
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3. DESIGN RULES 

In case of conflict between documents relating to an order, the following hierarchy shall 
normally apply: 

a) Equipment data sheets and drawings;  

b) The purchase requisition; 

c) This DEP  

d) Other referenced DEPs; 

e) ISO 16812:2007. 

In the event of a conflict, the Principal shall be consulted. 
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PART III AMENDMENTS/SUPPLEMENTS TO ISO 16812 

 

3. TERMS AND DEFINITIONS 

 

Add new terms: 

3.14 hydrogen service 

services in which the hydrogen partial pressure is greater than 700 kPa absolute [100 psia] 
at any temperature 

3.15 wet hydrogen sulphide service 

service which normally contains dissolved H2S in a free water phase and can result in 
environmental cracking of carbon steel materials 

3.16 very toxic service 

service containing substances that are very hazardous for the environment or human 
health. 
Note: The Contractor shall indicate on the data/requisition sheet when the shell and/or tube side of the heat 

exchanger is in hydrogen, wet hydrogen sulphide service or very toxic service. 
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4. GENERAL 

4.1 Replace this clause by: 

Shell and tube heat exchangers SHALL [PS] comply with the specified pressure design 
code. The Contractor shall specify the applicable pressure design code on the 
data/requisition sheets. 

Where the the pressure design code is specified as ASME Section VIII, heat exchangers 
SHALL [PS] comply with the applicable requirements in DEP 31.22.20.31-Gen. Shell and 
tube heat exchangers shall be considered as “General Service” pressure vessels, except 
for heat exchangers that are in the scope of Section 12, which SHALL [PS] be considered 
as “Engineered Service” pressure vessels (refer to Section 12 of this DEP for more details). 
Section VIII, Division 1 shall be applied for all heat exchangers unless approved otherwise 
by the Principal. 

Where another pressure design code is applicable the Contractor shall indicate the code 
and associated pressure vessel DEP that applies.  

ASME Part UHX, with the applicable allowable stresses, shall be applied regardless of the 
pressure design code that is applied.  

4.2 Replace this clause by: 

Heat-exchanger construction shall conform to TEMA (latest edition), Class R, unless 
otherwise specified on the data/requisition sheet. The Recommended Good Practice 
section of TEMA shall also be applied, where applicable. 

4.3 Add to this clause: 

Exchangers shall be registered in accordance with the applicable regulations. Where the 
applicable regulations have no requirements for pressure vessel registration, the 
exchangers shall be registered with the U.S. National Board of Boiler and Pressure Vessel 
Inspectors, if specified by the Contractor. 

Add new clause: 

4.8 When designed to the ASME code, heat exchangers shall be ASME Code stamped, unless 
otherwise specified. 
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5. PROPOSALS 

5.1 Replace this clause by: 

The Supplier’s proposal shall include submission of a datasheet, containing all of the 
pertinent design information specified on the Contractor’s data/requisition sheet. 

When a tube count-shell diameter combination has been specified on the Contractor’s data 
sheet and cannot be met, the following shall apply: 

• For shells fabricated from rolled plate, the shell inside diameter shall be increased 
over that specified on the purchaser's data sheet, as required, to meet the specified 
tube count and all other requirements which affect the tube layout, and shell and 
bundle entrance areas in TEMA, ISO 16812 and this DEP; 

• For shells fabricated from pipe, the supplier shall state the maximum tube count 
obtainable for the specified shell diameter.  Adequacy of the suppliers tube count 
will be determined on a case-by-case basis. 

5.2 Add to this clause: 

This includes special flow distributors, expansion joints, and floating head tailpipes and/or 
flange details. 

5.3 Add to this clause: 

The use of distributor belts shall be approved by the Principal. 

5.5  Add to this clause: 

If the Supplier has no exceptions, there shall be a statement to this effect in the proposal. 
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6. DRAWINGS AND OTHER REQUIRED DATA 

6.1 OUTLINE DRAWINGS AND OTHER SUPPORTING DATA 

6.1.1 j) Add to this clause: 

Corrosion allowance shall also be included when a value is specified separately for 
internal components (i.e. tubes, bellows-type expansion joints, etc.). If no corrosion 
allowance has been specified for the tubes, the available tube corrosion allowance 
based on original tube outside diameter shall be calculated and shown on the outline 
drawing; 

Add new clauses: 

w) Heat exchangers that have titanium components shall have the following statement 
on the outline drawing: "Titanium Equipment – Do not perform hot work without 
approval of the Principal." 

x) Heat exchanger foundation loads due to empty, operating, and hydrotest weights, 
wind and earthquake loads, and bundle pulling loads. 

6.1.2 Replace this clause by: 

The Supplier shall submit the results of the flow-induced vibration analysis, based on the 
actual details of the design proposed, including the clearance between the shellside inlet 
and outlet nozzles and the tube bundle, and the actual inlet, outlet and central baffle 
spacing. 

6.2 INFORMATION REQUIRED AFTER OUTLINE DRAWINGS ARE REVIEWED 

6.2.2 Replace this clause by: 

Weld maps, all proposed welding procedures and qualifications (including tube-to-
tubesheet welding procedures and qualifications), and all supporting test results such as 
impact tests, hardness tests, corrosion tests, as applicable, shall be submitted for approval, 
prior to fabrication. 

6.2.3 Add new clauses: 

n) Location of and notation of sub-supplier's component identification number; 

o) Vacuum ratings; 

p) Stress relieving requirements for U-tubes shall be included in the U-tube bend 
schedule drawing; 

q) Requirements for spring washers, if applicable. 

r) Special handling, special hydrotest requirements, shipping or storage 
requirements. 

6.2.4 a) Add to this clause: 

i. Actual and allowable tube-to-tubesheet loadings for fixed tubesheet exchangers; 

ii. Pass partition plate and longitudinal baffle thickness calculations; 

iii. Expansion joint calculations; 

iv. Maximum allowable pressure (MAP) new (inclusive of corrosion allowance) and 
cold and the maximum allowable working pressure (MAWP) hot and corroded.  
The limiting component shall be identified. 

v. The static head due to the liquid level in vertical exchangers shall be included in 
the thickness calculations for design pressure at the coincident design 
temperature.  The exchanger shall be assumed to be completely filled with 
process fluid, or water, whichever has the higher density. 
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b) Add to this clause: 

Design calculations based on wind, seismic and transportation loads shall be provided, 
when defined by the Contractor. The loading conditions shall not be less than those 
specified in DEP 31.22.20.31-Gen; 

c) Add to this clause: 

The Supplier shall provide a tabulation of required bolt loadings (bolt torque, bolt stress, 
and axial force values) for exchanger girth flange, channel cover flange, and floating 
head flange bolting on the drawings; 

Add new clauses: 

e) The Supplier shall submit the Inspection and Test Plan (ITP) for review and 
approval. Surveillance requirements identified by the Contractor shall be 
incorporated into the Supplier’s ITP; 

f) The Supplier shall submit materials handling and segregation procedures for all 
stainless steel and alloy materials.  

6.2.5 Replace this clause by: 

Design calculations for heat exchanger supports, lifting devices, and pulling devices shall 
be submitted. The documents provided shall include a table of foundation loads in all 
operating cases (considering wind and seismic effects), the hydrotest case and the bundle 
pulling case (for each bundle in stacked units). 

6.3 Reports and records 

Add new clauses: 

n) Tube expansion / tube wall reduction values be recorded on a tube layout drawing 
and included in the Manufacturer’s data book; 

o) The wall thickness of six (6) randomly selected tubes shall be measured at a 
distance of approximately 25 mm (1 in) behind the shell side face of the stationary 
tubesheet. The thickness of each tubesheet shall be measured at one position. The 
thicknesses shall be recorded on a tube layout drawing and included in the 
Manufacturer’s data book. 
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7. DESIGN 

7.1 DESIGN TEMPERATURE (AND PRESSURE) 

The design temperature for both shell and tube side shall be provided on the 
data/requisition sheet by the Contractor. However, after the maximum allowable working 
pressure is established, the Supplier shall apply the highest possible design temperature 
where reduction in allowable stress of the pressure components is not incurred, provided 
the flange rating or vacuum rating is not limiting. The design temperature shall not be 
increased beyond the value specified on the data/requisition sheet for floating head type 
exchangers with a single tubepass, fixed tubesheet type exchangers, or for any exchangers 
in hydrogen service. 

7.1.3 Replace this clause by: 

For floating head exchangers with a single tubepass and tailpipe, and for all fixed tubesheet 
exchangers, the need for an expansion joint shall be determined by the Supplier based on 
the operating cases specified on the equipment data/requisition sheet. In addition, all 
alternate and upset operating cases specified by the Contractor in the Expansion Joint 
Design Checklist shall be assessed. 

Add new clause: 

7.1.4 Where thermal and pressure cyclic loading has been specified, the Supplier shall 
demonstrate, by a calculation method approved by the Principal, that the heat exchanger 
will be able to sustain the specified loading for the duration of its service life. The Contractor 
shall specify the pressure and/or temperature loading cycles and the required service life 
for fatigue analysis. 

Add new clause: 

7.1.5 Design pressures (including any applicable vacuum ratings) for the shell and tube sides 
shall be specified separately by the Contractor. The most unfavourable combination of 
design pressures on the shell and tube side shall be used in the design and calculations for 
components including tubes, tubesheets, floating heads, tailpipes and internal bellows.  

Add new clause: 

7.1.6 Where a differential design pressure between the tube side and shell side is specified on 
the data/requisition sheet, a warning sign, stating the maximum differential design pressure 
and the maximum differential test pressure, shall be located next to the nameplate. The use 
of differential design pressure shall not be applied, unless approved by the Principal. 

7.2 CLADDING FOR CORROSION ALLOWANCE 

7.2.1 Replace this clause by: 

The full thickness of the corrosion resistant cladding (including weld overlay) shall be used 
as corrosion allowance, including the thickness of the weld overlay used to restore cladding 
at welded joints.  Where corrosion-resistant cladding (or weld overlay) is specified, it 
SHALL [PS] apply to all wetted surfaces, including gasket grooves. Non-integral bonded 
liners shall not be used unless approved by the Principal. 

Pass partition plates shall be of the same alloy as the cladding to which they are welded.  
The minimum cladding thickness at locations where the pass partition plates are welded 
shall be 5 mm (3/16 in), when the base material requires post-weld heat treatment for either 
Code or service reasons. 

7.2.2 Replace this clause by: 

Weld overlays applied for corrosion protection shall have sufficient thickness to provide the 
specified chemical composition to a depth of at least 2.5 mm (3/32 in), unless otherwise 
specified on the data/requisition sheet. 

The minimum cladding (or weld overlay) thickness at the tube side tubesheet face shall not 
be less than 6 mm (1/4 in) to permit welding of the tube ends to the tubesheet cladding.  
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When the shell side face of a tubesheet is specified with cladding (or weld overlay) the 
thickness of the cladding shall not be less than 10 mm (3/8 in). Rolling shall extend to within 
3 mm (1/8 in) of the shell side clad or weld overlay face to provide a seal between the tubes 
and the cladding or weld overlay.  

Add new clause: 

7.2.3 Non-bonded alloy liners shall not be used on manway or channel covers, unless approved 
by the Principal. 

7.3 SHELL SUPPORTS 

7.3.1 Add to this clause: 

The Supplier shall verify that number and size of anchor bolts are adequate for the bundle 
pulling load, based on ASME SA 307 Grade M material or equivalent, unless otherwise 
specified by the Contractor. 

For stacked exchangers the fixed shell support and anchor bolts of the lower exchanger 
shall be designed to withstand the longitudinal force applied at the centreline of the upper 
heat exchanger bundle. 

7.3.2 Add to this clause: 

g) The sliding plate underneath the sliding support saddle shall be in accordance with 
Standard Drawing S 22.003. 

h) Saddles shall protrude beyond the bottom nozzles, including the drain nozzle with 
blind flange, by at least 50 mm (2 in) to prevent damage to flange facings during 
transport, storage and maintenance.  

7.3.3 Add to this clause: 

The saddle of the lower exchanger shall be configured as shown in Figure 1 when the lower 
shell has a nominal diameter of 1000 mm (40 in) or greater.  The outer gusset ribs shall 
extend at least 50 mm (2 in) beyond the outside diameter of lower shell.  Exchanger shells 
shall not be stacked in combinations of more than two (2), unless approved by the 
Principal.  

 

 

 

 

 

 

 

Figure 1 Saddle for Stacked Heat Exchangers 

7.3.5 Replace last sentence of this clause by: 

The total length of the slots shall be equal to the anchor bolt diameter, plus twice the 
theoretical thermal expansion of the shell (based on the shell side design temperature) plus 
8 mm (5/16 in.). 

Add new clause: 

7.3.6 Flange bolting on connections between stacked shells shall be removable from one side of 
the flange without removing the upper shell. 

Add new clause: 

7.3.7 Horizontal exchangers shall have supports designed in accordance with the revised L. P. 
Zick analysis (Pressure Vessel and Piping; Design and Analysis, ASME, 1982). 
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Add new clause: 

7.3.8 Support design shall comply with UG-54 and Appendix G of the ASME Code. Exchanger 
supports shall be continuously welded to the shell. 

Add new clause: 

7.3.9 Support brackets for vertical exchangers shall be in accordance with Standard Drawing 
S 21.017. The Supplier shall verify that the support design is suitable for all defined 
loadings including wind, seismic, and super-imposed external nozzle loads. 

Add new clause: 

7.3.10 When skirts are used to support vertical exchangers they shall be in accordance Standard 
Drawing S 20.001 and with the additional requirements specified in DEP 31.22.20.31-Gen.  

Add new clause: 

7.3.11 A grounding lug shall be welded to one (1) of the exchanger supports in accordance with 
Standard Drawing S 68.004. 

Add new clause: 

7.3.12 Stresses on exchanger supports resulting from nozzle external loads and different thermal 
growth rates of stacked exchangers shall be included as super-imposed loads in designing 
the supports, as applicable. Exchanger support reactions shall include these applicable 
loads, and be shown on the drawings. 

7.4 STATIONARY HEAD 

7.4.2 Replace this clause by: 

Pass partition plates (in both stationary heads and the floating heads) shall be designed, 
per TEMA paragraph RCB-9.132, without corrosion allowance, to accommodate at least 
three (3) times the maximum calculated clean pressure differential across each pass 
partition plate. 

In no case shall the minimum thickness be less than the value specified in TEMA 
paragraph RCB-9.131. The use of rods, bars, etc. to stiffen pass partition plates is 
acceptable. Calculations of the maximum allowable differential pressure across the pass 
partition plate shall be submitted with the mechanical design calculations.  

Add new clause: 

7.4.3 For TEMA ‘B’ type bonnets, tubesheets shall extend to the same diameter as the 
connecting flange and allow for independent hydrostatic test of both the shell and tube 
sides, without the use of a test ring. 

Add new clause: 

7.4.4 When an axial nozzle is used on stationary heads, the minimum distance from the 
intersection of the nozzle centreline and the head, to the tubesheet shall be equal to (0.6) x 
(inside bonnet [or channel] radius - inside nozzle radius). This supersedes TEMA 
RCB 9-12.  

The velocity head in the inlet nozzle shall not be greater than 15% of the pressure drop in 
the tubes, otherwise a conical enlarging/reducing transition shall be provided with an 
included angle not exceeding 30 degrees. For TEMA style N or C heads, a straight section 
of 200 mm (8 in) minimum length shall be provided at the tubesheet to facilitate peripheral 
tube cleaning and/or inspection. 

Add new clause: 

7.4.5 Channel covers used with clad or weld overlayed channels shall also be clad or weld 
overlayed. Loose-lined covers or solid alloy covers shall not be used unless approved by 
the Principal. 
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Add new clause: 

7.4.6 Strongbacks shall not be used on flat channel covers to meet deflection limits in TEMA 
RCB-9.21. 

7.5 FLOATING HEAD 

7.5.4 Replace second sentence of this clause by: 

Floating heads shall be in accordance with Figure 1 (a) or (b), with full penetration welds 
used to connect the flange ring to the dished head. 

7.5.5 Add to this clause: 

Except for clad or weld overlayed construction, floating head flanges shall be provided with 
3 mm (1/8 in) additional thickness to provide a future machining allowance on the gasket 
contact seating surface. The additional thickness shall not be used in the calculation of the 
maximum allowable working pressure.  

Add new clause: 

7.5.6 Floating heads shall be through-bolted. Use of bolts which are threaded into tapped holes 
in the floating tubesheet is not permitted. 

Add new clause: 

7.5.7 Divided floating heads shall not be used. 

Add new clause: 

7.5.8 The backing ring for split ring floating heads shall conform to TEMA Figure RCB 5.141, 
style A. 

Add new clause: 

7.5.9 Integral shell covers shall be used on all sizes of U-tube and multi-tubepass pull-through 
floating head exchangers.   

Add new clause: 

7.5.10 When an axial nozzle is used on the floating head, the minimum distance from the 
intersection of the nozzle centreline and the head, to the tubesheet, shall be equal to [(0.6) 
x (inside floating head radius - inside nozzle radius)]. This supersedes TEMA R-5.11. 

When the tube side inlet nozzle is located at the floating head, the velocity head in the inlet 
nozzle shall not be greater than 15% of the pressure drop in the tubes, otherwise the 
floating head shall be configured as a conical transition with an included angle not 
exceeding 30 degrees.  

Add new clause: 

7.5.12 Floating head tail-pipes  

7.5.12.1 The floating head cover with a tail-pipe and expansion joint shall employ externally 
gasketed joints at the external tailpipe spool. The shell cover and tailpipe shall bolt 
separately to the external tailpipe spool, such that all gaskets in the flanged design are 
accessible from the exterior of the exchanger without removing the tube bundle. 

7.5.12.2 The external tail-pipe connections shall be provided with an ASME B16.5 or B16.47 flange 
for attachment to the adjoining pipe, except when the tailpipe is connected to another 
tailpipe of a stacked exchanger in series. In the latter case, the interconnecting pipe spool 
assembly shall be furnished by the Supplier, with all resulting loads (including thermal) 
incorporated in the design. 

7.5.12.3 Floating head tail-pipes incorporating expansion joints shall be provided with the necessary 
lugs on the floating head cover and tail-pipe, and retaining rods (which shall also act as 
guide bars). The retaining rods shall be designed for hydrotesting of the bundle outside of 
the shell.  
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7.5.12.4 The Contractor shall specify when an internally bolted connection between the expansion 
joint and the floating head cover is required.  

7.5.12.5 The Supplier shall provide a tail-pipe and expansion joint drawing with the proposal. 

7.6 TUBE BUNDLE 

7.6.1 Tubes 

7.6.1.1 Add to this clause: 

15.9 mm (5/8 in) outside tube diameter may be used only when approved by the Principal.  

7.6.1.2 Replace this clause by: 

Table 1 below shows the outside tube diameters and minimum required tube gauges for 
bare tubes of copper alloys, carbon steel, low alloy steel, aluminium and high alloys. The 
actual thickness provided shall be suitable for both internal and external design pressure, 
any vacuum conditions, design temperature, tube thinning in U-bends, and any specified 
corrosion allowance for the tubes. 

TABLE 1 MINIMUM WALL THICKNESS OF TUBES 

Tube material Nominal  
tube outside diameter 

Tube 
gauge 

(SWG) 

 
Tube wall thickness 

(Note 4) 

 mm (in)  mm (in) 

Copper alloys 15.88 (5/8) 16 1.63 (0.064) 

 19.05 (3/4) 16 1.63 (0.064) 

 25.40 (1) 16 1.63 (0.064) 

 31.75 (1-1/4) 14 2.03 (0.080) 

 38.10 

50.80 

(1-1/2) 

(2) 

14 

12 

2.03 

2.64 

(0.080) 
(0.104) 

Carbon steel, low alloy 15.88 (5/8) 14 2.03 (0.080) 

steels, and  19.05 (3/4) 14 2.03 (0.080) 

aluminium alloys 25.40 (1) 14 2.03 (0.080) 

 31.75 (1-1/4) 14 2.03 (0.080) 

 38.10 

50.80 

(1-1/2) 

(2) 

12 

12 

2.64 

2.64 

(0.104) 

(0.104) 

High alloys  15.87 (5/8) 16 1.63 (0.064) 

(defined in ISO 16812) 19.05 (3/4) 16 1.63 (0.064) 

 25.40 (1) 16 1.63 (0.064) 

 31.75 (1-1/4) 14 2.03 (0.080) 

 38.10 

50.80 

(1-1/2) 

(2) 

14 

14 

2.03 

2.03 

(0.080) 

(0.080) 

 
NOTES: 1. Values in this table are based on Standard Wire Gauge (SWG). Birmingham Wire Gauge (BWG) 

may also be selected with the same gauge number.  The Standard used shall be specified on the 
data/requisition sheet. 

 2. For special materials (e.g. titanium tubes) the minimum wall thickness shall be 18 SWG. 
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 3. For low fin tubing, the wall thickness shall be at the root diameter. Titanium low-finned tubes shall 
have a minimum bare end wall thickness of 16 SWG so that the minimum thickness under the fins 
is not less than 0.9 mm (0.035”). 

4. Tubes shall be supplied as minimum wall, except that high alloys (as defined in ISO 16812) may 
be supplied as average wall.  

7.6.1.3 Add to this clause: 

The mean radius of U-bends shall not be less than two (2) times the nominal outside 
diameter of the tube in services that are specified on the data/requisition sheet to require 
mechanical cleaning on the tube side. 

Where 22% Cr grade duplex stainless steel or titanium U-tubes are specified, the minimum 
bend radius shall not be less than 3.3 times the nominal outside diameter of the tube, 
regardless of whether tubeside mechanical cleaning is required. 

7.6.1.4 Add to this clause: 

Where the tube thickness is specified as minimum wall, the tube thickness used for thermal 
design and pressure drop calculation purposes shall be 1.1 times the minimum wall 
thickness. 

Add new clause: 

7.6.1.4 The tube side pressure drop may be calculated using smooth tube friction factors for 
stainless steel and other high alloy tubes, where corrosion is not expected.  Commercial 
pipe friction factors shall be used for carbon and low alloy steel tubes. 

Add new clause: 

7.6.1.5 Where possible, the number of tubes in any pass shall not be greater than 10% above or 
below the average number of tubes per pass. If this cannot be accommodated, the Supplier 
shall indicate this in the proposal. The tube velocity shall be reported on the data/requisition 
sheet for each tubepass. 

Add new clause: 

7.6.1.6 Tubes shall be designed for design pressure on either side, with atmospheric pressure or 
vacuum, if specified, on the other side unless otherwise specified or approved by the 
purchaser. 

Add new clause: 

7.6.1.7  Where welded tubes are used, re-dressing or “scarfing” of the weld seam is required when 
an expanded only tube-to-tube sheet joint is specified. The Contractor shall specify any 
additional testing requirements for welded tubes. 

Add new clause: 

7.6.1.8  For circumferential low-fin tubes, the fin density shall not exceed 1181 fins per metre 
(30 fins per inch). Longitudinally-finned or high-finned tubes shall not be used. 

7.6.2 Tubesheets 

7.6.2.1 Replace second sentence of this clause by: 

Where collar bolts are used, at least four (4) shall be provided and their location shall be 
identified on the drawings and by stamped markings on the OD of the tubesheet and on 
both ends of the studs. One (1) end of the collar bolt shall be machined with a standard size 
hex head. 

7.6.2.4 Replace second sentence of this clause by:  

Single or two-piece collar type studs shall be supplied for 25% of the bolt holes in the 
stationary tubesheet in order to maintain gasket compression load during removal of the 
either the bonnet or the shell. The extended portion of the tubesheet shall be designed for 
hydrotesting of the shellside or tubeside independently, with the respective bonnet or shell 
removed, with the full complement of bolting installed. Removable bundle units with ‘A’ type 
heads need not have full diameter tubesheets. 
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Add new clause: 

7.6.2.5  Regardless of the pressure design code that is applied, the tubesheet thickness shall not 
be less than that required by either TEMA clause R-7.11 or ASME Section VIII, Div.1 Part 
UHX, except where a thin flexible tubesheet design is specified on the data/requisition 
sheet. 

Add new clause: 

7.6.2.6 Stationary tubesheets for removable bundles with bonnet stationary heads shall be 
through-bolted.  The holes shall not be threaded,  

Add new clause: 

7.6.2.7 The welded connections between a tubesheet and the adjacent cylinder shall be in 
accordance with ASME Code Figure UW-13.3, Type (a) (b) or (c) or equivalent 
configurations. Figure UW-13.2 Type (a), (b), (c), (i), (j), (k), or equivalent, may only be 
used in non-cyclic service where the design pressure is less than 6.9 MPag (1000 psig) and 
the design temperature is less than 400°C (750°F). 

Add new clause: 

7.6.2.8 Tubesheets with applied cladding (or weld overlay) shall meet the following requirements: 

• The cladding shall be integrally and continuously bonded to the base material. 
Brazing shall not be used to bond the cladding to the tubesheet. 

• Integrally clad tubesheets and tubesheets with applied weld overlay shall be 
ultrasonically tested to check the integrity of the bonding in accordance with ASTM 
A 578, with an acceptance level of S7. 

Add new clause: 

7.6.2.9 Except for clad or weld overlayed construction, gasketed tubesheets shall be provided with 
3 mm (1/8 in) additional thickness to provide a future machining allowance on all gasket 
contact seating surfaces (including the pass partition). The additional base material 
thickness shall not be used in the calculation of the maximum allowable working pressure.  

7.6.3 Transverse baffles and support plates 

7.6.3.1 Add to this clause: 

For titanium tubes, the baffle/support plates shall have a thickness in accordance with 
TEMA; however, the minimum thickness shall not be less than 5 mm (3/16 in). 

7.6.3.2 Replace this clause by: 

To facilitate draining of heat exchanger shells, all transverse baffles and support plates, 
which extend to the bottom of the shell, shall have V-notches that are 10 mm (3/8 in) high 
for shell inside diameters of 1000 mm (40 in) or less.  For larger shell diameters, the V-
notches shall be 16 mm (5/8 in) high and 19 mm (3/4 in) wide at the lowest point. 

Add new clause: 

7.6.3.4 The unsupported tube span shall not exceed 80% of the value indicated in TEMA Table 
RCB-4.52, except that it shall not exceed 60% in the following cases: 

• For titanium tubes and applications with similar tube wall thickness and elastic 
modulus combinations; 

• For tubes in kettle-type reboilers, evaporators, and steam generators.   

Add new clause: 

7.6.3.5 A reduction in the baffle to shell diametric clearances given in TEMA Table RCB-4.3 may 
be considered in some cases to reduce leakage between the baffles and shell, with 
approval of the Principal. In such cases the Supplier shall verify that the reduced clearance 
is possible considering fabrication tolerances, bundle insertion, etc. 

Add new clause: 

Full document details: SHELL 31.21.01.30 2011

http://www.avadocuments.com/doc/shell-31-21-01-30-2011
http://www.avadocuments.com/doc/shell-31-21-01-30-2011

