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PREFACE 

DEP (Design and Engineering Practice) publications reflect the views, at the time of publication, of Shell Global Solutions 
International B.V. (Shell GSI) and, in some cases, of other Shell Companies. 

These views are based on the experience acquired during involvement with the design, construction, operation and 
maintenance of processing units and facilities. Where deemed appropriate DEPs are based on, or reference international, 
regional, national and industry standards. 

The objective is to set the recommended standard for good design and engineering practice to be applied by Shell 
companies in oil and gas production, oil refining, gas handling, gasification, chemical processing, or any other such facility, 
and thereby to help achieve maximum technical and economic benefit from standardization. 

The information set forth in these publications is provided to Shell companies for their consideration and decision to 
implement. This is of particular importance where DEPs may not cover every requirement or diversity of condition at each 
locality. The system of DEPs is expected to be sufficiently flexible to allow individual Operating Units to adapt the 
information set forth in DEPs to their own environment and requirements. 

When Contractors or Manufacturers/Suppliers use DEPs, they shall be solely responsible for such use, including the 
quality of their work and the attainment of the required design and engineering standards. In particular, for those 
requirements not specifically covered, the Principal will typically expect them to follow those design and engineering 
practices that will achieve at least the same level of integrity as reflected in the DEPs. If in doubt, the Contractor or 
Manufacturer/Supplier shall, without detracting from his own responsibility, consult the Principal. 

The right to obtain and to use DEPs is restricted, and is granted by Shell GSI (and in some cases by other Shell 
Companies) under a Service Agreement or a License Agreement. This right is granted primarily to Shell companies and 
other companies receiving technical advice and services from Shell GSI or another Shell Company. Consequently, three 
categories of users of DEPs can be distinguished: 

1) Operating Units having a Service Agreement with Shell GSI or another Shell Company. The use of DEPs by these 
Operating Units is subject in all respects to the terms and conditions of the relevant Service Agreement. 

2) Other parties who are authorised to use DEPs subject to appropriate contractual arrangements (whether as part of 
a Service Agreement or otherwise). 

3) Contractors/subcontractors and Manufacturers/Suppliers under a contract with users referred to under 1) or 2) 
which requires that tenders for projects, materials supplied or - generally - work performed on behalf of the said 
users comply with the relevant standards. 

Subject to any particular terms and conditions as may be set forth in specific agreements with users, Shell GSI disclaims 
any liability of whatsoever nature for any damage (including injury or death) suffered by any company or person 
whomsoever as a result of or in connection with the use, application or implementation of any DEP, combination of DEPs 
or any part thereof, even if it is wholly or partly caused by negligence on the part of Shell GSI or other Shell Company. The 
benefit of this disclaimer shall inure in all respects to Shell GSI and/or any Shell Company, or companies affiliated to these 
companies, that may issue DEPs or advise or require the use of DEPs. 

Without prejudice to any specific terms in respect of confidentiality under relevant contractual arrangements, DEPs shall 
not, without the prior written consent of Shell GSI, be disclosed by users to any company or person whomsoever and the 
DEPs shall be used exclusively for the purpose for which they have been provided to the user. They shall be returned after 
use, including any copies which shall only be made by users with the express prior written consent of Shell GSI. The 
copyright of DEPs vests in Shell Group of companies. Users shall arrange for DEPs to be held in safe custody and Shell 
GSI may at any time require information satisfactory to them in order to ascertain how users implement this requirement. 

All administrative queries should be directed to the DEP Administrator in Shell GSI. 

Full document details: SHELL 31.21.70.31 2011

http://www.avadocuments.com/doc/shell-31-21-70-31-2011
http://www.avadocuments.com/doc/shell-31-21-70-31-2011


ECCN EAR99 DEP 31.21.70.31-Gen. 
 February 2011 

Page 3 

TABLE OF CONTENTS 

PART I INTRODUCTION ........................................................................................................5 
1.1 SCOPE........................................................................................................................5 
1.2 DISTRIBUTION, INTENDED USE AND REGULATORY CONSIDERATIONS .........5 
1.3 DEFINITIONS .............................................................................................................5 
1.4 CROSS-REFERENCES .............................................................................................5 
1.5 SUMMARY OF MAIN CHANGES...............................................................................6 
1.6 COMMENTS ON THIS DEP.......................................................................................6 
1.7 DUAL UNITS...............................................................................................................6 
PART II GENERAL REQUIREMENTS ....................................................................................7 
2.1 GENERAL...................................................................................................................7 
2.2 SELECTION OF TYPE OF AIR-COOLED HEAT EXCHANGER...............................7 
2.3 SCOPE OF SUPPLY ..................................................................................................7 
2.4 UNITS OF MEASUREMENT ......................................................................................7 
2.5 DESIGN CLASS .........................................................................................................7 
PART III AMENDMENTS AND SUPPLEMENTS TO ISO 13706.............................................8 
3. TERMS AND DEFINITIONS.......................................................................................8 
4. GENERAL...................................................................................................................8 
5. PROPOSALS .............................................................................................................9 
6. DOCUMENTATION ..................................................................................................10 
6.1 APPROVAL INFORMATION ....................................................................................10 
6.2 FINAL RECORDS.....................................................................................................11 
7. DESIGN ....................................................................................................................11 
7.1 TUBE BUNDLE DESIGN..........................................................................................11 
7.2 AIR-SIDE DESIGN....................................................................................................20 
7.3 STRUCTURAL DESIGN...........................................................................................31 
8. MATERIALS .............................................................................................................35 
8.1 GENERAL.................................................................................................................35 
8.2 HEADERS.................................................................................................................36 
8.3 LOUVRES.................................................................................................................36 
8.4 OTHER COMPONENTS...........................................................................................36 
9. FABRICATION OF TUBE BUNDLE ........................................................................37 
9.1 WELDING .................................................................................................................37 
9.2 POSTWELD HEAT TREATMENT ............................................................................37 
9.3 TUBE-TO-TUBESHEET JOINTS .............................................................................37 
9.5 THREAD LUBRICANT..............................................................................................39 
9.8 TUBES WITH EMBEDDED FINS .............................................................................39 
10. INSPECTION, EXAMINATION, AND TESTING ......................................................39 
10.1 QUALITY CONTROL................................................................................................39 
10.2 PRESSURE TEST ....................................................................................................41 
10.3 SHOP RUN-IN ..........................................................................................................42 
10.5 NAMEPLATES..........................................................................................................42 
11. PREPARATION FOR SHIPMENT ...........................................................................43 
11.1 GENERAL.................................................................................................................43 
11.2 SURFACES AND FINISHES ....................................................................................43 
11.3 IDENTIFICATION AND NOTIFICATION ..................................................................44 
12. SUPPLEMENTAL REQUIREMENTS ......................................................................44 
12.1 GENERAL.................................................................................................................44 
12.2 DESIGN ....................................................................................................................44 
12.3 EXAMINATION .........................................................................................................44 
ANNEX A RECOMMENDED PRACTICES ...............................................................................44 

Full document details: SHELL 31.21.70.31 2011

http://www.avadocuments.com/doc/shell-31-21-70-31-2011
http://www.avadocuments.com/doc/shell-31-21-70-31-2011


ECCN EAR99 DEP 31.21.70.31-Gen. 
 February 2011 

Page 4 

ANNEX B CHECKLIST, DATA SHEETS, AND ELECTRONIC DATA EXCHANGE...............45 
PART IV REFERENCES .........................................................................................................46 

 

APPENDICES 

APPENDIX 1 DETAIL OF TWO-PART PLUG WITH GASKET COMPRESSOR.................48 
APPENDIX 2 TYPICAL SCHEMATICS FOR TYPE 3 WINTERIZED AIR COOLED 

HEAT EXCHANGERS.....................................................................................49 
 

Full document details: SHELL 31.21.70.31 2011

http://www.avadocuments.com/doc/shell-31-21-70-31-2011
http://www.avadocuments.com/doc/shell-31-21-70-31-2011


ECCN EAR99 DEP 31.21.70.31-Gen. 
 February 2011 

Page 5 

PART I INTRODUCTION 

1.1 SCOPE 

This DEP specifies requirements and gives recommendations for the design, manufacture 
and supply of air-cooled heat exchangers.  This DEP does not apply to ‘air-heated’ 
applications where ambient air is to be used as a heating medium. 

This DEP contains mandatory requirements to mitigate process safety risks in accordance 
with Design Engineering Manual DEM 1 – Application of Technical Standards. 

This is a revision of the DEP of the same number dated January 2010. Refer to [1.5] 
regarding the changes. 

1.2 DISTRIBUTION, INTENDED USE AND REGULATORY CONSIDERATIONS 

Unless otherwise authorised by Shell GSI, the distribution of this DEP is confined to Shell 
companies and, where necessary, to Contractors and Manufacturers/Suppliers nominated 
by them. Any authorised access to DEPs does not for that reason constitute an 
authorization to any documents, data or information to which the DEPs may refer. 

This DEP is intended for use in facilities related to oil and gas production, gas handling, oil 
refining, chemical processing, gasification, distribution and supply/marketing. Application in 
other facilities may also apply. 

When DEPs are applied, a Management of Change (MOC) process should be 
implemented; this is of particular importance when existing facilities are to be modified. 

If national and/or local regulations exist in which some of the requirements could be more 
stringent than in this DEP, the Contractor shall determine by careful scrutiny which of the 
requirements are the more stringent and which combination of requirements will be 
acceptable with regards to the safety, environmental, economic and legal aspects. In all 
cases the Contractor shall inform the Principal of any deviation from the requirements of 
this DEP which is considered to be necessary in order to comply with national and/or local 
regulations. The Principal may then negotiate with the Authorities concerned, the objective 
being to obtain agreement to follow this DEP as closely as possible. 

1.3 DEFINITIONS 

1.3.1 General definitions 

The Contractor is the party that carries out all or part of the design, engineering, 
procurement, construction, commissioning or management of a project or operation of a 
facility. The Principal may undertake all or part of the duties of the Contractor. 

The Manufacturer/Supplier is the party that manufactures or supplies air-cooled heat 
exchange equipment and services to perform the duties specified by the Contractor. 
NOTE: The terms Supplier and Manufacturer as used in this DEP are synonymous with the term Vendor (as 

used in ISO 13706:2005) depending on the context in which the term is used. 

The Principal is the party that initiates the project and ultimately pays for it. The Principal 
may also include an agent or consultant authorised to act for, and on behalf of, the 
Principal. 

The lower-case word shall indicates a requirement.  

The upper case term SHALL [PS] indicates a process safety requirement. 

The word should indicates a recommendation. 

1.4 CROSS-REFERENCES 

Where cross-references to other parts of this DEP are made, the referenced clause number 
is shown in brackets. Other documents referred to in this DEP are listed in (Part IV). 
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1.5 SUMMARY OF MAIN CHANGES 

This DEP is a revision of the DEP of the same number dated January 2010.  The following 
are the main, non-editorial changes. 

Old clause New clause Change 

Part II Part II, 4.0 Added section on Design Class 

 3.14 Removed reference to DEP on definition of 
temperature, pressure, and toxicity levels 

Part III 7.1.1.7 Added very toxic service 

 7.1.6.2.1 Added last sentence 

 7.1.8.10 Added new clause 

 7.1.6.2.10 Added new clause 

 7.1.9.2 Added requirement for long weld neck flanges 

 7.1.11.21 Added fin thickness requirements for off-shore 
installations and requirements for stainless steel base 
tube metalizing 

 7.2.2.4 Revised location for noise guarantee 

 7.2.8.2.6 Added requirement to limit number of belts 

 7.2.8.3.5 Added requirement for drip pans 

 7.2.8.3.6 Added new clause 

 7.3.5.8 Added new clause 

 8.1.1 Added material sourcing requirement 

 8.1.9 Added new clause 

 8.4.1 Added fin material requirement for off-shore installations 

 10.1.6 Added inspection requirements for intersecting welds 

 10.1.16 Added new clause 

 10.1.17 Added new clause 

 11.1.4 Added new clause 

1.6 COMMENTS ON THIS DEP 

Comments on this DEP may be sent to the Administrator at standards@shell.com, using 
the DEP Feedback Form.  The DEP Feedback Form can be found on the main page of 
“DEPs on the Web”, available through the Global Technical Standards web portal 
http://sww.shell.com/standards and on the main page of the DEPs DVD-ROM. 

1.7 DUAL UNITS 
Amended per 
Circular 08/12 
Dual units have been incorporated throughout this DEP. 

This DEP contains both the International System (SI) units, as well as the corresponding 
US Customary (USC) units, which are given following the SI units in brackets. When 
agreed by the Principal, the indicated USC values/units may be used. 
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PART II GENERAL REQUIREMENTS 

2.1 GENERAL 

Part III of this DEP is written as amendments and supplements to ISO 13706. 

For ease of reference, the clause numbering of ISO 13706 has been used throughout 
Part III of this DEP. 

Unless specified otherwise in this DEP, all occurrences of the word “should” in ISO 13706 
shall be replaced with the word “shall”. 

Clauses in ISO 13706 that are not mentioned in this DEP, shall remain valid as written. 

2.2 SELECTION OF TYPE OF AIR-COOLED HEAT EXCHANGER 

Forced draught or induced draught horizontal air-cooled heat exchangers shall be applied, 
so that several exchangers can be grouped into one bank. 

Vertical, "V" frame and "A" frame or "roof" type air-cooled heat exchangers are not covered 
by ISO 13706 or this DEP; these exchangers shall be selected only with the agreement of 
the Principal. 

2.3 SCOPE OF SUPPLY 

Air-cooled heat exchangers shall include all features necessary for reliable and safe 
operation.  If applicable, these features should include adequate means of control to cope 
with the specified variations in operating conditions. 

Excluded from the scope of supply are foundations, erection of the supporting structure, 
and fireproofing of the structural steel. 

2.4 UNITS OF MEASUREMENT 

The SI system of units has been applied in this DEP and, where considered necessary, 
they are followed by US Customary units in brackets. 

2.5 DESIGN CLASS 

Decisions related to the Design Class performance categories for air cooled heat 
exchangers are intended to be made by the Principal in the project “Define” phase and 
detailed in project scope defining documentation e.g. equipment BDEP (Basic Design 
Engineering Package), air cooled heat exchanger data sheet, air cooled heat exchanger 
checklist, project specific specifications, etc. 

Full document details: SHELL 31.21.70.31 2011

http://www.avadocuments.com/doc/shell-31-21-70-31-2011
http://www.avadocuments.com/doc/shell-31-21-70-31-2011


ECCN EAR99 DEP 31.21.70.31-Gen. 
 February 2011 

Page 8 

PART III AMENDMENTS AND SUPPLEMENTS TO ISO 13706 

3. TERMS AND DEFINITIONS 

Add new terms: 

3.12 critical process temperature 

temperatures, as defined by the Contractor on the equipment data sheet, related to 
important physical properties of a process stream, such as freezing point, pour point, cloud 
point, hydrate formation temperature and dew point 

3.13 hydrogen service  

services, as defined by the Contractor on the equipment data sheet, in which the hydrogen 
partial pressure is greater than 700 kPa absolute [100 psia] at any temperature 

3.14 very toxic service  
services, as defined by the Contractor on the equipment data sheet, containing substances 
that are very hazardous for the environment or human health 

3.15 wet hydrogen sulphide service, sour service 

services, as defined by the Contractor on the equipment data sheet, which normally contain 
dissolved H2S in a free water phase and can result in environmental cracking of carbon 
steel materials 

 
4. GENERAL 

4.1 Replace first sentence of this clause by: 

Tube bundles and auxiliary heating coils SHALL [PS] comply with the specified pressure 
design code. Unless otherwise specified by the Contractor, the pressure design code shall 
be ASME VIII, Division 1.  Tube bundles and auxiliary heating coils shall also comply with 
DEP 31.22.20.31-Gen. Unless otherwise specified by the Principal, tube bundles and 
auxiliary heating coils shall be considered as “General Service” pressure vessels. 

4.4 Add to this clause: 

Exchangers shall be registered in accordance with the applicable regulations.  If the 
applicable regulations have no requirements for pressure vessel registration, the 
exchangers shall be registered with the U.S. National Board of Boiler and Pressure Vessel 
Inspectors, if specified by the Contractor. 

Add new clause: 

4.6 All tube bundles, including auxiliary heating coils, shall be ASME Code stamped, unless 
otherwise specified by the Contractor.  If a Code stamp is not required for auxiliary heating 
coils, the design of the coils shall conform to the same code requirements as the process 
tube bundles. 

Add new clause: 

4.7 If specified by the Contractor, Suppliers shall optimise their design relative to equipment 
costs and power consumption using the power cost factors provided by the Contractor. 

Add new clause: 

4.8 Air cooled exchanger designs shall not exceed a total air side static pressure drop of 0.2 
kPa (0.8 in H2O) without the approval of the Principal. In no case shall the air side static 
pressure drop exceed 0.25 kPa (1.0 in H2O). 

Add new clause: 

4.9 Air cooled exchanger designs shall not be less than three (3) tube rows deep and nominal 
air face velocities shall not be less than 2.0 m/s (400 ft/min) without the approval of the 
Principal. 
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Add new clause: 

4.10 Single-pass air cooled steam condensers SHALL NOT [PS] be used. 

Add new clause: 

4.11 Air-cooled heat exchangers handling a two-phase mixture at their inlet shall be designed to 
minimize the flow mal-distribution amongst the tubes of each of the tube passes.  

At least one inlet nozzle shall be provided for every 2 m (6.5 ft) of bundle width. 

The use of one tube row per pass shall be utilized for mixed component condensing 
services, unless approved by the Principal. 

If the equipment data sheet specifies any phase to be corrosive (e.g. air cooled exchangers 
with continuous water wash), the design of such equipment and the water distribution 
system shall be subject to the review and approval of the Principal. For such systems, there 
SHALL [PS] be only one tube row per pass, and at least one inlet nozzle shall be provided 
per metre (3 ft) of bundle width.  If multiple tube bundles are required, the total number of 
tube bundles SHALL [PS] be evenly divisible by a power of 2 (i.e. 1, 2, 4, 8, 16...). 

Add new clause: 

4.12 In exchangers with condensing duty, the passes for the condensing phase shall extend 
over the full width of the tube bundle.  Outlet nozzle sizing shall be sufficient to prevent 
flooding of the bottom row of tubes. For multiple tube pass total condensers, the last tube 
pass shall be designed as a single tube row. 

Add new clause: 

4.13 Tube inserts, such as twisted tape turbulators, static mixers, or similar devices, shall be 
used only with the approval of the Principal. 

Add new clause: 

4.14 If specified by the Contractor on the equipment data sheet, the Supplier shall provide a 
natural draft performance of the exchanger with design ambient temperature as necessary 
to determine relief valve requirements during power failure conditions. 

5. PROPOSALS 

5.1 Replace this clause by: 

The Manufacturer's proposal shall include a set of completed requisition and 
data/requisition sheets, as required by Annex B of this DEP and the inquiry requisition. The 
Manufacturer may submit their standard equipment data sheet form with the proposal, 
provided that it contains all of the information included in DEP 31.21.70.93-Gen. The 
Manufacturer shall ensure that its proposal is based upon a completed checklist from 
Annex B as supplied by the Contractor. 

5.8 Replace this clause by: 

The proposal shall include fan performance characteristic curves with the design point 
marked on the curve, along with the stall conditions.  The proposal shall also include fan 
critical speeds for use with variable-frequency drives. 

Add new clause: 

5.10 The proposal and data sheet shall include a description of partial row/pass arrangement 
and/or non-uniform design. 

Add new clause: 

5.11 A proposal for air-cooled exchangers with hot air recirculation winterization systems shall 
include drawings showing the duct and plenum sizes, net free flow area, louvre type and 
arrangement, drive location, and proposed control system.  The general design and layout 
of a hot air recirculation system should be submitted for review by the Principal prior to 
order placement. 
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Add new clause: 

5.12 The proposal shall identify whether the exchanger or any component is a "first-time use". 
Such designs shall be subject to the approval of the Principal.  
NOTE: "First-time use" includes any design or component for which less than two years of successful 

operation at two separate installations can be demonstrated, with supporting data and/or references to 
be provided to the Principal upon request. 

6. DOCUMENTATION 

6.1 APPROVAL INFORMATION 

6.1.1 Replace the second sentence of this clause by: 

These documents shall be submitted for Contractor approval: 

Add to this clause: 

r) location, type, etc., of grease fittings; 

s) power transmission system selection documentation. 

6.1.2 Add to this clause: 

Details shall be provided for all automatically or manually (mechanical) actuated devices 
including levers and linkages. 

 

6.1.3 Replace this clause by: 

Calculations required by the pressure design code shall be performed and submitted for 
Contractor approval of the design of pressure components, including header boxes, tubes, 
and tube joints. Additionally, sufficient detail shall be supplied for any non-standard 
pressure boundary components, such as swage-type transition nozzles, along with 
calculations for the following: 

a) allowable vacuum rating in the corroded condition at design temperature (note: this 
rating shall be shown on the nameplate); 

b) maximum allowable pressure (MAP) in the new and cold condition, and the maximum 
allowable working pressure (MAWP) in the hot and corroded condition (note: the 
retirement thickness shall be calculated for each pressure retaining component and 
both the new and retirement thicknesses shall be shown on the header drawing, with 
the limiting component identified); 

c) nozzle load confirmation calculations; 

d) restraint relief calculations. 

6.1.4 Replace this clause by: 

Weld maps, all proposed welding procedures and qualifications (including tube-to-
tubesheet welding procedures and qualifications), and all supporting test results such as 
impact tests, hardness tests, corrosion tests, as applicable, shall be submitted for 
Contractor approval prior to fabrication. 

6.1.5 Replace this clause by: 

The Supplier shall submit the Inspection and Test Plan (ITP) for review and approval. 
Surveillance requirements identified by the Contractor shall be incorporated into the 
Supplier’s ITP. 

Add new clause: 

6.1.6 The Supplier shall provide a priced recommended spare parts list for (a) start-up and 
commissioning and (b) two years normal operation. 
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6.2 FINAL RECORDS 

6.2.2 Replace the first sentence of this clause by: 

The Supplier shall furnish the following information in the format and quantity as specified 
by the Contractor. 

i) Replace this clause by:  

fan performance characteristic curves showing the operating point, shaft power 
consumption, stall point, and maximum pitch setting for full motor load with summer 
design air temperature (note: for variable speed fans, the fan performance curves shall 
also include the fan and motor speed for design air flow with the maximum pitch setting, 
along with the fan and motor critical speeds); 

6.2.2 Add to this clause: 

m) as-built shop drawings showing details of headers and tube bundles, including actual 
metal thickness and locations (see clause 10.1.18), internal header dimensions, pass 
partitions, stiffeners, and tube layout. As-built shop drawings shall also be provided 
for any auxiliary heating coils; 

n) location, type, etc., of grease fittings; 

o) number of exchangers or components required; 

p) location and dimensions of walkways, platforms, ladders, stairways, drivers, and 
fans; 

q) allowable vacuum rating; 

r) recommended lubrication requirements and tightening torque for header plugs; 

s) surface finish for flange faces of removable cover plate or bonnet headers; 

t) gasket detail drawings; 

u) calculations required by the pressure design code, including nozzle load 
confirmation, restraint relief and any finite element analysis as may be required; 

v) certified motor drawing and completed motor data sheet for each size and type of 
motor; 

w) nameplate rubbing or facsimile. 

 

7. DESIGN 

7.1 TUBE BUNDLE DESIGN 

7.1.1 General 

7.1.1.1 Add to this clause: 

The width of the tube bundle shall be chosen with due regard to transport and handling 
aspects. Transportation limitations shall be identified by the Contractor. 

7.1.1.4 Add to this clause: 

Tubes shall be adequately supported by either tube support boxes, aluminium lockbars, 
aluminium wiggle strips, support rings or collar zinc supports. Collar zinc supports shall not 
be used in combination with austenitic stainless steel or high nickel alloy tubes. In these 
cases aluminium supports shall be used. 

7.1.1.7 Replace this clause by: 

The last pass of tubes in multi-pass condensers shall be sloped 10 mm per m (1/8 in per ft) 
in the direction of flow. 

Multi-pass condensers that: 
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a) operate in vacuum service; or 

b) have a separate aqueous phase and a minimum ambient temperature less than 0 °C 
(32 °F); or 

c) contain very toxic fluids; or 

d) are expected to operate partially flooded, as specified by the Contractor on the 
equipment data sheets; 

shall have the tubes in each pass, including any sub-cooling pass, sloped 10 mm per m 
(1/8 in per ft) in the direction of flow. 

7.1.1.11 Replace this clause by: 

Winterization requirements shall be defined by the Contractor and specified on the 
equipment data sheets. Refer to [7.2.1.8] and [7.2.1.9] for additional requirements. 

7.1.1.12 Replace this clause by: 

Unless otherwise specified on the equipment data sheet, exchangers shall be capable of 
withstanding a steam-out temperature of 150 °C (300 °F) under full vacuum without 
damage. This temperature need not be considered for fin selection. 

Add new clause: 

7.1.1.13 The use of bowed tubes is prohibited. 

7.1.2 Heating coils 

7.1.2.3 Replace this clause by: 

The tube pitch of the heating coils shall not exceed 3-3/4 times the nominal tube diameter 
of the heating coil. 

Add new clause: 

7.1.2.6 For the supplementary heating coil or steam space heater sizing, the required bundle pre-
heat temperature shall be at least 10°C (18°F) above the critical process temperature 
defined on the datasheet. The bottom of the enclosure shall be assumed to be at 5°C 
(41°F). A surface heat loss term for the floor for piperack-mounted Type 3 coolers shall also 
be included. (Calculations in Annex C.12 Heat Losses shall be amended accordingly.) 

7.1.5 Corrosion allowance 

7.1.5.1 Replace this clause by: 

The corrosion allowance for headers and nozzles shall be as specified by the Contractor on 
the equipment data sheet. No corrosion allowance shall be provided for gaskets or gasket 
contact surfaces. The available tube side corrosion allowance for tubes shall be calculated 
and submitted to the Contractor for approval. For carbon and low alloy ferritic steels, in no 
case shall the calculated available corrosion allowance be less than 0.5 mm (0.0197 in). 

Add new clause: 

7.1.5.4 Corrosion-resistant lining or cladding shall not be applied without the approval of the 
Principal. 

If corrosion-resistant lining or cladding is required it SHALL [PS] be applied to all exposed 
(wetted) surfaces, including the surface of the partition plates and the sides and bottoms of 
gasket grooves, but excluding tubes. 

All nozzles, including multi-purpose service connections, applied on lined or clad equipment 
shall be in accordance with Standard Drawing S 10.103. 

7.1.6 Headers 

7.1.6.1 General 

7.1.6.1.3 Replace the first sentence of this clause by: 
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The need for restraint in single or multi-pass bundles shall be investigated regardless of the 
fluid temperature difference between the inlet and outlet of the tube bundle, and shall 
consider the maximum cooling condition at design flow coincident with the minimum 
ambient air temperature (or minimum plenum temperature set-point for exchangers 
provided with Type 3 air side designs). For air-cooled heat exchangers designed for 
maximum process cooling, or with process control devices that are set to fail to a maximum 
cooling mode, the need for restraint relief shall also be considered at a 60% process flow 
rate condition, unless a higher turndown has been specified. 

7.1.6.1.4 Replace this clause by: 

The header shall be designed so that the minimum cross sectional flow area within the 
header between adjacent tube passes shall be at least 100% of the flow area in the 
preceding tube pass. 

7.1.6.1.5 Replace this clause by: 

The lateral velocity in the header of the inlet and outlet tube passes shall not exceed either 
the velocity in the respective nozzles or the adjoining tube velocity. 

7.1.6.1.6 Add to this clause: 

However, when expanded tube-to-tubesheet joints are used, with or without additional tube 
end welding, the minimum tubesheet thickness shall be 25 mm (1 in) for carbon or low alloy 
steel, and 22 mm (7/8 in) for high alloy steel and other materials. 

7.1.6.1.7 Add to this clause: 

Drain holes shall be provided in pass partition plates to facilitate drainage. The location, 
size, and number of drain holes shall be indicated on the fabrication drawings and subject 
to the approval of the Contractor. 

7.1.6.1.8 Add to this clause: 

Manifold and billet type headers are not covered by ISO 13706:2005 or this DEP. These 
types of headers shall not be used, unless agreed by the Principal. 

Add new clause: 

7.1.6.1.9 Header type selection 

Plug headers shall be used in hydrogen and very toxic services. 

Plug headers shall also be used in general for all other services, including those that may 
require occasional mechanical cleaning, except for the following cases: 

a) Removable cover plate headers shall be used for non-hydrogen, non-very toxic services 
where mechanical cleaning will routinely be required. The design pressure for their 
application shall be less than 3,000 kPa (ga) (435 psig) and design process inlet 
temperatures shall be less than 204 °C (400 °F). 

b) In cases where heavy fouling or corrosion is anticipated and will require frequent 
mechanical cleaning or repairs, a removable cover plate header should be considered 
regardless of the above selection criteria. However, the header construction and the 
gasket selection/seal construction require approval of the Principal. 

Headers containing fluid streams with a high fouling propensity, typically with a fouling 
resistance equal to or greater than 0.00017 m2.K/W (0.001 hr-ft²-°F/Btu), or whose fouling 
cannot be removed by chemical cleaning, shall have construction details which allow for 
mechanical cleaning. 

Instead of a rear-end header, U-bends (180° elbows) may be used where suitable and 
where mechanical cleaning is not required. 

7.1.6.2 Removable cover plate and removable bonnet headers 

7.1.6.2.1 Add to this clause: 
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The maximum nominal bundle width for removable cover plate headers shall be 3.7 m 
(12 ft) unless shipping restrictions dictate the use of smaller bundle widths. In addition, the 
mechanical design of the header box shall not consider any strengthening effect due to the 
bolted cover plates. 

7.1.6.2.2 Replace this clause by: 

Removable bonnet-type header shall not be used. 

7.1.6.2.3 Replace this clause by: 

Bolted joints shall be designed with through bolt construction and confined gaskets, in 
accordance with Figure 4(b). Gasket contact surfaces on cover plates and matching header 
box flanges shall be machined. The surface finish shall be appropriate for the type of 
gasket specified. Bolting material shall be suitable for the specified operating conditions 
and shall conform to DEP 31.22.20.31-Gen. 

7.1.6.2.7 Replace this clause by: 

The minimum nominal diameter for through bolts shall be 19 mm (3/4 in). The diameter of 
the bolt holes shall not be less than the nominal bolt diameter plus 3 mm (1/8 in). 

Add new clause: 

7.1.6.2.11 The gasket contact surfaces of header box flanges and cover plates in carbon and low 
alloy steel materials shall be provided with a 3 mm (1/8 in) machining allowance. 

7.1.7 Plugs for tube access 

7.1.7.1 Add to this clause: 

If two-part plugs have been specified on the equipment data sheet, the plug construction 
should be as shown in [Appendix 1], or a proven Manufacturer design approved by the 
Principal. The material of the gasket compressor part of the two-part plug shall be 
equivalent to the material of the header box. 
NOTES: 1. For ease of removal, the gasket compressor part should be provided with a blind 12 mm (1/2 in) 

threaded hole at least 15 mm deep. 

2. For hydrogen service, the gasket compressor and plug shall be provided with a vent hole of at 
least 3 mm (1/8 in) diameter. 

7.1.7.8 Replace this clause by: 

Threads of plugs with nominal diameter of 40 mm (1½ in), or smaller, shall be 12 UNF. The 
threaded length of each plug in the plug sheet should be at least equal to the diameter of 
that plug.  If the cover plate thickness is not sufficient to meet this requirement, the Supplier 
shall submit thread length verification calculations for approval by the Contractor. 

7.1.8 Gaskets 

7.1.8.4 Replace this clause by: 

The tongue-and-groove joint construction type of Figure 4(a) shall not be used. 

7.1.8.5 Replace this clause by: 

If not specified by the Contractor on the equipment data sheet, the type of gasket used for 
confined joints as indicated in Figure 4(b) shall be selected from those listed in Table 2a. 
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Table 2a  Type of gaskets 

Type Description Minimum Width
mm (in) 

Minimum Thickness
mm (in) 

1 Grooved gasket, AISI 316 (L) or Ti with 
graphite tape, minimum 0.5 mm thick 
(Grooved Metal, Graphite Covered) 

12.7 (0.5) 3.2 (0.125) 

2 Metal reinforced expanded graphite 
(Corrugated Metal Graphite) 

9.5 (0.375) 1.6 (0.0625) 

3 Flat double metal-jacketed (soft iron), graphite 
filled 

12.7 (0.5) 3.2 (0.125) 

4 Flat double metal-jacketed (stainless steel), 
graphite filled 

12.7 (0.5) 3.2 (0.125) 

 

The arithmetic average roughness, Ra, of the gasket contact surfaces shall be 3.2 µm (128 
µin) to 6.3 µm (256 µin ) for gasket types 1 and 2, and 0.8 µm (32 µin ) to 1.6 µm (64 µin ) 
for gasket types 3 and 4. 

The selection of gaskets depends on the design temperature and pressure, and the 
corrosivity of the fluid to which the flange and gasket are exposed. 

The service conditions to which air-cooled heat exchangers are exposed are described in 
ISO 13706:2005 Table A.5. The type of gasket used, with account being taken of design 
pressure, design temperature, and service condition, shall be selected in accordance with 
the design criteria in Table 2b. 

Table 2b Selection of type of gasket 

Service 
condition 

Design 
temperature 

°C 

Design pressure 
bar (ga) 

Preferred types Alternative 
type 

 -200 to 0 
1 to 150 

151 to 240 
241 to 450 

31.0 max. 
31.0 max. 
31.0 max. 
31.0 max. 

2, 4 
2, 3 
2, 3 
2, 3 

- 
1 2) 
1 2) 
1 2) 

II 0 to 150 
151 to 240 
241 to 450 

31.0 max. 
31.0 max. 
31.0 max. 

2, 3 
2, 3 
2, 4 

1 2) 
1 2) 
1 2) 

III 330 to 450 31.0 max. 2 1 2) 
IV 0 to 450 31.0 max. 2 1 2) 
V 
VI 
VII 

0 to 50  2, 3 1 2) 

VIII  - 1) - 
1) See the data/requisition sheet or as agreed between Contractor and Manufacturer. 
2) For alternative Type 1, the gasket width/height ratio shall be nominally greater than or 

equal to 4. 

 

Full document details: SHELL 31.21.70.31 2011

http://www.avadocuments.com/doc/shell-31-21-70-31-2011
http://www.avadocuments.com/doc/shell-31-21-70-31-2011


ECCN EAR99 DEP 31.21.70.31-Gen. 
 February 2011 

Page 16 

 

Service 
condition 

Design 
temperature 

°F 

Design pressure 
psig 

Preferred types Alternative 
type 

 -330 to 32 
33 to 300 
301 to 464 
465 to 845 

450 max. 
450 max. 
450 max. 
450 max. 

2, 4 
2, 3 
2, 3 
2, 3 

- 
1 2) 
1 2) 
1 2) 

II 32 to 300 
301 to 464 
465 to 845 

450 max. 
450 max. 
450 max. 

2, 3 
2, 3 
2, 4 

1 2) 
1 2) 
1 2) 

III 626 to 845 450 max. 2 1 2) 
IV 32 to 845 450 max. 2 1 2) 
V 
VI 
VII 

32 to 125  2, 3 1 2) 

VIII  - 1) - 
1) See the data/requisition sheet or as agreed between Contractor and Manufacturer. 
2) For alternative Type 1, the gasket width/height ratio shall be nominally greater than or 

equal to 4. 

 

7.1.8.6 Replace this clause by: 

The non-confined gasket joint construction type of Figure 4(c) shall not be used. 

7.1.8.9 Replace this clause by: 

See clause [7.1.8.5] for gasket selection. 

Add new clause: 

7.1.8.10 Gaskets containing asbestos shall not be used. 

7.1.9 Nozzles and other connections  

7.1.9.2 Add to this clause: 

The minimum nozzle size shall be DN 50 (NPS 2). Nozzles or connections of DN 50 (NPS 
2) size shall be long-weld neck type. 

7.1.9.3 Replace this clause by: 

All connections shall be flanged. Threaded connections shall not be used for any 
connections, including auxiliary connections such as vents and drains. 

7.1.9.6 Add to this clause: 

For austenitic stainless steel and other high alloy nozzles, DN 80 (NPS 3), or smaller, shall 
be minimum schedule 80S. 

7.1.9.7 Add to this clause: 

The flange facing shall match that of the connecting piping, and shall be specified by the 
Contractor on the equipment data sheet. 

7.1.9.8  

d) Replace this clause by:  

Cast or fabricated transitions shall not be used (note: Fabricated transitions are defined 
as transitions that are fabricated by rolling and welding of plate.)  Transitions that are 
formed from seamless pipe are acceptable. 
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