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PREFACE 

DEP (Design and Engineering Practice) publications reflect the views, at the time of publication, of Shell Global Solutions 
International B.V. (Shell GSI) and, in some cases, of other Shell Companies. 

These views are based on the experience acquired during involvement with the design, construction, operation and 
maintenance of processing units and facilities. Where deemed appropriate DEPs are based on, or reference international, 
regional, national and industry standards. 

The objective is to set the standard for good design and engineering practice to be applied by Shell companies in oil and 
gas production, oil refining, gas handling, gasification, chemical processing, or any other such facility, and thereby to help 
achieve maximum technical and economic benefit from standardization. 

The information set forth in these publications is provided to Shell companies for their consideration and decision to 
implement. This is of particular importance where DEPs may not cover every requirement or diversity of condition at each 
locality. The system of DEPs is expected to be sufficiently flexible to allow individual Operating Units to adapt the 
information set forth in DEPs to their own environment and requirements. 

When Contractors or Manufacturers/Suppliers use DEPs, they shall be solely responsible for such use, including the 
quality of their work and the attainment of the required design and engineering standards. In particular, for those 
requirements not specifically covered, the Principal will typically expect them to follow those design and engineering 
practices that will achieve at least the same level of integrity as reflected in the DEPs. If in doubt, the Contractor or 
Manufacturer/Supplier shall, without detracting from his own responsibility, consult the Principal. 

The right to obtain and to use DEPs is restricted, and is typically granted by Shell GSI (and in some cases by other Shell 
Companies) under a Service Agreement or a License Agreement. This right is granted primarily to Shell companies and 
other companies receiving technical advice and services from Shell GSI or another Shell Company. Consequently, three 
categories of users of DEPs can be distinguished: 

1) Operating Units having a Service Agreement with Shell GSI or another Shell Company. The use of DEPs by these 
Operating Units is subject in all respects to the terms and conditions of the relevant Service Agreement. 

2) Other parties who are authorised to use DEPs subject to appropriate contractual arrangements (whether as part of 
a Service Agreement or otherwise). 

3) Contractors/subcontractors and Manufacturers/Suppliers under a contract with users referred to under 1) or 2) 
which requires that tenders for projects, materials supplied or - generally - work performed on behalf of the said 
users comply with the relevant standards. 

Subject to any particular terms and conditions as may be set forth in specific agreements with users, Shell GSI disclaims 
any liability of whatsoever nature for any damage (including injury or death) suffered by any company or person 
whomsoever as a result of or in connection with the use, application or implementation of any DEP, combination of DEPs 
or any part thereof, even if it is wholly or partly caused by negligence on the part of Shell GSI or other Shell Company. The 
benefit of this disclaimer shall inure in all respects to Shell GSI and/or any Shell Company, or companies affiliated to these 
companies, that may issue DEPs or advise or require the use of DEPs. 

Without prejudice to any specific terms in respect of confidentiality under relevant contractual arrangements, DEPs shall 
not, without the prior written consent of Shell GSI, be disclosed by users to any company or person whomsoever and the 
DEPs shall be used exclusively for the purpose for which they have been provided to the user. They shall be returned 
after use, including any copies which shall only be made by users with the express prior written consent of Shell GSI. The 
copyright of DEPs vests in Shell Group of companies. Users shall arrange for DEPs to be held in safe custody and Shell 
GSI may at any time require information satisfactory to them in order to ascertain how users implement this requirement. 

All administrative queries should be directed to the DEP Administrator in Shell GSI. 
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1. INTRODUCTION 

1.1 SCOPE 

This DEP specifies requirements and gives recommendations for the selection and 
installation of the bottom support of molecular sieve units (MSU), typically used for 
contaminant removal (e.g., dehydration, mercaptan removal, etc.), where the removal 
capacity is restored by high-temperature regeneration.  

There are three types of bottom-support which can be applied in an MSU: 

 Ceramic balls; 

 Johnson wedge wire screen type (V-shape wire) or of a similar standard; 

 “Classic” bottom support structure based on a series of mesh screens. 

The temperature-swing adsorption (TSA) process requires specific design and 
engineering requirements of the bottom support to prevent mall functioning, premature 
failure and meet the life time of the unit.  

Amendment A01 

This DEP also covers the use of bottom supports in Silica Gel Units as used in Dewpointing 
Processes (or any other thermal swing adsorption process). The DEP also provides 
standard drawings that can be used for mercury removal beds. 

This is a revision of the DEP of the same number dated September 2012; see (1.5) 
regarding the changes.    

1.2 DISTRIBUTION, INTENDED USE AND REGULATORY CONSIDERATIONS 

Unless otherwise authorised by Shell GSI, the distribution of this DEP is confined to Shell 
companies and, where necessary, to Contractors and Manufacturers/Suppliers nominated 
by them. Any authorised access to DEPs does not for that reason constitute an 
authorisation to any documents, data or information to which the DEPs may refer. 

This DEP is intended for use in facilities related to oil and gas production, gas handling, oil 
refining, chemical processing, gasification, distribution and supply/marketing. This DEP 
may also be applied in other similar facilities. 

When DEPs are applied, a Management of Change (MOC) process shall be implemented; 
this is of particular importance when existing facilities are to be modified. 

If national and/or local regulations exist in which some of the requirements could be more 
stringent than in this DEP, the Contractor shall determine by careful scrutiny which of the 
requirements are the more stringent and which combination of requirements will be 
acceptable with regards to the safety, environmental, economic and legal aspects. In all 
cases, the Contractor shall inform the Principal of any deviation from the requirements of 
this DEP which is considered to be necessary in order to comply with national and/or local 
regulations. The Principal may then negotiate with the Authorities concerned, the objective 
being to obtain agreement to follow this DEP as closely as possible. 
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1.3 DEFINITIONS 

1.3.1 General definitions 

The Contractor is the party that carries out all or part of the design, engineering, 
procurement, construction, commissioning or management of a project or operation of a 
facility. The Principal may undertake all or part of the duties of the Contractor. 

The Manufacturer/Supplier is the party that manufactures or supplies equipment and 
services to perform the duties specified by the Contractor. 

The Principal is the party that initiates the project and ultimately pays for it. The Principal 
may also include an agent or consultant authorised to act for, and on behalf of, the 
Principal. 

The word shall indicates a requirement. 

The word should indicates a recommendation. 

The word may indicates a permitted option. 

1.3.2 Specific definitions 

Term Definition 

Adsorption  Adsorption is the adhesion of atoms, ions, or molecules from a gas, 
liquid, or dissolved solid to a surface. This process creates a film of the 
adsorbate on the surface of the adsorbent. This process differs from 
absorption, in which a fluid (the absorbate) permeates or is dissolved by 
a liquid or solid (the absorbent). 

Adsorbate  The species that is adsorbed to the surface. 

Amine unit  Amine gas treating unit, also known as gas sweetening unit or Acid Gas 
Removal Unit, refers to a group of processes that use aqueous 
solutions of various alkylamines (commonly referred to simply as 
amines) to remove sulfur contaminants (e.g., hydrogen sulfide (H2S) 
and carbonyl sulfide (COS)) and carbon dioxide (CO2) from gases. 

Bulk Crushing 
Strength  

The pressure at which cumulatively > 0.5 wt % fines are formed at 
standard temperature. 

Dehydration Process of removing water from a gas and or liquid such that no free 
water is present. 

End-of-run 
water uptake 
capacity  

The amount of water that can be adsorbed on a mol sieve (generally 
expressed in wt %) just before the mol sieve inventory is changed out.  
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1.3.3 Abbreviations 

Term Definition 

AGRU  Acid Gas Removal Unit 

BCS  Bulk Crushing Strength 

BDP Basic Design Package 

BOD Basis of Design 

BTL Bottom Tangent Line 

DEP Design and Engineering Practice 

DHU  DeHydration Unit 

EOR End of Run 

 

HSE Health, Safety & Environment 

LNG Liquefied Natural Gas 

MSU Molecular Sieve Unit 

SI Système International (International System) 

TSA  Temperature Swing Adsorption 

USC  United States Customary 

1.4 CROSS-REFERENCES 

Where cross-references to other parts of this DEP are made, the referenced section 
number is shown in brackets ( ). Other documents referenced by this DEP are listed in (9). 

1.5 SUMMARY OF MAIN CHANGES 

This DEP is a revision of the DEP of the same number dated September 2012. The 
following are the main, non-editorial changes. 

Section/Clause Change 

All Restructured and clarified requirements, enforced use of 
shall/should/may for normative statements.   
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1.6 COMMENTS ON THIS DEP 

Comments on this DEP may be submitted to the Administrator using one of the following 
options: 

Shell DEPs Online 

(Users with access to 

Shell DEPs Online) 

Enter the Shell DEPs Online system at 
https://www.shelldeps.com 

Select a DEP and then go to the details screen for 
that DEP. 

Click on the “Give feedback” link, fill in the online 
form and submit. 

DEP Feedback System 

(Users with access to 

Shell Wide Web) 

Enter comments directly in the DEP Feedback 
System which is accessible from the Technical 
Standards Portal http://sww.shell.com/standards. 

Select “Submit DEP Feedback”, fill in the online form 
and submit. 

DEP Standard Form 

(other users) 

Use DEP Standard Form 00.00.05.80-Gen. to record 
feedback and email the form to the Administrator at 
standards@shell.com. 

Feedback that has been registered in the DEP Feedback System by using one of the above 
options will be reviewed by the DEP Custodian for potential improvements to the DEP. 

1.7 DUAL UNITS 

This DEP contains both the International System (SI) units, as well as the corresponding 
US Customary (USC) units, which are given following the SI units in brackets. When 
agreed by the Principal, the indicated USC values/units may be used. 

1.8 NON NORMATIVE TEXT (COMMENTARY) 

Text shown in italic style in this DEP indicates text that is non-normative and is provided as 
explanation or background information only. 

Non-normative text is normally indented slightly to the right of the relevant DEP clause. 
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2. BACKGROUND 

A Molecular Sieve Unit (MSU) often consists of two or more adsorption vessels filled with 
molecular sieves which adsorb the contaminants that need to be removed during an 
adsorption period. The molecular sieve is regenerated with a heated stream of gas. The 
high temperature during regeneration causes the adsorbate to desorb from the mol sieve. 
This process is called temperature-swing adsorption (TSA). Although TSA is a 
discontinuous process, the overall MSU behaves like a continuous process because one or 
more vessels are in adsorption mode while the other vessel(s) is (are) in regeneration 
mode. 

During regeneration of the saturated mol sieve, a hot dry treated gas is passed upwards 
through the mol sieve bed and the adsorbate desorbs. The regeneration gas is cooled, 
liquids separated and reprocessed, (at most LNG sites, regeneration gas is sent to inlet 
AGRU; in addition LP regeneration or regeneration with fuel gas/end flash gas is possible). 
With every regeneration swing, a small amount of the adsorption capacity is lost because 
the regeneration is not 100% complete. The design of the MSU is therefore based on the 
End-Of-Run adsorption capacity of the mol sieve. 

The minimum time required for the regeneration step to meet a certain removal of 
contaminant from the molecular sieve bed is a critical factor in the design of the MSU, 
because it limits the time that other vessel(s) can be in adsorption mode. Insulation of 
molecular sieve vessels is applied to minimise heat leaks during heating and for personnel 
protection. For gas and liquid applications, external insulation is feasible, where for gas also 
internal insulation may be applied. If a furnace is used the latter will save fuel gas as the 
heating of the beds will be more efficient which can also be seen as an environmental 
driver. 

Amendment A01 

Internal insulation may be of a castable refractory type or canister type, but is of no 
influence on the selection of the bottom screen type. Refer DEP 44.24.32.30-Gen for the 
choice and installation of refractory. 

A MSU is generally considered to be a critical process unit, and continuous operation is an 
essential requirement. The design, engineering and installation of the bottom support in 
molecular sieve beds is a proven failing device in this specific TSA process, jeopardising 
the availability of the molecular sieve unit. The root cause of failures is typically the different 
rate of thermal expansion between the vessel wall and the internals used as bottom support 
for the molecular sieve bed. 

Note that although this DEP focuses on the design and first time installation of the bottom 
support of a MSU, the nature of a MSU ensures that the inventory of a MSU has to be 
changed out every couple of years. During this change out many of the issues addressed in 
the DEP will re-emerge and the requirements of this DEP becomes applicable for the 
changed MSU unit also. 

3. GENERAL REQUIREMENTS 

1. Design packages shall be reviewed by the Mechanical and process disciplines. 

2. Package should be clear about the details of the bottom support to avoid 
misinterpretation by the Contractor, resulting in a different as-built design than the one 
intended. 

a. Additionally, it should mention the relevant installation best practices as notes to 
the mol sieve bed data sheet.  
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