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PREFACE 

DEP (Design and Engineering Practice) publications reflect the views, at the time of publication, of Shell Global 
Solutions International B.V. (Shell GSI) and, in some cases, of other Shell Companies. 
These views are based on the experience acquired during involvement with the design, construction, operation and 
maintenance of processing units and facilities. Where deemed appropriate DEPs are based on, or reference 
international, regional, national and industry standards. 
The objective is to set the recommended standard for good design and engineering practice to be applied by Shell 
companies in oil and gas production, oil refining, gas handling, gasification, chemical processing, or any other such 
facility, and thereby to help achieve maximum technical and economic benefit from standardization. 
The information set forth in these publications is provided to Shell companies for their consideration and decision to 
implement. This is of particular importance where DEPs may not cover every requirement or diversity of condition at 
each locality. The system of DEPs is expected to be sufficiently flexible to allow individual Operating Units to adapt the 
information set forth in DEPs to their own environment and requirements. 
When Contractors or Manufacturers/Suppliers use DEPs, they shall be solely responsible for such use, including the 
quality of their work and the attainment of the required design and engineering standards. In particular, for those 
requirements not specifically covered, the Principal will typically expect them to follow those design and engineering 
practices that will achieve at least the same level of integrity as reflected in the DEPs. If in doubt, the Contractor or 
Manufacturer/Supplier shall, without detracting from his own responsibility, consult the Principal. 
The right to obtain and to use DEPs is restricted, and is typically granted by Shell GSI (and in some cases by other Shell 
Companies) under a Service Agreement or a License Agreement. This right is granted primarily to Shell companies and 
other companies receiving technical advice and services from Shell GSI or another Shell Company. Consequently, three 
categories of users of DEPs can be distinguished: 
1) Operating Units having a Service Agreement with Shell GSI or another Shell Company. The use of DEPs by 

these Operating Units is subject in all respects to the terms and conditions of the relevant Service Agreement. 
2) Other parties who are authorised to use DEPs subject to appropriate contractual arrangements (whether as part 

of a Service Agreement or otherwise). 
3) Contractors/subcontractors and Manufacturers/Suppliers under a contract with users referred to under 1) or 2) 

which requires that tenders for projects, materials supplied or - generally - work performed on behalf of the said 
users comply with the relevant standards. 

Subject to any particular terms and conditions as may be set forth in specific agreements with users, Shell GSI 
disclaims any liability of whatsoever nature for any damage (including injury or death) suffered by any company or 
person whomsoever as a result of or in connection with the use, application or implementation of any DEP, combination 
of DEPs or any part thereof, even if it is wholly or partly caused by negligence on the part of Shell GSI or other Shell 
Company. The benefit of this disclaimer shall inure in all respects to Shell GSI and/or any Shell Company, or companies 
affiliated to these companies, that may issue DEPs or advise or require the use of DEPs. 
Without prejudice to any specific terms in respect of confidentiality under relevant contractual arrangements, DEPs shall 
not, without the prior written consent of Shell GSI, be disclosed by users to any company or person whomsoever and 
the DEPs shall be used exclusively for the purpose for which they have been provided to the user. They shall be 
returned after use, including any copies which shall only be made by users with the express prior written consent of 
Shell GSI. The copyright of DEPs vests in Shell Group of companies. Users shall arrange for DEPs to be held in safe 
custody and Shell GSI may at any time require information satisfactory to them in order to ascertain how users 
implement this requirement. 
All administrative queries should be directed to the DEP Administrator in Shell GSI. 
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PART I INTRODUCTION 

1.1 SCOPE  

This DEP specifies requirements and gives recommendations for gas turbines for the 
petroleum, chemical, and gas industry services, and is based on API 616, fourth edition, 
August 1998. 
This DEP contains mandatory requirements to mitigate process safety risks in accordance 
with Design Engineering Manual DEM 1 – Application of Technical Standards. 

This is a revision of the DEP of the same number dated January 2010; see (1.5) regarding 
the changes. 

1.2 DISTRIBUTION, INTENDED USE AND REGULATORY CONSIDERATIONS 

Unless otherwise authorised by Shell GSI, the distribution of this DEP is confined to Shell 
companies and, where necessary, to Contractors and Manufacturers/Suppliers nominated 
by them. Any authorised access to DEPs does not for that reason constitute an 
authorization to any documents, data or information to which the DEPs may refer. 

This DEP is intended for use in facilities related to oil refineries, chemical plants, gas plants 
and exploration and production facilities. This DEP may also be applied in other similar 
facilities. 

When DEPs are applied, a Management of Change (MOC) process should be 
implemented; this is of particular importance when existing facilities are to be modified. 

If national and/or local regulations exist in which some of the requirements could be more 
stringent than in this DEP, the Contractor shall determine by careful scrutiny which of the 
requirements are the more stringent and which combination of requirements will be 
acceptable with regards to the safety, environmental, economic and legal aspects. In all 
cases the Contractor shall inform the Principal of any deviation from the requirements of 
this DEP which is considered to be necessary in order to comply with national and/or local 
regulations. The Principal may then negotiate with the Authorities concerned, the objective 
being to obtain agreement to follow this DEP as closely as possible. 

1.3 DEFINITIONS 

1.3.1 General definitions 

The Contractor is the party that carries out all or part of the design, engineering, 
procurement, construction, commissioning or management of a project or operation of a 
facility. The Principal may undertake all or part of the duties of the Contractor. 

The Manufacturer/Supplier is the party that manufactures or supplies equipment and 
services to perform the duties specified by the Contractor. 

The Principal is the party that initiates the project and ultimately pays for it. The Principal 
may also include an agent or consultant authorised to act for, and on behalf of, the 
Principal. 

The word shall indicates a requirement. 

The capitalised term SHALL [PS] indicates a process safety requirement. 

The word should indicates a recommendation. 

1.4 CROSS-REFERENCES 

Where cross-references to other parts of this DEP are made, the referenced section 
number is shown in brackets. Other documents referenced by this DEP are listed in 
(Part IV). 
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1.5 SUMMARY OF MAIN CHANGES 

This DEP is a revision of the DEP of the same number dated January 2010. For this 
revision a companion document called a “DEP Informative” has been created containing 
background information and which is accessible from the Shell Standards web page. 

1.6 COMMENTS ON THIS DEP 

Comments on this DEP may be sent to the Administrator at standards@shell.com, using 
the DEP Feedback Form. The DEP Feedback Form can be found on the main page of 
“DEPs on the Web”, available through the Global Technical Standards web portal 
http://sww.shell.com/standards and on the main page of the DEPs DVD-ROM. 

1.7 DUAL UNITS 
Amended per 
Circular 64/11 
Dual units have been incorporated throughout this DEP. 

This DEP contains both the International System (SI) units, as well as the corresponding 
US Customary (USC) units, which are given following the SI units in brackets. When 
agreed by the Principal, the indicated USC values/units may be used.  
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PART II GENERAL INFORMATION 
Part III of this DEP is written in the form of amendments and supplements to API 616, 
fourth Edition, August 1998. Wherever reference is made to API 616, it shall be understood 
to mean API 616, fourth Edition, August 1998, as amended/supplemented by this DEP. 

For ease of reference, the clause numbering of API 616 has been used throughout Part III 
of this DEP. Clauses in API 616 which are not mentioned shall remain valid as written. 

A bullet (•) in the margin against certain clauses (paragraphs) in API 616 indicates that a 
decision by the Principal is required. This DEP addresses the decisions required by most of 
the API 616 bullet clauses. The remaining decisions shall be indicated directly on the 
relevant data/requisition sheet when provisions are made for them; otherwise they shall be 
indicated on the data/requisition sheet(s) under the heading 'Additional Requirements' or 
stated in the purchase order. 
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PART III AMENDMENTS/SUPPLEMENTS TO API 616 
1. SCOPE 

Replace this clause by: 

This specification covers the minimum requirements for: 

• Open, simple and regenerative cycle combustion gas turbine units for mechanical 
drives or generator drives.  

• Industrial gas turbines, modular or aeroderivative gas turbines. 

• Land based, offshore and mobile trailer mounted gas turbine units.  

All necessary auxiliary equipment is included directly or by reference in this specification. 

1.2 CONFLICTS 

Replace this clause by: 

In the event of conflict between documents relating to the inquiry or purchase order, the 
following hierarchy of documents shall apply: 

• Upper level : purchase order and variations thereto 

• Second level : data/requisition sheets and drawings 

• Third level : this DEP 

Any apparent conflict between the requirements of this DEP and any other relevant 
document in the purchase order shall be notified to the Principal for clarification purposes. 

2. REFERENCES 

2.1 REFERENCED STANDARDS 

Add to this clause: 

The additional publications referred to in this DEP are listed in Part IV. 

3. DEFINITION OF TERMS 

3.45 Replace this clause by: 

Site rated power: The shaft power developed by the gas turbine when it is operated in a 
new and clean condition, including clean air filters and air compressor at site rated firing 
temperature, rated speed and site conditions of air inlet temperature, air inlet pressure, 
exhaust back pressure and specified fuel composition. 

The site rated power shall be regarded as the guaranteed power capability of the gas 
turbine and shall be the power available at the gas turbine load coupling after extracting 
parasitic losses such as fuel and lubricant pumps, internal speed changers, etc. 

3.50 Add to this clause: 

For multi shaft engines, the turbine trip speed shall be 110% of the rated speed or 105% of 
the maximum continuous speed of the driven equipment, whichever is lower. 

For single shaft engines the turbine trip speed shall be mutually agreed between Vendor 
and Principal. 

Add the following definitions: 

3.55 Single-shaft industrial type gas turbine 

Arrangement in which the turbine shaft that is connected to the driven equipment is also 
connected to the gas turbine air compressor shaft. 

 

 

3.56 Two-shaft Industrial type gas turbine 
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Arrangement in which the turbine shaft that is connected to the driven equipment is not 
connected to the gas turbine air compressor shaft 

3.56 Multi-shaft aeroderivative type gas turbine 

3.56.1 Two-shaft arrangement consisting of:  

• Gas generator (GT air compressor coupled to HP turbine stage) plus a free running 
power turbine driving the load; or 

• Gas generator (GT HP air compressor coupled to HP turbine stage) plus a power 
turbine driving the GT LP compressor stage and the load 

3.56.2 Triple-shaft arrangement consisting of: 

• Gas generator (GT HP air compressor coupled to HP turbine stage) plus an IP turbine 
driving the IP compressor plus a free running power turbine driving the load; or 

• Gas generator (GT HP air compressor coupled to HP turbine stage) plus an IP power 
turbine driving the IP GT compressor plus a LP turbine driving the GT LP compressor 
stage and the load 

NOTES: 1) GT: Gas Turbine 

2) HP: High Pressure 

3) IP: Intermediate Pressure 

4) LP: Low Pressure 

3.57 Heavy duty gas turbine: 

This gas turbine is designed originally for the large power industry as a single shaft turbine; 
including the two-shaft designs derived from it. 

3.58 Light duty gas turbines: 

This gas turbine is designed for power generation and/or mechanical drive applications for 
industries other than the power industry, and is mainly available as two-shaft designs; some 
designs are also available in single or multi-shaft. 

3.59 Aeroderivative gas turbines: 

This gas turbine design is derived from the flight engine industry, whereby the fan is 
replaced by a power turbine for driving a load, for some designs plus air booster. 

3.60 Hybrid gas turbines: 

This gas turbine design combines industrial and aeroderivative technologies in to a multi-
shaft design gas turbine. 
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4. BASIC DESIGN 

4.1 GENERAL 

4.1.5 Replace the second sentence of this clause by: 

Where only one operating speed is specified for an application, the speed range for single 
shaft machines shall be  mutually agreed between Vendor and Principal, and the speed 
range for two or more shaft machines shall be 55% (from 50% to 105% of rated speed). 

4.1.6 Add to this clause: 

This period between major overhauls, when running on natural gas fuel, at base load, shall 
be at least:  

• 48,000 hours for heavy duty gas turbines 

• 32,000 hours for light industrial gas turbines 

• 25,000 hours for aeroderivative gas turbines 

4.1.7 Replace in this clause in the third sentence the word "purchaser" by the word "Principal" 

4.1.8 Add to this clause: 

In order to meet the requirements specified in the requisition data sheets, proven NOx, CO 
and SOx reduction measures shall be applied. Dry low emission combustors or catalytic 
combustors of proven design shall be used for emission reduction. Only if even greater 
emission reduction is required should additional systems in the GT exhaust be considered.  

4.1.10 Add to this clause  following new clauses: 

4.1.10.1 The maximum sound pressure level at 1 m (3 ft) distance of all equipment shall be 85 dB(A) 
or as required by local regulations, whichever is less. 

4.1.10.2 The Vendor shall submit with the tender guaranteed sound power levels and sound 
pressure levels of the equipment, together with any other relevant information as requested 
in the data sheet, DEP 31.10.00.94-Gen. The Manufacturer shall indicate what special 
silencing measures, if any, are proposed in order to meet the specified levels. 

4.1.10.3 If noise enclosures are supplied, full and easy access to the equipment for maintenance 
purposes shall be ensured by means of an appropriate design. 

4.1.11 Replace this clause by: 

Cooling water systems shall be designed for the conditions specified in the data/requisition 
sheet, but shall be at least suitable for a working pressure of 5 barg (75 psig). 

The minimum operating oil pressure (at maximum filter fouling) shall be at least 1 bar 
(15 psi) higher than the maximum operating cooling water pressure. 

Provision shall be made for complete venting and draining of the system. 

4.1.14 Replace this clause by: 

All electrical components and installations SHALL [PS] be suitable for Zone 2, Gas Group II 
(Class I, Group D, Div. 2) or the area classification and grouping as specified in the 
requisition, whatever is more stringent. 

4.1.16 Add to this clause: 

The hot gas generator of a modular or aircraft derivative gas turbine shall be easily 
removable.  

The Vendor shall include with the bid a detailed description of what steps are followed to 
exchange a gas generator or core engine, the total duration of the activity from fuel out to 
fuel in (including cool down time), and the number and skills of people required at site.  

The Vendor shall provide all instructions, tools, lifting tackles, rigs and fixtures to achieve 
such replacement. 
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4.1.18 Delete in this clause in the third paragraph the word "When specified"  

4.1.19 Add to this clause: 

Any winterising, enclosures, weather or sun protection required by the Manufacturer shall 
be included in the package.  

4.1.21 Add to this clause: 

Gas turbine ratings shall be well within the Manufacturer's design limits and actual 
experience. Flat rating of gas turbines, i.e. allowing for a constant power irrespective of 
ambient temperature, by compensating the increased firing temperatures at high ambient 
temperatures with reduced firing temperatures at low ambient temperatures, is not 
permitted. 

4.1.22 Add to this clause: 

Bleed air shall not be extracted from sealing air lines, but only from anti-surge blow off lines 
or compressor discharge lines. 

4.1.23 Add new clause: 

A gas turbine or its flange to flange component whose leading engine has not yet achieved 
98% reliability over 25 000 fired hours, or where the total population of identical gas 
turbines has achieved less than 100 000 fired hours, require approval of the Principal. 

4.2 PRESSURE CASINGS 

4.2.4 Add to this clause: 

The gas turbine casing SHALL [PS] be designed to contain failed blades, which could 
cause hazard to life or property. Otherwise, containment shields shall be provided by the 
Manufacturer. 

4.2.7 Replace this clause by: 

Inspection ports, appropriately marked for identification purposes, shall be provided in the 
casing to allow internal visual examination of the compressor, combustion chambers, 
nozzles and blading in the hot gas path, using flexible or rigid fibre optic inspection devices. 
Adapters and guide tubes for fibre optic inspection shall be provided by the Manufacturer. 

Inspection ports shall be readily accessible without the need to dismantle any component or 
accessory, and their location shall be shown on the Manufacturer's drawings.  

4.2.9 Add to this clause: 

Field balancing by adding weights to couplings is prohibited. 

4.3 COMBUSTORS AND FUEL NOZZLES 

(Moved to clause 4.3.9) 

4.3.3 Add to this clause: 

For viscous liquid fuels, preference shall be given to air atomisation. 

4.3.4 Replace this clause by: 

Dual-fuel nozzles shall be provided with air or gas purge to the liquid fuel nozzle when the 
gas turbine is running on gas fuel alone. The air supply may be taken from the turbine air 
compressor bleed system, or from a separate air compressor. A check valve shall be 
installed in the liquid fuel supply to each nozzle to prevent escape of the purge air through 
the fuel drain system. 

4.3.7 Delete from this clause the words “When specified”. 

Add new clause: 

4.3.8 When specified, fuel nozzles shall be equipped with water or steam injection to suppress 
NOx emission. The water shall not be injected directly into the fuel supply but via separate 
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nozzles or orifices strategically placed in the fuel nozzle. The Vendor shall provide a full 
description of the system proposed. 

Add New Clause 

4.3.9 For engines that require in situ combustion liner exchange, the combustion chamber liners 
shall be replaceable without the removal of major casing components. 

4.4 CASING CONNECTIONS 

Add new clause: 

4.4.8 Flanged drain connections shall be provided, appropriately positioned for the removal of 
spent crank soak washing liquids and any accumulated liquid fuel. 

4.5 ROTATING ELEMENTS 

4.5.2 Rotors 

Add new clauses: 

4.5.2.4 On gas turbines for generator drives, rotors SHALL [PS] be mechanically designed to 
withstand safely and without failure the transient torque produced in the event of a 
generator short circuit. The transient torque considered shall not be less than 600% of full-
load torque. Out-of-phase synchronisation shall also be considered in the design of the 
rotating components. 

4.5.2.5 If a number of gas turbines are ordered, all of the same rating, all rotors shall be 
interchangeable. 

4.5.2.6 The rotor, excluding blading shall have a design life in excess of 200,000 hours at rated 
turbine inlet temperature and speed.  

4.5.3 Disk and Blading 

4.5.3.1 Add to this clause: 

Rubbing shall not affect the internal cooling and sealing air flows or cause hot gas 
bypasses around components such that turbine operation must be discontinued.  

Add new clause: 

4.5.3.5 For aero-derivative gas turbines, power turbine blading and nozzles shall have a design life 
in excess of 100,000 hours at the rated turbine inlet temperature and speed. 

Add new clause: 

4.5.36 Rotor blades shall be moment-balanced and all marked to allow field retrofitting of the 
blades without the need to rebalance the rotor. Moment-balancing data shall be furnished 
with the operating manuals. 

4.6 SEALS 

Add new clause: 

4.6.3 Air-buffered seals shall be provided wherever there is a risk that hot combustion products 
may enter bearings or other components containing lubricants. The Manufacturer shall 
include in his supply any coolers that may be required for the sealing air. Placing the 
coolers in the combustion air intake is not permitted. 

4.7 DYNAMICS 

4.7.3 Torsional Analysis 

4.7.3.4 Replace the words “specified in 4.7.4.2” by the words “specified in 4.7.3.2” 

Add to this clause: 

The Vendor shall give the Purchaser and Principal the opportunity to review and agree to 
his procedures for carrying out stress analyses and the corresponding criteria 
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