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PREFACE 

DEP (Design and Engineering Practice) publications reflect the views, at the time of publication, of Shell Global 
Solutions International B.V. (Shell GSI) and, in some cases, of other Shell Companies. 
These views are based on the experience acquired during involvement with the design, construction, operation and 
maintenance of processing units and facilities. Where deemed appropriate DEPs are based on, or reference 
international, regional, national and industry standards. 
The objective is to set the recommended standard for good design and engineering practice to be applied by Shell 
companies in oil and gas production, oil refining, gas handling, gasification, chemical processing, or any other such 
facility, and thereby to help achieve maximum technical and economic benefit from standardization. 
The information set forth in these publications is provided to Shell companies for their consideration and decision to 
implement. This is of particular importance where DEPs may not cover every requirement or diversity of condition at 
each locality. The system of DEPs is expected to be sufficiently flexible to allow individual Operating Units to adapt the 
information set forth in DEPs to their own environment and requirements. 
When Contractors or Manufacturers/Suppliers use DEPs, they shall be solely responsible for such use, including the 
quality of their work and the attainment of the required design and engineering standards. In particular, for those 
requirements not specifically covered, the Principal will typically expect them to follow those design and engineering 
practices that will achieve at least the same level of integrity as reflected in the DEPs. If in doubt, the Contractor or 
Manufacturer/Supplier shall, without detracting from his own responsibility, consult the Principal. 
The right to obtain and to use DEPs is restricted, and is typically granted by Shell GSI (and in some cases by other Shell 
Companies) under a Service Agreement or a License Agreement. This right is granted primarily to Shell companies and 
other companies receiving technical advice and services from Shell GSI or another Shell Company. Consequently, three 
categories of users of DEPs can be distinguished: 
1) Operating Units having a Service Agreement with Shell GSI or another Shell Company. The use of DEPs by 

these Operating Units is subject in all respects to the terms and conditions of the relevant Service Agreement. 
2) Other parties who are authorised to use DEPs subject to appropriate contractual arrangements (whether as part 

of a Service Agreement or otherwise). 
3) Contractors/subcontractors and Manufacturers/Suppliers under a contract with users referred to under 1) or 2) 

which requires that tenders for projects, materials supplied or - generally - work performed on behalf of the said 
users comply with the relevant standards. 

Subject to any particular terms and conditions as may be set forth in specific agreements with users, Shell GSI 
disclaims any liability of whatsoever nature for any damage (including injury or death) suffered by any company or 
person whomsoever as a result of or in connection with the use, application or implementation of any DEP, combination 
of DEPs or any part thereof, even if it is wholly or partly caused by negligence on the part of Shell GSI or other Shell 
Company. The benefit of this disclaimer shall inure in all respects to Shell GSI and/or any Shell Company, or companies 
affiliated to these companies, that may issue DEPs or advise or require the use of DEPs. 
Without prejudice to any specific terms in respect of confidentiality under relevant contractual arrangements, DEPs shall 
not, without the prior written consent of Shell GSI, be disclosed by users to any company or person whomsoever and 
the DEPs shall be used exclusively for the purpose for which they have been provided to the user. They shall be 
returned after use, including any copies which shall only be made by users with the express prior written consent of 
Shell GSI. The copyright of DEPs vests in Shell Group of companies. Users shall arrange for DEPs to be held in safe 
custody and Shell GSI may at any time require information satisfactory to them in order to ascertain how users 
implement this requirement. 
All administrative queries should be directed to the DEP Administrator in Shell GSI. 
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1. INTRODUCTION 

1.1 SCOPE  

This DEP specifies requirements and gives recommendations for hydrostatic pressure 
testing with water of new onshore and offshore pipelines after construction, to prove their 
strength and leak tightness. 

The various stages of planning and carrying out hydrostatic pressure testing operations are 
specified in this DEP, including cleaning, gauging, filling, strength testing, leak testing and 
depressurising. It describes the selection and preparation of a test section, the safety and 
environmental precautions, the test medium and test equipment requirements, the specific 
parts of a pressure test and the documentation of the work. It also includes the necessary 
dewatering activities for the rectification of any defects detected during the hydrostatic 
pressure test, but excludes final dewatering. It also covers the post-testing period (up to 
2 years) where the pipeline may be left full of treated test water. If corrosion protection 
methods other than leaving the pipeline full of treated test water during the post-testing 
period are necessary, they are classified as pre-commissioning and do not form part of this 
DEP. 

It is assumed that the minimum test pressure is not less than 24.5 bar (g) (350 psig) and 
the maximum test pressure is not above 1500 bar (g) (21,750 psig). It is also assumed that 
the hydrostatic pressure test is carried out at ambient temperature. 

This DEP is restricted to rigid metallic pipelines constructed from carbon steel, clad steel 
and stainless steel line pipe material. It does not address flexible pipelines or cement-lined 
pipelines, nor pipelines constructed from other materials such as GRP or RTP. 

This DEP is not intended to cover hydrostatic pressure testing of pipelines which have been 
in service, although many of the same principles would apply. 

The special provisions for pipelines constructed from the various types of stainless steel 
and clad steel line pipe materials are covered in APPENDIX B. 

This DEP is intended for use in the pressure testing of new pipelines. 

This DEP contains mandatory requirements to mitigate process safety risks in accordance 
with Design Engineering Manual DEM 1 – Application of Technical Standards. 

This is a revision of the DEP of the same number dated January 2010; see (1.5) regarding 
the changes. 

1.2 DISTRIBUTION, INTENDED USE AND REGULATORY CONSIDERATIONS 

Unless otherwise authorised by Shell GSI, the distribution of this DEP is confined to Shell 
companies and, where necessary, to Contractors and Manufacturers/Suppliers nominated 
by them. Any authorised access to DEPs does not for that reason constitute an 
authorization to any documents, data or information to which the DEPs may refer. 

This DEP is intended for use in facilities related to oil refineries, chemical plants, gas plants 
and exploration and production facilities and supply/distribution installations. This DEP may 
also be applied in other similar facilities. 

When DEPs are applied, a Management of Change (MOC) process should be 
implemented; this is of particular importance when existing facilities are to be modified. 

If national and/or local regulations exist in which some of the requirements could be more 
stringent than in this DEP, the Contractor shall determine by careful scrutiny which of the 
requirements are the more stringent and which combination of requirements will be 
acceptable with regards to the safety, environmental, economic and legal aspects. In all 
cases the Contractor shall inform the Principal of any deviation from the requirements of 
this DEP which is considered to be necessary in order to comply with national and/or local 
regulations. The Principal may then negotiate with the Authorities concerned, the objective 
being to obtain agreement to follow this DEP as closely as possible. 
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1.3 DEFINITIONS 

1.3.1 General definitions 

The Contractor is the party that carries out all or part of the design, engineering, 
procurement, construction, commissioning or management of a project or operation of a 
facility. The Principal may undertake all or part of the duties of the Contractor. 

The Manufacturer/Supplier is the party that manufactures or supplies equipment and 
services to perform the duties specified by the Contractor. 

The Principal is the party that initiates the project and ultimately pays for it. The Principal 
may also include an agent or consultant authorised to act for, and on behalf of, the 
Principal. 

The word shall indicates a requirement. 

The capitalised term SHALL [PS] indicates a process safety requirement. 

The word should indicates a recommendation. 

1.3.2 Specific definitions 

Term Definition 

Assembly An arrangement of pipes/components such as a crossing, pig 
trap, block valve station or riser. 

Block valve A valve for interrupting the flow or shutting in a section of a 
pipeline. A block valve is normally either fully opened or fully 
closed. 

Delegated Technical 
Authority 

A Delegated Technical Authority is a person who has 
received delegated authority to approve Derogations from the 
Process Safety requirements from the Head of Shell P&T 

Derogation A Derogation is an authorised variance or exemption from a 
Process Safety requirement, with specified conditions. 

Golden weld A weld which is not subject to a hydrostatic pressure test and 
as such shall pass additional non-destructive inspection. 

Hydrostatic pressure test That part of the hydrostatic pressure testing operations 
during which the test section is pressurised. The hydrostatic 
pressure test includes a strength test and a leaktightness 
test. 

Line-fill water  Water, chemically treated if required, used as medium to fill 
and pressurise the test section. 

Pre-test A hydrostatic pressure test carried out on part or all of an 
Assembly prior to final installation. 

Scope of work The contractual scope of work relating to the pressure testing 
of pipelines. 

Test supervisor The specialist supervisor appointed and specifically named 
by the Contractor to be in full charge of all pressure testing 
operations. 

Test equipment All temporary fittings, piping, test heads, pumps, pigs, 
materials, equipment and consumables used for the pressure 
testing operations. 

Test point The primary point of pressure measurement of a test section. 
This is normally at the point of pressurisation. 

Test pressure The pressure at which the pipeline is tested for strength. 

Test procedure The Contractor's procedure covering preparation, testing, 
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Term Definition 

rectifying and post-testing activities. 

Test section A section of the pipeline or the entire pipeline which is subject 
to a hydrostatic pressure test. 

1.3.3 Abbreviations 

GRP Glass Reinforced Plastic 

MAOP Maximum Allowable Operating Pressure 

MIC Microbial Induced Corrosion 

RTP Reinforced Thermo Plastic 

SMYS Specified Minimum Yield Strength 

THPS Tetrakis Hydroxymethyl Phosphonium Sulphate 

TP Test Pressure 

1.4 CROSS-REFERENCES 

Where cross-references to other parts of this DEP are made, the referenced section 
number is shown in brackets. Other documents referenced by this DEP are listed in (14). 

1.5 SUMMARY OF MAIN CHANGES 

This DEP is a revision of the DEP of the same number dated January 2010. The following 
are the main, non-editorial changes. 

Sections of this DEP that were informative in nature have been removed. 

1.6 COMMENTS ON THIS DEP 

Comments on this DEP may be sent to the Administrator at standards@shell.com, using 
the DEP Feedback Form. The DEP Feedback Form can be found on the main page of 
“DEPs on the Web”, available through the Global Technical Standards web portal 
http://sww.shell.com/standards and on the main page of the DEPs DVD-ROM. 

1.7 ACTION ITEMS 

An (S) in the margin is shown when the Principal is required to make a decision or to give 
the particular specification value of a parameter. 
NOTE: If the Principal's decision is only required under certain circumstances, this is not shown by a margin 

marker. 

An (A) in the margin is shown when the Contractor is required to obtain the Principal's 
approval for a particular action or procedure. 
NOTE: Most, if not all, of these approvals are normally part of the test procedure which has to be approved by 

the Principal prior to the commencement of the hydrostatic testing operations. 

1.8 DUAL UNITS 
Amended per 
Circular 96/11 
Dual units have been incorporated throughout this DEP. 

This DEP contains both the International System (SI) units, as well as the corresponding 
US Customary (USC) units, which are given following the SI units in brackets. When 
agreed by the Principal, the indicated USC values/units may be used.  
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2. PROCEDURES 

2.1 SEQUENCE, PERSONNEL AND PROCEDURES 

The sequence of pressure testing operations of pipelines should be as follows: 

a) Selection of test sections 

• Assemblies 

• Pre-test sections 

b) Preparation of the test section 

• cleaning 

• gauging 

• filling 

c) Preparation of the hydrostatic test 

• temperature stabilisation 

• pressurising 

• air content check 

d) Hydrostatic pressure test 

• strength test 

• leaktightness test 

• testing of "special" test sections 

e) Post-testing activities 

• depressurising 

• documentation 

f) Rectification activities, if required,  

• leak locating during test 

• dewatering for rectification 

• rectification of defects 

The hydrostatic pressure testing operations shall be carried out by experienced test 
personnel who shall have no other duties during the hydrostatic testing operations. The test 
supervisor shall be in full charge of all activities related to the hydrostatic testing operations. 
There shall be a sufficient number of qualified supervising assistants provided so that at 
least one shall be available on site at all times during each pressure testing operation. The 
test supervisor should be mobilised sufficiently early to familiarise himself with the specific 
job at hand. 

(S) 
(A) 

The test supervisor shall prepare a procedure for all pressure testing operations, including 
a statement of the responsibilities of his subordinates. The test procedure shall be 
submitted to the Principal for approval not less than 28 days prior to commencement of 
testing or as specified in the scope of work. No part of the hydrostatic pressure testing 
operations shall commence until the approval is given in writing. 
The test procedure shall include, but not be limited to: 

a) List of nominated personnel who are to supervise the pressure testing operations 
with their qualifications, tasks, responsibilities and authorities. 

b) Detailed schedule giving proposed dates of the main activities, tests and 
mobilisation dates of the nominated personnel. 

c) Details of the selected test sections, including assemblies and pre-test sections. 
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d) Identification of potential safety and environmental hazards, including the 
necessary measures and emergency plans. 

e) Details of the line-fill water, including the source, treatment method, 
discharge/disposal and permits. 

f) Details of the test equipment, including layouts and size and/or performance. 

g) Details of the test section preparation, including cleaning, gauging and filling. 

h) Details of the hydrostatic pressure test preparation, including temperature 
stabilisation period. 

i) Details of the hydrostatic pressure tests, including pre-test, strength test and 
leaktightness test. 

j) Details of the post-testing activities, including depressurising and documentation. 

k) Details of rectification activities, including proposal for locating leaks, dewatering 
and leak rectification. 

2.2 TEST SECTIONS 

The Test Procedure should identify the test sections. Test sections should be as long as 
practicable and shall be piggable, either by temporary test heads or by pig launcher and 
receiver. If an above-ground or above-water section length exceeds 3 % of the total test 
section length, separate hydrostatic pressure tests for the above-ground/above-water and 
the buried/submerged sections shall be carried out to allow for the influence of temperature 
fluctuation. 

The elevation profile shall be plotted to assist in checking that the test pressures at the low 
and high points fall within the specified limits. 

After the various test sections have been tied-in to each other, a hydrostatic leaktightness 
test should be carried out on the entire pipeline. The pressure-tested test sections or 
assemblies SHALL [PS] be tied in by "tie-ins following testing" in accordance with 
ISO 13623:2000 Clause 11.5 and subjected to both radiographic and ultrasonic 
examination in accordance with DEP 61.40.20.30-Gen.  
NOTES 1. These are sometimes called "golden welds". 

2. This requirement does not apply to deepwater sections that are tied-in using mechanical 
connectors, such as jumpers that tie-in a pipeline to a manifold. In such cases, when allowed by 
regulation, and if approved by Principal, an external seal test to prove connector integrity may 
suffice. 
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3. SAFETY AND ENVIRONMENT 

3.1 SAFETY MEASURES 

The Contractor shall take all necessary measures to ensure that all persons and property 
are adequately protected from the consequences of a possible system failure during the 
testing operations. For the period from the start of pressurisation until the reduction in 
pressure at the end of the test, the Contractor SHALL [PS] ensure that all access to, or 
work on or near a pipeline section under test is properly authorised taking into account the 
hazards associated with pressure testing operations. 

The Contractor shall confirm to the Principal in writing that he has instructed all employees 
engaged on testing work, or any work associated with testing, or any work in the immediate 
area (e.g. on platform) of the possible consequences of a pipeline or test fitting failure 
under pressure test conditions. The Contractor shall comply with any permit-to-work system 
applicable at any location influenced by the hydrotest activities. 

(A) Sites for test equipment shall be set up in a safe location away from public places, roads, 
inhabited areas/living quarters etc. The test work sites shall be closed off to unauthorised 
personnel. The arrangement of the test equipment and the location of the test work sites 
shall be approved by the Principal. 

The sites shall be provided with a radio or other means of verbal communication to provide 
contact between all locations associated with the test work sites. 

Warning notices reading 'KEEP AWAY - PIPELINE UNDER TEST' shall be placed at 
appropriate locations such as blanked ends of the test sections, areas where pre-tests or 
assembly testing are carried out and test equipment sites. Notices shall be in both English 
and the local/working language. 

The Contractor shall prepare an emergency plan which shall describe actions to be taken in 
case the test section or test equipment leaks or bursts. The emergency plan should include, 
but not be limited to, the following: 

a) How to deal with washouts and other damage 

b) Telephone numbers of standby crews 

c) Telephone numbers of police, medical and other emergency services that may 
need to be summoned 

d) Telephone number of the Principal's local operations base/control room which may 
have to be contacted 

e) List of equipment and machines available or needed 

f) List of personnel 

g) Location of medical and first aid facilities. 

(A) The Contractor shall obtain the Principal’s approval in writing of the emergency plan before 
commencing pressurisation. 

Testing shall not commence until the Principal has received from the Contractor 
confirmation that notification has been given, in writing, to persons present in the vicinity of 
the pipeline (e.g. farmers, other construction contractors etc.) that testing is to be carried 
out; and that local authorities that may need to be informed have been notified in writing 
that testing is to take place. 

Before any work, including thightening of leaking flanges, is permitted on the test section 
under pressure or associated connections, the pressure shall be reduced to a level not 
greater than static head plus 1 bar (15 psi). It may be possible to isolate the leaking part by 
use of a double-block-and-bleed installation. Flanges to be tightened by divers should have 
more stringent controls than above-water flanges, but work is permitted at a pressure level 
where the outflow from the leak has ceased. The diving superintendent shall be given full 
details from the risk evaluation, as required for diver safety. 
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3.2 ENVIRONMENTAL MEASURES 

Before purchase of chemicals, including corrosion control products and leak detection dyes, 
the Contractor shall obtain from the chemicals' Supplier a material safety data sheet and 
written recommendations for handling, storing and disposal. The Contractor shall be 
responsible for ensuring that the information contained within the documents is complete. 
The Contractor shall be responsible for carrying out any Chemical Hazard Assessment and 
Risk Assessment required by local authorities before using the proposed chemicals. 

(A) The Contractor shall submit to the Principal for approval a comprehensive plan for all 
Chemicals to be used. 

The Contractor shall ensure that any Suppliers' proposed measures are followed, and that 
the information is available, known and understood by the personnel carrying out the work. 

The chemicals shall be stored in the original packing and properly marked. The chemicals 
shall be handled and stored in accordance with the HSE requirements stated in the 
Supplier’s data sheet. 

Protective clothing, gloves and goggles shall be worn when handling chemicals. A safety 
shower and eye-bath shall be available at appropriate locations. 

The seasonal/environmental status of the source of line-fill water and the dilution and 
dispersion of the line-fill water after its use shall be taken into account when specifying the 
locations, methods, rates and timing. The Contractor shall ensure that the disposal 
recommendations of the Supplier are implemented and that all current environmental 
regulations applicable to the pipeline system are met. The Contractor must have the written 
consent of the owner/local authorities of any source or property before any water is taken 
from or discharged into that source or property. 

The test sites shall be left in a clean condition and free of debris. The waste, chemicals, 
dyes, etc. shall be disposed of by the Contractor in accordance with the Principal’s waste 
disposal requirements. 

The Contractor shall ensure that the noise level does not exceed 85 dB in areas accessible 
to the general public. 
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