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PREFACE 

DEP (Design and Engineering Practice) publications reflect the views, at the time of publication, of Shell Global Solutions 
International B.V. (Shell GSI) and, in some cases, of other Shell Companies. 

These views are based on the experience acquired during involvement with the design, construction, operation and 
maintenance of processing units and facilities. Where deemed appropriate DEPs are based on, or reference international, 
regional, national and industry standards. 

The objective is to set the standard for good design and engineering practice to be applied by Shell companies in oil and 
gas production, oil refining, gas handling, gasification, chemical processing, or any other such facility, and thereby to help 
achieve maximum technical and economic benefit from standardization. 

The information set forth in these publications is provided to Shell companies for their consideration and decision to 
implement. This is of particular importance where DEPs may not cover every requirement or diversity of condition at each 
locality. The system of DEPs is expected to be sufficiently flexible to allow individual Operating Units to adapt the 
information set forth in DEPs to their own environment and requirements. 

When Contractors or Manufacturers/Suppliers use DEPs, they shall be solely responsible for such use, including the 
quality of their work and the attainment of the required design and engineering standards. In particular, for those 
requirements not specifically covered, the Principal will typically expect them to follow those design and engineering 
practices that will achieve at least the same level of integrity as reflected in the DEPs. If in doubt, the Contractor or 
Manufacturer/Supplier shall, without detracting from his own responsibility, consult the Principal. 

The right to obtain and to use DEPs is restricted, and is typically granted by Shell GSI (and in some cases by other Shell 
Companies) under a Service Agreement or a License Agreement. This right is granted primarily to Shell companies and 
other companies receiving technical advice and services from Shell GSI or another Shell Company. Consequently, three 
categories of users of DEPs can be distinguished: 

1) Operating Units having a Service Agreement with Shell GSI or another Shell Company. The use of DEPs by these 
Operating Units is subject in all respects to the terms and conditions of the relevant Service Agreement. 

2) Other parties who are authorised to use DEPs subject to appropriate contractual arrangements (whether as part of 
a Service Agreement or otherwise). 

3) Contractors/subcontractors and Manufacturers/Suppliers under a contract with users referred to under 1) or 2) 
which requires that tenders for projects, materials supplied or - generally - work performed on behalf of the said 
users comply with the relevant standards. 

Subject to any particular terms and conditions as may be set forth in specific agreements with users, Shell GSI disclaims 
any liability of whatsoever nature for any damage (including injury or death) suffered by any company or person 
whomsoever as a result of or in connection with the use, application or implementation of any DEP, combination of DEPs 
or any part thereof, even if it is wholly or partly caused by negligence on the part of Shell GSI or other Shell Company. The 
benefit of this disclaimer shall inure in all respects to Shell GSI and/or any Shell Company, or companies affiliated to these 
companies, that may issue DEPs or advise or require the use of DEPs. 

Without prejudice to any specific terms in respect of confidentiality under relevant contractual arrangements, DEPs shall 
not, without the prior written consent of Shell GSI, be disclosed by users to any company or person whomsoever and the 
DEPs shall be used exclusively for the purpose for which they have been provided to the user. They shall be returned after 
use, including any copies which shall only be made by users with the express prior written consent of Shell GSI. The 
copyright of DEPs vests in Shell Group of companies. Users shall arrange for DEPs to be held in safe custody and Shell 
GSI may at any time require information satisfactory to them in order to ascertain how users implement this requirement. 

All administrative queries should be directed to the DEP Administrator in Shell GSI. 
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1. INTRODUCTION 

1.1 SCOPE 

This DEP specifies requirements and gives recommendations for safeguarding and 
instrumented protective functions (IPFs) for rotating equipment. For guidance on condition 
monitoring of rotating equipment, refer to DEP 31.29.00.11-Gen.  This standard covers the 
minimum safeguarding requirements for rotating equipment in vital and essential services 
used in petroleum, chemical, and gas industry process services and is intended for use in 
conjunction with the machinery DEPs. 

Protecting and safeguarding rotating equipment prevents or limits the possible damage to 
rotating equipment in the event of a malfunction. It avoids, or significantly limits 
consequential damage to the environment, minimizes potential hazards for people, 
prevents damage to adjacent equipment and minimizes significant lost revenue for the 
facility. 

This DEP provides functional safeguarding requirements for vital and essential rotating 
equipment, either spared or unspared, in continuous operation, but does not provide 
safeguarding requirements beyond rotating equipment protection. For safeguarding other 
plant equipment and processes (e.g., reactors, heaters, vessels, etc.) where tripping the 
rotating equipment is considered critical to the success of the safeguard, there may be 
additional requirements on the rotating equipment IPF beyond those specified herein. 

This DEP contains mandatory requirements to mitigate process safety risks in accordance 
with Design Engineering Manual DEM 1 – Application of Technical Standards. 

This is a revision of the DEP dated February 2011; see (1.5) regarding the changes. 

1.2 DISTRIBUTION, INTENDED USE AND REGULATORY CONSIDERATIONS 

Unless otherwise authorised by Shell GSI, the distribution of this DEP is confined to Shell 
companies and, where necessary, to Contractors and Manufacturers/Suppliers nominated 
by them. Any authorised access to DEPs does not for that reason constitute an 
authorization to any documents, data or information to which the DEPs may refer. 

This DEP is intended for use in facilities related to oil and gas production, gas handling, oil 
refining, chemical processing, gasification, distribution and supply/marketing. This DEP 
may also be applied in other similar facilities. 

When DEPs are applied, a Management of Change (MOC) process shall be implemented; 
this is of particular importance when existing facilities are to be modified. 

If national and/or local regulations exist in which some of the requirements could be more 
stringent than in this DEP, the Contractor shall determine by careful scrutiny which of the 
requirements are the more stringent and which combination of requirements will be 
acceptable with regards to the safety, environmental, economic and legal aspects. In all 
cases the Contractor shall inform the Principal of any deviation from the requirements of 
this DEP which is considered to be necessary in order to comply with national and/or local 
regulations. The Principal may then negotiate with the Authorities concerned, the objective 
being to obtain agreement to follow this DEP as closely as possible. 

1.3 DEFINITIONS 

1.3.1 General definitions 

The Contractor is the party that carries out all or part of the design, engineering, 
procurement, construction, commissioning or management of a project or operation of a 
facility. The Principal may undertake all or part of the duties of the Contractor. 

The Manufacturer/Supplier is the party that manufactures or supplies equipment and 
services to perform the duties specified by the Contractor. 
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The Principal is the party that initiates the project and ultimately pays for it. The Principal 
may also include an agent or consultant authorised to act for, and on behalf of, the 
Principal. 

The word shall indicates a requirement. 

The capitalised term SHALL [PS] indicates a process safety requirement. 

The word should indicates a recommendation. 

1.3.2 Specific definitions 

Term Definition 

alarm Audible and/or visible means of indicating to the operator an equipment 
malfunction, process deviation, or abnormal condition requiring a 
response. (ANSI/ISA–18.2) 
Warning of the presence of a hazard to life, property or the environment. 
(IEC 62642-1) 

essential Service in which failure of equipment renders a plant inoperable or 
reduces performance to an unacceptable level. 

high energy 
pumps 

Pumps with head greater than 200 m (650 ft) per stage and with power 
more than 225 kW (300 bhp) per stage. 

IPF Instrumented Protective Function 

NFPA National Fire Protection Association (USA) 

OEM Original Equipment Manufacturer 

SIFPro Shell developed RRM software tool and Work Process that optimally 
designs Safety Instrumented Function 

SIL Safety Integrity Level 

SIL Assessment Team activity, whereby the SIL of one or more IPFs is established and 
the rationale documented using a defined methodology. In the same 
activity, related safety integrity system requirements are defined and 
documented. 
The Shell SIL Assessment methodology is defined in 
DEP 32.80.10.10-Gen. 

trip Automatic shutdown of a machine upon reaching a pre-set trip value. 

pre-alarm Alarm that, if not responded to, may result in a demand on an IPF, 
i.e., a machine trip. 

Process Safety 
Time 

Period of time in which the process can be operated without protection 
and with a demand present without entering a dangerous condition. The 
Process Safety Time determines the dynamic response requirements of 
the IPF. 

vital Service in which failure of equipment may cause an unsafe condition, 
resulting in jeopardy to life and/or major damage (fire, explosion, etc.). 

1.4 CROSS-REFERENCES 

Where cross-references to other parts of this DEP are made, the referenced section 
number is shown in brackets ( ). Other documents referenced by this DEP are listed in (5). 
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1.5 SUMMARY OF MAIN CHANGES 

This is a revision of the DEP dated February 2011. The main, non-editorial changes are as 
follows: 

Section Change 

1.1 Clarified the scope and applicability for this DEP. 

 Added definition for SIFPro. 

2. Added statement consistent with the requirements of 
DEP 32.80.10.10-Gen. Refer to DEP Informative for sample 
SIFPro analysis. 

3.1  Added information on voting logic preferences. Also added a 
statement allowing monitoring systems that are based in 
system hardware other than a 19 inch rack as per API 670. 

3.3 Clarified statements on time delays and removed SHALL [PS] 
requirement for no time delays. 

3.4  Added information on surge control and shutdown. 

4 Remove the SIL column from all tables in section 4, moved 
typical SIL recommendations to the remarks. 

4.1  Added a clarification statement in regards to the scope of the 
SHALL [PS] statements in the section 4 tables. 

4.2 Renamed the section to be consistent with API 617 and added 
vibration and axial position requirements for integrally geared 
compressors. Also clarified dry gas seal requirements. 

4.3  Clarified the title to reflect application for API 618 machines. 
And clarified vibration parameter units. 

4.4 Added a new table to address high speed ISO 13631 
reciprocating compressors. New SHALL [PS] statements are 
the same as for section 4.3. 

4.5 Added radial vibration displacement probes for machines with 
fluid film bearings. 

4.6 Added radial vibration displacement probes for machines with 
fluid film bearings. 

4.8 Clarified the use of velocity sensors for pumps with rolling 
element thrust bearing. 

4.9 Removed SHALL [PS] statement that was vague and ill 
defined.  Clarifies that in the case of some pump systems a 
more detailed HAZOP is required in order to develop the 
IPF strategy and the required level of protection. 

4.11 Added clarification on dealing with the gearboxes associated 
with an integrally geared compressor. 

4.12 Added requirement for intake gas detection. 

4.13  Added intake gas detection. Added a note allowing modular 
monitor systems that are not compliant to the API Std 670 19 
in rack requirement, to be used with turbine control systems. 

4.14 Added a section to address fans. 
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4.15 Renamed the section to clarify applicability. Reworded to allow 
project specific flexibility on placement of manual shutdown 
switches. Clarified remarks in regard to bearing temperature. 

A.1.3  Clarified the preferred voting arrangements for radial shaft 
displacement. 

A.1.4.1  Added preferences for voting approach and interface to the 
IPS. 

A.1.4.3 Added clarifying language in regard to gear boxes on integrally 
geared compressors. 

 Appendix B moved to the Informative. 

1.6 COMMENTS ON THIS DEP 

Comments on this DEP may be submitted to the Administrator using one of the following 
options: 

Shell DEPs Online 

(Users with access to 
Shell DEPs Online) 

Enter the Shell DEPs Online system at 
https://www.shelldeps.com 

Select a DEP and then go to the details screen for 
that DEP. 

Click on the “Give feedback” link, fill in the online 
form and submit. 

DEP Feedback System 
(Users with access to  
Shell Wide Web) 

Enter comments directly in the DEP Feedback 
System which is accessible from the Technical 
Standards Portal http://sww.shell.com/standards. 

Select “Submit DEP Feedback”, fill in the online form 
and submit. 

DEP Standard Form 
(Other users) 

Use DEP Standard Form 00.00.05.80-Gen. to record 
feedback and email the form to the Administrator at 
standards@shell.com. 

Feedback that has been registered in the DEP Feedback System by using one of the above 
options will be reviewed by the DEP Custodian for potential improvements to the DEP. 

1.7 DUAL UNITS 

This DEP contains both the International System (SI) units, as well as the corresponding 
US Customary (USC) units, which are given following the SI units in brackets. When 
agreed by the Principal, the indicated USC values/units may be used. 
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2. GENERAL 

2.1 OBJECTIVES 

The type of protection to be applied depends largely on the type of rotating equipment. The 
main strategy for any machinery is to protect against operating the equipment outside its 
integrity and performance design envelope. For several types of equipment, this protection 
is defined according to International and API standards, particularly API Std 670. 

A project specific Safety Integrity Level (SIL) assessment shall be carried out on hazardous 
processes and associated equipment in accordance with DEP 32.80.10.10-Gen.  If a 
machinery system is defined as a hazard per section 4 of DEP 32.80.10.10-Gen., then this 
DEP shall be applied to the design and implementation of instrumented protective functions 
(IPFs) for the machinery. 

The underlying assumption is that adequate operational attention is paid to the rotating 
equipment in service that the correct pre-start checks are carried out prior to putting 
machines into operation, and that adequate start permissives are in place. 

Some rotating equipment packaged units have dedicated safeguarding and control systems 
included in the package instead of being integrated in the overall plant safeguarding and 
DCS systems. Typically, gas turbine driver packages are equipped with their own dedicated 
systems, which often feature the “single start/stop button” design. The package 
safeguarding and control systems include start permissives, programmed operational logic, 
and alarm and shutdown functions. For these packages, the safeguarding system shall be 
SIL assessed to assure compliance with IPF classification and implementation 
methodology. Exceptions to IPF classification and implementation methodology for 
packaged equipment may be made with approval of the Principal. Exceptions to DEM1 
requirements require derogation and TA-1 approval. 
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3. ROTATING EQUIPMENT SAFEGUARDING BACKGROUND 

3.1 MACHINE ALARM AND SHUTDOWN FUNCTIONS 

Machine safeguarding shutdown functions (“trips”) are required on rotating equipment to 
prevent serious failures resulting in potential hazards to personnel or the environment or in 
extended process unit downtime. All machine trips require a pre-alarm prior to a shutdown 
in order to give Operations a chance to take action to prevent a trip. 

Shutdown function design shall be based on an SIL Assessment, shall comply with this 
DEP and shall take into consideration the recommendations of the original equipment 
Manufacturer (OEM). 

The IPF methodology specified in this DEP is intended to avoid unnecessary machine trips. 
The related Informative shows sample trip voting and instrument redundancy that avoids 
unnecessary trips based on a generic SIL analysis. In some processes it is safer to keep 
the machine running in order to carry out an orderly process shutdown. In these cases, the 
shutdown system should be sequenced to do so automatically so that the process is 
returned to a safe situation before the machine is shut down. 

API Std 670 has traditionally required relays be used as the output from the machinery 
protection rack to the IPS, and that voting be carried out in the machinery protection rack. 
This approach may limit flexibility in the IPS implementation for some applications.  As an 
alternative approach, 4-20 mA outputs on the machinery protection rack may be directed to 
the IPS where voting and other logic can be implemented in that system.  However, either 
relays or 4-20 mA signals are satisfactory input to the IPS. If relays are used, the most 
configurable relay system available should be selected in order that flexibility in the design 
of voting logic is available. Care should be taken to assure that NOT OK and BYPASS 
conditions are considered when voting in the IPS, either with relays or 4-20 mA outputs.  By 
choosing to vote in the IPS instead of in the machine protection rack, some desired 
functionality around OK and BYPASS conditions that are part of the machine protection 
rack design may be overridden in the IPS. This functionality will then have to be included in 
the design of the logic system in the IPS. 

For systems where voting is implemented in the IPS, it is recommended that a NOT OK 
condition, either in the instrument circuit or in the cards in the machinery protection rack, be 
configured as a vote to trip, or that the NOT OK channel is removed from the voting logic 
(i.e., 2oo3 voting reverts to 2oo2 in the presence of a NOT OK channel). In all cases a NOT 
OK condition shall trigger a high priority operator alarm. There are processes that are not 
tolerant to trips. In these cases tripping on NOT OK should be carefully evaluated and other 
actions taken to prevent loss of machinery protection in the case of instrument or card 
faults. 

In order to minimize the impact of card failures, voting channels shall be segregated 
between cards. This prevents a card failure causing a trip on NOT OK, and also prevents a 
card failure completely removing machinery protection. 

For offshore applications where space and weight is a concern, monitoring systems that are 
not 19 inch rack mounted as required to be compliant to API Std 670 may be utilized with 
approval of the Principal. These systems may be modular on skid, or modular in an 
auxiliary room (din rail mounted as an example), but shall have the necessary IPF 
functionality per the DEP requirements. 

3.2 SHUTDOWN SETTINGS 

There are three main safety/integrity barriers for rotating equipment (1) process 
containment, (2) mechanical containment and (3) prevention of ignition sources. Shutdown 
settings shall be established to protect against major equipment failures that could breach 
these barriers and lead to a process safety and/or asset integrity incident. Once the 
shutdown level is reached, the equipment shall shut down automatically. 

In some cases trip multipliers may be required for machine start-up. In the case of a trip 
multiplier, the normal setting is multiplied by a factor 2 or 3 even up to 5 in some cases 
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