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PREFACE 

DEP (Design and Engineering Practice) publications reflect the views, at the time of publication, of Shell Global Solutions 
International B.V. (Shell GSI) and, in some cases, of other Shell Companies. 

These views are based on the experience acquired during involvement with the design, construction, operation and 
maintenance of processing units and facilities. Where deemed appropriate DEPs are based on, or reference international, 
regional, national and industry standards. 

The objective is to set the standard for good design and engineering practice to be applied by Shell companies in oil and 
gas production, oil refining, gas handling, gasification, chemical processing, or any other such facility, and thereby to help 
achieve maximum technical and economic benefit from standardization. 

The information set forth in these publications is provided to Shell companies for their consideration and decision to 
implement. This is of particular importance where DEPs may not cover every requirement or diversity of condition at each 
locality. The system of DEPs is expected to be sufficiently flexible to allow individual Operating Units to adapt the 
information set forth in DEPs to their own environment and requirements. 

When Contractors or Manufacturers/Suppliers use DEPs, they shall be solely responsible for such use, including the 
quality of their work and the attainment of the required design and engineering standards. In particular, for those 
requirements not specifically covered, the Principal will typically expect them to follow those design and engineering 
practices that will achieve at least the same level of integrity as reflected in the DEPs. If in doubt, the Contractor or 
Manufacturer/Supplier shall, without detracting from his own responsibility, consult the Principal. 

The right to obtain and to use DEPs is restricted, and is typically granted by Shell GSI (and in some cases by other Shell 
Companies) under a Service Agreement or a License Agreement. This right is granted primarily to Shell companies and 
other companies receiving technical advice and services from Shell GSI or another Shell Company. Consequently, three 
categories of users of DEPs can be distinguished: 

1) Operating Units having a Service Agreement with Shell GSI or another Shell Company. The use of DEPs by these
Operating Units is subject in all respects to the terms and conditions of the relevant Service Agreement.

2) Other parties who are authorised to use DEPs subject to appropriate contractual arrangements (whether as part of
a Service Agreement or otherwise).

3) Contractors/subcontractors and Manufacturers/Suppliers under a contract with users referred to under 1) or 2)
which requires that tenders for projects, materials supplied or - generally - work performed on behalf of the said
users comply with the relevant standards.

Subject to any particular terms and conditions as may be set forth in specific agreements with users, Shell GSI disclaims 
any liability of whatsoever nature for any damage (including injury or death) suffered by any company or person 
whomsoever as a result of or in connection with the use, application or implementation of any DEP, combination of DEPs 
or any part thereof, even if it is wholly or partly caused by negligence on the part of Shell GSI or other Shell Company. The 
benefit of this disclaimer shall inure in all respects to Shell GSI and/or any Shell Company, or companies affiliated to these 
companies, that may issue DEPs or advise or require the use of DEPs. 

Without prejudice to any specific terms in respect of confidentiality under relevant contractual arrangements, DEPs shall 
not, without the prior written consent of Shell GSI, be disclosed by users to any company or person whomsoever and the 
DEPs shall be used exclusively for the purpose for which they have been provided to the user. They shall be returned 
after use, including any copies which shall only be made by users with the express prior written consent of Shell GSI. The 
copyright of DEPs vests in Shell Group of companies. Users shall arrange for DEPs to be held in safe custody and Shell 
GSI may at any time require information satisfactory to them in order to ascertain how users implement this requirement. 

All administrative queries should be directed to the DEP Administrator in Shell GSI. 
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1. INTRODUCTION

1.1 SCOPE

This DEP specifies requirements, gives recommendations and describes the conventions to
be applied to all DCS base layer function block configurations.

This is a revision of the DEP of the same number dated February 2017; see (1.5) regarding
the changes.

1.2 DISTRIBUTION, INTENDED USE AND REGULATORY CONSIDERATIONS

Unless otherwise authorised by Shell GSI, the distribution of this DEP is confined to Shell
companies and, where necessary, to Contractors and Manufacturers/Suppliers nominated
by them. Any authorised access to DEPs does not for that reason constitute an
authorisation to any documents, data or information to which the DEPs may refer.

This DEP is intended for use in facilities related to oil and gas production, gas handling, oil
refining, chemical processing, gasification, distribution and supply/marketing. This DEP
may also be applied in other similar facilities.

When DEPs are applied, a Management of Change (MOC) process shall be implemented;
this is of particular importance when existing facilities are to be modified.

If national and/or local regulations exist in which some of the requirements could be more
stringent than in this DEP, the Contractor shall determine by careful scrutiny which of the
requirements are the more stringent and which combination of requirements will be
acceptable with regards to the safety, environmental, economic and legal aspects. In all
cases, the Contractor shall inform the Principal of any deviation from the requirements of
this DEP which is considered to be necessary in order to comply with national and/or local
regulations. The Principal may then negotiate with the Authorities concerned, the objective
being to obtain agreement to follow this DEP as closely as possible.

1.3 DEFINITIONS

1.3.1 General definitions
The Contractor is the party that carries out all or part of the design, engineering,
procurement, construction, commissioning or management of a project or operation of a
facility. The Principal may undertake all or part of the duties of the Contractor.

The Manufacturer/Supplier is the party that manufactures or supplies equipment and
services to perform the duties specified by the Contractor.

The Principal is the party that initiates the project and ultimately pays for it. The Principal
may also include an agent or consultant authorised to act for, and on behalf of, the
Principal.

The word shall indicates a requirement.

The word should indicates a recommendation.

The word may indicates a permitted option.

1.3.2 Specific definitions

Term Definition 

Characterized 
output 

A characterized output is where the output from the BPCS controller is 
mapped to the input sent to the field device in a non-linear manner 

Complex 
Loop 

A complex loop is a control loop whose configuration cannot be 
described unambiguously and completely on a PEFS/P&ID and a loop 
drawing using standard instrumentation symbols.  It therefore requires 
explanation in a Control Narrative. 

Full document details: SHELL 32.30.20.15 2019

http://www.avadocuments.com/doc/shell-32-30-20-15-2019
http://www.avadocuments.com/doc/shell-32-30-20-15-2019


ECCN EAR99 DEP 32.30.20.15-Gen. 
February 2019 

Page 6 

Term Definition 

DCS Trip to 
Manual 
Function 
(DTTM) 

Non-IPF function initiated by the IPF interlock that drives the output of 
one or more DCS controllers to a predetermined position. Normally the 
function is used to preset the controller output for restart. 

Distributed 
Control 
System (DCS) 

The system that responds to input signals from the process and 
generates output signals to maintain operation of the process in a 
desired state. The system does not perform functions assessed as SIL 
1 or higher. 

Fail Safe A concept that defines the failure direction of a component or system 
because of specific malfunctions. That failure direction is towards a loss 
of motive power (e.g., instrument air) position and preferably be to a 
safer or less hazardous condition. 

Final Element A device or combination of devices that manipulate a process variable 
or attract the attention of the operator to achieve risk reduction. The 
Final Element includes output cards or output relays, solenoid valves 
and cabling. Examples are valves, switchgear (rotating equipment stop 
circuits), VFD, VSD, and alarms. 

Hardwired 
Signal 

Single signal between the switching device (on-off) or transmitting 
device (analogue) that is carried by a dedicated set of wires.  This 
excludes signals communicated serially using protocols such as 
HART®, FOUNDATIONTM Fieldbus, Modbus, etc. 

Logic Solver The portion of an Instrumented Protective Function that performs the 
application logic function. The Logic Solver excludes trip amplifiers, 
input cards and output cards. Examples are electromechanical relays, 
solid-state/magnetic-core logic and the Central Processing Unit (CPU) 
section of programmable electronic systems. 

MAC (Main 
Automation 
Contractor) 

Manufacturer responsible for delivery of total automation solutions, 
comprising Distributed Control System, Instrumented Protective 
System, Fire and Gas System, Asset Management System, Sequence 
of Event Recorder and perhaps Operator Training Simulator. 

MAC Toolkit Set of work processes, procedures and library of product standards and 
implementation configuration templates developed by the MAC.  The 
MAC’s Toolkit contains both MAC’s standard documents as well as 
Shell specific documents, specifications and typicals. 

NAMUR NE 43 NAMUR NE 43 is a guideline that specifies saturation and fault values 
for hard-wired analogue transmitters which generate 4-20 mA output 
signals.  The guideline defines specific current levels, outside the 4-20 
mA range, that allow a system to discriminate between a normal 
process value, a process value outside transmitter limits and a failed 
transmitter. 
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Term Definition 

Safety 
Instrumented 
Function (SIF) 

A function comprising one or more sensors, a Logic Solver and one or 
more Final Elements whose purpose is to prevent or mitigate hazardous 
situations. 

A SIF is intended to achieve or maintain a safe state for the process, in 
respect of a specific hazardous event. 

A SIF is designed to achieve a required SIL which is determined in 
relationship with the other protection layers participating in the reduction 
of the same risk. 

Previously referred to as an Instrumented Protective Function (IPF). 

Sensor A device, or combination of devices, that measures and indicates a 
physical value (process or equipment item). The sensor typically 
includes all equipment to enable the measured detection and 
transmission to the DCS.  Examples are transmitters, manual switches, 
position switches and other measurement systems (including process 
connections, cabling, trip amplifiers or input cards etc.).  

1.3.3 Abbreviations 

Term Definition 

AI Analogue Input 

AO Analogue Output 

APC Advanced Process Control 

BDEP Basic Design Engineering Package 

BDP Basic Design Package 

BfD Basis for Design 

BPCS Basic Process Control System 

CC Contact Closed 

CO Contact Open 

CPU Central Processing Unit 

DCS Distributed control system 

DI Digital Input 

DO Digital Output 

DTTM DCS trip to manual 

FF FOUNDATION™ Fieldbus 

GC gas chromatograph 

HEMP Hazards and Effects Management Process 
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Term Definition 

HIC Hand Indicating Controller 

HMI Human-Machine Interface 

I/O Input/Output 

IACS Industrial Automation Control System, also referred to as PAS (Plant 
Automation System) 

MAC Main Automation Contractor 

MDPro A Shell tool used for control system performance monitoring. 

MOV Motor Operated Valve 

MVC Measurement, Validation and Comparison 

NAMUR Normenarbeitsgemeinschaft für Mess- Und Regeltechnik in der 
Chemischen Industrie or Standards Committee for Measurement and 
Control Technology in the Chemical Industry 

NC Normally Closed 

NO Normally Open 

OPC OPC (originally OLE for Process Control, now Open Productivity and 
Connectivity) is a series of standards specifications that address the 
communication of data between different control devices. Also thought 
of as a set of objects, interfaces and methods used to facilitate 
interoperability. 

P&ID Piping and Instrument Diagram 

P&ID Process and instrumentation diagram (equivalent to PEFS) 

PACE Platform for Advanced Control and Estimation 

PACO Process Automation, Control and Optimisation 

PCD Process Control Domain 

PEFS Process Engineering Flow Scheme 

PID Proportional, Integral, Derivative 

PLC Programmable Logic Controller 

PV Process Variable 

QMI Quality Measurement Instrument (process analyzer) 

RTD Resistance Temperature Detector 

SIF Safety Instrumented Function (can also be known as Instrumented 
Protective Functions - IPF) 
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Term Definition 

TE Temperature element 

VFD Variable Frequency Drive 

VSD Variable Speed Drive 

1.4 CROSS-REFERENCES 

Where cross-references to other parts of this DEP are made, the referenced section or 
clause number is shown in brackets ( ). Other documents referenced by this DEP are listed 
in (11). 

1.5 SUMMARY OF MAIN CHANGES 

This DEP is a full revision of the DEP of the same number dated February 2017. The 
following are the main, non-editorial changes. 

Section/Clause Change 

All Clarified requirements and enforced shall/should/may normative 
statements.  

1.6 COMMENTS ON THIS DEP 

Comments on this DEP may be submitted to the Administrator using one of the following 
options: 

Shell DEPs Online 

(Users with access to 

Shell DEPs Online) 

Enter the Shell DEPs Online system at 
https://www.shelldeps.com 

Select a DEP and then go to the details screen for 
that DEP. 

Click on the “Give feedback” link, fill in the online 
form and submit. 

DEP Feedback System 

(Users with access to 

Shell Wide Web) 

Enter comments directly in the DEP Feedback 
System which is accessible from the Technical 
Standards Portal http://sww.shell.com/standards. 

Select “Submit DEP Feedback”, fill in the online form 
and submit. 

DEP Standard Form 

(other users) 

Use DEP Standard Form 00.00.05.80-Gen. to record 
feedback and email the form to the Administrator at 
standards@shell.com. 

Feedback that has been registered in the DEP Feedback System by using one of the above 
options will be reviewed by the DEP Custodian for potential improvements to the DEP. 

1.7 DUAL UNITS 

This DEP contains both the International System (SI) units, as well as the corresponding 
US Customary (USC) units, which are given following the SI units in brackets. When 
agreed by the Principal, the indicated USC values/units may be used. 
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