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PREFACE 

DEP (Design and Engineering Practice) publications reflect the views, at the time of publication, of Shell Global Solutions 
International B.V. (Shell GSI) and, in some cases, of other Shell Companies. 

These views are based on the experience acquired during involvement with the design, construction, operation and 
maintenance of processing units and facilities. Where deemed appropriate DEPs are based on, or reference international, 
regional, national and industry standards. 

The objective is to set the standard for good design and engineering practice to be applied by Shell companies in oil and 
gas production, oil refining, gas handling, gasification, chemical processing, or any other such facility, and thereby to help 
achieve maximum technical and economic benefit from standardization. 

The information set forth in these publications is provided to Shell companies for their consideration and decision to 
implement. This is of particular importance where DEPs may not cover every requirement or diversity of condition at each 
locality. The system of DEPs is expected to be sufficiently flexible to allow individual Operating Units to adapt the 
information set forth in DEPs to their own environment and requirements. 

When Contractors or Manufacturers/Suppliers use DEPs, they shall be solely responsible for such use, including the 
quality of their work and the attainment of the required design and engineering standards. In particular, for those 
requirements not specifically covered, the Principal will typically expect them to follow those design and engineering 
practices that will achieve at least the same level of integrity as reflected in the DEPs. If in doubt, the Contractor or 
Manufacturer/Supplier shall, without detracting from his own responsibility, consult the Principal. 

The right to obtain and to use DEPs is restricted, and is typically granted by Shell GSI (and in some cases by other Shell 
Companies) under a Service Agreement or a License Agreement. This right is granted primarily to Shell companies and 
other companies receiving technical advice and services from Shell GSI or another Shell Company. Consequently, three 
categories of users of DEPs can be distinguished: 

1) Operating Units having a Service Agreement with Shell GSI or another Shell Company. The use of DEPs by these 
Operating Units is subject in all respects to the terms and conditions of the relevant Service Agreement. 

2) Other parties who are authorised to use DEPs subject to appropriate contractual arrangements (whether as part of 
a Service Agreement or otherwise). 

3) Contractors/subcontractors and Manufacturers/Suppliers under a contract with users referred to under 1) or 2) 
which requires that tenders for projects, materials supplied or - generally - work performed on behalf of the said 
users comply with the relevant standards. 

Subject to any particular terms and conditions as may be set forth in specific agreements with users, Shell GSI disclaims 
any liability of whatsoever nature for any damage (including injury or death) suffered by any company or person 
whomsoever as a result of or in connection with the use, application or implementation of any DEP, combination of DEPs 
or any part thereof, even if it is wholly or partly caused by negligence on the part of Shell GSI or other Shell Company. The 
benefit of this disclaimer shall inure in all respects to Shell GSI and/or any Shell Company, or companies affiliated to these 
companies, that may issue DEPs or advise or require the use of DEPs. 

Without prejudice to any specific terms in respect of confidentiality under relevant contractual arrangements, DEPs shall 
not, without the prior written consent of Shell GSI, be disclosed by users to any company or person whomsoever and the 
DEPs shall be used exclusively for the purpose for which they have been provided to the user. They shall be returned after 
use, including any copies which shall only be made by users with the express prior written consent of Shell GSI. The 
copyright of DEPs vests in Shell Group of companies. Users shall arrange for DEPs to be held in safe custody and Shell 
GSI may at any time require information satisfactory to them in order to ascertain how users implement this requirement. 

All administrative queries should be directed to the DEP Administrator in Shell GSI. 
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1. INTRODUCTION 

1.1 SCOPE 

This DEP specifies rules, policies and guidelines for configuration of selected complex 
process control loops. 

A control loop is defined as complex when its objectives or functionality cannot 
unambiguously be determined by inspection from a DCS display, P&ID, or PFD/PEFS. 
Classification of control loops as either complex or basic is important because complex 
control loops have additional documentation and testing requirements.  

The applications described in this DEP are complex process control loops that comprise 
part of the basic process control system (BPCS). Implementation of the schemes described 
in this DEP will be different depending on the host control computer. Hence, the 
descriptions in this DEP are written in a generic format that can be adapted to the DCS or 
PLC of any given Manufacturer/Supplier. 

The statements in this DEP regarding operator HMIs are intended to be recommendations 
only. Local project standards for HMIs should be followed.  

This DEP applies to the control system design, narratives, functional logic diagrams and 
PEFS for the application for which it has been specified by the Principal. 

This is a revision of the DEP of the same number dated September 2011; see (1.5) 
regarding the changes. 

Control standards for fired equipment are described in DEP 32.24.20.44-Gen. Details such 
as control systems, IPF narratives, cause and effect diagram and functional logic diagram 
for a dual fuel fired, forced draft and single burner furnace/boiler are available upon request 
from the Process Automation, Control and Optimisation discipline. 

1.2 DISTRIBUTION, INTENDED USE AND REGULATORY CONSIDERATIONS 

Unless otherwise authorised by Shell GSI, the distribution of this DEP is confined to Shell 
companies and, where necessary, to Contractors and Manufacturers/Suppliers nominated 
by them. Any authorised access to DEPs does not for that reason constitute an 
authorization to any documents, data or information to which the DEPs may refer. 

This DEP is intended for use in facilities related to oil and gas production, gas handling, oil 
refining, chemical processing, gasification, distribution and supply/marketing. This DEP 
may also be applied in other similar facilities. 

When DEPs are applied, a Management of Change (MOC) process shall be implemented; 
this is of particular importance when existing facilities are to be modified. 

If national and/or local regulations exist in which some of the requirements could be more 
stringent than in this DEP, the Contractor shall determine by careful scrutiny which of the 
requirements are the more stringent and which combination of requirements will be 
acceptable with regards to the safety, environmental, economic and legal aspects. In all 
cases the Contractor shall inform the Principal of any deviation from the requirements of 
this DEP which is considered to be necessary in order to comply with national and/or local 
regulations. The Principal may then negotiate with the Authorities concerned, the objective 
being to obtain agreement to follow this DEP as closely as possible. 

1.3 DEFINITIONS 

1.3.1 General definitions 

The Contractor is the party that carries out all or part of the design, engineering, 
procurement, construction, commissioning or management of a project or operation of a 
facility. The Principal may undertake all or part of the duties of the Contractor. 

The Manufacturer/Supplier is the party that manufactures or supplies equipment and 
services to perform the duties specified by the Contractor. 
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The Principal is the party that initiates the project and ultimately pays for it. The Principal 
may also include an agent or consultant authorised to act for, and on behalf of, the 
Principal. 

The Main Automation Contractor (MAC) is the DCS Manufacturer responsible for delivery 
of total automation solutions, comprising Distributed Control System, Instrumented 
Protective System, Fire and Gas System, Asset Management System, Sequence of Event 
Recorder and Operator Training Simulator. 

The MAC Toolkit is a set of work processes, procedures and library of product standards 
and implementation configuration templates developed by the MAC. The MAC’s Toolkit 
contains both its standard documents as well as Shell specific addenda. 

The word shall indicates a requirement. 

The word should indicates a recommendation. 

1.3.2 Abbreviations 

Term Definition 

AUTO AUTOmatic mode 

CAS CAScade mode 

CASC  Compressor Anti Surge Calculations 

DCS Distributed Control System 

DEP Design and Engineering Practice 

ERFB External Reset FeedBack 

FAT Factory Acceptance Test 

FB FeedBack (as in feedback control) 

FF Feed-Forward (as in feed-forward control) 

FF/FB Feed-Forward (and) Feedback control 

HC Hand Controller or Manual Loader Station 

HMI Human Machine Interface 

IPS Instrument Protective System (the safeguarding system) 

MAC Main Automation Contractor 

MAN MANual mode 

MCB Motor Control Block 

OP Output 

PC Pressure Controller 

PI Proportional Integral 

PID Proportional Integral Derivative 

PEFS Process Engineering Flow Scheme 

PLC Programmable Logic Controller 

PROG PROGram mode 

PV Process Value 

SAT Site Acceptance Test 

SI International System of units, or Separation Index 

SMOCPro Shell Multivariable Optimising Controller 
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Term Definition 

SP Set Point 

SSVCPro Shell Surge Volume Controller 

SRL Surge Reference Line 

SRV Surge Reference Value 

SCL Surge Control Line 

TC Temperature Controller 

VPC Valve Position Controller 

VFD Variable Frequency Drive 

1.4 CROSS-REFERENCES 

Where cross-references to other parts of this DEP are made, the referenced section or 
clause number is shown in brackets ( ). Other documents referenced by this DEP are listed 
in (4). 

1.5 SUMMARY OF MAIN CHANGES 

This DEP is a full revision of the DEP of the same number dated September 2011. The 
following are the main, non-editorial changes. The section numbers have changed slightly 
from last version. Section/Clause numbers shown in brackets (in the table below only) refer 
to the previous DEP release. 

Section/Clause Change 

ALL All topics split into Specification and Informative DEPs. 

ALL All diagrams have been redrawn in Visio to implement minor 
improvements and to aid in future DEP maintenance. 

3.5 Major overhaul to the Fin Fan Capacity Control topic to improve 
quality, address user feedback and align with control strategies 
outlined in the air-cooled exchanger DEP. 

(3.10) The automatic well control section was deleted. It has been replaced 
by new sections on Smart Choke and Gas Breakthrough Control. 

3.9 Major overhaul and expansion of the compressor control section to 
improve quality. Section reviewed with SME prior to release. 

3.14 Internal reflux control using side draw was broken out as a separate 
section in this version. This was done to avoid confusion with the 
reflux controlled approach. 

3.17 New section on Smart Choke control.  

3.18 New section on Gas Breakthrough Control.  

3.19 New section on Decoupling Control. 

3.20 New section on Complex Loop Documentation and Testing. 
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1.6 COMMENTS ON THIS DEP 

Comments on this DEP may be submitted to the Administrator using one of the following 
options: 

Shell DEPs Online 

(Users with access to 
Shell DEPs Online) 

Enter the Shell DEPs Online system at 
https://www.shelldeps.com 

Select a DEP and then go to the details screen for 
that DEP. 

Click on the “Give feedback” link, fill in the online 
form and submit. 

DEP Feedback System 
(Users with access to  
Shell Wide Web) 

Enter comments directly in the DEP Feedback 
System which is accessible from the Technical 
Standards Portal http://sww.shell.com/standards. 

Select “Submit DEP Feedback”, fill in the online form 
and submit. 

DEP Standard Form 
(Other users) 

Use DEP Standard Form 00.00.05.80-Gen. to record 
feedback and email the form to the Administrator at 
standards@shell.com. 

Feedback that has been registered in the DEP Feedback System by using one of the above 
options will be reviewed by the DEP Custodian for potential improvements to the DEP. 

1.7 DUAL UNITS 

This DEP contains both the International System (SI) units, as well as the corresponding 
US Customary (USC) units, which are given following the SI units in brackets. When 
agreed by the Principal, the indicated USC values/units may be used.  

1.8 NON NORMATIVE TEXT (COMMENTARY) 

Text shown in italic style in this DEP indicates text that is non-normative and is provided as 
explanation or background information only.  

Non-normative text is normally indented slightly to the right of the relevant DEP clause. 
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2. CONFIGURATION OF PROCESS CONTROL LOOPS 

2.1 GENERAL 

1. This DEP shall be used as the basis for control system design, narratives, functional 
logic diagrams and PEFS for the application for which it has been specified by the 
Principal. 

2. The control narratives shall include all details required for flawless installation and 
commissioning. 

3. Unless stated otherwise, no standard or emergency alarms should be implemented for 
any of the applications described in this DEP. The decision on which alarms to add is 
application dependent. It shall be handled by the Principal in accordance with 
applicable Alarm Managment standards. 

2.2 STANDARD DCS TOOLKITS 

1. For capital projects, the MAC shall implement the configuration of process control 
loops using the Shell MAC toolkit, if one exists, as the basis for the loops implemented. 

2. It is the intention that all schemes listed in (3) shall be implemented within each MAC’s 
DCS toolkit. 

3. For each capital project, the MAC shall ensure that the control scheme functional 
specification is implemented using toolkit typicals wherever possible. 

4. During PEFS development, the MAC, Contractor and the Principal’s Control Systems 
Engineer shall agree on the toolkit typical to be utilized, or agree that a prototype 
complex control loop will need to be developed. 

2.3 PROTOTYPE DCS TOOLKITS 

1. If a loop typical does not exist in the Shell MAC toolkit, the guidance in (3) shall be 
used to develop a prototype complex loop for the project.  

2. The prototype complex loop shall be approved by the Principal prior to implementation 
on the project. 

3. This project prototype should then be considered for inclusion in the MAC’s toolkit as a 
typical. 

4. Each MAC’s established procedure shall be followed in making updates to its toolkit. 

2.4 COMPLEX CONTROLS 

1. For complex controls which are not described in (3), nor included within the MAC’s 
existing toolkit, the MAC shall consult the Principal for implementation guidance. 

2. The MAC shall implement the narratives, configuration, and testing in accordance with 
the toolkits and other general and project-specific standards as agreed with the 
Principal. 

Requirements and recommendations for documentation and testing of complex 
control loops are included in (3.20). 
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3. MEASUREMENT / SIGNAL CONDITIONING / CONTROL SCHEMES 

3.1 DUAL RANGE TRANSMITTERS 

3.1.1 General 

1. Use the algorithm in this section when flow measurements from two differently ranged 
transmitters need to be combined into a single measurement spanning the unified 
range of the transmitters. 

Refer to the control block diagram in Figure 1. 

2. It is assumed that both transmitters are reporting flow in the same engineering units 
[EU]. A unit conversion in the DCS should be used to align the engineering units. 

3. It is required that one flow transmitter has a ‘low’ calibrated range (FI01A) and one has 
a ‘high’ calibrated range (FI01B).  

4. It is required that there is an overlap between the full scale value of the low-range 
transmitter and the minimum reliable value of the high-range transmitter. This overlap 
is called the transition range. 

5. The transition range maximum is specified by the parameter Fmax

6. The transition range minimum is specified by the parameter F

. This value should 
be selected as the full scale reading in [EU] of the low-range transmitter, FI01A. 

min. 

7. If density compensation is being applied to the measurement, it should be applied to 
the individual flows unless the calibration conditions of the two flows are identical. 

This value should be 
selected as the minimum reliable value in [EU] of the high-range transmitter, FI01B. 

8. If the calibration conditions are identical, compensation may be applied to the 
calculated flow instead. 

3.1.2 Calculations 

1. The equations listed below are used to compute the total flow, F01.PV, in [EU]:  

(1) OP.10YPV.10F =  

(2) FI01B.PVkFI01A.PV)k(Y01.OP ⋅+⋅−= 1  

(3) 



























= 1,

 -
-,0maxmin

minmax FF
FPV.A01FIk min   

Where: 

k  Calculated weighting factor. 

Fmin  Transition range minimum, [EU]. 

Fmax  Transition range maximum, [EU]. 

2. When the actual flow rate is below the transition range minimum, Fmin

3. When the actual flow rate is above the transition range maximum, F

, the weighting 
factor k is equal to zero and the calculated total flow (F01.PV) is equal to the PV from 
the low-range transmitter, FI01A.PV. 

max

4. When the actual flow rate is in the transition range, the calculated total flow is 
estimated as a weighted average of FI01A.PV and FI01B.PV based on the interpolated 
value of the weighting factor, k. 

, the weighting 
factor k is equal to unity and the calculated total flow (F01.PV) is equal to the PV from 
the high-range transmitter, FI01B.PV.  

3.1.3 Initialisation 

No initialisation required. 
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3.1.4 Operational modes 

1. The calculated flow PV status shall be determined from the table below based on the 
status of the measured inputs. 

Mode of 
Operation Scenario Automatic Action Operator Action 

Start-up No special requirements 

Normal Operation No special requirements 

Uncertain Input(s) No special requirements. Equations (1) through (2) will compute 
F01.PV and assign a PV Status of Uncertain. 

Bad Inputs If both input transmitter PVs are Bad, then F01.PV is Bad. 

Crippled Mode 

Low range 
transmitter 
FI01A has Bad 
PV status. 

Use logic to set F1.PV: 
If (FI01B.PV > Fmin

(F01.PV = FI01B.PV) 

) 
Then 

Else: Set the status of 
F01.PV to Bad PV. 

- 

Crippled Mode 

High range 
transmitter 
FI01B has Bad 
PV status. 

Use logic to set F01.PV: 
If (FI01A.PV < Fmax

(F01.PV = FI01A.PV) 

) 
Then 

Else: Set the status of 
F01.PV to Bad PV. 

- 

 

3.1.5 Operator interface 

1. On Level 1, 2 and 3 graphics, only the calculated flow result, F01.PV, should be 
shown. 

2. On Level 4 graphics: 

a. The raw flow indications from both transmitters and the calculated flow should 
be shown. 

b. An additional symbol should be used to indicate which of the indicators has 
been selected. 

c. n the transition range, both raw indicators should be shown as selected. 

3.1.6 Start-up/shutdown 

No special provision required. 

3.2 PRESSURE COMPENSATED TEMPERATURE 

3.2.1 General 

1. Pressure compensation is not required in all temperature control applications. It should 
be implemented when temperature control is being used to infer the composition of a 
hydrocarbon mixture at a particular stage of a distillation operation.  

Any operational or process change that breaks the model relationship between 
pressure, temperature and composition can render the pressure compensation 
scheme ineffective.  
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2. Do not implement pressure compensated temperature unless it is specified by the 
Principal. 

Figure 2 shows a typical control block diagram for a pressure compensated 
temperature application. 

3. The pressure at the temperature measurement point (PAct) may be an absolute 
pressure measurement (PAct = PMeas) or may be calculated based on an absolute 
pressure measurement and a pressure drop measurement (PAct = PMeas + dPMeas). The 
minimum required set of process measurements is an estimate of the absolute 
pressure (PAct) at the temperature measurement point (TMeas

4. An upper pressure limit (P

). 

max) and lower pressure limit (Pmin) shall be used to define 
the validity range of PAct 

a. If P

: 

Act is greater than Pmax then PAct is set to Pmax and the PV status of PAct

b. If P

 is 
set to Uncertain.  

Act is less than Pmin then PAct is set to Pmin and the PV status of PAct

5. If the PV status of P

 is set to 
Uncertain.  

Act is Bad, then the pressure used to calculate TComp should 
automatically switch from PAct

a. The normal operating pressure specified for this application, or, 

 to one of the following alternatives: 

b. The last good pressure measurement if this is available and considered 
reliable. 

6. For either of the above alternatives the PV status of TComp

7. The PV status of T

 should be set to Uncertain.   

Comp shall be the same as the PV status for TMeas

8. The pressure compensated temperature calculation is always active and cannot be 
switched off by the operator.  

.  

9. There should be an option provided to apply a first order digital filter to the pressure 
measurement used by the compensation algorithm (PAct

10. The calculation block Y01 in 

).  

Figure 2 represents the logic required to meet all of the 
above requirements. 

11. There are two possible equation forms that can be specified by the Principal to 
calculate pressure compensated temperatures: 

a. Type I: Linear 

b. Type II: Modified Clausius-Clapeyron 

Details of the equations are provided in the Calculations Section.  

12. Either of the equation forms can be selected to calculate the pressure compensated 
temperature.  

13. If the Principal does not specify the equation form to be used, the Linear equation form 
can be assumed to apply.  

3.2.2 Calculations 

The formulae below are given in units of absolute pressure and temperature because 
the compensation coefficients are expressed in absolute units. Input and output unit 
conversions from standard units to absolute units will normally be required.  
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3.2.2.1 Type I: Linear 

1. The calculated value for TComp

(1) 

 is given by the equation:  

)PP(kTT ActRefMeasComp −⋅+=  

Where: 

TComp

k  = Linear compensation factor, [K/kPaa] or [R/psia] 

 = Pressure compensated temperature, [K] or [R] 

TMeas 

P

= Measured temperature, [K] or [R] 

Ref 

P

= Reference pressure in absolute units, [kPaa] or [psia] 

Act 

3.2.2.2 Type II: Modified Clausius-Clapeyron  

= Actual pressure in absolute units, [kPaa] or [psia] 

1. The calculated value for TComp

(2)   

 is given by the equation:  









−

=

Act

Ref

Meas

Comp

P
P

ln
T

b
bT    

Where: 

TComp

b   = Pressure compensation coefficient, [K] or [R] 

  = Pressure compensated temperature, [K] or [R] 

TMeas 

P

= Measured temperature, [K] or [R] 

Ref  

P

= Reference pressure in absolute units, [kPaa] or [psia] 

Act  

3.2.3 Initialisation 

= Actual pressure in absolute units, [kPaa] or [psia] 

None. 

3.2.4 Operational modes 

Mode of 
Operation Scenario Automatic Action Operator Action 

Normal 
Operation No special requirements. 

Uncertain 
Input(s) No special requirements.  

Crippled 
Mode 

Failure of 
Temperature 
transmitter. 
The PV status 
of TMeas

The PV status of T

 is Bad. 

Comp

- 

 
shall be set to Bad. 

Crippled 
Mode 

Failure of 
Pressure 
transmitter. 
The PV status 
of PMeas

The compensation 
calculation should use 
the vessel operating 
design pressure or the 
last good measured 
pressure. 

 is Bad. 

The PV status of TComp

- 

 
should be set to 
Uncertain. 
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Mode of 
Operation Scenario Automatic Action Operator Action 

Crippled 
Mode 

Pressure 
outside validity 
limits 

The limit closest to the 
pressure should be used 
to calculate the 
compensated 
temperature.  
The compensated 
temperature quality 
should be set to 
Uncertain. 

- 

 

3.2.5 Operator interface 

1. The raw temperature value and the compensated temperature should be available to 
the operator.  

2. The operator should have read only access to all parameters. 

3.2.6 Start-up/shutdown 

No special requirements. 

3.3 MOTOR OPERATED VALVE (MOV) 

3.3.1 General 

1. The open/closed limit switches, valve positioner or position transmitter should be used 
to indicate the valve position on operating displays.  

2. The following digital commands should be made available to the operator: Open, Close 
and Stop. The stop command should stop the valve movement on demand at its 
current position.  

3. In applications where switching between local and remote control is possible in the 
field, a remote/local mode indicator should be shown on the operator display. 

4. Approval of the Principal shall be obtained before an MOV is used for closed-loop 
control. If an MOV is used for closed-loop control the following conditions should apply: 

a. In Automatic mode, the valve should be moved only if the change in PID output 
is greater than a prescribed threshold value. If the PID output change is less 
than the threshold amount, it should be accumulated. Once the cumulative 
change exceeds the threshold value it sent to the MOV, and the cumulative 
amount is reset to zero. 

b. In Manual mode, it should be possible to set the position of the valve using the 
controller output. There is no minimum move threshold applicable in manual 
mode. 

5. Any rate of change constraints on MOVs shall be applied in the MOV, not in the 
process control computer (DCS or PLC).  

Refer to DEP 32.30.20.15-Gen. Section 7.2 for information regarding the digital 
input and output requirements for MOVs. 

3.4 SURGE VOLUME CONTROL 

3.4.1 General 

1. The requirement to implement surge volume control shall be specified by the Principal. 

2. When a stand-alone level controller is required to have surge volume control 
capability, the first choice should be a standard PID implementation with a suitably 
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slow closed-loop response time. If the PID approach is not providing the level of 
performance required, then a PID controller configured with a PID Gap algorithm or a 
DCS-embedded model based controller (if available) should be used.  

3. When surge volume control is to be configured for more than one level in series, the 
preferred solution is to use advanced process control. Use SMOCPro if it is available 
and if APC meets the application uptime requirements. If SMOCPro is not available, 
and/or if the application has very high uptime requirements, then use the Shell Surge 
Volume Controller (SSVCPro

3.5 FIN FAN CAPACITY CONTROL 

) or individual DCS-embedded model based controllers.  

3.5.1 General 

1. Air-cooled heat exchanger outlet temperature control applications should only be 
implemented if required and shall be subject to approval of the Principal. 

2. The fan control applications described in this DEP conform to the layout and process 
control requirements for air-cooled heat exchangers as described in 
DEP 31.21.70.10-Gen. The following assumptions regarding layout and control apply: 

a. Parallel bays of exchangers shall be identical. 

b. Fan arrangement shall be symmetrical. 

c. It two or more fans are present per bay, the variable speed fan shall be the 
furthest downstream. 

d. If two or more variable speed fans are to be used for control, the control shall 
be equal and simultaneous to all variable speed fans. 

3.5.2 Fixed speed applications 

Fixed speed applications are characterized by one or more fixed speed fans that are 
switched on or off in order to meet an outlet temperature control objective.  

1. Fixed speed fan switching should only be used when the quality of the outlet 
temperature control is not critical.  

Such applications are described under the Mode A temperature control 
requirements in DEP 31.21.70.10-Gen. 

A control block diagram of a generic fixed speed fan control application is shown 
in Figure 3. Control logic is used to determine if a fan is to be switched on or off, 
and to identify the next individual fan to be switched on or off based on a 
prioritization algorithm. The process variable is the outlet temperature. The 
manipulated variable is the state of the fixed speed fans. 

2. The outlet temperature should be controlled to within a target range, from Tmin to Tmax. 
If the outlet temperature exceeds Tmax then a fan should be switched on. If the outlet 
temperature is less than Tmin

3. When a fan is switched on or off, a deadband timer is started. No fans shall be 
automatically switched on or off by the scheme until the deadband timer has expired. 
The duration of the deadband timer is adjustable by the engineer.  

 then a fan should be switched off. 

4. The program should be able to detect saturation. It should be programmed to know 
when it is not possible to switch on any more fans, and when it is not possible to switch 
off any more fans. The control logic should act accordingly in the presence of 
saturation.  

For example, the deadband timer should not be started if (T > Tmax

5. Run hours should be computed for each fan in the scheme, in order to provide 
information for switching prioritization. It shall be possible for an engineer to reset the 
run hours for any fan in the scheme.  

) and all 
available fans are already running. 
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6. Operators should have the ability to: 

a. Turn the entire switching program on or off.  

b. Add or remove fans from the list of eligible fans to be used in the scheme by 
setting a flag (Note: this is different than having the ability to manually switch a 
fan on or off).  

c. Manually turn any fan on or off that is flagged as removed from the automatic 
switching program.  

d. Adjust the values of  Tmin to Tmax

7. A fan is eligible to be automatically switched on or off by the switching program if all of 
the following conditions are met: 

 (optional).  

a. The mode attribute of the controlling switch is permitting program changes to 
be made to the run state of the fan. 

b. The in-service flag shows that the fan has been marked by the operator as 
eligible to be manipulated automatically by the scheme. 

c. The deadband timer has expired.  

8. If there is more than one fan in the scheme, an algorithm should be developed that 
determines which fan is next in line to be switched on or off. The next fan eligible to be 
switched on or off could be determined based on: 

a. Maintaining an equal number of active fans in each parallel bank of air coolers. 
For example, if the switching logic indicates that a fan needs to be turned off, a 
fan in the bank with the greatest number of active fans running would be 
considered first in line to be switched off.  

b. The total run hours per fan. 

For example, the next fan to be switched on is the one with the fewest total 
run hours, the next fan to be switched off is the one with the greatest total 
run hours. 

c. The time that has elapsed since a given fan has been running or stopped. 

3.5.3 Variable speed applications 

Variable speed applications feature one or more fans whose speeds are modulated in 
order to vary the mass flow of air through the exchanger. 

The quality of outlet temperature control is maximized when all fans in the air-cooled 
exchanger are variable speed. Outlet temperature control to within approximately ± 2°C 
(± 3.6 °F) of target is possible. Full variable speed equipped exchangers are listed under 
control Mode C in the process control section of DEP 31.21.70.10-Gen. 

A control block diagram of a typical variable speed only application is shown in Figure 4. 

1. The process variable is the outlet temperature. The manipulated variable is the fan 
speed (connected to one or more fans). A feedback control algorithm is used to 
compute the control moves. 

2. In variable speed applications, the outlet temperature can be controlled to a 
temperature setpoint, Tsp, or to within a target range, Tmin to Tmax

3. If there is only one variable speed fan in the scheme, then the output from the 
temperature controller sets the setpoint of the fan speed controller in a standard 
primary/secondary cascade structure as defined in DEP 32.30.20.15-Gen.  

, if a gap algorithm is 
used.  

4. If there is more than one variable speed fan, then the recommended configuration 
between the temperature controller and the speed controllers is a fanout scheme: 

a. The fanout scheme sends the same temperature controller output to all 
participating secondaries in the scheme. A ‘participating secondary’ is a 
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speed controller that is in a mode where its speed is set by the temperature 
controller output (normally Cascade).  

b. The first secondary to be put in Cascade mode initializes the temperature 
controller output. Subsequent secondaries put into Cascade mode will be 
bumplessly integrated into the scheme by using a bias bleed-off function on 
the secondary.  

c. Logic should be provided to automatically force the mode to Manual and the 
Output to 0% for any of the variable speed fans that are not turned on. This is 
required to prevent bumps that might result from turning a fan on while the 
speed controller in Cascade mode.  

d. The operator shall decide which fans are to be included in the fanout scheme. 
The mode of each secondary speed controller is used to specify whether the 
fan is included in the scheme or not.  

e. It should not be possible for an operator to add a non-operating fan as a 
participating secondary in the fanout scheme. 

f. The feedback controller gain of the temperature controller should 
automatically and bumplessly be adjusted based on the number of secondary 
controllers participating in the fanout scheme (optional). 

3.5.4 Combined variable and fixed speed applications 

Combined applications use a certain number of fixed speed fans and variable speed 
fans in combination in order to achieve the outlet temperature control objective. The 
fixed speed fans are to be switched infrequently. Switching only needs to occur in order 
to extend the controllable range of the variable speed fans.   

The quality of outlet temperature control achievable is approximately within ± 5°C 
(± 9 °F) of target. Mixed fixed-speed and variable speed fan equipped exchangers are 
listed under control Mode B in the process control section of DEP 31.21.70.10-Gen. 

Feedforward control can optionally be applied to combined applications to improve the 
overall controller performance. 

A control block diagram of a fin fan outlet temperature control application with both fixed 
speed and variable speed fans is shown in Figure 5.  

1. The recommendations listed in the prior sections for fixed speed and variable speed 
applications shall apply to combined applications, with the following exceptions and 
additional requirements: 

a. The temperature objective is defined only for the variable speed (feedback 
controller) part of the scheme.  

b. If the automatic switching logic for the fixed speed fans is disabled, the 
feedforward control action will still be in effect. A separate switch should be 
provided to disable the feedforward control signal.  

This configuration enables the benefits of the feedforward control action to 
be realized even if operators need to manually adjust the fixed speed fans. 

c. The switching logic for the fixed speed fans is linked to the output of the PID 
controller rather than to high and low temperature limits.  

i. A fixed speed fan can be switched on if the temperature controller 
output is greater than an upper threshold (usually 90%). 

ii. A fixed speed fan can be switched off if the temperature controller 
output is less than a lower threshold (usually 10%).  

iii. The high and low output limits should require engineering level access 
to modify. 
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iv. The connection between TC01 and Y05 is non-initializable (pulled to the 
switching logic program). 

d. The following function blocks and associated connections in Figure 5 can be 
omitted if feedforward is not specified: Y01, Y02, Y03, and Y04. The Principal 
shall specify whether or not feedforward control is required.  

e. If feedforward is specified for the combined application, then the following 
recommendations should apply. Refer to the Informative DEP for additional 
engineering information on feedforward configuration: 

i. The controller TC01 should be configured as a standard 
feedforward/feedback controller as defined in DEP 32.30.20.15-Gen.  

ii. A function should be provided to bumplessly enable and disable the 
feedforward control action. The Principal should specify the permissions 
level for this function. 

iii. The block Y01 counts the number of fixed speed fans currently in 
operation during the current cycle.  

iv. The block Y02 counts the number of participating secondary controllers, 
that is, the number of variable speed fans currently included in the 
fanout scheme. Note that if a fan is running but in Manual or Auto mode, 
it does not count towards the total computed by Y02. 

v. The block Y03 is a calculation function that scales the feedforward 
signal based on the values it receives from Y01 and Y02.  

vi. The block Y04 is a lead/lag function block for tuning the dynamic 
response of the feedforward control action. Depending on the 
feedforward control template being used, this lead/lag function block 
Y04 may already be included in the feedforward module or it may need 
to be added separately. 

3.5.5 Calculations 

The details of the feedforward gain calculation for combined applications are described 
below. Refer to DEP 32.30.20.15-Gen. for the design procedure for feedforward control. 

1. The feedforward gain on the PID function block should be set to 1.0 and the gain on 
the lead/lag block Y04 should be set to 1.0.  

This is not the typical approach for feedforward controller tuning. Because the 
feedforward gain is variable, it will be incorporated directly into the calculation 
result produced by Y03. The dynamics of the feedforward controller will be set by 
the commissioning engineer on the lead/lag block Y04. 

2. The number of participating secondary speed controllers in the temperature fanout at 
time t, Nv

3. The number of running fixed speed fans at time t, N

(t), is counted by the block Y02.  

f

4. It is assumed the cooling duty contribution of each fixed speed fan is the same. The 
individual cooling duty of a fixed speed fan is denoted Q

(t), is counted by the block Y01. 

f,i

5. It is assumed the cooling duty contribution of each variable speed fan is the same. The 
individual cooling duty of a single variable speed fan at 100 % speed is denoted Q

. 

v,i

6. The total duty accessible to the feedback controller is denoted Q

. 

v

(1)  

(t). This provides an 
estimate of the duty at 100 % fan speed across all participating variable speed fans: 

i,vvv Q)t(N)t(Q ⋅=    [EU_Duty] 

Where [EU_Duty] denotes the applicable engineering units for duty. The cooling duty 
of the active fixed speed fans is denoted Qf

(2) 

(t). 

i,fff Q)t(N)t(Q ⋅=    [EU_Duty] 
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7. The process gain in engineering units, Kp(t), is the change in variable speed duty for a 
1% change in temperature controller output.   

(3) )t(Q.)t(K vp ⋅= 010    [EU_Duty/%TC.OP] 

8. The disturbance gain, Kd

9. The feedforward controller gain, K

, is fixed at unity because a 1 % change in fixed fan cooling 
duty translates into a 1 % change in total duty. 

ff

(4)  

(t) in [EU_Duty/%TC.OP] is given by: 

)t(K
K)t(K
p

d
ff −=    [EU_Duty/%TC.OP] 

10. Let TC.OPFFD denote the move that TC.OP needs to make to compensate for a 
change in Qf

(5)  

(t). The following condition applies:  

)t(Q.
)t(Q

)t(QKOP.TC
v

f
fffFFD ⋅

∆
−=∆⋅−=∆

010
  [%TC.OP] 

Or, in terms of the variables shown in Figure 5: 

(6)  








⋅
⋅

⋅−=
Y02.OPQ
Y01.OPQ

Y03.OP
i,v

i,f100   [%TC.OP] 

11. The differencing operation required is assumed to performed automatically by the 
feedforward control block input processing. 

Important: When Nf(t) changes, a bump will occur in the feedforward channel. 
This is not a problem; it is expected and part of the design. When Nf(t) changes 
there will also be a change in the process and feedforward gain representing the 
change in available duty in the fanout. This bump should be removed. One 
suggestion for removing the bump would be to temporarily set the feedforward 
signal quality to Bad for the execution in which Nf

Equation (3) can also be used to calculate a variable feedback controller gain for 
TC01. The units will need to be converted from absolute duty to percent of duty, 
i.e., from [EU_Duty/%TC.OP] to [%EU_Duty/TC.OP%] before being used to 
calculate the controller gain. 

(t) changes. The feedforward 
controller will not process the bad input which will prevent the bump. The quality 
can be restored at the next execution.  

3.5.6 Operational modes 

1. Unless otherwise noted, controller response to Uncertain or Bad input data and 
controller response to the restoration of Good input data will be as per the 
requirements in DEP 32.30.20.15-Gen.  

The system has the following major modes of operation: 

Mode of 
Operation Scenario Automatic Action Operator Action 

Normal Mode 
Fixed Speed 
Only 

The fan switching program Y05 is in the Run state, and all available 
fixed speed fans are in Program mode. 

Normal Mode 
Variable Speed 
Only 

TC01 is in Auto, all available secondaries are configured to receive 
remote setpoints from TC01 (could be Auto or Cascade depending on 
the control block used for the secondary loops). 
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Mode of 
Operation Scenario Automatic Action Operator Action 

Normal Mode 
Fixed and 
Variable Speed 

The fan switching program Y05 is in the Run state, and all available 
fixed speed fans are in Program mode. TC01 is in Auto, all available 
secondaries are configured to receive remote setpoints from TC01 
(could be Auto or Cascade depending on the control block used for 
the secondary loops). 

Gain Update 

A mode change is 
made on an SC 
while the TC is in 
Auto. 

FF/FB control 
continues. 
The feedforward gain is 
updated by Y03. 
The feedback controller 
gain is updated 
(optional). 

None 

Crippled Mode 

Combined 
operation with all 
fixed speed fans 
removed or Y05 in 
Stopped state. 

Feedforward control 
continues based on 
operator changes to 
fixed fan states.  

Turn off feedforward 
control separately if 
desired. 

Crippled Mode Bad PV Status for 
TC01. 

Fixed speed fan 
switching program Y05 
sheds to Stopped state.  
TC01 sheds to Man 
mode and holds it 
output value. 
Do not automatically re-
start Y05 or change 
TC01 to Auto.  

Turn the loop back on 
(TC01 to Auto and 
Y05 to Run) when the 
PV status for TC01 is 
restored to Good or 
Uncertain.  

3.5.7 Operator interface 

1. The operator interface should meet the following requirements: 

a. The entire control scheme should be shown on a single operating display. 

b. Both the next fan to be started (if necessary) and the next fan to be stopped (if 
necessary) according to the fixed speed fan switching logic, should be 
displayed for the operator.  

c. A flag or indicator showing which fixed speed fans are available to be switched 
by the logic and which can only be switched manually. 

d. An indicator showing the status of the VFDs (Local/Remove) if available. 

3.5.8 Start-up/shutdown 

1. Fixed Speed Fans Only: To turn the fan switching program on, set the program switch 
to Run on Y05. To turn the switching program off, set the program switch to Stop on 
Y05. 

2. Variable Speed Only: To turn the loop on, ensure all desired SCs are in the correct 
mode to receive remote setpoints then switch TC01 to Auto. To turn the loop off, put 
TC01 in Manual. 

3. Combined Schemes: To turn the loop on, set the program switch on Y05 to Run. Put 
all desired SCs in the correct mode to receive remote setpoints and switch TC01 to 
Auto. To turn the loop off, put TC01 into Manual mode and set Y05 to Stop. 
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3.6 THREE ELEMENT LEVEL CONTROL 

3.6.1 General 

A control block diagram for a general three element level control application is shown in 
Figure 6. The three element level controller is a standard feedforward/feedback control 
application with the steam flow as the single feedforward input. 

1. The level controller LC01 should be configured as a feedforward/feedback controller in 
accordance with the feedforward control specifications in DEP 32.30.20.15-Gen. 

2. Set operator setpoint entry limits for LC01 inside of any boiler shutdown trip points on 
the steam drum level. 

3. The BFW flow controller FC01 should be configured as a cascade secondary controller 
as per the specifications in DEP 32.30.20.15-Gen. 

4. Switching the feedforward control action on and off or changing the feedforward 
controller gain should require engineering level access.  

5. The level measurement in the steam drum may be compensated for density variations 
resulting from pressure changes in the steam drum. This shall only be done if specified 
by the Principal. 

3.6.2 Specific configuration conditions 

No special requirements. 

3.6.3 Calculations 

None. 

3.6.4 Initialisations 

1. The level controller LC01 should be configured a protective controller as per 
DEP 32.30.20.15-Gen (PV tracking will be Off). 

2. Set the PID equation type to I-PD, that is, Integral on error, Proportional and Derivative 
on delta PV. 

3.6.5 Operational modes 

Mode of 
Operation Scenario Automatic Action Operator Action 

Normal 
Mode LC01 in AUTO, FC01 in CAS. 

Crippled 
Mode 

Failure of BFW 
transmitter. 
The PV status of 
FI01 is Bad. 

Standard rules for loss of 
input/output connections from 
DEP 32.30.20.15-Gen. apply. 

- 

Crippled 
Mode 

Failure of level 
transmitter. 
The PV status of 
LI01 is Bad. 

Standard rules for loss of 
input/output connections from 
DEP 32.30.20.15-Gen. apply. 

- 
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Mode of 
Operation Scenario Automatic Action Operator Action 

Crippled 
Mode 

Failure of steam 
flow transmitter. 
The PV status of 
FI02 is Bad. 

Feed forward control action 
should automatically cease. 
LC01 should continue in 
feedback only mode. 
Upon restoration of good or 
uncertain quality in FI02, 
feedforward control should 
resume bumplessly. 

Follow-up actions for 
the Bad PV alarm on 
FI02 should include a 
mitigation plan for 
extended operation of 
LC01 in feedback 
control mode only.  

3.6.6 Operator interface 

1. Standard PID face plates for feedforward and feedback control should be used. 

2. The operator shall have access to change the SP, OP and MODE of LC01 and FC01.  

3. All the control blocks used in this scheme should be visible on the same operator 
display. 

3.6.7 Start-up/shutdown 

No special requirements. 

3.7 FURNACE COIL BALANCING 

3.7.1 General 

1. Furnace coil balancing (also known as pass balancing) should preferentially be 
implemented using advanced control (SMOCPro).  If the use of SMOCPro

2. The control objective for the balancing application should be specified by the Principal 
(e.g., coil outlet temperature or thermal conversion).  

 is not practical 
for a given application then a base layer solution can be used.  

3. Furnace coil balancing should only be applied to non-coking service, and not to 
furnaces used as reboilers where the outlet temperature is insensitive to furnace duty.  

4. In general a heat transfer specialist should be consulted before a furnace pass 
balancing scheme is implemented. 

3.8 NOx CONTROL 

3.8.1 General 

1. A control block diagram for a NOx control application is shown in Figure 7. It is 
assumed that the NH3 supply is in vapour form. 

2. QC05 and FC02 are standard PID controllers. 

3. FFC03 is an ammonia flow to combustion air flow ratio controller (NH3-to-air). The wild 
flow is the combustion air flow. Configure the ratio controller as per the requirements in 
DEP 32.30.20.15-Gen. 

a. When FFC03 is in CAS mode the NH3-to-air ratio setpoint is set by QC05. 

b. When FFC03 is in AUTO mode the NH3-to-air ratio setpoint is set by the 
operator.  

4. QI01, QI02 and QI03 represent raw analyzer readings for O2, NOx and NH3, 
respectively. All analyzer process variables shall be validated as described in 
DEP 32.30.20.15-Gen. The Shell analyzer checking applications Anacheck or QMI 
Check should be used if available. In Figure 7, the validated analyzer PVs are denoted 
by QN. 

5. The corrected NOx controller QC05 has a calculated PV that is a function of the stack 
measurements for NOx and O2. The calculation is represented by the block Y01 in 
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