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PREFACE 
 
DEP (Design and Engineering Practice) publications reflect the views, at the time of publication, of: 

Shell Global Solutions International B.V. (Shell GSI) 

and/or 

Shell International Exploration and Production B.V. (SIEP) 

and/or 

other Shell Service Companies. 

They are based on the experience acquired during their involvement with the design, construction, operation and 
maintenance of processing units and facilities, and they are supplemented with the experience of Shell Operating Units. 
Where appropriate they are based on, or reference is made to, international, regional, national and industry standards. 

The objective is to set the recommended standard for good design and engineering practice applied by Shell companies 
operating an oil refinery, gas handling installation, chemical plant, oil and gas production facility, or any other such 
facility, and thereby to achieve maximum technical and economic benefit from standardization. 

The information set forth in these publications is provided to Shell companies for their consideration and decision to 
implement. This is of particular importance where DEPs may not cover every requirement or diversity of condition at 
each locality. The system of DEPs is expected to be sufficiently flexible to allow individual Operating Units to adapt the 
information set forth in DEPs to their own environment and requirements. 

When Contractors or Manufacturers/Suppliers use DEPs they shall be solely responsible for the quality of work and the 
attainment of the required design and engineering standards. In particular, for those requirements not specifically 
covered, the Principal will expect them to follow those design and engineering practices which will achieve the same 
level of integrity as reflected in the DEPs. If in doubt, the Contractor or Manufacturer/Supplier shall, without detracting 
from his own responsibility, consult the Principal or its technical advisor. 

The right to use DEPs is granted by Shell GSI, in most cases under Service Agreements primarily with Shell companies 
and other companies receiving technical advice and services from Shell GSI or another Shell Service Company. 
Consequently, three categories of users of DEPs can be distinguished: 

1) Operating Units having a Service Agreement with Shell GSI or other Shell Service Company. The use of DEPs 
by these Operating Units is subject in all respects to the terms and conditions of the relevant Service 
Agreement. 

2) Other parties who are authorized to use DEPs subject to appropriate contractual arrangements (whether as part 
of a Service Agreement or otherwise). 

3) Contractors/subcontractors and Manufacturers/Suppliers under a contract with users referred to under 1) or 2) 
which requires that tenders for projects, materials supplied or - generally - work performed on behalf of the said 
users comply with the relevant standards. 

Subject to any particular terms and conditions as may be set forth in specific agreements with users, Shell GSI 
disclaims any liability of whatsoever nature for any damage (including injury or death) suffered by any company or 
person whomsoever as a result of or in connection with the use, application or implementation of any DEP, combination 
of DEPs or any part thereof, even if it is wholly or partly caused by negligence on the part of Shell GSI or other Shell 
Service Company. The benefit of this disclaimer shall inure in all respects to Shell GSI and/or any Shell Service 
Company, or companies affiliated to these companies, that may issue DEPs or require the use of DEPs. 

Without prejudice to any specific terms in respect of confidentiality under relevant contractual arrangements, DEPs shall 
not, without the prior written consent of Shell GSI, be disclosed by users to any company or person whomsoever and 
the DEPs shall be used exclusively for the purpose for which they have been provided to the user. They shall be 
returned after use, including any copies which shall only be made by users with the express prior written consent of 
Shell GSI. The copyright of DEPs vests in Shell GSI. Users shall arrange for DEPs to be held in safe custody and Shell 
GSI may at any time require information satisfactory to them in order to ascertain how users implement this 
requirement. 

All administrative queries should be directed to the DEP Administrator in Shell GSI. 
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1. INTRODUCTION 

1.1 SCOPE 

This DEP specifies requirements and gives recommendations for the selection, 
specification and installation of on-line process stream analysers, systems for sample take-
off and transport of the sample, the sample conditioning systems and the disposal of 
sample fluids. 

This DEP has incorporated the following DEPs, which are now withdrawn:  

DEP 32.31.50.11-Gen., Sample conditioning  

DEP 32.31.50.12-Gen., Analysers 

Analyser houses are still covered by DEP 32.31.50.13-Gen. 

This is a revision of the DEP of the same number dated April 2003; see (1.5) regarding the 
changes. 

1.2 DISTRIBUTION, INTENDED USE AND REGULATORY CONSIDERATIONS 

Unless otherwise authorised by Shell GSI, the distribution of this DEP is confined to Shell 
companies and, where necessary, to Contractors and Manufacturers/Suppliers nominated 
by them. 

This DEP is intended for use in refineries, upgraders, chemical plants, gas plants, 
exploration and production facilities and supply/distribution installations. 

When DEPs are applied, a Management of Change (MOC) process should be 
implemented; this is of particular importance when existing facilities are to be modified. 

If national and/or local regulations exist in which some of the requirements may be more 
stringent than in this DEP, the Contractor shall determine by careful scrutiny which of the 
requirements are the more stringent and which combination of requirements will be 
acceptable with regard to the safety, environmental, economic and legal aspects. In all 
cases the Contractor shall inform the Principal of any deviation from the requirements of 
this DEP which is considered to be necessary in order to comply with national and/or local 
regulations. The Principal may then negotiate with the Authorities concerned, the objective 
being to obtain agreement to follow this DEP as closely as possible. 

1.3 DEFINITIONS 

1.3.1 General definitions 
The Contractor is the party that carries out all or part of the design, engineering, 
procurement, construction, commissioning or management of a project or operation of a 
facility. The Principal may undertake all or part of the duties of the Contractor. 

The Manufacturer/Supplier is the party that manufactures or supplies equipment and 
services to perform the duties specified by the Contractor. 

The Principal is the party that initiates, and ultimately pays for, the project. The Principal 
will generally specify the technical requirements. The Principal may also include an agent 
or consultant, authorised to act for the Principal. 

The word shall indicates a requirement. 

The word should indicates a recommendation. 

1.3.2 Specific definitions and abbreviations 

Analyser application 
engineering 

The activity of detailing the scope of the analytical 
measurement and its application. 
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Analyser data sheet Compilation of technical details as a direct result of 
analyser application engineering. 

Fast loop Refers to a sample transport system that takes a sample 
from the process at one point and returns the withdrawn 
sample back to the process at another point. 

LNG Liquefied Natural Gas 

PEFS Process Engineering Flow Scheme. 

Piping class An assembly of piping components, suitable for a defined 
service and design limits, in a piping system. Piping classes 
for refining and chemicals are contained in 
DEP 31.38.01.12-Gen.; piping classes for exploration and 
production are contained in DEP 31.38.01.15-Gen. 

Process line The piping used for transport of fluids (other than sample 
lines). 

Sample A representative portion of the product or process stream 
having all relevant properties of the product or the process 
stream itself. 

Sample Conditioning 
System (SCS) 

One or more devices that properly prepare a portion of the 
sample from the sample transport system for testing by the 
process analyser to meet the requirements of the analyser. 

Sample line The tube or pipe used for transporting the sample. 

Sample pre-conditioning 
system 

Consists of one or more devices that condition the sample 
(pressure, temperature, flow, change of state) so that it is 
suitable to be transported to the sample conditioning 
system. The sample pre-conditioning system forms part of 
the sample take-off system. 

Sample probe A device (usually in the form of a special tube) that is 
inserted into a defined point in the bulk of the process 
stream to extract a small portion as a sample. 

Sample recovery system A system that collects waste sample and/or by-products 
from the analyser system for the purpose to either return 
them to an assigned point of disposal or to a suitable point 
in the process. 

Sample take-off 
connection 

A piping connection for the extraction of the sample from 
the process line and through which a sample probe may be 
inserted into the process. 

Sample take-off point The exact location from where the sample is extracted in 
the process, i.e., the location of either the tip of the sample 
probe or the pipe wall connection from where the sample 
fluid leaves the process piping. 

Sample take-off system The system that includes the sample probe and 
downstream components up to the connection with the 
sample transport system. 

Sample transport system A system used to transport a sample from the sample take-
off, either to the sample conditioning system (and from 
there to the analyser) or directly to the analyser, and to 
return the waste sample, if any is collected, from the 
sample conditioning system, either to a suitable point in the 
process or to a suitable utility system. 
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Sample system The complete system that includes the sample take-off, 
sample transport and sample conditioning systems. 

Secondary loop A circulating loop, part of the sample transport system, 
which is fitted to reduce the lag time caused by components 
such as filters, coalescers, etc., and/or to reduce the 
quantity of a sample entering the analyser shelter. The 
secondary loop is part of the sample conditioning system. 

Single line sample 
transport 
 

Refers to a sample transport system that returns the waste 
sample to a utility system. 

 

1.4 CROSS-REFERENCES 

Where cross-references to other parts of this DEP are made, the referenced section 
number is shown in brackets. Other documents referenced by this DEP are listed in (7). 

1.5 SUMMARY OF CHANGES 

This is a revision of the DEP of the same number dated April 2003. 

This revision has incorporated the now withdrawn DEP 32.31.50.11 (Sample Conditioning) 
and DEP 32.31.50.12 (Analysers).  

Other than that, this has been a major revision and it is impractical to summarise the 
changes here. 

1.6 COMMENTS ON THIS DEP 

Comments on this DEP may be sent to the DEP Administrator at standards@shell.com. 

Shell staff may also post comments on this DEP on the Surface Global Network (SGN). 
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2. GENERAL ANALYSER SYSTEM DESIGN REQUIREMENTS 

2.1 SAFETY 

Sample systems shall be designed, installed and operated in such a manner that they 
minimize hazards to personnel, plant and environment. Besides what is stated in the DEP 
local safety rules and regulations shall be taken into consideration during design of the 
systems. 

2.1.1 Personnel Protection 
All surfaces that exceed 50 °C in normal operation shall be insulated or shielded for 
personnel protection. 

2.2 ROLES AND RESPONSIBILITEIS 

Appendix A provides a Roll and Responsibilities matrix that identifies the organization 
responsible for each of the tasks that shall be completed on a project to obtain a fully 
functional analyser system. The completed form also ensures that appropriate technical 
input and project technical assurance roles are in place prior to the beginning of detailed 
engineering. The Roles and Responsibilities Form as per Appendix A5 shall be completed 
and approved by the Principal prior to the start of a project. 

Contractor shall provide the organization chart and the resume(s) of the assigned analyzer 
engineer (s) in relation to the size of the project for Principal’s approval.  

2.3 APPLICATION ENGINEERING 

Analyser application engineering shall be conducted before decisions are taken on matters 
covered in this DEP. The outcome of the analyser application engineering shall be 
documented in the analyser narratives and data sheets. Analyser narratives and data 
sheets shall be subject to approval by the Principal. 

Preliminary design of analyser systems requires review of the analyser data sheet, 
determination of the preferred location of each analyser (e.g., shelter or field mount) and 
sample take-off points and return points (e.g., process, flare, sump). This iterative process 
requires consideration of the following: 

• the type of analyser and acceptable analyser inlet requirements (e.g., pressure, 
temperature, flow); 

• the process temperature and pressure and sample characteristics (e.g., phase, 
viscosity); 

• the potential for change in phase or composition of the sample during sample pre-
conditioning and transport (i.e., the characteristics of the sample fluid in relation to 
changes in pressure and temperature), 

• available differential pressure between the sample and return points (i.e., need for 
sample pumps), 

• analysers utilized in control loops and other critical applications shall be single stream 
applications. This ensures reliability and meets control loop target availability. 

• maximum sample transport lag times as specified on the analyser data sheet; and, 

• potential analyser and analyser shelter locations. 

The contractor shall prepare during the preliminary design phase a plot plan showing 
potential analyser, analyser shelter and sample take-off and return locations and 
approximate sample transport times. 
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2.4 MATERIALS 

2.4.1 General 
The normal and upset process conditions and the nature of the fluid shall be taken into 
consideration when selecting materials including elastomeric seals to ensure that materials 
are suitable (e.g., corrosion resistant, appropriate pressure and temperature rating) for the 
intended service. Changes in sample composition due to absorption, adsorption or 
reactivity with sample transport wetted materials shall be considered for all samples 
particularly where the component of interest is present at low ppm concentrations (2.9). 

The sample probe, the primary isolation valve (i.e. root valve) at the sample take off point 
and return/disposal point (e.g., flare header) and sample transport tubing and piping shall 
meet the requirements of DEP 31.38.01.11 and the appropriate piping class. 

Piping, tubing, components and equipment (e.g. booster pumps) installed between the 
sample root valve and return root valve shall be selected and installed to meet the design 
conditions for that portion of the sample transport system. 

2.4.2 Selection 
Both the process conditions and the nature of the fluid shall be taken into consideration 
when selecting materials.  

Unless specified otherwise, AISI 316 stainless steel should be used for all wetted parts of 
the sampling system. For sample transport tubing Alloy 825 steel seamless tubing shall be 
used, unless specified otherwise. Compression type fittings shall  be dual ferrule stainless 
steel.  

In cases where AISI 316 and/or Alloy 825 are not suitable (e.g. systems containing water 
with chlorides, hydrogen fluoride (HF) alkylation service and services where strong 
reducing acids such as pure hydrochloric and sulphuric acid are used) advice from the 
responsible materials and corrosion engineer shall be sought. 

Sample systems for products in which traces of reactive compounds are to be measured, 
e.g., traces of hydrogen chloride, hydrogen sulphide, mercury, etc., shall be treated to 
minimise interaction between the sample and the tube. Sample lines on process streams 
with reactive components require insulation and heat tracing to prevent adsorption and 
desorbsion of gases from the pores of the tubing. 

With the exception of seals  (e.g., o-rings, gaskets), the use of non-metallic materials 
requires the Principal's approval. 

Glass components or parts shall not be used for flammable and toxic / noxious fluids, any 
usage of glass components will require Principal approval. 

Thermal insulation shall have a guaranteed maximum chloride content of 10 mg/kg and be 
sealed against water ingress in order to prevent chloride stress corrosion and influence of 
UV radiation due to direct or indirect sunlight. 

2.5 ELECTRICAL 

DEP 33.64.10.10-Gen. shall apply. 

All equipment installed shall meet the defined area electrical classification for the location it 
is to be installed in.  

All electrical components or assemblies consisting of electrical components shall have a 
nationally recognized testing laboratory approval (e.g., CSA, ULC, ATEX) for the specified 
electrical area classification and shall be marked accordingly. 

Each powered component will have a separate switch adjacent to the device that will have 
a tag identifying the component it powers. Exceptions to this requirement are loop powered 
transmitters (e.g., gas detectors, flow switches, level switches). 
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2.6 PRESSURE DESIGN 

The pressure rating of selected components shall meet the design conditions. 

Where practical, sample systems shall utilize equipment and components with pressure 
ratings which exceed the system design pressure (i.e., inherent safety). This should 
preclude the requirement for pressure relief systems. When this is not practical, the sample 
system shall incorporate protection from excessive pressures caused by the failure of 
components (e.g., pressure regulators, pressure reducing valves) and/or components or 
equipment (e.g., analysers) with a pressure rating below the supply pressure (e.g., process 
fluid, carrier gas, instrument air). 

Relief valves shall be used in all cases where failure of a component such as a regulator 
could cause over pressurization of an analyser or sample system. 

Relief valves should be vented to the flare system for gas streams and to an appropriate 
process connection, based on the above Reference, for liquid streams. Venting to 
atmosphere at a safe location requires Principal’s approval. 

Check valves shall not be used as pressure relief valves. 

Pressure relief valves shall be sized and positioned so that under over pressure conditions 
the protected sections does not exceed 110% of the maximum operating pressure. 

Relief valves shall be provided with a stainless steel tag detailing tagnumber and relief 
pressure setting. 

Pressure ratings and the tolerances for outside diameter and wall thickness of the tubing 
shall meet the requirements of ISO 4200 for metric sizes and, when applicable, 
ASTM A 269 for imperial sizes. 

2.7 ACCESSIBILITY 

Sample systems shall be designed so that their components are readily accessible from 
grade or permanent platforms and so that components can be removed with the minimum 
of disturbance to the system. Sample cabinets shall be designed so that access to 
components that require normal maintenance can be performed without removal of any 
other component or tubing line. 

2.8 RESPONSE TIME 

Analyser system lag (i.e., response) time is the sum of the sample transport lag time, the 
sample conditioning lag time and the analyser response time. Therefore sample transport 
systems shall be designed so that the sample transport lag time is appropriate considering 
the relative contributions of the analyser and sample conditioning system to the total 
system lag time. 

Sample transport systems shall be designed to provide a lag time no greater than that 
required for effective process control and monitoring or that permitted by regulation, e.g. 
Continues Emmission Monitoring Systems (CEMS). The required lag time shall be defined 
in the analyser data sheet. 

Preliminary transport system design shall be performed using the following default lag 
times: 

• 120 seconds maximum for continuous analysers (e.g., pH, oxygen, CEMS); 
• the greater of 120 s or 10 % of cycle time of cyclic analysers (e.g., GCs), 

Lag time calculations shall be performed by means of a computer program that has been 
approved by the Principal. The results of lag time calculations shall be submitted to the 
Principal for approval. 

Sample systems shall be designed taking into consideration of analysis cycle time so that 
an acceptable (minimum) time-lag is obtained with a sample transport flow that shall not 
exceed 10 % of the total process flow and should not exceed 300 l/h for a liquid sample or 
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300 l/h for a gaseous sample at standard reference conditions (101.325 kPa and 15 °C). 
Provide sufficient pressure to maintain adequate velocities, where typical flow velocities are 
approximately2 m/s to 4 m/s for liquids and 7 m/s to 15 m/s for gases. 

2.9 PHASE AND COMPOSITION CONTROL 

Parameters such as bubble, pour, cloud and freeze points, viscosity and water solubility 
shall be considered for liquid samples. For gases or vapour samples, parameters such as 
hydrocarbon and water dew point and tendency to form hydrates shall be considered. 

Phase envelopes shall be prepared and utilized for all gas, vapour, LNG and LPG samples 
(excluding water and steam). 

SCS designs for multi-phase fluids require the approval of the Principal. 

Changes in composition during sample conditioning due to absorption, adsorption or 
reactivity with wetted materials or sample contaminants shall be considered for all samples 
particularly where the component of interest is present at low level ppm concentrations 
(e.g., traces of hydrogen chloride, hydrogen sulphide, mercury). SCS shall be designed to 
minimise such effects as follows: 

• selection of proper materials, 
• minimizing wetted surface area (e.g., shorter lines, smaller tubing), 
• reducing sample contact time by increasing flow rates, 
• optimization of heat tracing temperature, 
• coating of tubing and other components with inert coatings (e.g., Sulfinert™ or 

Silcosteel), and, 
• cleaning of components with solvent or other cleaning agent prior to 

commissioning. 

For applications with <10 ppmv H2S content and if H2S is being measured, Sulfinert™ 
coating shall be used where practical for sample transport tubing and sample 
(pre)conditioning system components such as tubing, filter housings, sample coolers, 
valves, calibration gas tubing, etc.  

Preliminary sample transport and conditioning system design shall be performed using the 
greatest of the following default hold temperatures: 

• For applications where the ambient temperature falls below 0oC, maintain a 
minimum of 10 oC for any liquid sample containing free or dissolved water (i.e., 
freeze protection), 

• 20 oC above the hydrocarbon or water dew points or hydrate point at the normal 
operating pressure for any gas or vapour sample, 

• 20 oC above the freeze, cloud or pour point of any liquid sample, 
• 20 oC above the normal operating temperature where product viscosity is limiting, 

and, 
• 20 oC above the normal operating temperature for any fluid with the potential to 

exhibit a composition change (e.g., separation of free water, adsorption of trace 
component to be measured). 

Consideration shall be given to avoid sample de-composition or polymerization due to high 
process temperature at take-off, sample transport and conditioning.  

Through the use of fluid static head (i.e., elevation) between sample point and downstream 
sample transport system components and pressure controlling devices such as pumps, 
valves and regulators, sample transport systems shall be designed prevent the flashing of 
volatile liquid samples. Preliminary sample transport system design shall be performed to 
provide an overpressure of the greater of 200 kPag or 20% of the absolute vapour pressure 
of the sample at the maximum operating/hold temperature (considering normal and upset 
operating temperatures and maximum ambient temperatures). 
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2.10 OXYGEN SERVICES 

Any medium containing more than 21 % oxygen by volume, or a system with air at a 
pressure above 5000 kPa (ga) [725 psig] shall be considered oxygen service. 

All materials for gaseous-oxygen applications shall be carefully designed, constructed, 
cleaned, inspected, operated and maintained in accordance with the requirements of DEP 
31.10.11.31-Gen. 

2.11 WET H2S / SOUR SERVICES 

All wetted components installed in sour services shall comply with the requirements of DEP 
31.38.01.11-Gen. 

Sour services or sour environments are defined as fluids containing water as a liquid and 
hydrogen sulphide exceeding the limits prescribed in ISO 15156 or NACE MR0103, as 
applicable. These environments may cause sulphide stress cracking of susceptible 
materials. 
NOTES: 1. ISO 15156 shall apply to oil and gas production facilities and natural gas sweetening plants. NACE 

MR0175 is equivalent to ISO 15156. 

2. NACE MR0103 shall apply to other applications (e.g. oil refineries, Upgraders, LNG plants and 
chemical plants). 

If components cannot be obtained in accordance with the above standards, Hastelloy-C or 
type 17-4 PH stainless steel should be used. 

Typical examples are valve head spindles. 

The wetted parts of the components shall meet the hardness requirements of ISO 15156 or 
NACE MR0103, as applicable (see above). 

The application of complete components made of Hastelloy-C requires the written approval 
of the Principal.  

The threads of screwed components shall be coated with a lubricant/sealing material before 
installation to prevent corrosion. 

2.12 TAGGING 

2.12.1 General 
All equipment (e.g., pumps, heaters, cabinets), connections to the sample system and 
major components (e.g., rotameters, regulators, flow, pressure, level and temperature 
indicators etc.) in the analyser system shall be identified with engraved nameplates. The 
nameplates shall be white background with black lettering with safety or warning nametags 
to be red background with white lettering.  

Components such as relief valves, excess flow valves, variable-area flow meters and 
pressure regulators shall also be provided with nameplates showing their settings. 

The nameplate shall be in accordance with the requirements of DEP 32.31.00.32-Gen, but 
shall be screwed and not glued.  

In addition to the above, incoming and outgoing connections at thermal insulation 
enclosures for sample conditioning systems, shall be provided with nameplates on the 
outside of the enclosure. 

All sample and return connection points will be tagged with Stainless Steel nametag.  

2.12.2 Hazards 
The sample conditioning system for toxic and noxious services shall be provided with a red 
nameplate bearing the inscription in white: 

Full document details: SHELL 32.31.50.10 2010

http://www.avadocuments.com/doc/shell-32-31-50-10-2010
http://www.avadocuments.com/doc/shell-32-31-50-10-2010


 DEP 32.31.50.10-Gen. 
 January 2010 

Page 12 

CAUTION: TOXIC SERVICE 

 

Tagging for Caution should comply with regional requirements and conform to MSDS for 
compounds.  
 
Analyser cabinets that contain samples with toxic material shall have the proper tag 
installed on the exterior with warning when opening door. 
 

Other hazards such as temperatures above 50 degC or electrical power provided from 
several sources in a panel or remote pump starts shall also be identified with nameplates. 
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3 ANALYSERS 
 

3.1 SELECTION 

Analyser selection shall be made on the basis of total Cost of Ownership taking into 
account the following: 

• analyser performance (e.g., accuracy, response time, suitability), 
• housing requirement (e.g., case, cabinet, shelter), 
• site installed base impact (e.g., training, spare parts), 
• for new analyser types, level of site expertise, 
• consumable costs. 
• Measurements requirements required for process 

 
Where appropriate the analyser shall be selected so that the applied Standardized Analysis 
Test Method (e.g. ASTM or Shell Method Series) on which the on-line analysis is based or 
correlated is the same method as is applied by the site laboratory. 

Analysers that are intended for environmental/pollution control or Continuous Emission 
Monitoring System (CEMS) may require approval or have to confirm to the requirements 
specified by the local environmental/pollution control authority. 

Analysers shall be sourced from Manufacturers approved by the Principal. 

3.2 LOCATION 

The analyser should be located close to the sample take-off point, if this can be done 
without adversely affecting the performance or maintainability of the analyser. If 
performance or maintainability cannot otherwise be assured, the analyser should be 
located in an analyser shelter. The required environment, e.g., humidity, temperature, area 
classification, etc., may require the analyser to be located in a shelter. An analyser shelter 
is preferred where harsh and fluctuating environmental conditions inhibit maintainability and 
the stability of conditions for analyser performance or when a group of analysers require 
utilities such as carrier gases e.g. PGC’s. 

Analysers shall be grouped as appropriate to minimize the number of shelters required in 
an operating unit. 

See DEP 32.31.50.13-Gen. for additional analyser housing requirements. 

3.3 OUTPUTS 

Foundation™ Fieldbus communication technology is the standard to connect field devices 
with the DCS/BPCS. Where practical and appropriate (i.e., available for analysers), it shall 
be used on major projects and major expansions. For existing plants where it is not 
practical or justifiable to use Foundation™ Fieldbus due to the installed base, the signal 
type currently utilized at the location should be used. 

Foundation™ Fieldbus design and configuration requirements are covered by DEP 
32.30.20.13-Gen.  

4-20mA with `HART’ protocol shall be used for analyser IPF devices. Refer to 
DEP 32.80.10.30-Gen for additional signal requirements. 

For data highways (e.g., GC, mass spec.), Ethernet is preferred. Where Ethernet capability 
is not available MODBUS communication should be considered. Also proprietary 
manufacturers’ serial protocols are acceptable forms of serial communication between 
DCS/BPCS and analyser systems. The communication protocol shall be agreed on by the 
Principal. 

The availability of Foundation™ Fieldbus communication capability shall be a minor 
analyser vendor selection criteria compared to the other considerations listed in (3.1). 
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