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PREFACE 

DEP (Design and Engineering Practice) publications reflect the views, at the time of publication, of Shell Global Solutions 
International B.V. (Shell GSI) and, in some cases, of other Shell Companies. 

These views are based on the experience acquired during involvement with the design, construction, operation and 
maintenance of processing units and facilities. Where deemed appropriate DEPs are based on, or reference international, 
regional, national and industry standards. 

The objective is to set the standard for good design and engineering practice to be applied by Shell companies in oil and 
gas production, oil refining, gas handling, gasification, chemical processing, or any other such facility, and thereby to help 
achieve maximum technical and economic benefit from standardization. 

The information set forth in these publications is provided to Shell companies for their consideration and decision to 
implement. This is of particular importance where DEPs may not cover every requirement or diversity of condition at each 
locality. The system of DEPs is expected to be sufficiently flexible to allow individual Operating Units to adapt the 
information set forth in DEPs to their own environment and requirements. 

When Contractors or Manufacturers/Suppliers use DEPs, they shall be solely responsible for such use, including the 
quality of their work and the attainment of the required design and engineering standards. In particular, for those 
requirements not specifically covered, the Principal will typically expect them to follow those design and engineering 
practices that will achieve at least the same level of integrity as reflected in the DEPs. If in doubt, the Contractor or 
Manufacturer/Supplier shall, without detracting from his own responsibility, consult the Principal. 

The right to obtain and to use DEPs is restricted, and is typically granted by Shell GSI (and in some cases by other Shell 
Companies) under a Service Agreement or a License Agreement. This right is granted primarily to Shell companies and 
other companies receiving technical advice and services from Shell GSI or another Shell Company. Consequently, three 
categories of users of DEPs can be distinguished: 

1) Operating Units having a Service Agreement with Shell GSI or another Shell Company. The use of DEPs by these 
Operating Units is subject in all respects to the terms and conditions of the relevant Service Agreement. 

2) Other parties who are authorised to use DEPs subject to appropriate contractual arrangements (whether as part of 
a Service Agreement or otherwise). 

3) Contractors/subcontractors and Manufacturers/Suppliers under a contract with users referred to under 1) or 2) 
which requires that tenders for projects, materials supplied or - generally - work performed on behalf of the said 
users comply with the relevant standards. 

Subject to any particular terms and conditions as may be set forth in specific agreements with users, Shell GSI disclaims 
any liability of whatsoever nature for any damage (including injury or death) suffered by any company or person 
whomsoever as a result of or in connection with the use, application or implementation of any DEP, combination of DEPs 
or any part thereof, even if it is wholly or partly caused by negligence on the part of Shell GSI or other Shell Company. The 
benefit of this disclaimer shall inure in all respects to Shell GSI and/or any Shell Company, or companies affiliated to these 
companies, that may issue DEPs or advise or require the use of DEPs. 

Without prejudice to any specific terms in respect of confidentiality under relevant contractual arrangements, DEPs shall 
not, without the prior written consent of Shell GSI, be disclosed by users to any company or person whomsoever and the 
DEPs shall be used exclusively for the purpose for which they have been provided to the user. They shall be returned after 
use, including any copies which shall only be made by users with the express prior written consent of Shell GSI. The 
copyright of DEPs vests in Shell Group of companies. Users shall arrange for DEPs to be held in safe custody and Shell 
GSI may at any time require information satisfactory to them in order to ascertain how users implement this requirement. 

All administrative queries should be directed to the DEP Administrator in Shell GSI. 
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1. INTRODUCTION 

1.1 SCOPE 

This new DEP specifies requirements and gives recommendations for pneumatic, electric 
and hydraulic actuators for on-off valves and their accessories, for use in both General 
Service Applications and Protective Applications. 

This DEP does not cover actuators installed on control valves, valves in subsea service and 
valves on distribution pipeline systems. 

This DEP covers the selection, specification, requisitioning, procurement and Type 
Approval Testing of actuators and integrated valve assemblies. 

It is recognised that the text in this DEP is mainly dealing with pneumatic actuators and that 
some of the listed requirements may not apply to hydraulic or electric actuators. At the 
same time, not all relevant aspects of hydraulic and electric actuators have been included. 

This DEP is intended for: 

• The Principal’s control and automation engineers that are involved in the selection 
and testing of actuators as well as in trouble shooting, for both new and replacement 
actuators; 

• Engineering consultants and system integrators (Contractors) who prepare 
requisitions and evaluate technical proposals on behalf of the Principal; 

• Actuator and valve Manufacturers that prepare technical quotations and calculations 
and provide support to sites. 

This DEP contains mandatory requirements to mitigate process safety risks in accordance 
with Design Engineering Manual (DEM) 1 – Application of Technical Standards. 

This DEP supersedes DEP 31.40.70.30-Gen. dated February 2013 (withdrawn at DEPs 
v38).  It has been issued with a new DEP number for administrative reasons. 

1.2 DISTRIBUTION, INTENDED USE AND REGULATORY CONSIDERATIONS 

Unless otherwise authorised by Shell GSI, the distribution of this DEP is confined to Shell 
companies and, where necessary, to Contractors and Manufacturers/Suppliers nominated 
by them. Any authorised access to DEPs does not for that reason constitute an 
authorisation to any documents, data or information to which the DEPs may refer. 

This DEP is intended for use in facilities related to oil and gas production, gas handling, oil 
refining, chemical processing, gasification, distribution and supply/marketing. This DEP 
may also be applied in other similar facilities. 

When DEPs are applied, a Management of Change (MOC) process shall be implemented; 
this is of particular importance when existing facilities are to be modified. 

If national and/or local regulations exist in which some of the requirements could be more 
stringent than in this DEP, the Contractor shall determine by careful scrutiny which of the 
requirements are the more stringent and which combination of requirements will be 
acceptable with regards to the safety, environmental, economic and legal aspects. In all 
cases, the Contractor shall inform the Principal of any deviation from the requirements of 
this DEP which is considered to be necessary in order to comply with national and/or local 
regulations. The Principal may then negotiate with the Authorities concerned, the objective 
being to obtain agreement to follow this DEP as closely as possible. 

1.3 DEFINITIONS 

1.3.1 General definitions 

The Contractor is the party that carries out all or part of the design, engineering, 
procurement, construction, commissioning or management of a project or operation of a 
facility. The Principal may undertake all or part of the duties of the Contractor. 
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The Manufacturer/Supplier is the party that manufactures or supplies equipment and 
services to perform the duties specified by the Contractor. 

The Principal is the party that initiates the project and ultimately pays for it. The Principal 
may also include an agent or consultant authorised to act for, and on behalf of, the 
Principal. 

The word shall indicates a requirement. 

The capitalised term SHALL [PS] indicates a process safety requirement. 

The word should indicates a recommendation. 

1.3.2 Specific definitions 

Term Definition 

Actuator An electric, pneumatic or hydraulic powered device bolted or otherwise 
attached to the valve to apply torque or thrust for the opening and 
closing of a valve. 

Fail-safe A property of a device that, in the event of failure or loss of signal or 
supply, responds in a pre-determined safe way. 

General Service 
Applications 

Applications of an actuator on a valve with an on/off service not 
considered being HSSE critical equipment. 

HSSE Critical 
Equipment 

Equipment whose failure could release a Hazard with a RAM red Risk 
(and yellow 5A and 5B Risks for Asset Integrity – Process Safety) or 
whose purpose is to prevent or limit the Consequences of the release of 
a Hazard with a RAM red Risk (and yellow 5A and 5B Risks for Asset 
Integrity – Process Safety). 

Maximum 
Operating 
Pressure (MOP) 

The maximum pressure allowed in a device or system. The design 
pressure (DP) is 110 % of the MOP. With respect to this document, the 
MOP will be in reference to the maximum pressure allowed in the 
actuator. 

Mechanically 
Loaded Parts 

Parts that are designed to provide the generation and/or transmission of 
torque/thrust. 

Pressure-
Containing 
Parts 

Parts whose failure to function as intended results in a release of 
contained fluid into the environment. 

On-Off Valve A valve that is not intended for throttling control in a partially-opened 
position. It is intended to be either fully open or fully closed. 

Protective 
Applications 

Applications of an actuator on a valve which is HSSE Critical Equipment 
as defined in the HSSE Control Framework Glossary, such as: 

• Final elements of an IPF SIL1 or higher 
• High rate emergency depressuring valves 
• Remote operated valves in pump or compressor suction 
• Process unit emergency sectionalisation valves 

Special 
Protective 
Applications 

Examples are offshore riser valves, trunk-line valves, beach valves and 
High Integrity Pressure Protection System (HIPPS) valves. 
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1.3.3 Abbreviations 

ISO 12490-4 lists a number of relevant definitions and abbreviations that have not been 
repeated below. 

 

 

1.4 CROSS-REFERENCES 

Where cross-references to other parts of this DEP are made, the referenced section or 
clause number is shown in brackets ( ). Other documents referenced by this DEP are listed 
in (10). 

Term Definition 

AET Air End Torque 

ART Air Running Torque 

AST Air Start Torque 

ENP Electroless Nickel Plating 

GSA General Service Application 

MAST Maximum Allowable Stem Torque 

MOP Maximum Operating Pressure 

MST Maximum Spring Torque 

NDE NonDestructive Examination 

NPT National Pipe Thread 

PA Protective Application 

PFD Probability of Failure on Demand 

PST Partial Stroke Test 

RMS Root Mean Square (of the material roughness in the context of this 
DEP) 

SET Spring End Torque 

SIA Secured Instrument Air 

SIL Safety Integrity Level 

SIS Safety Instrumented System 

SRT Spring Running Torque 

VRST Valve Re-Seat Torque 

VRT Valve Running Torque 

VSCT Valve Start-to-Close Torque 
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1.5 SUMMARY OF MAIN CHANGES 

This is a new DEP. This DEP supersedes the use of DEP 31.40.70.30-Gen. (now 
withdrawn). In this DEP, the following changes are made relative to DEP 31.40.70.30-Gen. 
(February 2013): 

Section/Clause Change 

 Deleted section on PMI. 

 Referred to endurance testing as described in EN 15714-2, 3 and 4, 
replacing Appendix A and Appendix B. 

1.3.3 Alignment of definitions with ISO 12490. 

2.4, 2.5 Added content on electric and hydraulic actuators. 

2.6.1 Updated safety factor table. 

2.7.2 Corrosion protection based on ISO 12944-2. 

2.9.3.3 Added stainless steel as an alternative to ENP for Protective 
Applications. 

3.3.1 Updated section on acceptable solenoid valve types. 

4.1.2.3 Revised torque information summary list. 

4.1.2.3 Added safety factors for butterfly valves. 

5.2 Updated scope of production testing. 

1.6 COMMENTS ON THIS DEP 

Comments on this DEP may be submitted to the Administrator using one of the following 
options: 

Shell DEPs Online 

(Users with access to 
Shell DEPs Online) 

Enter the Shell DEPs Online system at 
https://www.shelldeps.com 

Select a DEP and then go to the details screen for 
that DEP. 

Click on the “Give feedback” link, fill in the online 
form and submit. 

DEP Feedback System 
(Users with access to  
Shell Wide Web) 

Enter comments directly in the DEP Feedback 
System which is accessible from the Technical 
Standards Portal http://sww.shell.com/standards. 

Select “Submit DEP Feedback”, fill in the online form 
and submit. 

DEP Standard Form 
(Other users) 

Use DEP Standard Form 00.00.05.80-Gen. to record 
feedback and email the form to the Administrator at 
standards@shell.com. 

Feedback that has been registered in the DEP Feedback System by using one of the above 
options will be reviewed by the DEP Custodian for potential improvements to the DEP. 

1.7 DUAL UNITS 

This DEP contains both the International System (SI) units, as well as the corresponding 
US Customary (USC) units, which are given following the SI units in brackets. When 
agreed by the Principal, the indicated USC values/units may be used.  
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1.8 NON-NORMATIVE TEXT (COMMENTARY) 

Text shown in italic style in this DEP indicates text that is non-normative and is provided as 
explanation or background information only. 

Non-normative text is normally indented slightly to the right of the relevant DEP clause. 
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2. REQUIREMENTS 

2.1 GENERAL 

1. The requirements in this Section apply to all General Service Applications. In case 
requirements or restrictions apply to Protective Applications, this is specifically 
mentioned in the text. 

2. The Contractor shall specify the information listed in (8.1). 

2.2 ACTUATOR DESIGNATION AND CLASSIFICATION 

2.2.1 Actuator movement 

Actuators can be divided in the following movements: 

• Part-turn actuator that transmits torque to the valve for a rotation of one 
revolution or less, 

• Multi-turn actuator that transmits torque to the valve for a rotation of more than 
one revolution; 

• Linear actuator that transmits thrust to the valve for a defined linear stroke. 

2.2.2 Actuator type 

Actuators can be divided in the following types: 

• Pneumatic actuator, comprised of pneumatic cylinder(s) or another shape, 
appropriate gearing and travel stops. 

• Electric, self-contained actuator, typically comprised of an electric motor, 
reduction gearing, limit and/or torque switches, and a motor control package, 
which may be integral or external to the actuator. 

• Hydraulic actuator, comprised of hydraulic cylinder(s) or another shape, 
appropriate gearing and travel stops. 

1. For Protective Applications electric actuators shall not be used. 

2.2.3 Actuator configuration 

Actuators can be divided in the following configurations: 

• Single acting actuator, with an operating medium that is active in one direction 
only, and with the return stroke driven by an alternative form of stored energy, 
such as a spring.  

• Double acting actuator, requiring the application of supply energy to operate the 
actuator output in both directions. 

1. For Protective Applications, only single acting actuators using a return spring 
SHALL [PS] be used. 

2.2.4 Action on loss of supply energy 

1. Upon loss of operating medium, the valve shall be automatically driven to, or remain 
in, a predetermined position. These positions can be as follows:  

a. Fail to open 

b. Fail to close 

c. Fail last (stay-put) 

2 The position described above can be different than the fail-safe position of the valve. 
Fail last (using lock-up valves) may be preferred in case of a temporary drop in 
operating medium pressure. 
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2.2.5 Actuator designs 

Actuators are available in many different designs. The most common designs for 
pneumatic and hydraulic actuators are as follows: 

• Scotch-yoke, a mechanism that converts the linear motion of a slider/piston into 
rotational motion of the output shaft; 

• Rack and pinion, a pair of gears that convert linear motion into rotational motion. 
The circular pinion on the output shaft engages teeth on the rack (a flat bar); 

• Vane, an arm-like component that is moved by fluid pressure causing rotation; 

• Helix, a piston with a helical groove that rotates when it is moved by fluid force. 
Also called a helical-spline, piston and helix, and sliding spline. 

• Linear, a piston that transmits linear thrust to the valve 

1. For Protective Applications, only scotch-yoke designs shall be used and their designs 
shall have passed either: 

a. A Type Approval Test as specified in Appendix A and Appendix B of 
DEP 31.40.70.30-Gen., performed before publication of this DEP, or 

b. An endurance test as specified in EN 15714-3 Table 1 for pneumatic actuators 
or EN 15714-4 Table 2 for hydraulic actuators. 

 

 

Figure 1 Scotch-yoke mechanism (shown in actuated position) 
NOTE: This Figure has been taken from ISO 12490. For description and naming of components, refer to that 

international standard.  

 

 

Figure 2 Rack and pinion mechanism (shown in actuated position) 
NOTE: This Figure has been taken from ISO 12490. For description and naming of components, refer to that 

international standard.  
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2.3 PNEUMATIC ACTUATORS 

2.3.1 Operating medium 

1. The operating medium should be compressed air, unless otherwise specified.  

2.3.2 Alternatives to compressed air 

1. Other compressed gases may be used, on agreement between the 
Manufacturer/Supplier and the Principal, ensuring that the gas used is compatible with 
internal actuator parts and lubricants.  

2. Use of any gas other than air requires Principal approval. 

3. The gas shall be clean, dry, oil free, not very toxic (as defined in 
DEP 01.00.01.30-Gen.) and non-corrosive.  

4. If a toxic gas is used, the area around the actuator, solenoid-operated valve and other 
pneumatic accessories shall be ventilated so that personnel are not exposed to 
harmful levels of gases. The exhaust from a solenoid-operated valve shall be oriented 
so that the release does not affect personnel near the valve. 

5. The Principal shall specify the chemical composition of the gas, the hydrocarbon dew 
point and the water dew point.  

6. The Principal shall specify materials that are compatible with the gas at the specified 
operating conditions. 

2.3.3 Pneumatic supply quality 

1. Unless otherwise specified, the pneumatic actuator shall be capable of operating 
reliably and sustainably with the compressed air purity classes specified below 
supplied to the tie-in point of the actuator. 

a. For actuators that use a solenoid-operated valve to control their position 
ISO 8573-1:2010 Class 7 3 4, i.e.:  

i. Solid particle Class 7, i.e. particle size ≤ 40 μm, concentration 
≤ 10 mg/m3

ii. Humidity Class 3, i.e., pressure dew point ≤ –20 °C (-4 °F);  

;  

iii. Oil Class 4, i.e., concentration total oil ≤ 5 mg/m3

b. For actuators also fitted with diagnostic positioner or other pneumatic 
accessories ISO 8573-1:2010 Class 6 2 3, i.e.:  

.  

i. Solid particle Class 6, i.e. particle size ≤ 5 μm (0.2 mils), concentration 
≤ 5 mg/m3

ii. Humidity Class 2, i.e. pressure dew point ≤ –40 °C (-36 °F);  

; 

iii. Oil Class 3, i.e. concentration total oil ≤ 1 mg/m3

2. In regions with climate types colder than mild warm dry (MWDr) as defined in 
IEC 60721-2-1 where the ambient temperature can frequently be below –10 °C 
(14 °F), a tighter specification for humidity class and water class may be required. 

. 

3. The Contractor shall specify the air quality at the site where the actuator will be 
installed. 

2.3.4 Pneumatic supply pressure 

1. The Contractor shall specify the pneumatic supply pressure available at the point 
where the pneumatic supply line connects to the pneumatic system of the actuator:  

a. Minimum available pressure to supply at the actuator (default is 550 kPa  
(80 psi)), 

b. Normal available pressure to supply the actuator (typically 700 kPa (100 psi)),  
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c. Maximum available pressure to supply at the actuator (default is 900 kPa  
(130 psi)),  

d. Relief valve setting on instrument air system (default is 1000 kPa (145 psi)). 

2. In case no site-specific values for the pneumatic supply are specified, the default 
figures mentioned above shall be used for sizing and selection purposes, and in that 
case the design pressure (DP) shall be at least 1100 kPa (ga) at 38 °C (100 °F). 

Specifying an excessively wide range of pneumatic supply pressures (ratio 
max/min available pressure > 1.6) can result in onerous design requirements, with 
consequential cost implications. 

3. The minimum available supply pressure given by the Contractor should include the 
pressure loss in the tubing between the air supply header/distribution point and the 
point where the pneumatic supply line connects to the pneumatic system of the 
actuator during working stroking of the actuator. 

2.4 ELECTRIC ACTUATORS 

2.4.1 Duty classification 

1. The duty classification of electric actuators is given below (EN 15714-2): 

a. Class A: On-off – The actuator is required to drive the valve through its entire 
travel from the fully open position to the fully closed position or vice-versa.  

b. Class B: Inching/positioning – The actuator is required to occasionally drive 
the valve to any position (fully open, intermediate and fully closed). Class B is 
not covered by this DEP. 

c. Class C: Modulating – The actuator is required to frequently drive the valve to 
any position between fully open and fully closed. Class C is not covered by 
this DEP. 

d. Class D: Continuous modulating – The actuator is required to continuously 
drive the valve to any position between fully open and fully closed. Class D 
would typically be used on a control valve and is not covered by this DEP. 

2. In this DEP, only Class A electric actuators are covered. 

2.4.2 Electrical power supply 

1. The Contractor shall specify the following: 

a. Voltage, phase, frequency; 

b. Voltage variation and frequency variation. Unless otherwise specified, this will 
be in accordance with Zone B as described in Figure 12 of IEC 60034-1.  

c. Number of consecutive valve strokes; 

d. Number of starts per hour. Unless otherwise specified this will be as per 
Table 6 and Table 7 of EN 15714-2. 

2.4.3 Actuator duty performance 

1. An electric actuator shall be able to deliver the minimum number of cycles per hour, 
starts per hour and/or running time per hour as specified in clause 4.7.2 of 
EN 15714-2. 

2.5 HYDRAULIC ACTUATORS 

2.5.1 Operating medium 

1. The Contractor shall specify the type of hydraulic fluid used. The flashpoint shall be not 
less than 93 °C for pressures below 1 MPa and 157 °C for pressures above 1 MPa. 

2. The Manufacturer shall ensure the internal parts used in the actuator and its 
accessories are compatible with the hydraulic fluid specified.  
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2.5.2 Hydraulic fluid quality 

1. Unless otherwise specified, the actuator shall be capable of operating reliably and 
sustainably with hydraulic fluid which has a contamination level class 19/17/14 per 
ISO 4406. 

2.5.3 Hydraulic supply pressure 

1. The Contractor shall specify the hydraulic supply pressure available at the point where 
the hydraulic supply line connects to the hydraulic system of the actuator:  

a. Minimum available pressure to supply at the actuator;  

b. Normal available pressure to supply the actuator; 

c. Maximum available pressure to supply at the actuator;  

d. Relief valve setting on hydraulic supply unit. 

2. Hydraulic actuators shall be designed to operate with one of the maximum allowable 
pressure ratings as specified in clause 4.3.1 of EN 15714-4. 

2.6 ACTUATOR DESIGN 

2.6.1 Design code 

1. Pressure-containing parts, such as the cylinder heads and cylinder, shall be designed 
in accordance with one of the following:  

a. PD 5500, Construction category 2 

b. ASME BPVC Section VIII, Division 1 or Division 2;  

c. EN 13445-3; 

d. EN 13445, Testing Group 1  

e. Other internationally recognized design codes or standards by agreement.  

2. The Manufacturer shall specify the design code chosen. 

3. Pressurised actuator enclosures shall be designed with minimum design safety factors 
as given in Table 1 below (taken from EN 15714-3 Table 6.  

Table 1 Minimum design safety factors 

Material Proof strength as appropriate Tensile Strength 

Ferritic Steel Rp0.2/1.5 Rm/2.4 

Austenitic stainless steel, A5 > 30% Rp1.0/1.5 ---- 

Austenitic stainless steel, A5 > 35% Rp1.0/1.2 Rm/3 

Cast steel Rp0.2/1.9 Rm/3 

Aluminium Rp0.2/1.5 ---- 

Aluminium (non hardenable) Rp0.2/1.5 Rm/2.4 

Other materials Calculations shall utilize the values appropriate to the 
properties of the material. 

Rp0.2 

R

is the amount of stress that will result in a plastic strain of 0.2% (non-proportional 
elongation) 

m is the tensile strength at which the mater tears under pressure (the maximum tensile 
stress). 
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2.6.2 Design pressure 

1. Based on the maximum available pressure to supply the actuator, the Manufacturer 
shall specify: 

a. The design pressure used for the design of the pressure-containing parts, and  

b. The maximum rated pressure, which shall be less than, or equal to, the design 
pressure and greater than, or equal to, the maximum operating pressure. This 
pressure takes into account the mechanical limitations on the yoke, the 
housing, travel stops and the mounting kit.  

2. These actuator pressure relationships are illustrated in Figure 3.  

 
Figure 3 Relationship between design, supply and rated pressures 

 

2.6.3 Actuator – valve attachment 

1. The Contractor shall specify the dimensions of the mechanical interface between the 
actuator and the valve in accordance with ISO 5210 or ISO 5211. As an alternative, 
use may be made of the following: 

a. MSS SP-101-1989 (R 2001),  

b. MSS SP-102-1989 (R 2001),  

c. The maximum flange torque given in the above standards can be increased by 
using stronger bolts or dowel pins. 

2. The output drive of part-turn actuators may be an integral part or a removable 
component to allow it, when necessary, to be machined to suit the driven component 
of the valve.  

3. For linear actuators, the dimensions of the valve attachment should be in accordance 
with clause 4.3.3 of EN 15714-2. 

4. In case the actuator is ordered as a part of an integrated valve assembly, the flange 
size should be provided by the valve Supplier. 

2.6.4 Accessories mounting interface 

1. For accessories connected to the shaft/stem of pneumatic actuators the mounting 
interface should be in accordance with clause 4.6.1 of EN 15714-3 and for hydraulic 
actuators in accordance with clause 4.12.1 of EN 15714-4. 

2.6.5 Service limits 

1. The Contractor shall specify the following service limits: 

a. Anticipated design life (years) prior to actuator replacement (default shall be 
25 years); 
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b. Anticipated number of actuator cycles per year (minimum shall be 300 per 
year). 

2. The actuator Manufacturer shall provide the derating selected as a percentage of the 
maximum rated torque in order to predict that this number of cycles can be achieved 
with the torque transmitting parts of the actuator. The endurance testing that is 
required for use on Protective Applications will actually demonstrate that this number 
of cycles can be achieved. 

3.  The Manufacturer should describe the maintenance requirements based on a six year 
turn-around interval and without having to remove the actuator from the valve. 

4. Actuators that are subjected to frequent cycling and/or rapid operation can require 
additional design considerations such as derating, including spring fatigue analysis 
and impact as appropriate.  

2.7 ENVIRONMENT 

2.7.1 Ambient conditions 

1. Actuators and accessories shall be suitable for continuous use in the environmental 
conditions specified.  

2. For the location where the actuator will be installed: 

a. The Contractor should determine the climate type based on IEC 60721-2-1. 

b. Climatic conditions for that climate type should be based on IEC 60721-3 
taking into account the possible influence of a very cold or very hot process. 

3. Unless otherwise specified, equipment shall be installed in outdoor locations Class D 
as specified in IEC 60654-1. 

4. Unless otherwise specified the ambient temperature range shall be from -20 ºC to 
60 °C (-4 °F to 140 °F) and with relative humidity up to 80 %. 

2.7.2 Corrosion protection 

1. Unless otherwise specified, corrosion protection of external components and housings 
of the actuator and mounting kit shall be in accordance with corrosion category C5-M 
(very high, marine) per ISO 12944-2.  

This corrosion category is designed for exposure to corrosive, aggressive, 
industrial, coastal environments. 

2. The recommended paint system is: 

a. zinc rich epoxy primer – 60 μm (2.4 mils) 

b. high build epoxy mid-coat – 180 μm (7.2 mils) 

c. polyurethane topcoat – 60 μm (2.4 mils) 

3. The total minimum nominal dry film thickness (NDFT) shall be 300 μm (12 mils). 

4. Unless otherwise specified, the coating shall be the Manufacturer’s standard colour 
and paint specification. If a coating other than the Manufacturer standard is used, the 
Contractor shall specify the RAL colour and paint specification. 

5. The surface resistance of the painting coat should not exceed 1 GΩ (See 
EN 13463-1:2009 paragraph 6.7.5). 

6. In addition to the protection of external parts, protective compounds and durable 
coatings shall be used to prevent corrosion in the event of condensation and corrosion 
inside the housing, spring module and power cylinder. 

7. In case the valve is painted after mounting of the actuator, the valve stem or spindle 
and gasket-contact surface of flanges shall be protected against paint.  
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8. The flange face between the actuator and the valve shall be protected against 
corrosion, for instance, with peelable varnish. 

2.7.3 Ingress protection 

1. The ingress protection class of actuators shall be IP65 in accordance with IEC 60529, 
as a minimum. This excludes the effect of pressurisation of components by pneumatic 
operating medium. 

2. For accessories, including junction boxes and electrical enclosures, the ingress 
protection class shall be IP66, as a minimum. 

3. For actuators in a marine environment, the ingress protection class shall be IP66, as a 
minimum. 

4. For Protective Applications, the ingress protection class of actuators shall be IP66, as 
a minimum. 

5. For Protective Applications in a marine environment, the ingress protection class of 
actuators shall be IP67, as a minimum. This does not apply to diagnostic devices and 
positioners. 

2.7.4 Hazardous areas 

1. Electric actuators intended for use in hazardous areas shall be designed and certified 
in accordance with the requirements of the applicable regulations.  

2. The Contractor shall specify the following details in accordance with IEC 60079-0: 

a. Area classification; 

b. Gas group; 

c. Temperature class. 

3. The Contractor shall specify the preferred method of protection for use of electrical 
equipment in a potentially hazardous atmosphere. 

4. For use in a Zone 1 hazardous area the method of protection shall be Ex’e’ for non-
sparking equipment and Ex’d’ for sparking equipment.  

5. For use in a Zone 2 hazardous areas the method of protection shall be Ex’n’ or Ex’e’ 
for non-sparking equipment and Ex’d’ or Ex’p’ for sparking equipment. 

2.7.5 Electrical 

2.7.5.1 General 

1. Cable entry in enclosures should be M20 x 1.5 mm ISO (female). Power supply cables 
to electrical actuators may require other sizes. 

2. Unsupported individual wires or cables inside limit switch boxes, valve position 
transmitters and diagnostic positioners shall be terminated in a junction box with screw 
terminals or insulation displacement terminals (IDTs). The use of IDTs requires strain 
relief on the cables. 

2.7.5.2 External circuits 

1. For electrical actuators, the relay, circuit breaker and contactor coils, as applicable, 
shall be provided with de-coupled networks consisting of one of the following 
protection circuits: 

a. A reverse diode for DC supplied coils; 

b. An RC network (e.g., a 100 ohm resistor in series with a 100 nF capacitor) for 
AC supplied coils; 

c. A varistor for AC or DC supplied coils. 

2. Electrical isolation shall be provided between such components and field wiring 
terminations at the actuator. 
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2.7.6 Orientation 

1. The Contractor shall specify the installed orientation of the actuated valve assembly 
and the direction from which local access is required, including pipeline direction, valve 
stem direction and actuator orientation preferably using the coding as shown on 
S 36.803.  

2. The actuator shall not apply lateral loads to the valve stem in any orientation. The 
forces resulting from the actuator's weight and applied torque shall not be carried by 
the valve stem. 

3. The following information is required as a minimum:  

a. Orientation of pipeline in which the valve is installed (horizontal, vertical, 
other);  

b. Axis orientation of valve shaft (horizontal, vertical, other);  

c. Orientation of actuator with respect to valve (parallel or transverse to the valve 
centreline);  

d. Orientation of accessories in order to ensure convenient access for 
maintenance and operation. 

4. The default orientation is pipeline horizontal, valve stem vertical, and the actuator axis 
parallel to the pipeline (orientation code 21 to code 24 on S 36.803). 

2.8 ACTUATOR CONSTRUCTION 

2.8.1 General (applies to all actuator types) 

1. The design of spring return actuators shall permit the safe mounting on- and removal 
from the valve. 

2. All moving components of the actuator, including the housing but excluding the 
mounting kit and accessories, shall be of fully enclosed design to avoid the possibility 
of injury to personnel during operation. 

3. The housing cover, when applied, shall be bolted and easily removable to allow 
access to the internal linkages without disassembling the entire unit or removing the 
unit from the valve. In case the actuator has a cover as an integral part of the housing 
or a cover that supports the shaft, then the cover shall be provided with a clearly 
visible label, indicating “do not operate the actuator when cover is removed”. 

4. The Contractor shall specify whether in-situ servicing of the actuator is required.  

5. Measures shall be taken to prevent movement of bolted joints subjected to lateral 
loads, e.g., by means of dowel pins or controlled assembly procedures. 

6. Fasteners shall be selected and installed in a manner to ensure bolt tightness is 
maintained under all operating conditions (e.g., temperature, vibration, etc.). 

7. The Manufacturer shall ensure that static charge, by design, cannot build up in the 
individual components of the actuator or in the actuator as a whole. 

8. For Protective Applications, the housing of actuators with flange size larger than F07 
(ISO 5211) shall be provided with a removable cover in order to facilitate in-situ 
maintenance and repair.  

2.8.2 Mounting kit 

The mounting kit forms the mechanical interface between the actuator and the valve. It 
transmits the mechanical loads from the actuator and this allows for some expansion 
and movement between the valve and actuator.  

1. The mounting kit may be comprised of combinations of the following:  

a. An intermediate support (bracket, spool, adaptor); 

b. A coupling (drive adaptor, drive tube, drive shaft); 
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