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PREFACE

DEPs (Design and Engineering Practice) publications reflect the views, at the time of publication, of:
Shell Global Solutions International B.V. (Shell GSI)
and/or
Shell International Exploration and Production B.V. (SIEP)
and/or
other Shell Service Companies.

They are based on the experience acquired during their involvement with the design, construction, operation and
maintenance of processing units and facilities, and they are supplemented with the experience of Shell Operating Units.
Where appropriate they are based on, or reference is made to, international, regional, national and industry standards.

The objective is to set the recommended standard for good design and engineering practice applied by Shell companies
operating an oil refinery, gas handling installation, chemical plant, oil and gas production facility, or any other such
facility, and thereby to achieve maximum technical and economic benefit from standardization.

The information set forth in these publications is provided to Shell companies for their consideration and decision to
implement. This is of particular importance where DEPs may not cover every requirement or diversity of condition at
each locality. The system of DEPs is expected to be sufficiently flexible to allow individual Operating Units to adapt the
information set forth in DEPs to their own environment and requirements.

When Contractors or Manufacturers/Suppliers use DEPs they shall be solely responsible for the quality of work and the
attainment of the required design and engineering standards. In particular, for those requirements not specifically
covered, the Principal will expect them to follow those design and engineering practices which will achieve the same
level of integrity as reflected in the DEPs. If in doubt, the Contractor or Manufacturer/Supplier shall, without detracting
from his own responsibility, consult the Principal or its technical advisor.

The right to use DEPs is granted by Shell GSI, in most cases under Service Agreements primarily with Shell companies
and other companies receiving technical advice and services from Shell GSI or another Shell Service Company.
Consequently, three categories of users of DEPs can be distinguished:

1) Operating Units having a Service Agreement with Shell GSI or other Shell Service Company. The use of DEPs
by these Operating Units is subject in all respects to the terms and conditions of the relevant Service
Agreement.

2) Other parties who are authorized to use DEPSs subject to appropriate contractual arrangements (whether as part

of a Service Agreement or otherwise).

3) Contractors/subcontractors and Manufacturers/Suppliers under a contract with users referred to under 1) or 2)
which requires that tenders for projects, materials supplied or - generally - work performed on behalf of the said
users comply with the relevant standards.

Subject to any particular terms and conditions as may be set forth in specific agreements with users, Shell GSI
disclaims any liability of whatsoever nature for any damage (including injury or death) suffered by any company or
person whomsoever as a result of or in connection with the use, application or implementation of any DEP, combination
of DEPs or any part thereof, even if it is wholly or partly caused by negligence on the part of Shell GSI or other Shell
Service Company. The benefit of this disclaimer shall inure in all respects to Shell GSI and/or any Shell Service
Company, or companies affiliated to these companies, that may issue DEPs or require the use of DEPs.

Without prejudice to any specific terms in respect of confidentiality under relevant contractual arrangements, DEPs shall
not, without the prior written consent of Shell GSI, be disclosed by users to any company or person whomsoever and
the DEPs shall be used exclusively for the purpose for which they have been provided to the user. They shall be
returned after use, including any copies which shall only be made by users with the express prior written consent of
Shell GSI. The copyright of DEPs vests in Shell GSI. Users shall arrange for DEPs to be held in safe custody and Shell
GSI may at any time require information satisfactory to them in order to ascertain how users implement this
requirement.

All administrative queries should be directed to the DEP Administrator in Shell GSI.
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1. INTRODUCTION

1.1 SCOPE

This DEP specifies the requirements, and provides recommendations for the design,
fabrication and erection of telecommunication towers, and guyed masts.

Design requirements for steel structures in general are covered in DEP 34.28.00.31-Gen.
and DEP 34.00.01.30-Gen., and those for offshore structures are covered in
DEP 37.19.00.30-Gen.

Towers or guyed masts normally form a part of total telecommunications network, so this
DEP should therefore be read in conjunction with DEP 32.71.00.10-Gen.,
DEP 32.71.00.11-Gen., DEP 32.71.00.12—-Gen., and DEP 32.71.00.13-Gen.

This is a revision of the DEP of the same number dated July 1996; see (1.5) regarding the
changes.

1.2 DISTRIBUTION, INTENDED USE AND REGULATORY CONSIDERATIONS

Unless otherwise authorised by Shell GSI, the distribution of this DEP is confined to Shell
companies and, where necessary, to Contractors and Manufacturers/Suppliers nominated
by them.

This DEP is intended for use in oil refineries, chemical plants, gas plants, exploration and
production facilities and supply/distribution installations.

When DEPs are applied, a Management of Change (MOC) process should be
implemented; this is of particular importance when existing facilities are to be modified.

If national and/or local regulations exist in which some of the requirements may be more
stringent than in this DEP, the Contractor shall determine by careful scrutiny which of the
requirements are the more stringent and which combination of requirements will be
acceptable with regard to the safety, environmental, economic and legal aspects. In all
cases the Contractor shall inform the Principal of any deviation from the requirements of
this DEP which is considered to be necessary in order to comply with national and/or local
regulations. The Principal may then negotiate with the Authorities concerned, the objective
being to obtain agreement to follow this DEP as closely as possible.

13 DEFINITIONS

1.3.1 General definitions

The Contractor is the party that carries out all, or part of the design, procurement,
construction, commissioning, or management of a project, or operation of a facility. The
Principal may undertake all, or part of the duties of the Contractor.

The Manufacturer/Supplier is the party that manufactures or supplies equipment and
services to perform the duties specified by the Contractor.

The Principal is the party that initiates the project, and ultimately pays for its design and
construction. The Principal will generally specify the technical requirements. The Principal
may include an agent, or a consultant authorised to act for, and on behalf of the Principal.

The word shall indicates a requirement.
The word should indicates a recommendation.

1.3.2 Specific definitions

structure guyed mast or self-supporting tower
waveguide structure for guiding electromagnetic, light or sound waves.
1.4 CROSS REFERENCES

Where cross-references to other parts of this DEP are made, the referenced section
number is shown in brackets. Other documents referenced in this DEP are listed in (10).
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15 SUMMARY OF MAIN CHANGES
This DEP is a revision of the DEP of the same number dated July 1996. The DEP has been
completely rewritten so it is impractical to list the changes here.

1.6 COMMENTS ON THIS DEP

Comments on this DEP may be sent to the DEP Administrator at standards@shell.com.
Shell staff may also post comments on this DEP on the Surface Global Network (SGN)
under the Standards folder.
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2. DESIGN AND ENGINEERING

2.1 GENERAL

The design of a steel structure shall take into account not only the properties of the
materials of construction and the calculated stresses for the members, but also prevailing
conditions of the local environment, and requirements at the site, construction detalils,
methods of erection and fabrication and their effect on cost, in order to achieve a safe and
economic design.

2.2 DESIGN REQUIREMENTS

221 General

The design shall comply with DEP 34.00.01.30-Gen., DEP 34.28.00.31-Gen., and one of
the following codes or code combinations:

e TIA222
e EN1991-1-4 and EN 1993-3-1.
Where towers, guyed-masts or tall slender structures form a part of a larger structural
system (e.g. an offshore facility), a single standard should be applied to the entire facility.
2.3 DESIGN LOADS AND CRITERIA
2.3.1  Principles of limit state design

A structure designed to this DEP shall have sufficient strength and stability so that it
generally satisfies the following relationship:

w23 aQ
Where,

@R, = The product of the nominal strength R,, which is the capacity of a structure or
member to resist the effects of loads, and a resistance factor, @.

20;Q; = The factored load effects, which is the sum of the load effects due to
combinations of gravity and environmental loads. Required load combinations are:

a. 1.2D +1.0Dg + 1.6Wo

b. 0.9D + 1.0Dg + 1.6Wo

c. 1.2D +1.0Dg + 1.0Di + 1.0Wi + 1.0Ti

d. 1.2D+1.0Dg + 1.0E

e. 0.9D +1.0Dg + 1.0E

Where.
D = Dead load of structure and appurtenances, excluding guy assemblies;
Dg = Dead load of guy assembles;
Di = Weight of ice due to factored ice thickness;
E = Earthquake load;
Ti = Load effects due to temperature;

Wo = Wind load without ice; this is the wind load with an an average recurrence
interval of 50 years as defined further in (2.3.6);

Wi = Concurrent wind load with factored ice thickness.
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2.3.2 Gravity loads

Gravity loads shall include the weight of the structure together with fixtures and fasteners,
appurtenances, mounted equipment and accessories. Gravity loads shall also include
imposed loads, such as loads on platforms and railings, and other maintenance related
loads.

2.3.3 Ice or snow loads

Ice and snow loads shall be considered, where applicable, in combination with gravity loads
and wind loads.

2.3.4 Thermal loads

Thermal loads should be considered, where applicable, in combination with gravity loads.
Thermal loads shall be either due to environmental temperatures, or due to the influence of
mounted equipment, whichever is the worst condition.

2.35 Initial guy tensions

Initial guy tensions in guyed masts shall be considered as permanent forces, where
environmental loads on the structure are less than initial guy tensions.

2.3.6 Wind

Wind forces shall be considered on the portion of the structure exposed above ground or
above mean water level (MWL), as well as on any mountings such as equipment, facilities,
radomes, troposcatter dishes, cable trays, ladders, etc.

Windspeed, at elevation 10 m above ground (or above MWL if offshore) and based on a 3-s
gust, or equivalent, for a 50-year return period shall be considered. Variation of windspeed
with height shall be accounted for.

Unless all aspects of wind actions are addressed within the project specific basis of design,
wind actions shall be taken in accordance with the rules given in TIA 222. Deviations may
be stated and agreed upon, where applicable.

To allow for possible additional future mountings, all new towers should be designed with
reserve structural capacity. In the absence of an estimate for this future capacity, the unity
check of primary structural members may be limited to 0.8.

2.3.7 Dynamic effects

A dynamic analysis shall be performed if the wind field contains energy at frequencies near
the natural frequencies of the structure. Such analysis may require specific knowledge of
wind turbulence intensity, spectra, and spatial coherence (ref. API RP 2A-WSD Section
2.3.2).

In structures, that tend to have long natural sway periods — typically greater than 2.5 s in
structures including lattice towers, and greater than 0.5s in slender guyed towers (ref.
EN 1993-3-1:2007 Clause B.4.4) — the spectrum of wind speed fluctuations about the
average should be specified to account for higher energy in wind fluctuations.

2.3.8 Earthquake

The structure shall be designed and/or checked for applicable earthquake loads.

2.4 TYPES OF CONSTRUCTION

Guyed masts are normally made from triangular formation in plan, whilst self-supporting
towers may be either triangular or square formations. Square towers are preferred since the
four faces allow more flexibility in mounting directional antennas such as parabolic dishes.

Towers with tubular members are sometimes used, particularly in offshore applications,
where their rigidity allows a single lift installation. Tubulars may be subject to internal
corrosion.

The difficulty and cost of inspection and correction during the lifetime of the tower should be
considered when the design concept is selected.
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The Contractor should indicate the safe head load, and provide back-up engineering and
design calculations to support this. Depending on foreseeable future requirements,
sufficient spare capacity for additional loading should be included. These documents
should be retained by the Principal in the structure's log.

Flare or vent stacks shall not be used as communication towers because of the following:
» Access to antennas, in case of faults, requires shut-down of the facility;
» Damage to antennas, due to heat and corrosive fumes, is highly probable.

» Any telecommunication building in the vicinity of the flare stack may be at risk from
liquid hydrocarbon carry-over.

Rig derricks shall not be used as telecommunication towers. However, if no viable
alternatives exist, then a specialist study shall be performed to ascertain whether they can
indeed be used for this purpose.
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3. TOWER AND MAST FOUNDATIONS

3.1 GENERAL

Towers and masts can be subject to overturning moments and base shear induced by
environmental actions, besides weight eccentricities. Foundations shall be suitably
designed to resist base shear and overturning moments.

The foundation design shall take into account the soil conditions and soil properties, gravity
loads and corresponding eccentricities, base shear, and overturning moments as provided
by the telecom tower Supplier.

3.2 ONSHORE

For self-supporting towers onshore different types of foundations are used, including the
following:

e Gravity block, where the dead weight of a large concrete block resists the overturning
moment. It can thus be used in most soil types;

. Pad and chimney, where the weight of an underground concrete pad is enhanced with
backfilled rock and soil;

«  Concrete raft, which may be subsurface (where the weight of the concrete is increased
by backfilling over the whole area under the tower) or on the surface;

. Rock anchors, where chains are grouted into predrilled holes in the rock and then
tensioned. A drilling rig is required for this and its mobilisation costs may not be
economically justified unless several towers are to be built simultaneously;

. Piled foundations, where soil conditions are poor; these may be also used in swamps
and shallow water.

Soil tests shall be carried out at the exact intended location of the proposed tower, since
the choice of foundation and its design depend substantially on the soil type. Refer to
DEP 34.11.00.10-Gen. for soil investigations.

The soil should be analysed to determine the presence of any corrosive chemicals, so that
any necessary measures to prevent or mitigate chemical attack on the foundations can be
taken.

The water table should be determined, allowing for seasonal level variations.

Earth resistivity should be measured to allow economic design of the earthing (lightning /
electrical grounding). Refer to DEP 63.10.08.11-Gen., and to DEP 33.64.10.33-Gen.,
where applicable.

Tower Suppliers normally provide a range of suitable foundation drawings and
specifications based on standard soil conditions and these may need to be modified
according to local conditions. Refer to DEP 34.11.00.12—-Gen., and to DEP 34.19.20.31-
Gen. for detailed information on foundations.

For guyed masts, the foundation of the base shall be designed to resist the weight of the
mast and the compression force produced by the weight and tension of the guy wires. The
guy-wires shall be designed to resist the overturning moment. The guy anchors shall either
be simple gravity blocks or shaped concrete set at depth, using the surrounding soil to
resist drag and pullout forces.

3.3 OFFSHORE

A self-supporting tower can have a significant impact on the structural design of the
offshore platform on which it will be located. Therefore, the early involvement of a structural
engineer may be necessary.

Foundation supports of the tower may need to coincide with certain structural points (also
known as hard points) of the platform-in order to carry the additional leg loads of the tower,
and to resist overturning moment. Since this positioning is critical, the tower design and
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