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PREFACE 

DEP (Design and Engineering Practice) publications reflect the views, at the time of publication, of Shell Global Solutions 
International B.V. (Shell GSI) and, in some cases, of other Shell Companies. 

These views are based on the experience acquired during involvement with the design, construction, operation and 
maintenance of processing units and facilities. Where deemed appropriate DEPs are based on, or reference international, 
regional, national and industry standards. 

The objective is to set the standard for good design and engineering practice to be applied by Shell companies in oil and 
gas production, oil refining, gas handling, gasification, chemical processing, or any other such facility, and thereby to help 
achieve maximum technical and economic benefit from standardization. 

The information set forth in these publications is provided to Shell companies for their consideration and decision to 
implement. This is of particular importance where DEPs may not cover every requirement or diversity of condition at each 
locality. The system of DEPs is expected to be sufficiently flexible to allow individual Operating Units to adapt the 
information set forth in DEPs to their own environment and requirements. 

When Contractors or Manufacturers/Suppliers use DEPs, they shall be solely responsible for such use, including the 
quality of their work and the attainment of the required design and engineering standards. In particular, for those 
requirements not specifically covered, the Principal will typically expect them to follow those design and engineering 
practices that will achieve at least the same level of integrity as reflected in the DEPs. If in doubt, the Contractor or 
Manufacturer/Supplier shall, without detracting from his own responsibility, consult the Principal. 

The right to obtain and to use DEPs is restricted, and is typically granted by Shell GSI (and in some cases by other Shell 
Companies) under a Service Agreement or a License Agreement. This right is granted primarily to Shell companies and 
other companies receiving technical advice and services from Shell GSI or another Shell Company. Consequently, three 
categories of users of DEPs can be distinguished: 

1) Operating Units having a Service Agreement with Shell GSI or another Shell Company. The use of DEPs by these 
Operating Units is subject in all respects to the terms and conditions of the relevant Service Agreement. 

2) Other parties who are authorised to use DEPs subject to appropriate contractual arrangements (whether as part of 
a Service Agreement or otherwise). 

3) Contractors/subcontractors and Manufacturers/Suppliers under a contract with users referred to under 1) or 2) 
which requires that tenders for projects, materials supplied or - generally - work performed on behalf of the said 
users comply with the relevant standards. 

Subject to any particular terms and conditions as may be set forth in specific agreements with users, Shell GSI disclaims 
any liability of whatsoever nature for any damage (including injury or death) suffered by any company or person 
whomsoever as a result of or in connection with the use, application or implementation of any DEP, combination of DEPs 
or any part thereof, even if it is wholly or partly caused by negligence on the part of Shell GSI or other Shell Company. The 
benefit of this disclaimer shall inure in all respects to Shell GSI and/or any Shell Company, or companies affiliated to these 
companies, that may issue DEPs or advise or require the use of DEPs. 

Without prejudice to any specific terms in respect of confidentiality under relevant contractual arrangements, DEPs shall 
not, without the prior written consent of Shell GSI, be disclosed by users to any company or person whomsoever and the 
DEPs shall be used exclusively for the purpose for which they have been provided to the user. They shall be returned after 
use, including any copies which shall only be made by users with the express prior written consent of Shell GSI. The 
copyright of DEPs vests in Shell Group of companies. Users shall arrange for DEPs to be held in safe custody and Shell 
GSI may at any time require information satisfactory to them in order to ascertain how users implement this requirement. 

All administrative queries should be directed to the DEP Administrator in Shell GSI. 
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1. INTRODUCTION 

1.1 SCOPE 

This DEP specifies requirements and gives recommendations for the design of laboratories. 
It covers two types of laboratories typically utilized in refineries, chemical plants and gas 
plants as described in (2): 

• main laboratory 

• plant laboratory 

This DEP is a revision of the DEP with the same title and number dated April 2006. A 
summary of changes since the previous edition is given in (1.5). 

1.2 DISTRIBUTION, INTENDED USE AND REGULATORY CONSIDERATIONS 

Unless otherwise authorised by Shell GSI, the distribution of this DEP is confined to Shell 
companies and, where necessary, to Contractors and Manufacturers/Suppliers nominated 
by them. Any authorised access to DEPs does not for that reason constitute an 
authorisation to any documents, data or information to which the DEPs may refer. 

This DEP is intended for use in facilities related to oil and gas production, gas handling, oil 
refining, chemical processing, gasification, distribution and supply/marketing. This DEP 
may also be applied in other similar facilities. 

When DEPs are applied, a Management of Change (MOC) process shall be implemented; 
this is of particular importance when existing facilities are to be modified. 

If national and/or local regulations exist in which some of the requirements could be more 
stringent than in this DEP, the Contractor shall determine by careful scrutiny which of the 
requirements are the more stringent and which combination of requirements will be 
acceptable with regards to the safety, environmental, economic and legal aspects. In all 
cases, the Contractor shall inform the Principal of any deviation from the requirements of 
this DEP which is considered to be necessary in order to comply with national and/or local 
regulations. The Principal may then negotiate with the Authorities concerned, the objective 
being to obtain agreement to follow this DEP as closely as possible. 

1.3 DEFINITIONS 

1.3.1 General definitions 

The Contractor is the party that carries out all or part of the design, engineering, 
procurement, construction, commissioning or management of a project or operation of a 
facility. The Principal may undertake all or part of the duties of the Contractor. 

The Manufacturer/Supplier is the party that manufactures or supplies equipment and 
services to perform the duties specified by the Contractor. 

The Principal is the party that initiates the project and ultimately pays for it. The Principal 
may also include an agent or consultant authorised to act for, and on behalf of, the 
Principal. 

The word shall indicates a requirement. 

The word should indicates a recommendation. 

1.3.2 Specific definitions 

Term Definition 

ATEX The name commonly given to the two European Directives for controlling 
explosive atmospheres: 
• Directive 99/92/EC (also known as 'ATEX 137' or the 'ATEX Workplace 

Directive') on minimum requirements for improving the health and safety 
protection of workers potentially at risk from explosive atmospheres. 
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Term Definition 
• Directive 94/9/EC (also known as 'ATEX 95' or 'the ATEX Equipment 

Directive') on the approximation of the laws of Members States 
concerning equipment and protective systems intended for use in 
potentially explosive atmospheres. 

HRC High Rupture Capacity 

PMMA Poly (methyl methacrylate) 

PVC Poly (vinyl chloride)/ 

1.4 CROSS-REFERENCES 

Where cross-references to other parts of this DEP are made, the referenced section 
number is shown in brackets ( ). Other documents referenced by this DEP are listed in (12). 

1.5 SUMMARY OF MAIN CHANGES 

This DEP is a revision of the DEP of the same number dated April 2006. Other than 
editorial changes, the following are the major changes to the previous edition. 

Old 
section 

New 
Section  

Change 

2 2 Change the requirement for Zone 1 classification on some areas to 
the outcome of risk assessment with ATEX guidelines combined 
with local legislation. 

3 3 Added that labs are normally on the ground floor. 

4 4 Use of fire rated safety glass allowed next to Georgian wired glass. 

All All ATEX document added. 

 9 Removed Zone 1 but introduced assessment according to ATEX, 
local legislation. 

 10 Removed Zone 1, introduced risk assessment and resultant zoning 
added, expected Zone 2 for the sample store.  

1.6 COMMENTS ON THIS DEP 

Comments on this DEP may be submitted to the Administrator using the DEP Feedback 
Form by: 

• Entering comments directly in the DEP Feedback System on the Technical 
Standards Portal http://sww.shell.com/standards (mandatory for users with access to 
Shell Wide Web); 

• Clicking on the DEP Feedback Form button on the DEPs DVD-ROM main page (for 
users without access to Shell Wide Web); 

• Requesting a copy of the DEP Feedback Form from the Administrator at 
standards@shell.com (for users without access to Shell Wide Web). 

For the last two options, the completed DEP Feedback Form can be attached to an email 
and submitted to the Administrator at standards@shell.com. Only feedback that is entered 
into the Feedback Form will be considered. 

1.7 DUAL UNITS 

This DEP contains both the International System (SI) units, as well as the corresponding 
US Customary (USC) units, which are given following the SI units in brackets. When 
agreed by the Principal, the indicated USC values/units may be used. 
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2. GENERAL 

In general, there are two common types of laboratories in an oil refinery, chemical plant or 
gas plant: 

• A main laboratory (sometimes called a general site laboratory) is located in a 
separate building and shall not be located in a major hazard area.  Preferably, the 
location is not far away from the main control room.  

• A plant laboratory as part of the control building. 

The main laboratory building shall be designed in accordance with DEP 34.17.00.32-Gen. 

The plant laboratory shall comply with DEP 34.17.10.30-Gen. and DEP 34.17.00.32-Gen. 

For other research or non-refinery laboratories, the requirements for a main laboratory shall 
apply. 

Risk assessments and hazardous area classifications are required to enable the selection 
of appropriate equipment to be used in laboratory areas. ATEX guidelines (ATEX 95) shall 
be used for these purposes. This is of particular importance for sites where hazardous 
materials are handled (ATEX 137). Normally, the working areas in a lab are not classified 
as zones (with regards to explosive atmospheres) given the amounts and nature of 
hydrocarbons present. Specific areas, however, may be given a classification as the result 
of a risk assessment.  For example, the retained sample store, gas store or sample 
reception area may be designated hazardous areas. Local regulations shall prevail here. 
For North American installations, laboratories shall be classified in accordance with 
DEP 80.00.10.13-Gen. 

In laboratories that are continuously occupied by people, indoor temperatures should be 
maintained between 20 °C and 26 °C (68 °F and 79 °F) and a relative humidity of between 
30 % and 70 % for human comfort. Laboratory instruments that operate outside these 
ranges should be placed in a separate enclosure or room.  

Heating, ventilating and air conditioning of a main laboratory shall be in accordance with the 
principles specified in ASHRAE Publication 4514 and ASHRAE Handbook – HVAC 
Applications related to laboratory and Engine Test Facilities. 

For HVAC in non-laboratory space in the building, see DEP 34.17.00.32-Gen.  

For heating, ventilating and air conditioning of a plant laboratory in a control building see 
DEP 31.76.10.10-Gen. Requirements arising from health, safety and environment risk 
assessment studies relevant for the laboratory should be considered in the design. 

The illumination level in laboratories should be at least 400 lux. 

Ambient noise limits within the laboratory shall be in accordance with 
DEP 31.10.00.31-Gen. 
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3. LOCATION AND LAYOUT 

The main laboratory building and any adjacent area reserved for extension should not be 
located within hydrocarbon sites unless it can be shown that at the position the major 
hazard risks are tolerable and ALARP and is normally situated on the ground floor. 

General design drawings including typical cross-sections shall be prepared by the Principal.  
These shall show laboratory testing rooms, offices, internal chemical instrument and glass 
stores, sample receiving area, bottle wash room, CFR (combustion fuel reference) engine 
room, air conditioning, machine room, gas cylinder area, instrument/maintenance 
workshop, pantry, wash/locker room, toilets, cleaners' cupboard, archive room, etc. 
Additional requirements for specialised laboratory equipment, such as venting, room 
environmental conditions, utilities, etc., should be included on the drawings. 

The laboratory should have external stores for retained samples, bulk chemicals/solvents 
and compressed gases.  These stores are normally located a minimum of 15 m (50 ft) away 
from the main lab building.  The zone classification is dependant on the amount and nature 
of materials stored.  

The CFR engine room (8), shall be located so that noise and vibrations are kept outside the 
laboratory rooms. Separation shall be achieved by means of fire resistant walls and doors. 
If it is located in a separate building next to the laboratory, and if there is a corridor 
connecting the two buildings, then the corridor shall have an air lock. 

Gas supply bottles shall be located outside the building (5.3.8). 

In order to minimize the risk of fire flash-over and to minimize the extent of explosion 
damage, retained samples, bulk solvents, chemicals and fuels should be stored in a 
separate building located at least 15 m (50 ft) from the laboratory. This store shall be 
classified Zone 1 and adequately ventilated near the ceiling and the floor to prevent 
accumulation of toxic or flammable vapours. Ventilation and spillage containment facilities 
shall be provided where chemicals, solvents or fuels are poured.  

4. ARCHITECTURAL DESIGN 

4.1 WALLS, CEILINGS AND FLOORS 

The layout and maximum area of a laboratory unit should be determined by formal risk 
assessments and hazardous area classifications. NFPA 45 shall apply where required by 
local regulations. 

All internal walls, ceilings and floors of rooms, where flammable products are stored or 
used, shall have a fire resistance of at least one hour. Doors in these walls shall be self-
closing and shall have a fire resistance of at least one hour. For the fire resistance 
requirements of other building elements, see DEP 34.17.00.32-Gen. 

Adequate space in the ceiling shall be provided to accommodate utilities piping, cable 
services, drainage, ventilation ducts and laboratory equipment, including space for future 
services.  

If annular spaces above ceilings are unavoidable (e.g. pitched roofs), these spaces shall be 
ventilated to prevent an accumulation of gases. 

If there is a flat concrete roof, the acoustic and fireproof ceiling panels may be glued to the 
underside of the concrete ceiling. The underside shall be flat to prevent dead corners where 
light gases could accumulate. 

If a perforated ceiling is required for an evenly distributed supply of air from the air-
conditioning system, then the ceiling panels shall be chemical resistant finished. 

In sample storage areas, ventilation shall be such that gases lighter than air cannot 
accumulate near the ceiling (i.e., extraction shall take place at the highest point of the 
room) and gases heavier than air cannot accumulate on the floor (i.e., extraction shall take 
place at the lowest point of the room). See also the ventilation arrangement in a typical 
analyser house, DEP Standard Drawing S 17.001. 
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4.2 DOORS 

Each laboratory room containing flammable or explosive products shall have at least two 
doors located as far as possible from each other and should have one door opening directly 
to the outside of the building. 

Access to the laboratory shall be such that easy transport of samples is possible through a 
separate entrance.  

Doors shall be sized, so that the largest piece of anticipated equipment can enter the 
building and the room in which it will be installed.  

The distance of travel from within the laboratory to the nearest final exit or exit serving a 
story should be no more than 15 m (50 ft). 

The emergency exit door in a plant laboratory which is located in a pressurized control 
building, shall be protected against opening from the outside and shall be self-closing, to 
prevent loss of over-pressure in the control building. The main entrance door to the 
laboratory shall open outwards. 

4.3 WINDOWS 

All internal doors and all internal windows in laboratory rooms shall have transparent (fire 
rated) safety glass (or Georgian-wired) with a maximum pane size of 0.25 m2 (2.5 ft2) and 
1 m2, (10 ft2), respectively. See also DEP 34.17.00.32-Gen. 

The number of outer windows shall be limited for safety and insulation reasons. These 
windows shall have a maximum pane size of 1 m2  (10 ft2), in main laboratories and 0.25 m2 
(2.5 ft2) in plant laboratories. See also DEP 34.17.00.32-Gen. and DEP 34.17.10.30-Gen. 

The sills of all windows shall be at least 250 mm (10 in) above the laboratory benches. 

The laboratory windows shall be protected from direct sunlight. This can best be achieved 
by locating the laboratory in such a way that direct sunlight cannot reach the windows. If 
this is not possible, a solar-reflecting film shall be affixed to the glass panes or sun blinds 
shall be installed. 

4.4 LOCATION OF BENCHES 

Benches and tables shall be located so that from any point in the laboratory the emergency 
exits can be reached in two different directions. Therefore, no finger-type benches shall be 
designed, but only wall-type benches and island-type benches. 

Free space between tables and benches should be at least 1500 mm (60 in), and between 
bench or table and wall at least 800 mm (32 in).  

The central corridor in a laboratory room should be at least 2000 mm (80 in) wide. 

5. PIPING 

5.1 GENERAL 

Piping shall comply with DEP 31.38.01.11-Gen. and DEP 31.38.01.12-Gen. 

Except for drain pipes and piping in benches and fume cupboards, all piping for the 
systems listed in (5.2) shall be surface-mounted along the walls and ceiling, or shall be 
mounted in service ducts along the wall or along the centre of island-type benches. 

The service ducts above the benches should follow the same route as the electrical service 
ducts. There shall be one duct for gases and water and a separate duct for electricity and 
telephone cabling. 

All incoming supply piping shall be provided with emergency valves which shall be installed 
in an easily accessible main valve pit outside the building. 
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