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PREFACE

DEP (Design and Engineering Practice) publications reflect the views, at the time of publication, of Shell Global Solutions
International B.V. (Shell GSI) and, in some cases, of other Shell Companies.

These views are based on the experience acquired during involvement with the design, construction, operation and
maintenance of processing units and facilities. Where deemed appropriate DEPs are based on, or reference international,
regional, national and industry standards.

The objective is to set the standard for good design and engineering practice to be applied by Shell companies in oil and
gas production, oil refining, gas handling, gasification, chemical processing, or any other such facility, and thereby to help
achieve maximum technical and economic benefit from standardization.

The information set forth in these publications is provided to Shell companies for their consideration and decision to
implement. This is of particular importance where DEPs may not cover every requirement or diversity of condition at each
locality. The system of DEPs is expected to be sufficiently flexible to allow individual Operating Units to adapt the
information set forth in DEPs to their own environment and requirements.

When Contractors or Manufacturers/Suppliers use DEPs, they shall be solely responsible for such use, including the
quality of their work and the attainment of the required design and engineering standards. In particular, for those
requirements not specifically covered, the Principal will typically expect them to follow those design and engineering
practices that will achieve at least the same level of integrity as reflected in the DEPs. If in doubt, the Contractor or
Manufacturer/Supplier shall, without detracting from his own responsibility, consult the Principal.

The right to obtain and to use DEPSs is restricted, and is typically granted by Shell GSI (and in some cases by other Shell
Companies) under a Service Agreement or a License Agreement. This right is granted primarily to Shell companies and
other companies receiving technical advice and services from Shell GSI or another Shell Company. Consequently, three
categories of users of DEPs can be distinguished:

1) Operating Units having a Service Agreement with Shell GSI or another Shell Company. The use of DEPs by these
Operating Units is subject in all respects to the terms and conditions of the relevant Service Agreement.

2) Other parties who are authorised to use DEPs subject to appropriate contractual arrangements (whether as part of
a Service Agreement or otherwise).

3) Contractors/subcontractors and Manufacturers/Suppliers under a contract with users referred to under 1) or 2)
which requires that tenders for projects, materials supplied or - generally - work performed on behalf of the said
users comply with the relevant standards.

Subject to any particular terms and conditions as may be set forth in specific agreements with users, Shell GSI disclaims
any liability of whatsoever nature for any damage (including injury or death) suffered by any company or person
whomsoever as a result of or in connection with the use, application or implementation of any DEP, combination of DEPs
or any part thereof, even if it is wholly or partly caused by negligence on the part of Shell GSI or other Shell Company. The
benefit of this disclaimer shall inure in all respects to Shell GSI and/or any Shell Company, or companies affiliated to these
companies, that may issue DEPs or advise or require the use of DEPs.

Without prejudice to any specific terms in respect of confidentiality under relevant contractual arrangements, DEPs shall
not, without the prior written consent of Shell GSI, be disclosed by users to any company or person whomsoever and the
DEPs shall be used exclusively for the purpose for which they have been provided to the user. They shall be returned
after use, including any copies which shall only be made by users with the express prior written consent of Shell GSI. The
copyright of DEPs vests in Shell Group of companies. Users shall arrange for DEPs to be held in safe custody and Shell
GSI may at any time require information satisfactory to them in order to ascertain how users implement this requirement.

All administrative queries should be directed to the DEP Administrator in Shell GSI.

Documents

This document has been supplied under license by Shell to: Document Sharing Hub

UOP Honeywell ted.fuger@honeywell.com 19/01/2018 10:24:05
Full document details: SHELL 37.81.41.37 2017


http://www.avadocuments.com/doc/shell-37-81-41-37-2017
http://www.avadocuments.com/doc/shell-37-81-41-37-2017

ECCN EAR99 DEP 37.81.41.37-Gen.

February 2017
Page 3
TABLE OF CONTENTS
1. L IO 110 L O I [ ] 4
1.1 1O @ ] = PR 4
1.2 DISTRIBUTION, INTENDED USE AND REGULATORY CONSIDERATIONS. ......... 4
1.3 [0 AN LI (0 1 T 5
1.4 CROSS-REFERENCES ... ...ttt ettt e et e et e st r e st e e e e eareraees 5
1.5 SUMMARY OF MAIN CHANGES. ...ttt e et e e e ens 5
1.6 COMMENTS ON THIS DEP ettt e s e s e s s e e eaae e 6
1.7 (D10 1 L N1 1 T 6
1.8 NON NORMATIVE TEXT (COMMENTARY).....ccctiiiiiie ettt e et e e e 6
2. INSULATION MATERIALS ..ottt e e s et e e s et ern s e aenes 7
2.1 L] N 7
2.2 M AT E R AL TY P ES ..o e ettt e e et e et e e e e e e eaaens 7
2.3 FUNCTIONAL REQUIREMENTS ....ooiiiiii ettt e e e e 7
3. GENERAL REQUIREMENTS ....ootiiiii ittt e e e et e e e e e eenenen 7
3.1 [ L A 7
3.2 DESIGN PROPERTIES . ...ttt ettt e et e et e e st e e e et e e e e aenns 7
3.3 MATERIAL CHARACTERISTICS ..o ettt e st e et e et e e raneeans 8
3.4 SY ST EMS T E ST S it e e et et e et st e st e e e s et e et s e senserrasnes 8
4, PROPERTIES AND TEST METHODS. ...ttt et e e e rae e 9
4.1 [ L A 9
4.2 WATER INGRESS TESTING ..ottt e et e s s et s e ea s s e e asaeees 10
4.3 HYDROSTATIC STRENGTH TESTING.... oottt e e e e 10
4.4 THERMAL AGE TESTING (IN WATER AND IN AIR) ...t 11
45 TENSILE PROPERTIES ... oottt et e e et e e e eeneen 11
4.6 COMPRESSIVE STRENGTH TESTS ..ot 11
4.7 UNIAXIAL COMPRESSIVE CREEDP. ... e 11
5. MATERIAL QUALIFICATION ...ttt 12
6. APPLICATION QUALIFICATION ..ot 14
7. QUALITY CONTROL (RAW MATERIALS AND FINAL PRODUCT).......cccccvvveennnn. 16
8. L o N [ T 19
APPENDICES
APPENDIX A SY ST EMS T E ST S et e s e e et s e s e e eaeeanes 20
Documents

This document has been supplied under license by Shell to: Document Sharing Hub

UOP Honeywell ted.fuger@honeywell.com 19/01/2018 10:24:05
Full document details: SHELL 37.81.41.37 2017


http://www.avadocuments.com/doc/shell-37-81-41-37-2017
http://www.avadocuments.com/doc/shell-37-81-41-37-2017

ECCN EAR99 DEP 37.81.41.37-Gen.
February 2017
Page 4

1. INTRODUCTION

11 SCOPE

This new DEP specifies requirements and gives recommendations for qualifying insulation
materials for subsea applications. The purpose of qualification is to ensure that the product
as manufactured can meet the system performance requirements.

Insulation systems for deepwater applications are specified in the following standards:
o DEP 37.81.41.36-Gen.
o DEP 37.81.40.30-Gen.

Key properties of insulation materials and criticalities of these key properties are given as
background in the companion Informative.

This is a revision of the DEP of the same number dated September 2011; see (1.5)
regarding the changes.

1.2 DISTRIBUTION, INTENDED USE AND REGULATORY CONSIDERATIONS

Unless otherwise authorised by Shell GSI, the distribution of this DEP is confined to Shell
companies and, where necessary, to Contractors and Manufacturers/Suppliers nominated
by them. Any authorised access to DEPs does not for that reason constitute an
authorization to any documents, data or information to which the DEPs may refer.

This DEP is intended for use in facilities related to oil and gas production on deepwater
projects involving subsea:

° flowlines;
e frees;
. jumpers;
) manifolds/sleds.
Application in other facilities may also apply.

When DEPs are applied, a Management of Change (MOC) process should be
implemented; this is of particular importance when existing facilities are to be modified.

If national and/or local regulations exist in which some of the requirements could be more
stringent than in this DEP, the Contractor shall determine by careful scrutiny which of the
requirements are the more stringent and which combination of requirements will be
acceptable with regards to the safety, environmental, economic and legal aspects. In all
cases the Contractor shall inform the Principal of any deviation from the requirements of
this DEP which is considered to be necessary in order to comply with national and/or local
regulations. The Principal may then negotiate with the Authorities concerned, the objective
being to obtain agreement to follow this DEP as closely as possible.
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1.3 DEFINITIONS
1.3.1 General definitions

The Contractor is the party that carries out all or part of the design, engineering,
procurement, construction, commissioning or management of a project or operation of a
facility. The Principal may undertake all or part of the duties of the Contractor.

The Manufacturer/Supplier is the party that manufactures or supplies equipment and
services to perform the duties specified by the Contractor.

The Principal is the party that initiates the project and ultimately pays for it. The Principal
may also include an agent or consultant authorised to act for, and on behalf of, the
Principal.

The word shall indicates a requirement.

The word should indicates a recommendation.

The word may indicates a permitted option.
1.3.2 Abbreviations

Term Definition
EPDM Ethylene Propylene Diene Monomer
OHTC Overall Heat Transfer Coefficient
PVC Polyvinyl Chloride

1.4 CROSS-REFERENCES

Where cross-references to other parts of this DEP are made, the referenced section
number is shown in brackets (). Other documents referenced by this DEP are listed in (8).

15 SUMMARY OF MAIN CHANGES

This DEP is a revision of the DEP of the same number dated September 2011. The
changes followed a requirements quality review and were not a full technical update. The
following are the main, non-editorial changes.

Section/Clause Change

All Restructured and clarified requirements, enforced use of shall /
should / may for normative statements.
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1.6 COMMENTS ON THIS DEP
Comments on this DEP may be submitted to the Administrator using one of the following
options:
Shell DEPs Online Enter the Shell DEPs Online system at

(Users with access to https://www.shelldeps.com

Shell DEPs Online) Select a DEP and then go to the details screen for

that DEP.

Click on the “Give feedback” link, fill in the online
form and submit.

DEP Feedback System Enter comments directly in the DEP Feedback
(Users with access to System which is accessible from the Technical

Standards Portal http://sww.shell.com/standards.
Shell Wide Web) Select “Submit DEP Feedback”, fill in the online form

and submit.

DEP Standard Form Use DEP Standard Form 00.00.05.80-Gen. to record
feedback and email the form to the Administrator at

(other users) standards@shell.com.

Feedback that has been registered in the DEP Feedback System by using one of the above
options will be reviewed by the DEP Custodian for potential improvements to the DEP.

1.7 DUAL UNITS

This DEP contains both the International System (SI) units, as well as the corresponding
US Customary (USC) units, which are given following the SI units in brackets. When
agreed by the Principal, the indicated USC values/units may be used.

1.8 NON NORMATIVE TEXT (COMMENTARY)

Text shown in italic style in this DEP indicates text that is non-normative and is provided as
explanation or background information only.

Non-normative text is normally indented slightly to the right of the relevant DEP clause.
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2. INSULATION MATERIALS

21 GENERAL

1. Insulation materials to be applied in wet insulation applications shall be qualified in
accordance with this DEP.

2. The acceptance criteria and selection of approved insulation systems shall be
determined by the Principal and vary for each project depending on the service and
installation conditions.

2.2 MATERIAL TYPES
The four most common used polymers for insulation purposes are:
e polyurethanes;
e epoxies (amine cured or anhydride cured);
e polypropylene;
e silicones.

Other polymers used include polyvinyl chloride (PVC), polyester, vinyl ester, neoprene
and EPDM rubber, polyethylene and polystyrene.

These materials may be used in various physical forms: solid, foam, pure syntactic
(glass microspheres only), and composite syntactic (micro and macro spheres).
23 FUNCTIONAL REQUIREMENTS
1. Insulation systems shall be designed to achieve one or both of the following:

a. provide the required insulation capacity for the system (U-value) under service
conditions;

b. provide a specified cool-down time.

3. GENERAL REQUIREMENTS

3.1 GENERAL

In selecting insulation systems, there are many potentially important design properties,
which are affected by the material characteristics.

1. The standard tests defined in (4) shall be applied to the determine bulk material
properties listed in (3.2) through (3.3).

a. In addition, the system tests listed in (3.4) shall be performed to evaluate the
applied material for installation and operation requirements.
3.2 DESIGN PROPERTIES
1. Insulation shall have the following design properties:
a. thermal Conductivity (dry and wet);
heat Capacity;
density;

b

c

d. glass Transition Temperature;
e. continuous Use Temperature;
f

coefficient of Thermal Expansion.
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3.3 MATERIAL CHARACTERISTICS

1. Insulation material shall have the following characteristics:

a. water Absorption;

b. hydrostatic Strength;

c. hardness;

d. abrasion Resistance;

e. impact Strength;

f tensile Modulus;

g. tensile Strength;

h. tensile Elongation;

i.  uniaxial Compressive Strength;

j-  hydrostatic Creep;

k. flammability;

I. UV Resistance;

m. heat of Cure;

n. thermal Aging;

0. porosity/Air Entrapment.
3.4 SYSTEMS TESTS
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1. The following system tests shall be carried out where specified in the requisition:

= Q@

a
b
c.
d
e
f.

simulated Service Test;

thermal Shock Resistance Test;
proof Testing (Shell prescribed);
bending Test;

tensioner Test;

flexural Fatigue Test;

stinger Roller Test;

shear Adhesion Test;

cathodic Disbondment Test.
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4, PROPERTIES AND TEST METHODS

4.1

GENERAL
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1. Referto Table 1 for a recommended list of the properties to be measured, test
methods and typical values.
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Table 1 List of Key Material Properties
Acceptable : .
Property Standards Typical Values | Units Comments
1. Thermal ASTM C518 WI(m.K)
Conductivity ASTM C177 | <0.160 (0.092) Bt /ﬁ-hr-°F See Note 1
(Dry and Wet) ASTM F433 (Bt )
ASTM D2842
2. Water Ingress ASTM D 570 <5 %
3. Hydrostatic >1.5 x Water .
Strength Depth MPa (psi)
. ASTM E1269 kJ/(kg.K)
4. Heat Capacity ASTM D2766 (Btu/lb-°F) See Note 1
. ASTM D 792 3 3)
5. Density ASTM D1622 kg/ m” (Ib/ft See Note 1
6. Tensne_ ASTM D638
Properties
(a) Yield
Stress/Break > 7 (1000) MPa (psi)
Stress
(b) Yield
Strain/Break >25 %
Strain
(c) Elastic .
Modulus < 2750 (399) MPa (ksi)
7. Coefficient of
Thermal ASTM E-228 1/°C (1/°F)
Expansion
8. Glass
Transition ASTME- °C (°F)
1356
Temperature
ASTM E-
9. Heat of Cure 1356 kJ/kg (Btu/lb)
10. Impact . .
Strength ASTM D-256 | >2.2(0.5) J/m (in-Ib/in)
11. Thermal Pass without See (Appendix
Shock crackin A)
Resistance 9
12. Compressive
Strength 5% | ASTM D695 | > 10 (1450) MPa (psi)
strain and ASTM D1621 | (5%) P
10% strain
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