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PREFACE 

DEP (Design and Engineering Practice) publications reflect the views, at the time of publication, of Shell Global Solutions 
International B.V. (Shell GSI) and, in some cases, of other Shell Companies. 

These views are based on the experience acquired during involvement with the design, construction, operation and 
maintenance of processing units and facilities. Where deemed appropriate DEPs are based on, or reference international, 
regional, national and industry standards. 

The objective is to set the standard for good design and engineering practice to be applied by Shell companies in oil and 
gas production, oil refining, gas handling, gasification, chemical processing, or any other such facility, and thereby to help 
achieve maximum technical and economic benefit from standardization. 

The information set forth in these publications is provided to Shell companies for their consideration and decision to 
implement. This is of particular importance where DEPs may not cover every requirement or diversity of condition at each 
locality. The system of DEPs is expected to be sufficiently flexible to allow individual Operating Units to adapt the 
information set forth in DEPs to their own environment and requirements. 

When Contractors or Manufacturers/Suppliers use DEPs, they shall be solely responsible for such use, including the 
quality of their work and the attainment of the required design and engineering standards. In particular, for those 
requirements not specifically covered, the Principal will typically expect them to follow those design and engineering 
practices that will achieve at least the same level of integrity as reflected in the DEPs. If in doubt, the Contractor or 
Manufacturer/Supplier shall, without detracting from his own respons bility, consult the Principal. 

The right to obtain and to use DEPs is restricted, and is typically granted by Shell GSI (and in some cases by other Shell 
Companies) under a Service Agreement or a License Agreement. This right is granted primarily to Shell companies and 
other companies receiving technical advice and services from Shell GSI or another Shell Company. Consequently, three 
categories of users of DEPs can be distinguished: 

1) Operating Units having a Service Agreement with Shell GSI or another Shell Company. The use of DEPs by these 
Operating Units is subject in all respects to the terms and conditions of the relevant Service Agreement. 

2) Other parties who are authorised to use DEPs subject to appropriate contractual arrangements (whether as part of 
a Service Agreement or otherwise). 

3) Contractors/subcontractors and Manufacturers/Suppliers under a contract with users referred to under 1) or 2) 
which requires that tenders for projects, materials supplied or - generally - work performed on behalf of the said 
users comply with the relevant standards. 

Subject to any particular terms and conditions as may be set forth in specific agreements with users, Shell GSI disclaims 
any liability of whatsoever nature for any damage (including injury or death) suffered by any company or person 
whomsoever as a result of or in connection with the use, application or implementation of any DEP, combination of DEPs 
or any part thereof, even if it is wholly or partly caused by negligence on the part of Shell GSI or other Shell Company. The 
benefit of this disclaimer shall inure in all respects to Shell GSI and/or any Shell Company, or companies affiliated to these 
companies, that may issue DEPs or advise or require the use of DEPs. 

Without prejudice to any specific terms in respect of confidentiality under relevant contractual arrangements, DEPs shall 
not, without the prior written consent of Shell GSI, be disclosed by users to any company or person whomsoever and the 
DEPs shall be used exclusively for the purpose for which they have been provided to the user. They shall be returned after 
use, including any copies which shall only be made by users with the express prior written consent of Shell GSI. The 
copyright of DEPs vests in Shell Group of companies. Users shall arrange for DEPs to be held in safe custody and Shell 
GSI may at any time require information satisfactory to them in order to ascertain how users implement this requirement. 

All administrative queries should be directed to the DEP Administrator in Shell GSI. 
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1. INTRODUCTION 

1.1 SCOPE 

This DEP specifies requirements and gives recommendations for the design of the surface 
facilities for waterflood projects in upstream production facilities where seawater is used as 
the water source, for both onshore and offshore application. The scope of equipment 
covered includes water filtration, water deoxygenation by mechanical and chemical 
removal, and water conditioning equipment. 

For waterflood projects with produced water injection, refer to DEP 39.01.40.31-Gen. 

This DEP addresses the selection of technology alternatives within the seawater injection 
system configuration. It also prescribes the minimum technical requirements for the 
technology selected within the configuration. Detailed mechanical and process equipment 
design requirements to meet the functional requirements herein are beyond the scope of 
this DEP. 

This DEP is intended to augment DEP 39.01.10.11-Gen. and DEP 39.01.10.12-Gen., which 
are the basis of waterflood system design for all items that are not addressed specifically in 
this DEP. 

This DEP supersedes report SR.12.11073; Treatment facilities for sea water injection and 
low salinity flooding. 

This is a revision of the DEP of the same number dated February 2014; see (1.5) regarding 
the changes. 

1.2 DISTRIBUTION, INTENDED USE AND REGULATORY CONSIDERATIONS 

Unless otherwise authorised by Shell GSI, the distribution of this DEP is confined to Shell 
companies and, where necessary, to Contractors and Manufacturers/Suppliers nominated 
by them. Any authorised access to DEPs does not for that reason constitute an 
authorization to any documents, data or information to which the DEPs may refer. 

This DEP is intended for use in facilities related to exploration and production facilities. This 
DEP may also be applied in other similar facilities. 

When DEPs are applied, a Management of Change (MOC) process shall be implemented; 
this is of particular importance when existing facilities are to be modified. 

If national and/or local regulations exist in which some of the requirements could be more 
stringent than in this DEP, the Contractor shall determine by careful scrutiny which of the 
requirements are the more stringent and which combination of requirements will be 
acceptable with regards to the safety, environmental, economic and legal aspects. In all 
cases the Contractor shall inform the Principal of any deviation from the requirements of 
this DEP which is considered to be necessary in order to comply with national and/or local 
regulations. The Principal may then negotiate with the Authorities concerned, the objective 
being to obtain agreement to follow this DEP as closely as possible. 

1.3 DEFINITIONS 

1.3.1 General definitions 

The Contractor is the party that carries out all or part of the design, engineering, 
procurement, construction, commissioning or management of a project or operation of a 
facility. The Principal may undertake all or part of the duties of the Contractor. 

The Manufacturer/Supplier is the party that manufactures or supplies equipment and 
services to perform the duties specified by the Contractor. 

The Principal is the party that initiates the project and ultimately pays for it. The Principal 
may also include an agent or consultant authorised to act for, and on behalf of, the 
Principal. 

The word shall indicates a requirement. 
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The word should indicates a recommendation. 

1.3.2 Specific definitions 

Term Definition 

Waterflood Waterflood is a method of recovery in which water is injected into the 
reservoir to displace additional oil and/or to help maintain reservoir pressure. 

Low salinity Injection water with a low salinity which results in increased mobility of oil. 
Typical salinity of low salinity water is 1500 mg/l total dissolved solids (TDS). 
Depending on the field conditions the required TDS could be as high as 
4500 mg/l. 

1.3.3 Abbreviations 

Term Definition 

EOR Enhanced Oil Recovery 

HRG Hydroxyl Radical Generator 

IOR Improved Oil Recovery 

LSF Low Salinity Flooding 

MMF Multimedia Filter 

NPSH Net Positive Suction Head 

OPEX Operating Expense 

ppbw Parts per billion by weight 

ppmv Parts per million by volume 

RAM Reliability, Availability, Maintenance 

RO Reverse Osmosis 

SRB Sulphate Reducing Bacteria 

SRU Sulphate Removal Unit 

TDS Total Dissolved Solids 

THPS Tetrakis Hydroxymethyl Phosphonium Sulphate 

TSS Total Suspended Solids 

UF Ultrafiltration 

UV Ultra-violet 

1.4 CROSS-REFERENCES 

Where cross-references to other parts of this DEP are made, the referenced section or 
clause number is shown in brackets ( ). Other documents referenced by this DEP are listed 
in (5). 

 

1.5 SUMMARY OF MAIN CHANGES 

This DEP is a full revision of the DEP of the same number dated February 2014. The 
requirements have been extensively re-worded for clarification and it is not practical to list 
all of the changes. The following are some of the main, non-editorial changes. 
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Section/Clause Change 

1 Clarifications only. 

2 Pressure surge included as potential cause of injectivity impairment 
and clarifications. Clarify roles 

3 Split previous section 3.5 in two sections, 3.5 Injection Water Quality 
and 3.6 Characterisation of Seawater. In addition, clarifications to the 
content. 

4 Full revision of content. 

Appendices Added Appendix A and Appendix B 

1.6 COMMENTS ON THIS DEP 

Comments on this DEP may be submitted to the Administrator using one of the following 
options: 

Shell DEPs Online 

(Users with access to 
Shell DEPs Online) 

Enter the Shell DEPs Online system at 
https://www.shelldeps.com 

Select a DEP and then go to the details screen for 
that DEP. 

Click on the “Give feedback” link, fill in the online 
form and submit. 

DEP Feedback System 
(Users with access to  
Shell Wide Web) 

Enter comments directly in the DEP Feedback 
System which is accessible from the Technical 
Standards Portal http://sww.shell.com/standards. 

Select “Submit DEP Feedback”, fill in the online form 
and submit. 

DEP Standard Form 
(Other users) 

Use DEP Standard Form 00.00.05.80-Gen. to record 
feedback and email the form to the Administrator at 
standards@shell.com. 

Feedback that has been registered in the DEP Feedback System by using one of the above 
options will be reviewed by the DEP Custodian for potential improvements to the DEP. 

1.7 DUAL UNITS 

This DEP contains both the International System (SI) units, as well as the corresponding 
US Customary (USC) units, which are given following the SI units in brackets. When 
agreed by the Principal, the indicated USC values/units may be used. 

1.8 NON NORMATIVE TEXT (COMMENTARY) 

Text shown in italic style in this DEP indicates text that is non-normative and is provided as 
explanation or background information only. 

Non-normative text is normally indented slightly to the right of the relevant DEP clause. 
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2. RESERVOIR REQUIREMENTS TO WATERFLOODING 

2.1 BACKGROUND 

1. When defining the design basis for water flooding, the following factors should be 
addressed and mitigated using specific studies: 

a. Injectivity impairment and formation damage 

b. Scaling (fluid-fluid compatibility) 

c. Reservoir souring. 

These general assessments have a direct impact on water quality and the system 
design, specifically equipment selection and production chemicals. 

2.2 INJECTIVITY IMPAIRMENT AND FORMATION DAMAGE 

The sustainable reservoir injectivity depends on the specific characteristics of the 
injected water as well as the reservoir properties. 

1. As a minimum, definition shall be provided on: 

a. Suspended solids levels and size distribution in the injected water 

b. Type of solids (sand, silt, clay, algae) 

c. Temperature of the injected water at the injection well 

d. Rock fluid compatibility 

2. The Reservoir Engineer and the Production Technologist shall determine sustainable 
well injectivity flow rates into a reservoir as a function of the characteristics of the 
injected water. 

Pressure surges in the water injection system, resulting from (sudden) flow 
variations also affects other injection wells. Flow variation could be due to shut-in 
of the injection well, closure of other valves along the water injection system, or 
start-up/trip of the injection pumps. 

The pressure surge travels along the injection system and can even cause solids 
from the reservoir (unconsolidated sands) to migrate towards the near well bore 
area, resulting in injectivity impairment, or into the well itself. 

3. The Production Technologist, Flow Assurance Engineer and Concept Engineer shall 
assess the consequences of pressure surges along the water injection system, i.e. 
integrated system of injection pump, flow lines and wells), including migration of fines 
into the near well bore area. 

4.  This assessment shall include the influence of injection pump trips/stops and operating 
procedures that can result in low pressures and unintended cross flow between 
injection wells. 

5. System design and operating procedures shall prevent pressure surges that result in 
migration of fines into the near well bore area.  

2.3 SCALING 

Seawater flooding related scaling issues are: 

a. Self-scaling potential of the injected water 

b. Scaling due to incompatibility of the injected water with the formation water 

c. Self-scaling potential of the produced fluids following water breakthrough 

1. The Production Chemist/Flow Assurance Engineer shall conduct a scaling assessment 
to identify scaling potential and severity of scaling. 

2. Options to mitigate and/or control scaling shall be defined. 
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3. The scaling control strategy shall be decided upon by the project team, based on a 
lifecycle cost evaluation for the applicable project conditions. 

2.4 RESERVOIR SOURING 

1. The Souring Potential Assessment, refer to DEP 25.80.10.18-Gen., shall be executed 
to identity if any reservoir souring is expected. 

2. When the Souring Potential Assessment concludes that there is a risk of reservoir 
souring, the Production Chemist (Souring Expert) shall predict the H2S concentration 
in the reservoir and the produced reservoir fluids as a function of time. 

3. Options to mitigate and/or control reservoir souring shall be defined. 

4. In case nitrate injection into the injected water is selected for souring control, the 
corrosion assessment and materials selection shall evaluate the increased corrosion 
risk of the injection system. 

5. The souring control strategy shall be decided upon by the project team, based on a 
lifecycle cost evaluation for the applicable project conditions. 

3. BASIS FOR WATERFLOOD DESIGN 

3.1 GENERAL 

1. The following elements of the water flood shall be defined at the onset of the design: 

a. Water injection volume (annual basis) 

b. Number and location of injection wells 

c. Injection flow rate per well 

d. Injection pressure 

e. Injection water quality requirements 

f. Design life/expandability. 

3.2 WATER INJECTION VOLUME 

1. Requirements for water injection volumes on an annual basis shall be defined by the 
Reservoir Engineer in terms of production/injection forecasts. 

2. A Reliability, Availability and Maintenance (RAM) study shall be documented to assess 
the availability for a given injection system, taking into account the specific availability 
issues associated with all elements in the seawater treatment and injection system 
including the sparing of critical elements, as well as alternative water source treatment 
and injection system. 

3. The RAM study shall: 

a. Utilize country, field and organisational specific data on equipment and system 
availability, where available; 

b. Consider subsurface, wells, infrastructure and process and utility system 
constraints.  

4. A design margin (or surge factor) should be included on the fluid flowrate, to provide 
an allowance for surging and uncertainties in the basic data. The surge factor used 
should be confirmed by the Principal. 
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3.3 NUMBER AND GEOGRAPHICAL LOCATION OF INJECTION WELLS 

The number and geographical location of injection wells, in combination with the 
injection pressure, is relevant for the design of the injection pumps and the distribution 
piping network. 

1. The number and geographical location of the injection wells shall be defined.  

2. The impact of reservoir geometry, sweep, well injection flow rates and water quality 
should be considered. 

3.4 WELL INJECTION FLOWRATE AND PRESSURE 

The injection pressure is defined by the injection regime, and in case of fractured 
injection, by the maximum allowable fracture growth. 

1. The Production Technologist shall define the following: 

a. The range of the well injection flow rates (minimum, normal and maximum). 

b. The minimum required injection pressure over the design life at maximum well 
injection flow rate,  

c. The maximum allowable injection pressure.  

2. The maximum allowable injection pressure shall not exceed the pressure that 
corresponds to the limit defined by the top seal integrity; refer to 
DEP 25.80.10.22-Gen. 

3. The injected water flow rate in each well shall be controlled in terms of rate and 
pressure. 

4. The allocated volume of water injected into a well shall be recorded by appropriate 
metering. 

3.5 INJECTION WATER QUALITY 

1. Specification of the injected or water quality shall, as a minimum, include the 
parameters listed in Table 1. 

Table 1 Seawater injection quality specification parameters 

Parameter Specification Seawater injection 

Suspended 
Solids  

TSS Maximum √ M (ppmv) 

Particle size Maximum √ M (micron or mils) 

Ionic 
composition 
Note 1 

TDS Maximum √ P (mg/l) 
Minimum √ P (mg/l) 

Sulphate Maximum √ P (mg/l) 
Hardness Maximum √ P (mg/l) 

Oxygen Maximum √ M (µg/l) 
Bacteria count Maximum √ M  
Temperature Maximum √ P  

Minimum √ P 

Chemicals 
Note 2 

Nitrate Minimum √ P  

√ P = possible requirement 
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