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Note:

SMPTE “Stable” documents were previously described as “Archived” and the
attached document may be marked as “Archived”. The status of a SMPTE document
described as “Archived” is exactly as described above for a “Stable” document.

Stable documents may not adhere to the latest style and format of SMPTE

documents, or to current usage of normative language. Suitable care should be
taken in interpretation.
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Measurement of Intermodulation
Distortion in Analog Audio Systems
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1 Scope

This practice specifies the technique of measuring, by the intermodulation method, the signal distortion
introduced by audio systems.

2 Test method

2.1 An arrangement of apparatus as shown in figure 1 may be used for the measurement of intermodulation
distortion.

2.2 The signal supplied to the audio system under test shall consist of a linear combination of a low
frequency, nominally 60 Hz; and a high frequency, nominally 7000 Hz. The amplitude of the high-frequency
signal shall be 12 dB + 1 dB below that of the low frequency. The test signals shall be not more than + 3%
from the nominal frequencies to be used. Neither frequency shall contain more than 0.5% harmonic distortion.
The peak amplitude of the complex wave at either the input or the output of the audio system under test shall
be specified along with the measurement results.

3 Test equipment

A block diagram of an acceptable intermodulation analyzer is shown in figure 2. The output of the analyzer
shall be calibrated to provide an indication of percentage modulation of the high-frequency component after
removal of the low-frequency component. The meter should be sensitive to modulating frequencies in the
range from approximately 10 Hz to 400 Hz.
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Figure 1 — Arrangement of intermodulation test apparatus to determine distortion in audio systems
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