SMPTE STABLE DOCUMENT

The attached SMPTE Engineering Document has been declared
“Stable” by the controlling Technology Committee.

The SMPTE Operations Manual for Standards states:
A document should be stabilized if it is believed to be substantially correct,
does not contain harmful or misleading recommendations, may still be
relevant to equipment or practices in use, is stable, but does not represent
current technology, and need not be subject to future reviews.

A Stable document shall still be made available and offered for sale by the
Society, but it shall be prefaced by a cover page explaining its current status.

At any time, a Technology Committee may revise, amend, or otherwise
initiate a new Project on a Stable document.

A Stable document is “In Force”, and not deprecated or withdrawn.
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Note:

SMPTE “Stable” documents were previously described as “Archived” and the
attached document may be marked as “Archived”. The status of a SMPTE document
described as “Archived” is exactly as described above for a “Stable” document.

Stable documents may not adhere to the latest style and format of SMPTE

documents, or to current usage of normative language. Suitable care should be
taken in interpretation.
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SMPTE RECOMMENDED PRACTICE

RP 134-1994

Revision of RP 134-1986

Polarity for Analog Audio

Magnetic Recording
and Reproduction

1 Scope

1.1 This practice specifies the polarity of the
signal on the pin connections from a microphone
presented with a positive pressure on the dia-
phragm. It also specifies the resulting positive
magnetization when the positive microphone
signal is recorded on any magnetic media.

1.2 This practice also specifies how this positive
magnetization should be played back and fed
through a reproducing system to provide a posi-
tive sound pressure from the loudspeaker.

2 Microphone polarity

When a positive pressure is applied to the diaphragm,
a positive waveform should appear on pin 2 with
respect to pin 3 of an XLR-3-type male connector as
provided on the microphone. (This should not be
confused with either "phantom" or "T" remote dc sup-
plies used for powering condenser microphones.)

3 Audio chain polarity

The audio chain shall preserve correct polarity from
input to output. When an XLR-3-type connector is
used for input and output, if pin 2 has a positive

Annex A (informative)
Additional data

A.1 A bar magnet has an external field with the flux flowing
out of the north pole into the south pole (see figure A.1).
A recording channel is positive when a positive pulse pro-
duces a magnetic flux flow across the recording head gap
in the direction of the tape or film movement. A reproducing
channel is positive when a positive magnetization on the
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waveform at its input, then a positive waveform should
appear at its output connector on pin 2.

4 Recording Polarity

The recording equipment, being fed a positive
waveform on pin 2 at its input, will provide a
positive magnetization on the magnetic recording
medium. A positive magnetization is the same direc-
tion of magnetic flux flow as that observed in a bar
magnet where the flux flows out of the north pole
and into the south pole. This flux flow is in the
direction of the physical movement of the magnetic
surface.

5 Reproduction polarity

Reproduction of a positive magnetization on the
magnetic surface will provide a positive waveform on
pin 2 of an XLR-3 connector or the positive terminal
of the connector at the output of the magnetic repro-
duction equipment (see annex A.1).

6 Loudspeaker polarity

When this positive waveform is fed into the B-chain of
the reproduction system (the power amplifier and
loudspeaker), it should provide a positive movement
of the loudspeaker diaphragm towards the audience.

tape or film produces a positive pulse at the output (see
figure A.2).

Positive polarity may be simulated in a reproducer by
passing a dc pulse through a wire which is parallel to the
reproducing head gap. The dc pulse should be with the
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