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 The SMPTE Operations Manual for Standards states: 
 

A document should be stabilized if it is believed to be substantially correct, 
does not contain harmful or misleading recommendations, may still be 
relevant to equipment or practices in use, is stable, but does not represent 
current technology, and need not be subject to future reviews. 
 
A Stable document shall still be made available and offered for sale by the 
Society, but it shall be prefaced by a cover page explaining its current status. 
 
At any time, a Technology Committee may revise, amend, or otherwise 
initiate a new Project on a Stable document. 

 
A Stable document is “In Force”, and not deprecated or withdrawn. 
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1  Scope

This practice specifies a method of coding an auxiliary
time address into the binary groups of SMPTE time
and control codes, thus providing a second time
address storage and storage location.

The dialect used provides auxiliary time address
hours information conforming to the directory index 00
through 23 (decimal), as specified in ANSI/SMPTE
262M. It also conforms to the coding structure of the
primary time code located in the time address portion
of the time code word.

2  Normative references

The following standards contain provisions which,
through reference in this text, constitute provisions of
this standard. At the time of publication, the editions
indicated were valid. All standards are subject to
revision, and parties to agreements based on this
standard are encouraged to investigate the possibility

of applying the most recent edition of the standards
indicated below.

ANSI/SMPTE 12M-1995, Television, Audio and Film
---- Time and Control Code

ANSI/SMPTE 262M-1995, Television, Audio and Film
---- Binary Groups of Time and Control Codes ----
Storage and Transmission of Data 

3  Data structure

3.1  Bit assignment

Auxiliary time address data stored in binary groups
shall be assigned as shown in table 1. This dialect
conforms to the directory index in that the directory
page index corresponds to the tens of hours of the
auxiliary time address. Similarly, the directory line
index corresponds to the units of hours of the auxiliary
time address.
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LTC bits VITC bits Binary group     Assignation

4--7 6--9 1   Frames units

12--13 16--17 2   Frames tens

   14    18 2   Drop frame flag

   15    19 2   Color frame flag

20--23 26--29 3   Seconds units

28--30 36--38 4   Seconds tens

   31    39 4   Unassigned

36--39 46--49 5   Minutes units

44--46 56--58 6   Minutes tens

   47    59 6   Unassigned

52--55 66--69 7   Hours units (line index)

60--61 76--77 8   Hours tens (page index)

62--63 78--79 8   Zero (page index)

Table 1 -- Auxiliary time address bit assignment
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