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Foreword 

SMPTE (the Society of Motion Picture and Television Engineers) is an internationally-recognized standards 
developing organization. Headquartered and incorporated in the United States of America, SMPTE has 
members in over 80 countries on six continents. SMPTE’s Engineering Documents, including Standards, 
Recommended Practices, and Engineering Guidelines, are prepared by SMPTE’s Technology Committees.  
Participation in these Committees is open to all with a bona fide interest in their work. SMPTE cooperates 
closely with other standards-developing organizations, including ISO, IEC and ITU. 

SMPTE Engineering Documents are drafted in accordance with the rules given in its Standards Operations 
Manual.  

SMPTE RP 2080-2 was prepared by Technology Committee 10E.   

 
 
 
Intellectual Property 
 
At the time of publication no notice had been received by SMPTE claiming patent rights essential to the 
implementation of this Engineering Document.  However, attention is drawn to the possibility that some of 
the elements of this document may be the subject of patent rights. SMPTE shall not be held responsible for 
identifying any or all such patent rights. 

 
 

Introduction 

This section is entirely informative and does not form an integral part of this Engineering Document. 

The creation of television images that are intended to follow a standard of consistency in appearance benefits 
from the definition of a reference display, of a controlled viewing environment, and of a set of measurement 
procedures to enable consistent calibration of both display and environment. To ensure consistent viewing 
conditions, periodic checks of both display and environment are necessary. It is suggested that the checks 
specified in this Recommended Practice be done every day the display is in use. 
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1 Scope 

This Recommended Practice specifies methods to be used for routine measurements and calibration of 
absolute luminance levels and white point chromaticity produced by HDTV Displays that are intended to 
reproduce images conforming to the specifications of SMPTE ST 274 and SMPTE ST 296. 

Some displays are designed for automated calibration using measuring devices supplied or certified by the 
display manufacturer for this purpose.  Such automated calibration is outside the scope of this Recommended 
Practice. However, manufacturers implementing automated calibration are urged to consider the implications 
of the calibration procedures described herein, especially Sections 4.3.1 and 4.4. 

2 Conformance Notation 

Normative text is text that describes elements of the design that are indispensable or contains the 
conformance language keywords: "shall", "should", or "may". Informative text is text that is potentially helpful 
to the user, but not indispensable, and can be removed, changed, or added editorially without affecting 
interoperability. Informative text does not contain any conformance keywords.  

All text in this document is, by default, normative, except: the Introduction, any section explicitly labeled as 
"Informative" or individual paragraphs that start with "Note:”  

The keywords "shall" and "shall not" indicate requirements strictly to be followed in order to conform to the 
document and from which no deviation is permitted. 

The keywords, "should" and "should not" indicate that, among several possibilities, one is recommended as 
particularly suitable, without mentioning or excluding others; or that a certain course of action is preferred but 
not necessarily required; or that (in the negative form) a certain possibility or course of action is deprecated 
but not prohibited.  

The keywords "may" and "need not" indicate courses of action permissible within the limits of the document.  

The keyword “reserved” indicates a provision that is not defined at this time, shall not be used, and may be 
defined in the future. The keyword “forbidden” indicates “reserved” and in addition indicates that the provision 
will never be defined in the future. 

A conformant implementation according to this document is one that includes all mandatory provisions 
("shall") and, if implemented, all recommended provisions ("should") as described. A conformant 
implementation need not implement optional provisions ("may") and need not implement them as described. 

Unless otherwise specified, the order of precedence of the types of normative information in this document 
shall be as follows: Normative prose shall be the authoritative definition; Tables shall be next; followed by 
formal languages; then figures; and then any other language forms. 

3 Normative References 

Note:   All references in this document to other SMPTE documents use the current numbering style (e.g. 
SMPTE ST 274:2008) although, during a transitional phase, the document as published (printed or PDF) 
may bear an older designation (such as SMPTE 274-2008).  Documents with the same root number (e.g. 
274) and publication year (e.g. 2008) are functionally identical.  

 
The following documents contain provisions that, through reference in this text, constitute provisions of this 
Recommended Practice. At the time of publication, the editions indicated were valid. All standards are subject 
to revision, and parties to agreements based on this Recommended Practice are encouraged to investigate 
the possibility of applying the most recent edition of the documents listed below. 

Authorized licensed use limited to: Stanford University. Downloaded on October 08,2016 at 08:44:51 UTC from IEEE Xplore.  Restrictions apply. Full document details: SMPTE RP 2080-2 2014

http://www.avadocuments.com/doc/smpte-rp-2080-2-2014
http://www.avadocuments.com/doc/smpte-rp-2080-2-2014


SMPTE RP 2080-2:2014 

Page 4 of 18 pages 

SMPTE ST 274:2008, Television — 1920 x 1080 Image Sample Structure, Digital Representation and Digital 
Timing Reference Sequences for Multiple Picture Rates 

SMPTE ST 296:2012, 1280 × 720 Progressive Image 4:2:2 and 4:4:4 Sample Structure — Analog and Digital 
Representation and Analog Interface 

CIE 15.3:2004, Colorimetry, Third Edition 

4 Measurement Procedure 

4.1 Measurement Conditions  

4.1.1 Operating Conditions 

The display shall be allowed to stabilize thermally
1,2  

before the following measurements and adjustments are 
made.  

The lighting conditions under which the measurements shall be made shall be those used for normal 
operation. 

4.1.2 Measurement Location on the display 

Measurements shall be taken at the geometric center of the screen.  

4.1.3 Location of the Measurement Device  

For all measurements the measuring device shall be positioned perpendicular to and centered on the screen 
so that the region of the image being measured completely fills the sensing area of the measuring device. 
Unless certified by the manufacturer contact probes shall not be used because of potential adverse 
interactions between such probes and certain types of displays.   

4.1.4 Photometer type  

Screen luminance shall be measured with a spot photometer having the spectral luminance response of the 
standard observer (photopic vision), as defined in ISO/CIE 10527. The acceptance angle of the photometer 
shall be 2° or less. The photometer shall have an accuracy of ± 0.5 cd/m² (± 0.2 fL) or better. The photometer 
response to luminance variation over time shall be to properly integrate any such variation occurring at 
frequencies at or above 24 Hz and display the arithmetic mean value.  

4.1.5 Spectroradiometer   

Screen chromaticity shall be measured with a spot spectroradiometer with an acceptance angle of 2° or less. 
It shall report values in CIE x, y coordinates, with an accuracy of ± 0.002 or better for both x and y. As there 
are meters available that measure both luminous flux and chromaticity, this may physically be the same meter 
defined in Section 4.1.4.  

4.1.6 Meter Repeatability 

There can be interactions between the sampling period of a measuring device (photometer or 
spectroradiometer) and the display’s refresh timing that can affect the accuracy of measurements. Before 

                                                      
1
 Depending on the type of technology used, some displays require a particular type of input signal to achieve adequate stabilization. 

2
 The amount of time taken for stabilization can vary with the environment (e.g. studio versus outside broadcast) and with the 

circumstances (e.g. monitor measurement versus monitor operational usage). 
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making any display adjustments, it is necessary to determine whether such interactions are present. This 
should be done as follows: 

 Using the Reference White Patch signal, make three or more measurements of luminance, 
waiting 20 to 30 seconds between measurements 

 Verify that all the measurements are within the short-term repeatability tolerance of the meter, 
typically +/- 1% 

If the measurements are not within the meter’s short-term repeatability tolerance, there is an interaction 
between the meter’s sync rate and the display’s refresh rate, which shall be resolved before display 
calibration is attempted. 

4.2 Input Signals 

For measurement purposes, test patterns having the characteristics described in Annex A shall be connected 
to the input of the Display. 

4.3 Order of Measurements and Adjustments 

Black level and reference white level adjustments often interact, so they shall be repeated to ensure that both 
are set correctly. The measurement and adjustment procedures defined below should be performed in the 
following order: 

 Black level set 

 Reference white level set 

 Black level set  

 Reference white level set and measurement 

 Reference white chromaticity measurement 

 20% and 50% grey level measurement 

Black level, reference white level and reference white chromaticity measurements are defined in separate 
sections below for the sake of clarity. They may be performed simultaneously if the measuring instrument is 
capable of doing so, as is the case with certain spectroradiometers. 
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4.4 Luminance Levels 

4.4.1 Black Level Set 

The procedure in Table 1 shall be used to set Black Level. 

Table 1 – Black Level Set Procedure 

Test pattern: 

 

  Figure 1 – Test Pattern 1, Compound PLUGE Pattern modified for demonstration 

A.1 Test Pattern 1: Compound PLUGE Pattern (see Annex A). Figure 1 illustrates this pattern 
with the PLUGE area elevated in level to show all of the patches.  

Adjustment 
procedure: 

Check the black level using the PLUGE element of an appropriate test pattern, such as the 
Compound PLUGE Pattern specified in Annex A, and adjust it if necessary. Using this pattern, 
black level is correctly set when the circled three patches on the left of figure 1(-2%, -1%, -
0.5%) are not visible but the circled three patches on the right of figure 1(+0.5%, +1%, 2%) 
are visible. 

 

 

 
Figure 2 – Test Pattern 1, Compound PLUGE Pattern 

 

not visible visible 

Authorized licensed use limited to: Stanford University. Downloaded on October 08,2016 at 08:44:51 UTC from IEEE Xplore.  Restrictions apply. Full document details: SMPTE RP 2080-2 2014

http://www.avadocuments.com/doc/smpte-rp-2080-2-2014
http://www.avadocuments.com/doc/smpte-rp-2080-2-2014

