SMPTE STABLE DOCUMENT

The attached SMPTE Engineering Document has been declared
“Stable” by the controlling Technology Committee.

The SMPTE Operations Manual for Standards states:
A document should be stabilized if it is believed to be substantially correct,
does not contain harmful or misleading recommendations, may still be
relevant to equipment or practices in use, is stable, but does not represent
current technology, and need not be subject to future reviews.

A Stable document shall still be made available and offered for sale by the
Society, but it shall be prefaced by a cover page explaining its current status.

At any time, a Technology Committee may revise, amend, or otherwise
initiate a new Project on a Stable document.

A Stable document is “In Force”, and not deprecated or withdrawn.
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Note:

SMPTE “Stable” documents were previously described as “Archived” and the
attached document may be marked as “Archived”. The status of a SMPTE document
described as “Archived” is exactly as described above for a “Stable” document.

Stable documents may not adhere to the latest style and format of SMPTE

documents, or to current usage of normative language. Suitable care should be
taken in interpretation.
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SMPTE STANDARD

for Motion-Picture Film (8-mm Type S ) —
Camera Aperture Image

and Usage

SMPTE 157-1999

Revision of
ANSI/SMPTE 157-1994
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1 Scope

1.1 This standard specifies the dimensions of
the camera aperture image and its relative posi-
tion to the reference edge and the perforations
of 8-mm type S motion-picture film, as specified
in ANSI/SMPTE 149.

1.2 This standard also specifies the position of
the emulsion and the frame rate for 8-mm type S
motion-picture film.

2 Emulsion and film position

2.1 Except for special processes, the emulsion
shall be toward the camera lens.

2.2 The perforation used for the film-positioning
device shall be two perforations following the
perforation adjacent to the image being formed
when a positioning device is at the end of its
stroke (the minus-2 position). This location coin-
cides with that of the positioning device required
for the projected image and thereby improves
steadiness through cancellation.

3 Dimensions

3.1 The dimensions shall be as given in figure 1
and table 1 and shall apply to measurements of
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the aperture image as formed on freshly ex-
posed and processed film.

3.2 The angle between the vertical and horizon-
tal edges of the aperture image shall be 90° £
12° to each other.

4 Frame rate

4.1 The standard frame rate for motion-picture
photography is 24 frames per second. However,
it is recognized that nonstandard frame rates
are sometimes used for specific applications.
For example, 24, 25, or 30 frames per second
may be used for motion pictures intended for
television; higher or lower frame rates may be
used for special effects and analysis; and non-
standard rates may be used for special motion-
picture systems. The use of nonstandard frame
rates requires notification and agreement of all
parties concerned with the use of the particular
film.

4.2 A frame rate of 18 frames per second shall
be used for nonprofessional films using single-
system audio or post-processed magnetically-
striped film when the film is intended for
projection at 18 frames per second.
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