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1  Scope

This standard specifies the location and size of the
8-mm type S printed picture areas for negative/posi-
tive and reversal printing on 16-mm motion-picture
film perforated 8-mm type S, 2R-1667 and 2R-1664
in row positions 1 and 3.

2  Dimensions

2.1 The dimensions shall be as given in figure 1
and table 1.

2.2 Dimensions A, B, and H apply to all images.
The differences in values from the reference
perforation, dimensions B through F, establish
the minimum area to be printed.  For conven-
ience, and to avoid unnecessary addition and
subtraction in applying this standard, a refer-
ence dimension of 0.311 in (7.90 mm) from the
positioning perforation is suggested.

NOTES

1  The reduction ratio of prints made from 16-mm negatives

or reversal originals shall be approximately 1.8:1.  The
correct ratio is controlled by dimensions C through F.

2  The vertical dimension B of the reduced 8-mm type S
image of the original camera aperture image should be
nominally centered on the horizontal centerline of the per-
foration although the exact location will be determined by
dimension H and its tolerance.

3  The direction of film travel shown in figure 1 is to aid in
illustrating the minus-2 perforation and is the direction of
motion in the projector for the resulting 8-mm print if figure
1 is as seen from the light source of a projector used for
direct front projection.

4  If photographic audio is to be applied to the print, it is
necessary to consider the required compatibility between
this standard and the strong trade preference that a clear
septum not appear between the edge of the printed picture
and the edge of the printed track.  This standard allows
overlap (double) printing of adjacent areas of the printed
picture and printed track without permitting undesirable
incursions of one area into the unrestricted area of the other.
A suggested value of 0.0015 in (0.038 mm) more than
minimum may be used.
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