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SMPTE ST 2086:2014

Foreword

SMPTE (the Society of Motion Picture and Television Engineers) is an internationally-recognized standards
developing organization. Headquartered and incorporated in the United States of America, SMPTE has
members in over 80 countries on six continents. SMPTE’s Engineering Documents, including Standards,
Recommended Practices, and Engineering Guidelines, are prepared by SMPTE’s Technology Committees.
Participation in these Committees is open to all with a bona fide interest in their work. SMPTE cooperates
closely with other standards-developing organizations, including ISO, IEC and ITU.

SMPTE Engineering Documents are drafted in accordance with the rules given in its Standards Operations
Manual.

SMPTE ST 2086 was prepared by Technology Committee 10E.

Intellectual Property

At the time of publication no notice had been received by SMPTE claiming patent rights essential to the
implementation of this Engineering Document. However, attention is drawn to the possibility that some of
the elements of this document may be the subject of patent rights. SMPTE shall not be held responsible for
identifying any or all such patent rights.

Introduction
This section is entirely informative and does not form an integral part of this Engineering Document.

The content mastering process begins when the creative talents (Director/Director of Photography/Studio)
select a viewing environment and a look for the production. The creative intent is established in this
environment. The most common display color space examples are Digital Cinema P3 for theatrical distribution
and Recommendation ITU-R BT.709 for home distribution of HD content. For distribution to the homes, the
mastering process could be redone with creative adjustments performed on a mastering display.

The mastering display is the display where creative work (adjustments and approval) is done during the
mastering process.

To improve the color reproduction of this mastered content when shown on other displays, it is useful to have
optional information that can be used to more closely reproduce the creative intent originally achieved in the
mastering suite. This document provides a specification of the metadata defining the color volume (the color
primaries, white point, and luminance range) which can be used to assist in achieving consistent results on
different displays. The color volume metadata are values that a mastering display is configured to. In a simple
mastering process, the device native value, i.e., the value configured at the production plant, can be used. In
a multifaceted mastering process, the set up value, i.e., the value configured at the viewing environment of
the mastering room, would be used. This standard provides a first step towards improving color reproduction,
but does not define the mastering environment or the method of measurement of color volume metadata that
would be needed in the case of a multifaceted mastering process.

The final archived master of digital imagery commonly includes encoded images only. In order to exactly
reproduce the creative intent, it is useful to know the color volume specification of the original mastering
display. This need is especially critical as the display technology continues to advance.

This standard is well suited to describe the metadata for the current state of the art displays as well as the
new generation of displays that exhibit high luminance and wide color gamut.
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