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Foreword 

SMPTE (the Society of Motion Picture and Television Engineers) is an internationally-recognized standards 
developing organization. Headquartered and incorporated in the United States of America, SMPTE has 
members in over 80 countries on six continents. SMPTE’s Engineering Documents, including Standards, 
Recommended Practices, and Engineering Guidelines, are prepared by SMPTE’s Technology Committees.  
Participation in these Committees is open to all with a bona fide interest in their work. SMPTE cooperates 
closely with other standards-developing organizations, including ISO, IEC and ITU. 

SMPTE Engineering Documents are drafted in accordance with the rules given in its Standards Operations 
Manual.  

SMPTE ST 2094-10 was prepared by Technology Committee 10E. 

Intellectual Property 

SMPTE draws attention to the fact that it is claimed that compliance with this Standard may involve the use of 
one or more patents or other intellectual property rights (collectively, "IPR"). The Society takes no position 
concerning the evidence, validity, or scope of this IPR. 

Each holder of claimed IPR has assured the Society that it is willing to License all IPR it owns, and any third 
party IPR it has the right to sublicense, that is essential to the implementation of this Standard to those 
(Members and non-Members alike) desiring to implement this Standard under reasonable terms and 
conditions, demonstrably free of discrimination. Each holder of claimed IPR has filed a statement to such 
effect with SMPTE. Information may be obtained from the Director, Standards & Engineering at SMPTE 
Headquarters. 

Attention is also drawn to the possibility that elements of this Standard may be subject to IPR other than those 
identified above. The Society shall not be responsible for identifying any or all such IPR. 

Introduction 

This section is entirely informative and does not form an integral part of this Engineering Document. 

The color volume transform for Application #1 is based on a parametric tone mapper. The design of this 
application is founded on the following requirements: 

1. The mapped imagery maintains the contrast characteristics of the input content. 

2. When the mapping operation cannot be optimal, compromises can be made in the lower and upper 
region of the luminance range. 

3. The mapping function can be parameterized based on the input content. 

4. Manually adjustable parameters are available to provide artistic control of the resulting imagery. 

Application #1 takes advantage of a color volume transform that can be performed in color spaces including 
luminance-chrominance, RGB and color spaces based on the human visual system. Annex B provides a 
mathematical description of an example color volume transform in RGB output-referred linear light output. 
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1 Scope 

This standard specifies the content-dependent color volume transform metadata items for Application #1, a 
specialized model of the generalized color volume transform defined by the core components document 
SMPTE ST 2094-1. This color volume transform is based on a parametrically-defined tone mapping curve, 
the shape of which is defined both by the image essence characteristics (algorithmically computed from the 
input image essence) as well as by manually-set adjustments. The metadata set supporting the application is 
generated as a part of the mastering process. The adjustment parameters are decided on as a creative 
adjustment. 

2 Conformance Notation 

Normative text is text that describes elements of the design that are indispensable or contains the 
conformance language keywords: "shall", "should", or "may". Informative text is text that is potentially helpful 
to the user, but not indispensable, and can be removed, changed, or added editorially without affecting 
interoperability. Informative text does not contain any conformance keywords.  

All text in this document is, by default, normative, except: the Introduction, any section explicitly labeled as 
"Informative" or individual paragraphs that start with "Note:”  

The keywords "shall" and "shall not" indicate requirements strictly to be followed in order to conform to the 
document and from which no deviation is permitted. 

The keywords, "should" and "should not" indicate that, among several possibilities, one is recommended as 
particularly suitable, without mentioning or excluding others; or that a certain course of action is preferred but 
not necessarily required; or that (in the negative form) a certain possibility or course of action is deprecated 
but not prohibited.  

The keywords "may" and "need not" indicate courses of action permissible within the limits of the document.  

The keyword “reserved” indicates a provision that is not defined at this time, shall not be used, and may be 
defined in the future. The keyword “forbidden” indicates “reserved” and in addition indicates that the provision 
will never be defined in the future. 

A conformant implementation according to this document is one that includes all mandatory provisions 
("shall") and, if implemented, all recommended provisions ("should") as described. A conformant 
implementation need not implement optional provisions ("may") and need not implement them as described. 

Unless otherwise specified, the order of precedence of the types of normative information in this document 
shall be as follows:  Normative prose shall be the authoritative definition; Tables shall be next; then formal 
languages; then figures; and then any other language forms. 

3 Normative References 

The following standards contain provisions which, through reference in this text, constitute provisions of this 
engineering document. At the time of publication, the editions indicated were valid. All standards are subject 
to revision, and parties to agreements based on this engineering document are encouraged to investigate the 
possibility of applying the most recent edition of the standards indicated below. 

SMPTE ST 2084:2014, High Dynamic Range Electro-Optical Transfer Function of Mastering Reference 
Displays 

SMPTE ST 2094-1:2016, Dynamic Metadata for Color Volume Transform — Core Components 
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4 Terms and Definitions 

For the purposes of this document, the terms and definitions given in SMPTE ST 2094-1 and the following 
apply. 

4.1 PQ-encoded maxRGB 

maxRGB values as defined in SMPTE ST 2094-1 and encoded according to the Reference Inverse-EOTF 
specified in SMPTE ST 2084 

4.2 selected pixels  

pixels within a processing window as defined in SMPTE ST 2094-1 

5 Application Identification 

The ApplicationIdentifier value shall be 1 and the ApplicationVersion value shall be 0 to identify this 
version of Application #1. 

These two values identify this document as the defining document for the application-specific metadata 
specified in Section 7.1. 

6 Color Volume Transform 

6.1 maxRGB-based Tone Mapping 

6.1.1 Introduction 

The color volume transform for Application #1 is based on parametric tone mapping. 

The minimum, average and maximum PQ-encoded maxRGB values are computed from the selected pixels. 
These metadata items are computed characteristics of the associated image essence and are collected in the 
metadata group ImageCharacteristicsLayer. All remaining metadata items are manual adjustments to the 
color volume transform and are collected in the metadata group ManualAdjustmentLayer. 

6.1.2 Reduced Pixel Set 

The reduced pixel set is the half resolution version of the selected pixels and is used for calculating the 
minimum, average and maximum PQ-encoded maxRGB value. The reduced pixel set is sampled from the 
selected pixels throughout all image essence associated with a metadata set. 

The reduced pixel set is calculated as follows: 

Starting at the upper-left corner ( , ) of the ProcessingWindow, the ProcessingWindow shall be 
partitioned into non-overlapping sample areas, each comprising 2x2 pixels. A component-by-component 
average shall be calculated for the pixels in each sample area. If a sample area falls partly outside the 
ProcessingWindow, only the (1 or 2) pixels that are in the intersection of the sample area and the 
ProcessingWindow shall be used in calculating the average. The reduced pixel set shall be the set of 
computed averages. 
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6.1.3 Minimum PQ-encoded maxRGB 

The MinimumPqencodedMaxrgb shall be the lowest PQ-encoded maxRGB value of the reduced pixel set. 
Its value shall be a number in the range [0, 1] and in multiples of 0.00001. 

6.1.4 Average PQ-encoded maxRGB 

The AveragePqencodedMaxrgb shall be the average of the PQ-encoded maxRGB values of the reduced 
pixel set. Its value shall be a number in the range [0, 1] and in multiples of 0.00001. 

6.1.5 Maximum PQ-encoded maxRGB 

The MaximumPqencodedMaxrgb shall be the highest PQ-encoded maxRGB value of the reduced pixel set. 
Its value shall be a number in the range [0, 1] and in multiples of 0.00001. 

6.1.6 Minimum PQ-encoded maxRGB Offset 

The MinimumPqencodedMaxrgbOffset shall be an offset in the same unit as MinimumPqencodedMaxrgb 
to be added to the MinimumPqencodedMaxrgb value. Its value shall be a number in the range [-0.5, 0.5] 
and in multiples of 0.00001. Its default value shall be 0.0. 

6.1.7 Average PQ-encoded maxRGB Offset 

The AveragePqencodedMaxrgbOffset shall be an offset in the same unit as AveragePqencodedMaxrgb to 
be added to the AveragePqencodedMaxrgb value. Its value shall be a number in the range [-0.5, 0.5] and in 
multiples of 0.00001. Its default value shall be 0.0. 

6.1.8 Maximum PQ-encoded maxRGB Offset 

The MaximumPqencodedMaxrgbOffset shall be an offset in the same unit as 
MaximumPqencodedMaxrgb to be added to the MaximumPqencodedMaxrgb value. The value shall be a 
number in the range [-0.5, 0.5] and in multiples of 0.00001. Its default value shall be 0.0. 

6.1.9 Metadata Values Constraints 

The metadata items defined in Sections 6.1.3 through 6.1.8 shall meet the following condition: 

 0 ≤ (MinimumPqencodedMaxrgb +  MinimumPqencodedMaxrgbOffset ) < 
 (AveragePqencodedMaxrgb +  AveragePqencodedMaxrgbOffset ) < 
 (MaximumPqencodedMaxrgb +  MaximumPqencodedMaxrgbOffset) ≤ 1 

6.2 Offset, Gain and Gamma-based Tone Mapping 

6.2.1 Introduction 

The tone mapping offset, gain and gamma values shall be applied according to the equation: 

 (1) 

where: 
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